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PR HP ACE 

IT wnn iiitfHtiind that I ho nuhjit't of Magtudmtti tuul Kieetricity 
liHild bet a volume ccimpbte in ttnelf, of the Hcricn fornung a Text- 
Book on Physio*, but it ban ln?mi found iiecMMary to divide it into 
two. The preaent volume tHintttmii an account af the 'chief pheno- 
mena of electric mid magnetic pU'W* wlmu thuy arc nmpectivtly 
dbatfid and nagmtindl* Tht eftecU of chants in tht systems art 
only 4*oi)tkU*wl statically, after tht changes ara t fftctid 9 mid the 
ijiteiws haft btrattin steady again* The ph^tioinf na aocompraying 

of eha^p btlong to tltcrtric curt^nt or 
and will bt tmittd in another volume 

view of electric* action taken by Faraday and largely 
lopetl in matltvtttalieal fonn by Maxwell utill holdagood. Faraday 
dbowtd that we nuit re(prtl the ntatermt iiiititutii between 
tltetrifitd Imlkw an in an altered ctinclition. In this vultim tlic 
quantity which in taken an meauring the alteration i ttrmdl 
llif term is adopted in prtfertnoi to ^tltotric 
or If fltctri0 plarisatitinr in (Jbat it dots mi 

or imply any iptdal hypoth^is* Whtn tin* tern is f rt 
found imM, il to not mmmty to fern a by jmtU^i* aa to tbt 
mturt of the alteraiim f though t(u tomtwiiat ?a^i ttpraitntatiw 
of it as the beginning of chemical separating tht dimwing apart of 
two tonally and oppositely charpil prtions of atom* or woltKHil^ 
whkh ikmday appears to adopt is btlpfuL Tht di^tmn tiwory 
to, Mbslanliatlf f a much more highly dif ttopdi tnd clymmicftl torn 
of F^mday \ th^ry. Bullhi dietmi thwiy waaingprtidbf At 
pl^ttotiunm rf tk^rie ili**!^ ad ii 
that II U itum> appmpriattly wntidrnd in tim wmpaaiw 
In thi* v^Juuw it it only iatwluwl <x^aaSiJimily iti 



ti PREFACE 

The experiments are sdeobd chiefly for their 
the fundamental principles, and no attempt in nuitto tci give n 
plete account of experimental method*. For fuller fMniii the* 
reader is referred to Wiedemftm^ /AV /,r/vr wn tin tekktrMiil, 
Graetzls Handhtch dtr FM>ktTkit<tt uml tit* Magiwtfamw, Wjiikrl* 
mimii's ffmibrnkSerPkyslkt or the Kmy^nlm Ifritm9tm* 1 lilt 
edition* 

The mathematical development in only mrritd *c fer an in ttrni**! 
fo? the accoant of tie experimtnto tlmTibtni Tht nim in tti littiW 
firnnly the tedmtion on which the mtittttmUml Unm v may U 

' 
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GENERAL ACCOUNT OF COMMON 
PHENOMENA 



Ebeirlfk&tkm by friiitiaii^At3liin* tmtwovit limHim both ftfoetriftw! by 
friation Two kiruU *f l^trHU^tiun ~ Luvv uf nittdiriti mttahimicitii net km 
Btotrlo notion* not maffnettaCunUueticin unct intinlt!<m Ci$Nf*ifi! 

by induatloti~~ltatiK'tlon nf kind of ehitrgn 



hjf t&i ltotraeapt<"Nfttttr0 of iwlwml ohnHri ^cation Only the 
itsrfiet 0! n ticHutufNjr to <sHttrgd Thu two )K3trlfltmtiimii 1 wayn oceur 



Irmtt tH*i 
tiMtitntt'ik diittltlnr Htilil [* 



Eiootrification by friction, \Viu-u n nfirk of H 
has IKH^H rubln^l with any dry wtidkm iiuiterinl it is found to 
attract ciitt f mmll jiitnt^ of |m}M*t\ bmm or either vt^'v tight pur* 
tidbit, A dry Klann mti nfti-r U'lit^ ritbtml with *ilk acti tti a 
iimilET way, muithi' jnti|H*rty in nltiiix*d by miuty other ^ulwttuu^, 
* When htiwing thin (uH-uliur taiimt the? nurfm^ of th rubbid 
mi l inkl to bt dt'ctnfk'ti, to Imve umkrgiiite ^leetriflmfciciii y or to 
i tarm b^ingckrivai from the Orttk fiX 
whieh w^'kitown to th midwti to 



. 

Mmiy vtry iittipb And interttting nptrimt nfci may be mtcit on 
dii'trit* m'tiunn, \Ve nmy y for m*tnm'<% it t tract gg*nhelK p^J^r 
ritip wood In lit H iiinprtiiHi by nilk throiui*, fte. t by lcctrififla rods 
of Baling- wax, nmia, eboiil li% iinti glann, l*crhu{w the tnont winking 
tfX|H?riw0ut It iht tltcitrificmtioti of dry {mp@r If utTtiml Attbi 
of mptr iM Uboroyghly dritci Imfam tht Krt or by ironing with 
hot iron f and ar wEib still quite hot* laid in a pilt and 
ibarpij with th<? Jhgt^tmiK thty adhtrt vtrjr dum*ly tt 
If m{mmt^!, thtn' for a ihort timt show ek^tri(5catttm to a 
Wj|h dbp^i and ntiiwt itnid! pitem of paptr with grmt 
ftmi to tbt wall if brought *aui to it, and o on, 

fa making th^ tifmmte7 rxj^ritn^iti*, w^ find fctmt for 
*ubtm*ec* t^rtftiu -rublx^^ 1 im tin. m| 

I - - ' - , ' . 



2 STATIC 1 KU'XTIUriTV 

Thus, resinous materials, auch an iwlinjc-*a.* *** uilotniti', *huiihl 
be rubbed with wool or fur, anil gla^ with ilk, 

Actions between bodies both elMtriiedi by friction, 
We may study electric action* betwwii bwliv* in nuirv iMail by 
means of some uch apparatus an the following, whirh nr may Irrni 
disc electroscope. Twodiacn^, 6(1% 1) are aUarhrtl tu ihr mil* 
of a vulcanite or varnished glmm ntd, pivotal awl fiw in turn <n 
an upright support ; a i glass and A in vulranito ; r, il niv I wo nthrr 
discs, of glass and vuleanito resjicclivdy, prut-iili*! with viilr^iiii^ 
handles* On rubbing a ami r with nilk f iiiitl A anil il wiih wowl or 



fur, all the surfaces are electrified* On jtnwnttiiff thr ghm dJiar r 
to the ^lasa dine ^ we find that it rrprl* it. Wt? flnil alo lluit tlio 

vulcanite disc 1 d i*ept!i the disc /> or that thi* 4tnlnr Itotliim H j i 




Fid. 1. 
each other whtm tltcitfififd, On tht otlbr Imml, r **ihm U 4, atttl 



Two kinds of electriAcatton ; vitr^ouj or , 

resinoua or negaMTt* Wt have, thfti f two dbtittct fclmb of 

electrification^tlmt of the nibM flans MI! that fif tilt 
vulcanite. Further e%ptrimtnt how that Uu rv art **i*)v 
iwo kifkht aod thay am often ttrwd f ftw tbtlr *iimlr*t tnm 
production, vitrcouH and r^mrnt mp^Uvdv, But || fa* t 
that whin aoMn nn a gitm dtcMldi bdl| tbty 
fotws, which tt^mi to MutraliM unit oIlMr. Hmi tfet 

!*? 1 ^ 4 "V.** * tteetri *W that It htU 
** * t of aw ^4 thty will pmdnct M 
two actions beig equal and opiate, 
B^|l^ 
two : clectnficatiom tht tmrn Mriiit iSTu 



tto feilow 
or electric 

h 




GKNKIIAI* ACCOUNT OK COMMON IMIKNOMKNA 8 

their appropriate I'uhht*!**. Eiuh rubiter, if very fay and ht*Ut at 
the end of a vulcanite bandit*, will hi found to repel thedim* rubbed 
by the uthets while it attract?* UN own dine, Or if two other diwn 
which electrify each other be rublxid together and presented to the 
gluMM diw% one attract* and the other repel* it, 

It imiat not i bo utippOMtil that a given mibHtamte In always* 
t'bctrifk'd in tlie name way. The imtitru of it* electrification 
'|H*nd on it* physical condition and upon the niblm* ustnl* It in 
tlmt Muhstjuu't'N nui by nrrnngeti ippro)ciinnte!y in orduts t bus 



' 



Silk, 



Bci that if any one of thet suUtatuTH is rublmi hy mm higher in 
tiie ti^t it in negatively elaetrifieci, whib if rubbtci by one lower in 
the lint it i** |>Hitively dwtrlfietl The onltr in matt a Hit ttiunt 
nit he tnken n^ t|tile fix^K >inrr dinnge in |>hysirnl eondition may 
alter the ptmition of H Mtbutanre in tfie lit, A polinhed Mu1at*t% 
for innUnrei np|Knt*A to inrreane the tentieiiey to positive elentrifi* 
tittion, mi tlmt while polished glimn in nenr the head of the H*t, 
niyghmiiid gliMin niiiy lie tow down, 

Blfotrlo actloni mot magnetic, \\\- umy tit otuv din 
tinguifih eleelric? from ntugnetii* miion by the I art tlmt iroiu nic*kel 4 
wwl rotmlt nri% with nil the other nietnlii4lmnt fnim the abov^ lint, 
Conduction and insulation. At one time it win nyppmetl 
that tilt wt'titU mid iiUier iifbitanmi not nhtiwitig elwtric *ittmc- 
luni afU?r friction mm notitbotrk, di^Hug futiikmentally fmni 
nybtatiaM raah m *%Mm wd gkM which wt ft dlont rap^titd ^ 
iieittg cmfmbb of glteirificmiion* Bui aft<*rwmU it wan siawti that 
tint strid diitinettoti in iti tht dagret to which a mibntaiKW will allow 
01ti*trifimt!an io ptt*itd ovrr or through it. Shi'lliu: mnd dry glint** 
e atwtrifimtsiin for 11 Icingur or lihtirtur tiinn on the 
it ii fltui dqvi4ii{mi| ana urc thtnifcint tornunt hiw 
nlbw it ta tpttNiil ove r thtnr wbok ^urfnci^ or to bt 
to otht r b0dii which thty touch, mnil *m< tbtrtfcm 
lwUtr^ If ti mtlmi rod is mid by tn instiktlpf h*mdte 
it my 'bt eltctjrifldi amily by friction with fur, but if it Ii touch^t 
ttK ik ^nuluctor, it instantly bwm it tTlc^tnHattioth 
i** no doubt n fundbaittitiii diKiwnm bttwttn romluctor* 

iimiktcini* Bat wt term nmny bdiliw i.Mnktm 
mtly vi?ry *bw c^itdia^tor^ tuul wn tumy imve tv 



4 STATIC KLBCTRICITV 

stage between moderate Insulation* web an that of wool or that of 
baked wood, and good conduction web m that of tiie mrtab. 
Sometimes a body may be in ibelf an inwlator, but mav bavw * 
tendency to condense water from the nirnn ib wrfiuw, ami the Him 
of water will form a conductor. Tbto explain* the dURrulty 
experienced In keeping electrilkation on glum* or tb niill grmler 
difficulty in keeping It on papur. 8own*titii^ii the wrlhrv of tin? 
insulator decomposes. Thii oft^n happiin with inlmtiitti mitl 
glass, and the products of dw>mjMwiition fatiii a t *<!** Unn I** MM 
The insulation of glass may be improved by immri^itm fur a diort 
time in boiling water. Dust may alm prmiit iimyktiiMi In fV*ri<* 
ing a continuous coating of emidticting matter on thi? tttrfiiiY of A 
body. 

The hygroscopic tendency of mm graiUv iitipuJfn it* 
as an insulator except in a very dry ntm^p!rn% It K ' 
necessary in electrical experiment* with j[fam titbtr to i f _ ,. 

4 " it by a^oUbw hw 

w to talt 




'b a cork which may be brotight dt*w to 

rifhurie any dito tbe afar nf : fl>r' 



use. 



M!se*?^seeras 
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wldc-h can IM- vhwwl lv lhi rk '' *' ll ' >tnnm-nt is nut in 
iiw, in onto t prvvmil tin- cntmnw of diwt. /',/* *'> hmns 
Nidi* pluU-N which nut IK' arranged nl nny diitUnre on earn Hide ol 
Uw idd !cftvo the wnsitivonww of the instrument Ix-wg Knitter 
the nearer the j1attH ni-u to the leave*. If the worn! of the awe w 
IKMI eiNHltivtinx U ide plntw "Iwndd be cimnwtecl hy wu-u to 
i-iirth. Tlio HMMMI for UiU will IKJ KOCH when wi- 1vo nmMdercd 
the |ilHmmnmm of induction. 'Hie top of the wl nmy ronvcnicntly 




end in A nwtol tabto *. If Ihta i touched by an ketri*cd 
omt of tht ieotrification in communiotted through it to the rod 
and leave., and th learn, being rimiUriy theMM, rp*l wh 
other and tand out M In th %ur. 

An imnmrUnt improvement in the contnirtian of the 
jrold-loaf efectrimronp which i now itMtal innit m prolonging 
the wmtml iwi by a thin metal "trip, and having only one 
gold kmf which U attached t the atrip near it upper end. The 
Iced wrticaJ trip then take, the place of the wcond gold leaf 
On electrification the gold leaf tawb out from the .trip. Fig. 4 
roprwente a form of the instrument suitable for lantern projection. 
It it convenient to have a gUw Mate engraved on one of the 



. 

HUotrlfloftUon by toduotloa. We have dwariM _abov 
the ehMKing of the ekctroMop* by contact with an '" 
i. not mmmy. On bringing an Petrified 
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*ing|i* |nf 
itifli*rgmt< 



body near the elect rom>|ie Iht* leave* tlivrrgr, or tin* 
stands out from th* atrip, Mltou-ing ilmf il$n him* 
electrification, The elertritimtion thins printum! tit 
without contaet it wid to lie imiiiml. 

Detection of Mud of charge by tho fold-teaf teotro- 
^* If the flaetnmmpt lie ulightly rhurnnl, tv bv nibbing 
the Ut)lo with H^nnrl or fur* il will imiiai! Ihi* 
kind of chnrgc on nitv hHlv brtittghl nmr tn the 
table. lf f for example, n exrilnl rlmttite nd 
hddiiver the* table tiiaki*n fhi* Imf iirj^iin^nlniid 
out furthtr, an tmdtad glai nul 11111)11^ them 
fall nearer together, and rlrr IYTJH, We utmll 
e later how thane aetioim may lie explained, 
Htm w takf thtm an tbt miuitt nf diiwt ex* 
perimtnt md shall tine them to tot tht nature 
of iiuluwt eleetrifleation* 

Hstwt of induced *tetrijlmttoa* It 
nia? be thown e^ilj that whtotttr an dbetriflid 
bcKly j bmught mw an iniiitated c^ndnetor it 
Indueti lectrfflMtion of the Mnd opiKmite to it 

pnrt of the initijlatid bml? f m iti 

<m an Inittlating mpport, and i 




to its own in th 
A is a 



hk* b mmly . 'mat iUul die .t U l ofi 
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Thin gives UH an mlditioiml ivason for ascribing llw 
Mgns + nml to the two khuln of electrification. N ? ot ouly do 
they show opposite mechanical action*, hut when they come together 
in proper proportion the resultant effect w non-*!ectn<imtion 

We 1 may describe imluction,perhap8,more easily by materialising 
our conception of electrification! regarding it an something winch 
we call electricity* in addition to and possessed by the matter, 
rather than of an a condition of the matter, A neutral body we may 
regard a possessing amounta of the two electrifications practically 
unlimited and HO mixed together m to neutralise each other. Each 
electricity must be endowed with an action of repulsion on its own 
kind and of attraction on the opposite kind* Thin* we must note* in 
not a repetition of the ntatement on p it of the mechanical action 
between electrified bodies One given the nature of the force 
between portions of electrified matter tending to move matter ; the 
other given the action* between electrifications tending to move 
electricity even though the matter is kept at rest, 

Using this new conception* we may ay that the + electricity 
on A (Fig, 5) decompose* the neutral mixture on B* drawing 
the opposite nearer to itself and repelling the like *f* which we 
may term complementary! away to the other end. 

Thii modi of description ii merely provisional We shall sea 
later that we must suppose the medium round the electrified bodies 
to tiikti part in the phenomena* and when w try to assign to th 
medium it* Hlmre in the action tho ahovc conception of electrifim- 
tion ei^awi tci i>c adc*i|uate Hut if wo use it, not a& a hypothesis 
but rather as an illustration to aid us for a tinu k in arranging tha 
nffdirtAitiecl facts of ctwtru* inductioiti it will be at least quite 
harmless. 

If we toutfh B with the finger or with any other conductor so 
breaking down its insulation, B become pnrt of the genera! 
conducting syitem consisting of tho tabb f Door, walls, and so on, 
and then either tha positive electricity am get further away from 
A and so leaves B or A draws up towards itself more negative 
from the surrounding conductor* on to B* Whichever ptoeess 
takes place tha effi^t is tha same $ vk B loses ail its poiitivn 
charge and !n only negativtly tltctrifled* If now we break the 
communication with the earth, B wtains^thwelwlricity even if Ait 
removed ; on the removal *f A the electricity on B ii ralMributed, 
and negative will be found on either end of it 

We may now explain the action of an electrified hotly in the 
fuiukmtntal experiment of the attraction of light bodies* ueh as 
bits of paper or bmn. The electrified body ftct by induction MI 
tlumo light brtdi^t electrifying their nt&rtr urface with Ihf kind 
opposite to its own, the complementary charge of the gam* kind 
going either to the fiirthtr side or pping away to Ihi table or 
whatever tha particles rest upon* The bbdkt th i " * 
otectrificd attrnct each other and the particle % to the 




lltrn 
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surface. Frequently they only adhrrr for a ntuttM'iit atnl an 
repelled. This bmraciallj not icwiM* with uitli balU 
by insulating silk tbraMk They null to tin* rlwlriflwl fttirfant 
and than rush away f standing out a* in Fig, 7, *Htf* explana- 
tion of this nptiltion in that on ttiiirhing tin* efertrilinl |l 

^iil tip tbrir i}jH^itr . 
lit'iiig iligbt miiihirli 
from tlir niirfiiiT mim^ of it* 




own 



mn 
they are mp)lfi frum it 

Tbr gt>icl'lmf t*i* 
nw! to llanttmto nottit of tlttf 
wvtw of imiiietiofi, l<rt it 
fotma witli two buti** If m 
altetrifltd twl m| of 
held filmvo tht tutib of tint 

Pif. S tht tabb U < Iret rife! 



positive in the side jplat^ thtir n^ntivt going itf thrnygb tbt 

conducting communimtion to the tablt or flmr f or f M its 
generally, to the earth symboliaed by tha pkto K, To lit 
that we get rid of tbii nt^itivo etoft it is ml vi^ibir to 
the side plnte* to tbt p^ or water pij^ bv wlm. 




_ nv . n w>nwr.n* vr WV * 

to rwuWoa of th Uk* 
M|H"Mp4 
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y iltclroM'o|K!H| I hurt? wo no Npwinl hide platen. In that cnw 
the fuirfactt of tht* %faw may he dimly or damp and HO become 
opponitdy i*lwtril!cci. If the glaiui IB {ttrfectly ingulating the 
opposite dectriHeation is induced in the nearest conducting 
mirftuftfn and the leaven are ntill pulled out by the attraetimiB of 
thoMe MUi'fnce* rather than puiihed apart by mutual repulsion* 
Hut the nearer the opp&iitely electrified Hitrfaeea the stronger itw 
outward pull Hence the advantage of having adjustable side 
p!att*$ f which may foe brought very near the leaven when the charge 
in mrmlL If while the electrified rod in over the table of too 
dectraacope we either touch the table or allow the leaves to 
diverge o far that they touch the mde platen, the negative from 
the leave either piwim nwiiy to ** the earth, M $V* to the surrounding 
conductor*, or in neutraiiwd by a further nupply of positive 
brought up from the earth, nnd mining to hi* electrified, the leaves 
fall together* On breaking the earth communication the positive 
on the table above remain*, and on removing the vulcanite this 
poiitiva tprendi over the rod and leaven, and inducts negative in 
ihf mtle platen. Thm* ngain attract the leaven, which are once 
drawn apart and remain apart m long an the insulation m 



Wo axn now it@ how an clcH*troco{K% left charged with positive in 
this way^ trmy be Uitdi M a detector of th kind of clmrge {>oaese<l 
by another ht>d\\ If a jmni lively eleetriflad body in brought nmr 
itn tabltii then the tnbitt i^ negatively electrified py induction and 
pwittve in #<mt down into t lu? nlnmify ptmitively c^H'trrfied lt*avei f 
und thty am forced utill further apart, If a iiogntively electrified 
body It brought near the table* it m ponitively eleetrifled and eithtr 
thi* positive in drawn up to it from the leave* or ncgnt.ive is 



down to the leaves, and in either cane they are leu ntrongly 
potitivtly tltctrifitil and fall together iomtwhat, If the body fi 
strongly ehargcKi with negative and ii brought nearar, a point may 
fa reached when the positive in the Imvm It jimt ntutmliitdl ana 
they oome together. If tht body mpproneh<M itill ntftrtr than this 
poltiti then tim it a Imlanca of negative in tfat Imvm mm and 
nbova that ntntmliiing tht positive prevknmly thercs and tha leavtm 
diverge onca more, it will eanity m tmn how the indication art 
modified if tha mitiul charge of trie i4ectroiiro|}a ii ncgntiv0 

Only the outer eurface of a conductor Is electrified 
unit there are Insulated charged bodies within it. Tbii 
may bt proved mt follows ; A narrow, dttpt tin mn f ii plictd m a block 
of jmmftin to ttrveanitiiuktor and inchargtHl with electricity dth&r 
by contact or induction* If wt place a proof plane in contact with 
IM Intidb of the* can attd then ftmo?a tho plant to an el<K!tro*eop 
no <iy^i ii ckteeted, however itrongly tbt outiidt nmy t>edmrge<iL 
Ii fa^ti tht eaB aott as a noi^tti proteeting the inmde ifMi 

eltictrittcatioti, and tbi i^ore nearly it ii dkmi the SUMI 
m th protiKtion. Tto tendency of <jiectrificmtion to thd 
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outride of a conductor may In* *honn in anothrr 

the pamffin, tmrhaiw*!, wr ma ititnnlitw 



can on the paraffin* tmchnrtfw, wr may intnNluw **$tii 
charged conductor, mieh m n proof plane or a mrlnl hall * 
insulating handle. On lowering the charged body ^ well wit 



PlitrinK I 
within it 

with , 
within I 

can and allowing it to touch tht inaide of the* run it heroine* im 
of the inside surface. Iti electrification at twice leave* it, anil i 

taking it out of the can it ii found to he entirely dtrhafgrtl 1 
aid of the proof plane wt* can show that thrrr i no clw trifiration < 
the inaideof themn. Hut before contact the inaide nf the ran w 
electrified t>y induction* the state of affair* being represented by Fi 

0; the + on the insulated tioily within the ran induce* - tin tl 

inner surface and the complementary 

ii iJmwn to the outbid*** lint in Vm 
tiii my that the otn art an a eompb 
nertfii betwwn the inide and tht outnid 
For tht + chaw on tht otiblde may I 
shown to remain in the name pcwftir 
whttwtr tht Ht* boily in pka^cl within tl 
inductor so long m it ii some tlintani 
below tht top, 

We may, for etampli** conduct tl 
. tiperimmt*with the can on the table < 
T^ a golcMtmf tlte'tfoseope m that tht rimr# 
tht miUidt! eibtmla to the Imm 
^ *,wir difmpMi rtmaJmi tlie namtt hon 

** 11^ b^Jy W j lW|| U |t w|| ^y I 

about When it is well btkn 



H- 

4 
-f 



the to|> $ tbe -f n th oubiWt is rtdly related mm to a - _,_ 

i it iyt0M on the surface of the ittamt cmiliietori^ th 
, wall, &c t . ' 

The two eleotrlfloatioB* always oomr tognthtr , Ii 
duoing each other; or eleotrlfionlio^ te alwayii In 



Jfofftgtiiii^stalt^^ 
toa0ti^ f U that whenever w^lmvcMHi^ kindof electrifiStim w 
^trati^^^ 

toll ws objected to these stated ^aipt am btliif pullfd towawl 
w L*S J? *i t * lptar w iWl diiertbe iEp^mml 
which venfy tim, and diail how al M t>mt the two rdntrd idecilri 
*-*! M gi^^ wim j itl qy^tlty, so that if any cmdurtini 

m the oppositely t)rtrifitd imfucta tin 

,... p w ^ther exaelk n^itmlise each other* Tfciw 

ttM epmiiMBt reojpissefifeid in ff , 9 t the 4* <m the 
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I hew two elmpgeH come together and also neutralise each 
and no clwtrifimtion of either kind remains. 

When electrification in produced by friction the two electrifica- 
tions are at fimt one on the rubber and th other on the rubbed 
bodies When the two bodies are widely separated they may no 
longer aet only on each other, but on the walla, Thus a charged 
ebonite rod which after being rubbed with wool is held up in the 
middle of a room has itn opposite + on the arm of the homer, on 
the table* or on th walk If two rods both negatively electrified are 
held up near each other they appear to repel each other* but our 
further study will *how that we ought rather to regard them m 
drawn apart by the opposite walls, which are positively electrified 
by induction. 

Discharge of electrification. When an insulated 
electrified body i touched by the finder or by a conductor 
connected with the ground the electrification passes away and the 
body is mid to be discharged We have described this discharge 
as if the charge merely went to the earth. We can now see more 
of th true nature of the process. The electrification of the body* 
whan insulated, in accompanied by opposite electrification of 
the walls, floor, and surrounding conductor*, and we may regard 
the two charge* as tending to come together, but unable to pans 
through the separating insulating meahim* When a conducting 
bridge in tntulc the two charged spread along or through it ana 
unite to mnitmltHtt wwh other. Frequently they arc* able to break 
down the inMulation of the medium if the electrification in con* 
ftidcrnble, and a upark occur*. In nil eases of electric discharge! 
the energy of the electrified system in dissi|mted in the discharge! 
either an heat in the conductor*, or an light, heat* and nound, and 
perhaps chemical energy in the spark 

Methods of producing electrification In large 
quantity. Frictional machines, Many different forms of 
machine have been de vised for producing electrification eon* 
tinuouily by friction, and for a long time thty we in eommoti 
UHC, As they art now iupmadtd for mmt purposes by induction 
inaehincit it wilt sufflce ir w d^cribe on Form -Winter'i plate 
machine. A full account of the* mode of eonitmctinji and tuiiig 
thin and other frictional uuichiucK will ba found in Harris'* 
/YJrftona/ JKtotricitff. 

In Fig* 10 p in a circular ghi*i plate mounted on a horissontal 
ii which can im tuniad by the handle h in the direction of the 
nrrow-lu'iul T V\w plate ywmm at the lowest point between two 
pdi of silk or leather, stuffed with wool f .and thete esrvi M 
rubbew. Their power of emeiting elaotrifleaftioii is 'gftatly . 
inerta^Ki if an amalgam, uHimllv of mercury, zinc, and iini* mixed 
with lard ami iineardi over the surfa**! The pads ait ln^^ 
with wtxwl and connected to earth, either through the woodwork of 
the machine or, if this is not sufficient, directly by a wire to the 
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gas or water pipei. At tht level of the liiiriniifitnl milim tin* 
passes between two metal ninths r lit? rolltrtnr*. Tliw rttittl** 
have sharp teeth poititing to the {ilutt niiil w(mmiri fnitii it iv M 
s^mall interval to allow of flw running. Two nslk rtup * niturliwl 
by tWr lower kft-hawd dgm to the rubtirni c*Uwl nrnrly tn 
tMMBibi wd ion held o n loelv to cover tin* <rtion tif itt 
platt batw^^ robbr and collector. ' The roiitl* nn* rvttiiin-ii^l In 
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of tho plate, the excellence of its surface and of the surface of the 
rubbers. The advantage of the particular structure chosen for 
the riny is not very clear. It certainly makes the sparks brighter. 
Hint this in probably explained by the fact that it increases tlw 
eafwcity of the prime conductor no that more electricity in stored 
i>i it before a dinduirge aceum* ami more* therefore, JMHKCH in the 
discharge, 

The ease of discharge from points* If a very nlwrp 
metal point is placed on the prime conductor it in found that din* 
charge taken place from it eontinuouMly the air or dunt in the* air 
acting to convey the charge to the surrounding and oppositely 
charged conductors. We need not here discuss the mode of din- 
charge* Hi* Mufficient at thin ntngo to nay that the electrification on 
any conductor tendi* to accumulate at any projecting point on the 
conductor and to a greater amount jwr unit area the sharper the 
point It appears then that even with comparatively weak charges 
the crowding of the electrification on to a point may be so great 
that the air Is unable to insulate, and discharge occur* through it* 
The point appears in the dark to glow, If the hand bt held over 
the pint the impact of the electrified air stumming from it is dis- 
tinctly felt* A sort of Barker's mill may easily he made to work 
by mean* of this point discharge A light ^ whirl " ivpraiettted in 
Fig, 11, consisting of a number of ttpokei with etidt* pointed and 
bent tangen Unify* in pivoted on a vertical 
metal nupport on the prime conductor of a 
machine. When tho machine in turned the 
whirl rotate* with the point* directed back- 
wadk Wn may explain the motion ttum; 
Wtre tht pointii covered with nome efficient 
iniuktor the whirl would bt in eauilibrium, 
the pal! on the utrongly electrified pointii 
bshig ncatmlitHi by tin* pulli over the more 

fdtotrild remainder of tht iurfant* x^ 
Bui m '$m point?* am mt Imul&twl ib$ Q ^C, 
chaige li ccmlaiitlj ^mmbm off thtm a^i ^- - 




HO the pull on thorn in dim5ivilml Tho pull Fia. u, 

<m the rest of the surface is therefore not 
fully conipemiatcrl and the whirl rotates, <)r t without considering 
tiie armtignmcnt of forces it is enough to my that forward 
momentum in generated in the air streaminp from the whit, awl 
that the etjua! backward momentum is mani&iidl in the retreat 
of the point. 

Lightning: oonductore. The effidt ney of lightning con- 
ductot^deiiendi on the tmse of ditchiyrge IVom paints* A lath of 
lightning ii merely a spark tli charge on a grand scale botwmi 
y rlt't'trifi^l cloucln or between a cloud and tho 
that a eioud is highly charged. The under nurfat^ 



opposite ele<:trtiiimtion on the ground und^neatii it, and if 
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mutually inducing cbargei rim* abovt* n wrtain Irgvr n (lit*)* m 
flashes may ensue between thu cloud* ami conducting projection* 
from the earth, such as building* trwp* or cwndurting rock*. Hut 
if there be a lightning conductor with n ultitrp point diivctod 
upwards and well connected bdbw with the twrtlt. tin* rurtli rlinrgt' 
may pass off contiaaouiily by tho point toward* tlwrluinl aittl nmy 
neutmlbt* the chai^ge thrre v or at any mtt* prvvrttt it fmni fining 
to sparking intensity , We may iihiiilmlf thin artinn iif a lightning 
conductor DV placing a sharply pdintt**! mrtli-roniHTtvtl int*Ul nil 
near the prime conductor til a inarliinr* If tin* wfuhim< i i$i$w 
turned the (iiacharge from the |Kiint ti> tlw priiiit^ runiliirttir 
P'mvants the gathering of a eliium* in the lattt r, and thin may bt* 
shown by tiie fact that a gdd*kf rlictr<m'oj pluerd IIMT tin 
prim conductor ii nearly vumUWt^l, Httv tbt primt ronclyiftiir 
may be taken to reimmmt a cloud and tilt dmrp point a liglittiing 
conductor. If the point i now covcm! by a itiutid inttal knob 
the continuous disch^p from it CWMNI am) tbt < !mr# on th; 
prime conductor ^athert* till tht^m is a #}mrk fmin it to tbt knok 
rho electroscope itd&mt^i the gathering of UR< 4 liaigt and iti 
diiptaal in tbt spark,* a 

Induction machines Tkt tl^otrophoru*, TI^tK-ttm 
pliorus ii eiomljngly uteftsl for the pro(]iicftloii of a Mtii% of unialt 
chm^s. It mtiiiti of a iat mkt (RH t Fig, Ii) of munt ttiiiotm 
nateitl, say of vulonito^ mtfi on A mttsl pktt ttd cmJltftl Ibt 



by beating with catkin, 
imluc podtiw 
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u few point**, Tin? charged ebonite therefore arts inductively 
nrmsM the intervening layer of air ou the covcrund some positive Is 
iiuiuec'tl on ita under surface and the complementary negative 
an UM upper surface. The caver in now touched with the linger 
and HO earth-connected. The positive charge on the sole can 
now gut very much nearer to the upper Hurface of the ebonite 
and we may regard it as panning round through the earth and the 
body of the operator to the cover, which receives* nearly all the 
charge previously in the sole, The negative charge in the cover we 
may regard either m neutralised by the addition of positive or m 
{MiMfliiijf away through the operator, Now removing the finger, the 
cover is insulated* and on lifting it by the insulating handle 
it contains a positive charge which in quite large enough to be 
useful for many purpose**. The charge on the ebonite still remains 
practically undimininhed and at once induces another charge on 
the sole, By discharging the cover and replacing it on the ebonite 
the process may be repeated, the original charge of the ebonite 
sufficing to give a great number of charges to the cover* Though 
the original charge is thus the exciter of all the succeeding charges* 
it must not be supposed that it in also the source of their energy. 
The cover when placed 021 the ebonite and charged oppositely IB 
attracted by it and in lifting the cover up again more work 
mtiHt be done than that required merely to raise itu weight, and 
it \n tliih vxciwM of work which given to the charge on the cover 
tht* energy it WOSWHHI'M. The operator therefore nuppiicH the 
energy of each t'lwrge in the act of mining the rover. 

An itluHtmting the fwt llmt the ehurge on the elmnite neb induc- 
tively through u thin k t yer of air on the ordinary cover, it in 
interesting to note that if u layer of mercury lie pott ret! on to the 
cake and touched to earth theVake in dim-barged. Evidently the 
mercury fit* M> elo**dy on to the electrified surface that the two 
electnfieiUkwK are able to unite, 

It is important to notice that ihccharge taken away on raising 
the cover Is nearly all derived from the tola When the cover is 
first placed on the cake a small electrification of the cover, 
4- below, -above, no doubt occurs, But the greater part of the 
charge on the cuke in still occupied in inducing the charge on the 
nole. When the cover in touched the nole charge rushes up into 
the cover* and really form* the charge earned 1 away when tht 
cover it mined, Thii may oa!ly \w proved by placing the eloctro- 
phoruii when excited on an itmulnting pillar* if the cover is put 
on the cake and touched, the *olc charjp cannot now past in to the 
cover and a vt ry smalt rttult it obtained. 

The eleetroplwrtm in a convenient intminetit only wlicn a 
imalt quantity of electricity in required. For though any number 
.of nearly tc]tial charge can b@ obtained on tht cover In suecmion 
froni the mnm tltctriimtioii of the muKm cake ami mw t>e 
eomtnuiumted to a uiUl>ly ftrmiiged couduetor, it would be both 
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troublesome and slow to gather together any large quantity in Iht. 



Hwulator, whksh we may ii|ii** to 
be an electroscope a that will r* 
u MI indicator of inciwwing ctwrp i 
B b placed on A. If conducting 




9fas. 



fi id Md*e B OB A 



A, while B b touched to eartli, 
almost all the chaw, will gather 

3 * A, for thUcmnliqultdoiw to 
the opposite negative c*wrp* iiiduml 
on the under 1* of H. Tin- na- 
tive charw is nearly njual to lhal 
on A. Now innulaUi W ami rmo% 
the body; let B be rai^l ami 
btought agaiwt Ct touch t to 
artb. A porftiwi diMv* *rly 
qil to tbe newtive on U or the 
pcwiti *e on A gather, on C. IwuUil* 

touch B to mrth ; towk-C to A, twtt 



- 

whole of iti duirgewlUnaMto A, beinjiaiWed toawl 

almoet doubling the onginal charge, RepeaUng tb protm 
after mhwriea of operation*, tho charge ou A nearly doubkd 
and may soon t mad a ?y large multiple or m otwuMU value, 
as the electroscope will ahow. The diad vantage of thU form of 
is that it requires considerable manipulation, and it *a 
imtrumenta in which the praise*! waa earrtod out 




. Prebeiily tbey were not 

bHR WiWNiifci n&amy us 



lBtd by MI te 1681, bouW taw 
^pw^iiowvvw, tohav*btu uecktetmi, 
t taetamtot inwatteo of iMdutiw by 
, r t and Holtabout thuynir. 10M8 0>at 
general atteatiou wax diotad to tbe Mtbjpt. Aim DM! tin* 
fora* of BMwkfaw*, aU dtyaiideiit on fcrimtfaa r M to- 




feictional mtuttn* at 

in principk we shaft flwt 






(JKNKKAI, AMOUNT OK (COMMON 1'IIKNOMKNA 17 

BelU'0 machine** In tlw form hew dtwrihcMl there are two 
metal plnlt'Ml ht fid*l pint tut A IMumtt a* in Fig, 1 4, like the covers of 
n book JIM! fixed on insulating pi Haw. The movable? part consists of 
two t'trt'tdar inotni platen* tne ** carrier* Ml {' I) f nt Hi* 1 extremities 
of ft gJiuw nrnt. My tiwting a handle thoHO can IK* revolved on a 
horiy,ontal HXIH HO that they paw* through the MpaeeH partially en- 
doHed by fhc* field platen, Projecting from the itiKule of each 
lietd plate In n *prhig x % which eai*li carrier tonchen a noon a it in 
roiiiplelely within the field platen, After coiitacts with the 




am broken the earner* inline in cotttart with the twci ttck of a wiro 
if fi 9 tbt lft ntHitmiiiing mci %% of later mndiiw^ wbirh piiti tiioui in 
ttartrie tttinitMniratitfn while? tttll within the field platei. To 
timletnUnd the action of the nm*hiw lot m iwppoai that to begin 

with there ii a ponitive dmrgf on A and thai the carrier plates 
itart Ironn tbt potillon of contact with tht wira n n f C Mug 
within A ami D within & Thun negative dltelridltj ii itidlncia 

on C* and positivt { atnf to D* The^e nbafg^i art otrritHl round 
' C! tonehti the* spring t within B*nml I) touthti that within A 
tin- raiTitm ar^ atmcBt enel^ad by tbct fitld piatti and ar@in 

, with them, their eharpn, tending to grt to tbtotittidtipiii 

almc^ii tntimly to tht fluid platei t inermiing the -f etnyrp on A 
and giving a rhaifi to li lilt oarrie n Ihm wovti on to oem* 
taet witb the tndi of the wire t , whtn I) will bt negatively 
anil ponitU'tiy eltet rifltd by indluetion. Fiirtbtr i-oUtion kinp 
C again witbiti A and 1) wiibin B*andl on oontnnt with^tho 
ebmv^i to to imww tbo on tba fit Id platai, Thu fbt ; ' 
platrn mpidiy * 



(IMIIbp.111. 



mttmttm dfl 



Ann, M. Ltnii, 
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It is not alwaya netswary to electrify * rM || < * 
machine in action. There i frequently *) i-Urgr I" 
with, perhaps due to friction of carrier agaimf * *\**K 
the two pkt we not electrified equally the trlm; ill 
the lMg*rch*id icon mftke the wnnllw rhmv f 
signtoitifitwMnotoimtWly. .... 

In 1860C. F. Vwley* iuventwi mudimo imlr MI 
to that of Belli, and later LonJ Kelvinf ik-iml * niifimtun, llw 
replenisher" used to cbaifle tlw jar in hit Muailrimt Kln-trnmrtrr. 




Ito, ift. 



^ortwat divelopuMBta made to TopWr' 
We Aall only d-crib. th* 



a auaoii of the pmiew aad>iiw fontwliat motr 
6rtalB and oojawenient In it* working. 

Wtojjdatcrst !**. Tbe eoauwm &n f Ul 
js wprsntd in Kg, II, It eon^iU of lira a*U 
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lh'H in oppoxit** tlirw'lioni-t on tlu* Kitim* itxtss, On the miter 
of tin 1 plnk'H we t'cjtwl miinln*rsof thin briwH Hector* armngotl 
rndiullv ul t'qnnl int'crvnlM. On the horizontal dinmeter art* thi* 
collecting comhM connected with the discharging knohn which am 
placed iJiovt? the tiinti'N. Two NiimH I^ydeit jura have their inaide 
coating** connwtcci one to each of thc collecting combs, while their 
out Hide coating** are connec*te<l with each other. At 4fi or there- 
uboutn to the luiH/.onlaU the bt'si panitioii bdng found by trial, 
are two iieutraiinlng mdn* ont % op{Kiite eat w h face, and nearly at 
right angle* to each cither, Thctw terntiimte in wire bnmheK which 
touch toe Reciom an they revolve, To tart the machine most 
oajiiivs the diHclmrging kitohn are placed nearly in contnct and the 
handle l turned* After a few revolution* of the platen, if the 




Kio. 



b fairly dry atici dtist-lto, iparki will mm* Th knobs 
may now be tepaimtM gradually, and the iparki will continue to pan 
till the limiting length is paaiedl ?en when the machine will net 
cxcit* itntlf it may mulily be set to notion by holding an t lentrif ed 
body near one of the bru*he# on the far aid* of the plate* from it, 
and then rotating the platan* The Wiwiihurit i* one of the most 
easily worked anil moat regular of the Influence maohinaa. The 
ion of its working can bi givati mott rtwlily by aid of a 
in which, m mpiwtnted in Fig. 18, th<> ^atet ar rt* 
by coaxial cytimierit, Wt mav then di*fcinguih thtm IMI 
ind m ttr* iJit Hi flmt Imm out of account tho df^harginc; 
cirtHiik atul yppoia only that wt have tht two neutralising fodb 
^ lift thi platen rttolvt aa in tt flpiti wdM ua 
that in iontf way t my by friction at it paiafi the bruih fi |f 
at tht highest part of the hmer plate to slightly ptmtively 
nl Ai ilia eontes opposite m i it indues - on th 
of tfat outer utnte vuider t% and *w*ud + on to the 
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sectors of the outer plate under m^ The smaller the sectors 
and the more numerous they are, the greater will be the quantity 
of induced through m 1 by the + on the inner plate, and it 
may be much more in total amount than the original + if a 
sufficient number of sectors pass % while the inducing charge is 
near that brush. Now the passing round on the outer plate 
airives opposite w x when the + on the inner arrives at n^ and, 
mean while, the + given to the outer plate through >/z 2 arrives 
opposite n^j and under these charges not only is the + on the 
Inner plate under n z neutralised, but a charge is induced on 
it there while a + charge is given to the sectors under w r These 
are carried on, and when under m^m 2 they induce and + on 
liie outer plate, while when under n^ they are reversed. 



U-U7 




FIB. 17. 



n ** di f erent Pts of the plates are therefore 
. , and if the sectors are sufficiently numeroustS 

M^^^^i^P^v^* 6 * 8 * 1 lof &e charges on 
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combs will clearly tend to draw out and leave + on the right- 
hand discharging rod. On the left-hand rod, will be left, and 
if the knobs are not far apart the charges may soon be sufficient 
to spark across. But if the knobs are so distant that no sparks 
pass, the charges on them may soon reach a steady state, and no 
more electrification being taken from the combs, the machine works 
just as if the discharging circuit were removed, and increase is 
balanced by leakage. 

Storage of electrification. The Leyden jar. The 
Leyden jar is a device for collecting and storing large quantities of 
electrification. It usually consists of a glass jar, as shown in Fig. 
18, lined inside and out with tinfoil to perhaps three-quarters 
of its height ; the neck of the jar is closed by a cork, or preferably 




db 



FIG. 18. 




FIG. 19. 



some insulating material, through which passes a metal rod termi- 
nated above in a knob and below in a chain, which puts it in 
communication with the inner coating of tinfoil. If the jar is 
held in the hand, the outer coat is connected to earth, and 
if the knob is applied to the prime conductor of a machine, the 
positive charge from the prime conductor passes into the jar and 
collects on the outside of the inner coating. There it induces a 
negative charge on the inside of the outer coating. If the knob is 
held at some distance from the prime conductor the jar is charged 
by a series of sparks, and the successive rushes of negative elec- 
tricity to the outer coating through the arm may frequently.be felt. 
If the source gives large charges in each spark, the rushes through 
the arm would be painful, and the arm must be replaced by an 
earth-coniiected wire. 

To discharge the jar it is only jiecessary to connect the two 
coatings, or to connect the inside to earth. As it is disagree- 
able to the operator to form part of the connecting circuit it is 
usual to employ a discharger, consisting of metal tongs provided 
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wilt an insulating handle (Eig. 19). The knobs being separated 
a proper distance, one is first brought against the outer coating, and 
flie other is then brought near the knob of the jar ; the discharge 
iakas pkce by uieans of a spark more or less brilliant, according 
te ti diaarge in the jar. If the tongs are brought first against 
ike knob, disehai^e sometimes occurs through the operator if there 
is faulty insulation in the handle. It is therefore advisable to 
observe the order above described. With a given machine as 
s&eree of electrification the maximum charge collecting in a jar, 
wfeicii we may take as indicating its electrical capacity, is pro- 
partioBai, as we shall prove later, to the area of the coating, and 
iavmely as the thickness. It depends also on the nature of the 
ii^oktiog material of which the jar is made. It would, for 
ple^ be greater for an ebonite j ar than for a paraffin jar of the 
same dimensions. Sometimes, instead of a' jar, a flat 
pane of glass is used, coated on its two sicies. We 
m&y evidently regard this as a* jar opened out. 

Franklin's jar. If the coating is not abso- 
lutely in contact with the glass the charge resides on 
the surface of the glass, passing, no doubt, through 
t&e intervening thin layer of air. This was proved 
by Ranklm by means of a jar with movable coat- 
ings. Fig. 20 represents the separated parts of 
A a jar. The lowest is a tin cup to form the 
osier coating. The middle is a glass beaker which 
Mnfc> the cup, and the upper is a tin cylinder to 
too the inner coating when dropped into the 
fitter. After charging the jar we may remove 
fet the outer coating, and then the inner by an 
ing hook so as to prevent earth connection 
the coating is removed from the jar. The 

1 be f und * 



J u * i -0^***j JULvwcver, a dlS-* 

_.^, ^ obtained on connecting the coatings 
showing that when the coatings were removed the 
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ppeared, but much less in quantity, and another spark may be 
obtained. Leaving it again for a time after discharge, another 
but still smaller charge gathers and a third spark may be 
obtained, and so on. These successive charges are termed residual 
charges, and the successive sparks residual discharges. We shall 
give the probable explanation of the phenomenon later. 



CHAPTER II 
QUANTITY OF ELECTRIFICATION 

Use of the electroscope to indicate equality of charge The two elect rifioa- 
<IQES always appear or disappear in equal amounts whether the electrifica- 
tion is by friction, by conduction, by induction, or by supply from current 
Electrification resides only on the outside surface of a conductor unless 
it contains insulated charged bodies An insulated charged conductor 
inside a hollow conductor induces an equal and opposite charge on the 
issiete and an eqoal like charge on the outside Imagined construction 
of multiples and sobmultiples of an arbitrary unit of charge Imagined 
me$n& of measuring any charge in terms of this unit. 

W* sfeall BOW describe a series of experiments, some illustrating 
fte gBneial kws of the production and distribution of electrifica- 
tion, sad others showing that we may make definite and consistent 
Kaaoranenf* of quantity of electrification. 

IFse of the. electroscope to indicate equality of 
cterge* If a ieep and narrow metal vessel, such as an ordinary 
rani tin canister, is placed on the upper table of a gold-leaf electro- 
sc^pe, it may be tpid to detect a very slight charge of electri- 
fication on a body, by the introduction of the body within the can. 
It JB not necessary to communicate any of the charge to the can, 
for it will act inductively, calling up an opposite charge on the 
mde of the can and sending a like charge to the gold leaves.* 

As tiie body is being lowered within the can the divergence of 
Ite (lerai ; rapidly increases at first, but soon it approaches a limit, 
it does not exceed, and the leaves remain practically fixed 
ar tie body be moved about within the can, so long as it 
near the open top. & 

sed by a lid; with only a small hole for the 
^body to pass through, the body may be 

^t to P' without chan S* ^ the divergence 
a change in the position of a charged tody 

* *?-f^ ? G indications of electro- 
outside of the can. This result, which is 

ia this chapter the gold-leaf electroscope may 
** ^ 87 ^ ihQ baioj 

^ reater sensitiveness 
sensitive 
d it 
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of great importance, may be verified with great exactness by 
connecting the can to earth until the charged body is inserted. 
The induced like electrification on the outside of the can is 
discharged and the leaves remain together. They are then in the 
most sensitive position, and the sensitiveness may be still further 
increased by approach of the side plates. If there were any 
change in the effect on the leaves due to change of position of the 
inside body it would now be noted most easily. 

Here we have a definite effect due to a charged body, which 
may be easily observed, and, one which is consistent. For on 
successive withdrawals and insertions the same divergence of the 
leaves is obtained, and the exact position of the charge within the 
can is unimportant. We may, therefore, use this effect to compare 
two different electrifications as to quantity. If two charged bodies 
inserted successively, produce the same divergence, they are to be 
regarded as having equal charges. If the divergence is not the 
same the greater divergence corresponds to the greater charge. 
Again^ if two oppositely electrified bodies are inserted in the can at 
the same time, they tend to send opposite, electrifications into the 
leaves and so to neutralise each the effect of the other. If the 
leaves do not diverge at all, the charges are to be regarded as equal 
in amount though opposite in kind. We have thus defined what 
we mean by equal charges on different bodies, whether like or 
opposite in kind, and we can now state the fundamental law of the 
production and disappearance of electricity, viz. : 

The two electrifications always exist in equal amounts. If any 
amount of one appears or disappears, an equal amount of the other 
appears or disappears at the same time. 

The truth of this law may be tested by the following simple 
experiments with the gold-leaf electroscope and can. 

Electrification by friction. If a rod of sealing-wax and a 
rod of glass are rubbed together within the can the leaves do not 
diverge. They are both electrified, howeyer, for on withdrawing 
one of them the effect of the other is at once evident. But since, 
before the withdrawal of one, the leaves did not diverge, it follows 
that the two kinds of electrification are produced in equal 
amounts, one on the sealing-wax and the other on the glass. 
We may use other pairs of substances, and in every case we shall 
find that the two bodies rubbed together are electrified oppositely 
with equal amounts. 

Electrification by conduction. If we first lower an insulated 
charged conductor into the space inside the can, touching the can to 
earth meanwhile so that the leaves remain together and in the 

Eosition most sensitive to variation of charge, and if we then 
>wer a second insulated uncharged conductor into the can till it 
touches the first, we know that conduction takes place from the 
first to the second. But the electroscope gives no indication ; 
then the total amount of electrification remains the same, thoqgh 
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now it is on two bodies. Again, charging the second body 
oppositely to the first before inserting it into the can, and keeping 
the can untouched to earth until both conductors are within it 
but not in contact, if we now bring them together the smaller 
charge will be entirely neutralised by a part of the larger and will 
disappear, while the rest of the larger charge will spread over both 
bodies. But the electroscope remains unaffected by this process, 
or the algebraic sum is still the same. The two kinds have, 
therefore, disappeared in equal amounts* 

Electrification by induction. Returning to the first of the 
two preceding experiments, while the second uncharged body 
was being lowered into the can it became electrified by induction 
on approaching the charged body. This we know from our 
general experiments on induction, described in Chapter I. Since 
tbe electroscope gave no indication of change of amount, it is 
evident that equal and opposite amounts must have been induced 
on the body. The unlike was near the first body, the like remote 
fyom it. On contact the unlike was neutralised by some of the 
charge on tbe first body. So that it is again evident that the two 
kinds disappeared in equal amounts. 

Mectric current. We shall see hereafter that the electric 
OOTeat as |>roduced by voltaic cells or dynamos may be regarded 
as a ccmdoction of electrification along the wire in which it occurs. 
The quantities conducted even in a short time are usually 
ffi>rmoosly great compared with the quantities with which we 
dtafcl in ^petiai% with ibe gold-leaf electroscope on charges 
pAieei tgr-ftkftki*-or induction. Making a small voltaic cell, 
and connecting the plates together by a wire so that the current 
flows, let us insert it within the electroscope can. No vestige of 
cfaaige is shown. Hence the two kinds are being produced and 
me disappearing in e^ual quantities. 

The distribution of electrification on conductors. 
Efa&nfcafim resides oniy on the outside surface of conductors, 

bemg hollow, they contain Insulated charged bodies. 
If tie deep can of the previous experiments, or preferably a 
jiistikted metal globe with a small opening to the inside, d 
" plane inserted insMe ' 
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** %& of efectriSbatio^ om withdrawal. Or, if a 
conductor is brought within the hallow conductor and* 
&> It, ft Is entirely discharged. On contact it forms part 
**f tbe md^e of tite k>Uow conductor and can no longer keep its 
electrification. r 

R&. vol. i. 1173-4) made experiments on a 
of. it eitK*or uesiies.on the 



. . light 

Ffi3ae%03* m^&red m -uritfa ^.p^p^ was made thoroughly 
wire and bands of tinfoil. It was insulated 
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and charged by a powerful machine till " large sparks and brushes 
were darting off from every part of its outer surface."" Faraday 
" went into the cube and lived in it, and using lighted candles, 
electrometers, and all other tests of electrical states,*" he was unable 
to detect any charge within the cube. 

Faraday devisee! a very simple and interesting method of 
showing that charge resides only on the outer surface of a con- 
ductor by an experiment known as the " butterfly-net experiment." 
A conical muslin bag (Fig. 20A) which may be 10 or 12 inches 
long is fitted on to a ring about 4t inches in diameter, placed on 
the top of an insulating pillar with "a base fixed to the table. The 
muslin is preferably slightly starched. After it is starched two 





FIG. 2(U. 

insulating silk threads are attached to the apex, one inside, one 
out, so that the bag may be easily turned inside out merely by 
pulling one of the threads. A charge is then communicated to 
the bag, and it can be detected on a proof plane which has been 
applied to the outer surface while no charge is thus detected on 
the inner surface. The b$g is then pulled iuside out by one of 
the silk threads, and the outside, which was previously the inside, 
is found to possess the whole charge. 

Wh&ti an insulated charged conductor is "brought within a hollow 
conductor it induces an equal and opposite charge on the inside of the 
hollow conductor, while an equal like charge goes to the owtrndtf* 

Let Fig. 1 represent a deep can on the table of a 
scope and let a positively charged insulated conductor be i 
within tne can. Outside the can and in the leaves tlte .; 
positive charge, as may be shown by the collapse of the gold leaves 
on bringing near the can a negatively eleetrified feodjy ^ iw 
ebonite rod. Inside the can there is a negative fbaVe^ftviC .1P 
totich the can to earth to discharge the outside 
' catip.fi m& tfafp, withdraw t 
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outside of the can and the gold leaves become negatively electrified. 
We may at once prove this by again bringing up the ebonite rod, 
when the leaves will diverge still further. Now, discharging the 
electroscope and again inserting in the can 
the positively charged body, we know from 
our experiments on induction that the quan- 
tities on the inside and the outside surfaces 
of the can are equal, though opposite. 
Touching the charged body to the inside of 
the can, it is entirely discharged, and at the 
same time the inside charge of the can dis- 
appears, while the outside charge is un- 
affected. Hence the inside charge must 
have been exactly equal in amount, though 
opposite in kind, to the charge on the 
inserted body. Faraday used the cube 
already described to show that a charge 
within a conductor induces an equal and 
opposite charge on the inner surface of the 
conductor. For this purpose he passed a 
long glass tube through the wall of the cube 
so far that it reached well within it. A wire 
from a large electric machine passed through 
the tube, and by discharge from the end of the 
wire the air within the cube could be highly 
electrified. If while the machine was being 
worked the cube remained insulated, the 
outside .became strongly charged. If it was 
put to earth this charge was conducted away. If at the moment 
that the machine was stopped the cube was insulated again, no 
charge gathered on the outside, showing that the electrification 
of the air within was exactly neutralised by the charge which it 
induced on the inner surface of the cube. 

Imagined construction of multiples and sub- 
multiples of an arbitrary unit of charge. Before pro- 
ceeding further with the account of electric induction it may 
assist us if we consider a method of making quantitative 3 
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The E&e&od is impracticable owing to the impossibility of perfect 
insulation, but. as a conception, it is a legitimate deduction from 
file ifrineipieB t which we have been led, and it serves to show 
TO em attach a definite meaning to the term ** quantity of 

" 



we 

have a conductor on a perfectly insulating stand. Let us impart 
to A, Fig, $% some arbitrary positive eiarge. With a perfect 
insulation this charge will rauahk on A for ever, and so being 
definite and consistent we may choose ifc as the unit of charge. 
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Let a small can B have a lid furnished with an insulating 
handle h and let the under side of the lid have some arrangement 
by which the base of A can be attached when A is inverted. Let 
H be an insulating handle by which the can may be lifted up. Let 
an insulating base plate be fixed to the can. Let C and D be two 
other cans similar in general plan to B, but large enough to con- 
tain it. Let a metal piece S be fastened to the lid of each of the 
larger cans so as just to touch the smaller can when inside. 

We shall now show that we may give to C a charge equal to 
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FIG. 22. 

any positive multiple of the unit, and to D a charge equal to any 
negative multiple. To charge C with a positive multiple, place 
the unit within B, place B within C* and put the lid on C, taking 
care not to touch the conductors in any case, bcrt moving them 
always by their insulating handles. Then following out the process 
by the aid of the upper row of diagrams in Fig. , it is easy to 
see that when B is taken out of C, C will have a positive unit on 
the outside. On taking A out of B, B may be inserted in D, as 
represented in the lower row, and its negative charge is impsarted 
to D. On taking B out of D, B is free from charge. As A 
has its original charge we may repeat the process any number of 
times, each repetition adding a positive unit to C and a negative 
unit to D. We may imagine the preparation in this way of a 
series of multiples of the unit, both positive and negative, by Saving 
a number of cans like C and D. By making a number^of exactly 
similar cans, charging one with a unit and sluyrag His ****** 
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with another, then sharing one of the half units with another, 
and so on, we may suppose sub-multiples prepared on the scale 

i,fci&e. 

Imagined method of measuring any charge in 

terms of the unit; We may now use these quantities some- 
what as we use the weights of a balance. Suppose that we wish 
to measure the quantity of electricity on a given body, let us 
place it insulated within an insulated can connected to an electro- 
scope. Then let us place within the can and also insulated from 
it quantities of the opposite kind of electricity until the leaves of 
the electroscope fall together. Then the two kinds are equal in 
amount. It is evident that we may keep the can to earth while 
we are inserting the charged body and the opposite quantities and 
then test their equality by lifting them all out at the same time, 
If the opposite charges are unequal the electroscope will at once 
show a chaxge. 



CHAPTER III 

PROPOSITIONS APPLYING TO 
"INVERSE SQUARE" SYSTEMS 

The inverse square law The field Unit quantity Intensity Force 
between quantities m t and ? 2 Lines of force and tubes of force Gauss's 
theorem If a tube of force starts from a given charge it either continues 
indefinitely, or if it ends it ends on an equal and opposite chargeThe 
product intensity x cross-sect! on is constant along a tube of force which 
contains no charge If a tube of force passes through a charge and $ is 
the charge within the tube, the product intensity x cross-section changes 
by 4 The intensity outside a conductor is 4r<r Representation of 
intensity by the number of lines of force through unit area perpendicular 
to the lines Number of lines starting from unit quantity The normal 
component of fee intensity at any surface is equal to tk number of 
lines of foiefc passing through unit area of the surface Hold displace- 
ment tubes used to prove the properties of tubes of fowse Spfejerieal 
shell uniformly charged Intensity outside tie sh*l! Intensify inside 
the shell Intensity at any point in the axis of a uniformly charged 
circular disc Intensity due to a very long uniformly charged cylinder 
near the middle Potential The resolute of the intensity in any 
direction in terms of potential variation Equipotential surfaces The 
energy of a system in terms of the charges and potentials The potential 
due to a uniformly charged sphere at points without and ^thin its 
surface. 

The inverse square law. In the chapters following this we 
shall show that certain actions at any point in a space containing 
electric dnnges may be calculated on the supposition that each 
deiiieiit of Aarge Kerts a direct action at the point prop^oiial 
to the element, and i&veteljr wyiattiaad to Hie smmxe the 
distance of the point from It T& wnie method of calculation 
holds for magnetic and for gravitative systems. It is to be noted 
that the supposition of direct action according to the inverse 
square law is adopted merely for the purposes' of calculation. 
Experiments show that it gives correct results, but, as we shall 
see, it does not give us any insight into the real physical aetloas 
occurring in the system. ^ 

There are certain propositions which are matoematicai^a^pise- 
quences of the inverse square law, and it will be cpveiiie^ to 
prove these before we discuss the experimental verifications* These 
propositions hold good alike for electric, magnetic, and gravitative 

We stall prove the propositions 00 the assumption that we are 

,-''".. . " . SI 
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dealing with an electric system in which the charges are separated 
by air. Some of the propositions will, however, apply at once to 
magnetic and gravitative systems if we use corresponding units of 
measurement. 

The field. The space in which the action of a system is 
manifested is termed its field. 

Force between quantities M^ and m^ Experiments which 
are described in Chapter V show that a small body charged with m^ 
acts upon a small body charged with m^ and distant d from it with 
a force proportional to m^ m^/d 2 , whatever be the unit in terms of 
which we measure the charges. 

Unit quantity. The inverse square law enables us to fix on 
the following convenient unit : If two small bodies charged with 
equal quantities would act on each other with a force of 1 dyne 
if placed 1 cm. apart in air, each body has the unit charge on it. 

This unit is termed the Electrostatic or E.S. unit. If two 
bodies have charges m l and m 2 in E.S. units and are d cm. apart, 
the inverse square law shows that the force between them is 
?% m^fd? degrees. 

Intensity of field. The intensity at a point is the force 
which would act on a small body placed at the point if the body 
carried a unit charge. 

The intensity due to a charge m at a distance d is mfd?. 
Lines of force and tubes of force. If aline is drawn in the 
field so that the tangent to it at any point is in the direction of the 
intensity at that point, the line is termed a line of force. A bundle 
of lines of force is termed a tube of force. Or we may think of a 
tube of foiaee as enclosed by the surface obtained by drawing the 
lines of force through every point of a small closed curve. 

We shall now prove a theorem due to Gauss which enables us to 
obtain the intensities in certain cases very simply, and which also 
shows us that lines and tubes of force indicate for us the magnitude 
as well as the direction of the intensity at 
every point in their length. 

Gauss's theorem. If we take any 
closed surface S, and if N is the resolved part 
of the intensity normal to the surface ftl tfe 
eie^eiit ifev^i^trve wfen outwards, ttfegaiive 
when inwards, then y*NcZS?=4^-Q, where Q is 

the qoaiatifcy f change; within the surface S. 
Any charge without, the surface makes on 

the whole no contribution to f NdS. 

To prove this let us consider an element 
of charge ^ situated at a pdrat O within a 
dosed surface, S0ch as is indicated by S in 
. Let an elementary cone of solid angle do* be drawn from 
SS; iifmseptiiig an element of area d& of the surface S. Let this cone 
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be represented on a larger scale in Fig. 24 s in which AHBK repre- 
sents dS. The intensity at dS may be taken as <jr/GA 2 outwards 
along the axis of the cone, and if Q is the angle which the axis 

makes with the normal to AHBK, then N = 2^~, and 



OA 2 ' 
But if we draw ALCM, a section of the cone cZ&, through A 

B 

sf 

c. 




and perpendicular to the axis, the angle between AHBK ami 
AJLCM is 0, and since dw is so small that BC is practically parallel 
to AO, ALCM = <ZS cos 6. 



Hence 



If we now sum up for every element of the sur&see* the 
of g is 



since the total solid angle round g is 4ir. 

The normal intensity at any point of S due to any number of 
elements of charge is equal to the sura of the normal intensities due 
to the separate elements. Hence for the whole charge Q witibin S 
we shall have to add up all the quantities such as 4-jrg, and so 



Now let q be outside tibe surface at O, Fig* 5, sad let an elemen- 
tary cone ck cut Sin ^ at A ? and c?S 2 at B. Let the intensities && A 
B normal to the surface be Nj N a respectively. Tiien^as we '$&$& 

N bdiiaw 
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will hold good for every elementary cone drawn from O to cut S 
and therefore an element of charge q without S on the whole makes 
no contribution to / NeZS, and only the charge within S counts. 

We have taken the simple case in which each cone drawn from 
a point inside cuts the surface once, and each cone from the out- 




FlG. 25. 



side cuts it twice, but it is easy to see that the results are true if 
the surface is re-entrant, so that it is cut any odd number of 
times in the first case and any even number of times in the second 
case. 

We shall now apply Gauss's theorem to tubes of force. 

If a tube offeree starts from a given charge it either 
continues indefinitely, or if it ends it does so on an equal 
and opposite charge. Let a tube start from a quantity q on 
an element of surface S 1? Fig. 26. In describing the tube as starting 
from q we imply that within S^ the intensity is zero. 

Suppose that the tube continues some distance from S x and 




f ia. 26. 



that it ends at P, as repriesantcd In tib fignfee* , : wllh^ni teaching 
any ot|ier: charge. Prolong the tube within S y make another 
closed end, and to the closed surface thus formed apply Gauss's 
tteorein.. Over the whole of this surface N = 0, for along thd 
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bides of the tube the intensity is parallel to the surface of the 
tube and has no component perpendicular to it, and therefore 
NJS = 0. But / NdS = 4bry, since q is the charge within. Then 
=0 and 9 = 0. 

Then the supposition that the tube, starting from any real 
charge q 9 can end at a point in the field where there is no charge, 
is inadmissible. 

Now suppose that the tube begins at S^ Fig. 27, on a charge q t 
and ends at S s on a charge q%. By ending we mean that within S 2 




intensity is zero. Prolong the tube as dotted within S l and S 2 
____ thus make two ends. Apply Gauss's theorem to the closed 
surface thus formed. Then / NdS=O r since N = at every point, 



the 
and 



Hence <7 1 =9 r 

The product intensity x cross-section is constant 
along a tube of force which contains no charg^. Let S^ 
"Fig. 8, be two cross-sections of such a tube, and let 1^ be the inten- 
sities mfc tiose sections. Let us apply Gauss's theorem to the closed 
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serfuce formed by the tube between Sj and S s and by tibe ends S^ 
N kas no value over the sides of tiie tube since the Intensity i 



Bat since iii^re is no charge within the tube bctmte 

S: ' " ' " 
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If a tube of force passes through a charge and q is 
the charge within the tube, the product intensity x 
cross-section changes by 4^. Let S^, Fig. 29, be such a 
tube having charge q within it between S x and S 2 . Applying 





Era. 29. 
Gausses theorem to the tube and its ends S X S 25 it is evident that 

The intensity just outside a conducting surface is 
normal to the surface. Let a, Fig. 30, represent the section of 
a small circular area of a conducting surface charged with a- per 
unit area, and let a be so small that it may be regarded as plane and 
the surface density of its charge as uniform. Let it be circular. Let 
PjPg be two points on the axis of a respectively at equal distances 
just outside and just inside the surface and so near that P I P 2 is 
indefinitely small compared with the radius of a. 

Now the intensity at any point may be regarded as the resultant 
of the intensity due to a, and the intensity due to the rest of the 

surface and to other bodies in the 
system which we may denote collec- 
tively by S. At P 2 the intensity is 
zero, as it is a point within a con- 
ductor, so that the intensity there 
due to S is equal and opposite to 
that due to a. From symmetry, 
tibat due t a is normal. So also 
must that dbe to S be normal. At 
P! iite Mepsity due to S is the same 
as at P 2 , since the distance between 
the points is negligible compared 
**<*> *- w rth the distance of the nearest parts 

of .S. The intensity at Pj due to a 

is qttt*0& opposite to its v^Lm at P f an4 is the^ore espial to 
*B& i* tifet^nw* dfaootim'jte.ifee irte^sitj':^iig.te%:^/^^ &re 

,. [ to the surface, " " . "*" "" ' - '-. - ; * -v' ,, ..--"- 

The intensity jtist outside a conductor is 4W, where <r 
is the charge per unijk area or the surface " 
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suppose that the tube in Fig. 29 starts from unit area on a con- 
ducting surface at q. Then the charge at q is <r. Let the tube 
be prolonged within the conductor and be made to end at S a . 
Then I 2 = 0, since there is no field within the conductor. Then 
IjSj = 47ra-. If S x is close to the surface, by the last proposition 
it is parallel to the surface, and also has unit area, and therefore 



Bepresentation of intensity by the number of lines of 
force through unit area perpendicular to the lines. Along 
a tube of force intensity X cross-section is everywhere constant if 
there is no charge within the tube. Draw a cross-section S 1 where 
the intensity is I v and imagine that through each unit area at S i9 I t 
lines of force pass along the tube. There will be in all IjSj lines 
in the tube. Let S 2 be a section further on where the intensity is 
I 2 . All the IjSj lines pass through S 2 , and the number through 

IS T **> 
unit area of it will be -M^= -^ == I 2 , or will be equal to the 

intensity at S r Hence if we draw lines of force from any surface at 
the rate of I lines per unit area (the area being perpendicular to the 
intensity I), the number passing through onit area at any point in 
their course (the area being perpendicular to the lines) will 6e equal 
to the intensity at that area. 

If the area of the surface from which we draw the lines is S, 

the total number through it, f IdS, is termed the flux of force 

through S. The magnitude of the intensity, as well as its direc- 
tion, is therefore indicated by the lines of force when drawn on 
this scale. Where they are closer together the field is stronger ; 
where they open out the field is weaker. 

Mumber of lines of force starting from unit quantity. 
If a charge q is at a point, the intensity over the surface of a sphere 
radius r drawn with the point as centre is g/r 2 . We must then allow 



lines per unit area, or 4rr 2 -~ = ^q in all. That Is, from 

quantity q, 4nrq lines start, and from unit quantity 4x lines 
start. 

If a tube of force contains a charge q at any point the flux of 
force, as we havfc seen, changes by 4xg, that is, the charge q adds 
its lines to those already going along the tube. 

The normal component of the intensity 3ST at any sur- 
face is equal to the number of lines of force passing 
through unit area of the surface. Let AB, Fig. 31, repre- 
sent a element a of the surface, and let I, tibe mtaasity, quifce 
an angle & with the nomial to AB, Let AC represent the pmop- 
& of AB perpeudiaikr to L Then AC = ctcosA Tlie nnrtfe 
0f lipes through AC = la cos Q = leas #a. = No. But the same 
iiamber of lines pass through AC and AB. Hence the number 

" 
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The total number of lines of force through a surface 
is equal to the sum of the numbers proceeding from each 
element of charge considered separately. For if q is one 
element the number which it sends through an area a at distance r 

is gfl*^ 5 . 9 where 6 is the angle between the normal to a and r. 
The total number sent by all the elements is : , 

ja cos 9 _ v g cos 9 



_ 
a 



But 



^ = 



sum of components of intensities along the normal 



= N, which proves the proposition. 
We can now state Gauss's theorem thus : The total flux of force 





FIG. 32. 

lirasg* a closed surface is equal to 4<7r X charge within, or is equal 
to the wumber of lines of force sent (nit from that charge. 

Fluid displacement tubes used to prove the properties 
of tubes of force. The properties of tubes of force may be 
deduced from the properties of "tubes of displacement" in an 
onmnsnlife fluid, and as these tubes of displacement form a 
ic representation of the tubes of force in magnetic 
e extent in electricsystems, we shall here add this 



-^ space to be filled with an incompressible fluid with 
a| various points at which fresh fluid can be introduced 
auks at other points at which fluid can be withdrawn, 
of fluid be introduced at any point 0, then to 
far it an equal volume v must be pushed out through 
0. Draw a sphere round 0, Fig. 32, 
fc the iSuid originally lying in its surface 
^/jt ^!^ ^ ceif^atfie ^ftflitticKl si&face with raidius 

s eqoai to that contained bettfeeia : ' tj Ug 6 llmer 
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v is small, d also is small, and the volume between the surfaces is 
Hence * 



or 



,7 * 

a s= 



That is, the displacement of any particle varies inversely as the 
square of its distance from the source. 

Now imagine an electrical system in which a charge q is put 
at O. The intensity will be numerically equal to the fluid dis- 

placement if we make q T K ^he point is a sink instead 

of a source, and if volume v of fluid is removed, the displacement 
is reversed and is equal to the intensity due to a quantity of nega- 

tive electricity q = T- placed at the sink. 

Evidently if the quantities of fluid introduced or removed at 
the various points of a system are exceedingly smallj.we may com- 
pound the displacements due to each separately, accprding to the 
vector law, in order to obtain the resultant displacement We 
may, therefore, imagine a fluid system corresponding to any 
extended gravitative, magnetic, or electric system, the matter in a 
gravitative system being replaced by a series of sinks, while North- 
seeking magnetism and positive electricity are replaced by sources, 
and South-seeking magnetism and negative electricity are replaced 
by sinks. The quantities of fluid introduced or withdrawn are 
proportional to the quantities of matter, magnetism, or electricity 
which they represent. Lines and tubes of flow in the fluid system 
will then follow the same course as lines and tubes of force in the 
corresponding force systems. Drawing a displacement tube in the 
fluid system, since no fluid passes out through its walls, equal 
quantities must pass across every section in any part of the tube not 
containing sources or sinks. If, then, <*, d z be the displacements 
at two sections S x S 2 , d 1 S i = d,S 2 , or displacement X cro^-section 
is constant. Replacing displacements by the corresponding and 
proportional intensities, we obtain for a tube of force the 
corresponding property that intensity X cross-section is constant. 

We may also prove easily the other properties of tubes of force, 
but these we leave to the reader. t t 

We shall now find the value of the intensity in some simple 
cases 

Spherical shell uniformly charged. Intensity out- 
side the shell. Let S be a sphere, Fig. S3, over which a 
charge Q is uniformly spread. Let Sj, be a concentric sphere 
outside S and of radius r v The intensity over S :s, from the 
symmetry of the system, everywhere perpendicular to_%_afid 
everywhere of the same magnitude " . Let it fce equal to I. Then 
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or 



[==-, that is, it is the same as 



by Gausses theorem 4 7r r 1 2 I = 

if Q were all concentrated at the centre. m 

It is obvious that for a gravitating sphere arranged m con- 
centric shells, each of uniform density, the same result holds, and 

the attractive intensity at a point 
outside the sphere is the same as if 
the whole mass were collected at the 
centre. 

Intensity inside the shell. 
Now draw a concentric sphere S 2 of 
radius r a inside the shell S. The 
intensity I over S 2 is from symmetry 
everywhere normal to S 2 and every- 
where the same in magnitude. Then 
4}7rr\I = 4<7r X = 0, since there is no 
charge within S 2 . Hence 1 = every- 
where within S r 

It is obvious that if S is the sur- 
face of a gravitating sphere arranged 

in concentric shells, each of uniform density, the shells outside 
Sfc produce no intensity at S 2 , while the shells within act as if all 
collected at the centre. 

Intensity at any point in the axis of a uniformly 
charged ciretxlar disc. Let AB, Fig. 34?, be a diameter of the 
ifee, aed GP its axis. The intensity at P will, from symmetry, be 
aloug CP. Let the charge per unit area of the disc be cr. This is 





. 34. 



"the sprfoge famikj of charge. To find the contribution 
*f 4ft; jfepiit tf * ^ iq&enaty- we neeii only consider the resolved 
ljvt- &lo% C3P. TJate an element of surface dS with section 
EF aod let F?C=0. The intensity due to it along CP is 

* But if we draw a cOiie with P a$ vertex* and dS as 
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base, 6 is the angle between d$ and the cross-section perpendicular 
to PF. The solid angle of the cone is therefore cZo> = 



Hence dS contributes <rda). 

The whole disc then gives intensity a- X solid angle subtended 
by the disc. If we draw a sphere radius PA the area of this 
sphere cut off by AB is 2-7r.PA.CG, where PG is the radius through 
C, and the solid angle which it subtends at P is ^PA.CG/PA 2 
= ^PA(PA-PC)/PA 2 = ^(l~cos a), where a = APC. 

The intensity at P is therefore &7r<r(l cos a). If the radius 
of the disc is very large compared with PC, a is very nearly 90, 
and the intensity is very nearly &TTO-. 

Whatever the form of the disc may be, so long as it is plane 
the intensity will still be %7r<r if the radius to the nearest point of 
the edge makes an angle with PC indistinguishable from 90. 
For the whole of the area outside that distance subtends a 
vanishing solid angle at P. 

Intensity due to a very long uniformly charged 
cylinder near the middle. In the plane perpendicular to the 
axis of the cylinder and bisecting it the intensity is evidently 
radial. It will be radial, too, at a distance from this plane small 
compared with the distance from either end, if the distance from 
the axis is also small compared with the distance from the ends. 
For if EE', Fig. 35, are the *ends, and C is the central point, take a 



. 






E F CD < 

FIG. 35. 

point P, not quite in the plane through C. Draw PD perpen- 
dicular to the axis and make DF=DE'. The intensity due to 
FE' is evidently radial. That due to EF is in comparison negligible, 
since EF is by supposition not large, and it is very distant from 
P as compared with the part of the cylinder immediately under P. 
Hence the intensity at P is radial. Further, if the position of P 
changes by a small amount parallel to the axis the intensity is 
only changed by a removal of a small length from one end of the 
cylinder to the other with negligible effect. Draw a cylinder 
radius r and length PQ = 1, Fig. 36, co-axial with the charged 
cylinder, and apply Gauss's theorem to the surface thus formed. 
The intensity I, as we have just seen, is normal over the circular 
surface and everywhere the same, and it has no normal component 
over the flat ends of the cylinder PQ. The quantity of charge 
within is %Traa; where a is the radius of the charged surface. 

Then J*Nd& = %<7rrl = 47r 

and I 
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Ife is the charge per unit length 



If P is inside the charged surface, the cylinder drawn through 
it now contains no charge, and we see at once that 1 = 0. 

Potential. The description of inverse square systems is very 
much assisted by the use of a quantity termed the potential, which 
we shall define as follows : 

The potential at a point. If q is an element of char 
and r is its distance from the point, the sum of all the terms 



FIG. 36. 

where each element of charge in the system is divided by its 
distance from the point, is termed the potential at the point. 
The potential is usually denoted by V. We have then V = 2q/r. 

We shall show that the potential at a point is equal to the 
work done in bringing a small body charged with unit quantity 
from an infinite distance or from outside the field up to the point 
against the forces due to the system. 

Let an element of charge q be at the point O, Fig. 37, and 
let the small body with unit charge be moved from a point A by 




FIG. 37. 



any path ABC to P. Let B be a point very near to A and let 
BM be perpendicular to OA. The work done in moving the 



nnit from A to B is . AM, since AM is the distance moved 



in the direction of the force. But since AB is very small, we mav 
put AM = OA- OB and A 2 = O A . OB. 
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Similarly the work clone along BC =q (^77777^5 ) 

\ (JO ^J-tj / 



and 

and so on. 

When we add up, evideiitly all the terms but the first and 
last occur twice and with opposite signs, and the total work done 



The work done from A to PJs, therefore, the same, whatever 
the path from A to P. 

If A is at'an infinite distance the work done to P is y/OP. 
That is, it is equal to the potential at P due to Q. 

The work done from A to P is equal to the difference of the 
potentials due to q at P and A. 

In any extended system we may divide the charges into elements 
so small that each may be regarded as at a definite point. The 
intensity at any point in the field is the resultant of the intensities 
due to the separate elements, and the resolute of the intensity in 
any direction is the algebraic sum of theresolutesof all the separate 
intensities in that direction. The work done in moving unit 
quantity along any path is, therefore, the sum of the works done 
against the forces due to the separate elements. 

Hence the work done in moving the unit from an infinite 



distance to the point P in the field is ST|J> or is equal to the poten- 
tial at the point. The work done in moving from P to Q is evidently 
Err 2^5, or is equal to the difference of potentials at Q and P. 

The resolute of the intensity in any direction in 
terms of potential variation. Let PQ, Fig. 38, be a given direc- 
tion, and let X be the resolute of the intensity in that direction. 



IFiG. 38. 

Let V|V Q denote the potentials at P and Q, two neighbour- 
ing points. The work done against X in going from P to Q 
is X . PQ, since we have supposed X to act from P to Q, Then 
V Q -V P =-X.PQ 

v v u - V P 

*=--^ 

If we denote PQ by $r, then in the limit 

X = - J 
doc * 
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Equipotential surfaces. We have seen that we may 
assign to each point in a field a definite number expressing its 
potential. Let us suppose a surface drawn through all points 
having the same number indicating their potential. Such a surface 
is termed an equipotential surface or a level surface. Since it is 
all at one potential, no work is done in moving unit quantity in a 
path lying on the surface. The intensity must, therefore, be 
normal to the surface. In other words, it cuts the lines of force 
everywhere at right angles. If we draw a series of eqtiipotential 
surfaces with unit difference of potential between successive members 
of the series, their distances apart show the magnitude of the 
intensity everywhere. For if I is the intensity at any point on 
one surface and d the distance of the point from the next sur- 
face. Id is the work done on the unit in going from one surface 
to the next. But this is by supposition unit work, then Id! = 1 
or I = 1 Id. 

The energy of a system in terms of the charges and 
potentials. If there is a charge q^ at a point A, the work done 
in bringing up unit charge to a point B against the force clue to 
q l is qJAB. If instead of unit charge we bring up charge y a , the 
work done is fl^/AB. 



.- - . i* 7 '*** Imagine that initially q l only j 

in position, and that all the other charges are at infinite distances 
away and apart from each other. Bring # 2 up to B. The work 

done is-2&. Now bring q z up to C and the work done is 



12 



Continue this process till the system is built up, and evidently we 
.shall have the product of each pair -of charges divided by their 
distance apart occurring once and once only. The total work done, 

or the potential energy of the system, is therefore 2%% where we 
sura for all pairs of elementary charges. mn 

Now supple that all the charges are in position except q which 
it an ^nfimte distance. The work done in bringiSgji into 



position is 



where V, is the potential at A due to the rest of the system. 
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Next suppose that all the charges are in position except q& 
which is at an infinite distance. The work done in bringing (j 2 
into position is 



ML+ Ms + 



where V 2 is the potential at B due to the rest of the system. 

Proceeding thus with each element in turn, the total work is 
?i v i + ?2 V 2 + ?3 V 3 + & c. = SjV. But in the work thus done each 

product such as ^ TO occurs twice, and twice only, once when <y m 

nm 

is brought up, and once when j n is brought up, and therefore the 
total work done is twice the potential energy of the system. We 
have therefore 

Potential energy of the system = -^Eg V, 

& 

where each element of charge is multiplied by its potential. 
We may illustrate these results by considering 
The potential due to a uniformly charged sphere at 
points without and within its surface. Let a charge Q be 
distributed uniformly over a sphere radius OA = a, Fig. 39. We 




FIG. 39. 

have shown (p. 39) that the intensity due to the charge at any 
outside point B is the same as if the charge were concentrated at 0. 
Hence the work done in bringing up unit charge from an infinite 
distance to B is the same as if Q were concentrated at O and 

V B = X where r = OB. Within the sphere, as we have shown, 
the intensity is everywhere zero, so that the potential is constant, 
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since no work is done iu carrying the unit from point to point. 
It is, therefore, the same as .the .value at 0. As all the charge 
is at the same distance from O, . % 



-. 

OA a 

The same result is obtained by putting the potential of the sphere 
equal to the value at A, which is obtained by supposing B to move 
up to A, whence 



The energy of the charge, since it is all at the same potential , is 





CHAPTER IV: 

THE FIELD CONSIDERED 
THE INDUCTION OR 

PRODUCED IN IT 

The two kinds of charge always present and facing each 
action in the medium Electric strain No strain in 
the charges are at rest Direction of electric 
just outside a conductor is normal to the 
Magnitude of electric strain Variation of eli 
from the charged bodies : The inverse square, 
strain Unit tube Results deduced from th< 
transference of tubes of strain from one 
charged bodies move Molecular hypoth 

The two kinds of charge always prese*ttTand facing 
each other. Experiments of the kind describpt?n Chapter II 
show that the two kinds of electrification are^S&ays produced 
together in equal quantities, that they accompany each other 
while they continue in existence, and that on ceasing to exist 
they disappear in equal quantities. Sometimes, in experimenting, we 
devote all our attention to a charge of one kind alone and speak as 
if it existed independently ; but it is of the greatest importance to 
remember that the opposite or complementary charge is really in 
existence, perhaps on the neighbouring surface of a non-conductor 
used to develop the electrification which we are studying, or 
perhaps on the conducting table, floor, or walls of the room, 
so that not only is it in existence, but is in the presence of the 
inducing charge. If we have a charge in one room we cannot 
have the complementary charge in another. If we attempt thus to 
separate the two kinds each will at once induce its own opposite 
on the inner surface of the surrounding conducting walls. Again, 
when we put a charged conductor "to earth" we sometimes speak 
-of the disappearance of the charge as if it merely spread away to 
the infinite conducting earth. But in fact we are making a con- 
ducting bridge by means of which the charge and its opposite 
may come together and neutralise each other. The two kinds of 
charge, then, are always present together in the electricjSeld, each, 
as it were, inducing the other. As Faraday* put it, "Bodies 

* Exp. Res. vol. i. 1178. 

4,7 ; : 
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cannot be chafed absolutely," i.e. with one kind of electrificatioii 
alone in existence, "but only relatively " to other bodies some- 
where in their presence which take up the opposite charge and 
by a principle which is the same with that of indwtion. All 
charge is sustained by induction." *-,,_. 

We may arrange our experimental knowledge of induction 
more clearly by the aid of a hypothesis, originally due to Faraday 
and subsequently developed and extended by Maxwell. ^ We shall 
here give a general account of this hypothesis, filling in ^the 
details as they become necessary for the explanation of the various 
points in the theory of electric action. 

Electric action in the medium. Let us suppose that a 
charged insulated body is placed within a hollow conductor. We 
may think, for instance, of a charged brass sphere hanging by a silk 
thread in the middle of a -room. Then there will be an opposite 
charge on the walls. In describing the two opposing surfaces as 
electrified the most important experimental fact which we connote 
is that the two surfaces are being pulled each towards the other. 
This action was formerly supposed to be direct, each little bit of 
wall surface, for instance, pulling at each bit of brass surface at a 
distance, the intervening matter playing no part in the action and 
being unaffected by the existence of the two electrified surfaces 
between which it lay. But Faraday succeeded in showing that 
the action varies with the nature of the intervening insulator, 
and we may describe the variation by saying that the pull on the 
electrified surfaces with given charges is greater with some 
insulators than with others. This fact is entirely unexplained, 
unless we adopt the view taken by Faraday that the insulator 
plays an essential part in the action. He supposed that it is 
altered in some way during the process of electrification, so that it 
exerts pulls on the conducting surfaces with which it is in contact. 
In fact, he regarded electrical actions as similar to the drawing 
towards each other of two masses connected by a stretched india- 
rubber cord. In the case of a cord the pulls on the masses depend 
on the nature, quality, and strain of the cord, and can be expressed 
In terms of the strain. The energy which appears in the motion 
0f tfa$ imsses is regarded as having been previously stored up as 
steain emsigy in the cord during its stretching. So the electrical 
pells^are supposed to be accompanied by a condition in the in- 
sukfcmg medium analogous to strain and to be expressible in terms 
of this coition, which we may call electrical strain. The elec* 
trical energy is supposed to be stored in the medium during the 
electrification and to pass out of it again on the motion of the 
charged bodies towards each other or on the neutralisation of their 
charges. The electrification of a conducting surface may therefore 
le regarded as a surface manifestation of an alteration in the state 
of the contiguous insulator, somewhat as the pressure on the ram 
of a hydraulic press may be regarded as a surface manifestation of 
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the compressed state of the water which connects it with the plunger. 
When Faraday first gave this account of electrical action it was 
only supported by the variation of the effect of a given charge 
with variation of the medium, and no independent evidence of the 
state of *< electrical strain " was in existence. But it has been dis- 
covered that some insulating media when between charged surfaces 
are affected in regard to the transmission of light. Unless we 
make the further and very far-fetched hypothesis that the light 
itself is acted on at a distance by the charged surfaces, Faraday's 
supposition becomes for these media a proved fact. We have also 
good evidence of electrical strain in the electro-magnetic waves dis- 
covered by Hertz and used now in wireless telegraphy. We know 
only one way of explaining the phenomena discovered by Hertz, 
viz. by the supposition that the disturbances are waves travelling 
through the air with a definite velocity. This implies the existence 
of both electric and magnetic energy in the air. The electric energy 
implies the existence of that which we have called electric strain. 
It is also called electric polarisation, electric displacement 
(Maxwell) and electric induction (Faraday). 

ITo strain -within conductors when the charges are at 
rest. When the charges and the charged bodies in a system are 
at rest this condition of electric strain is confined to the air or 
other insulator between the charged surfaces and does not occur 
within the substance of the conductors. This is evident if we 
consider the experiments already described with closed conductors. 
These show that a hollow closed conductor may be regarded as 
entirely screening the space within from the space without. No 
electrification is induced on bodies within by external charges ; no 
mutual pull is exerted on an electrified surface inside by an 
electrified surface outside. Interpreting these facts by Faraday's 
hypothesis, we must suppose that the substance of the conductor 
is not itself in a state of electric strain. If it can acquire that 
condition it rapidly loses it, being incapable of permanently 
storing electric energy. The electric strain which exists in the 
insulator and which is manifested by a pull on the charged surface 
of a conductor ceases at that surface. The pull outwards on the 
conductor, of course, strains it, and corresponding to this strain 
there is a stress between the external layer and the layer beneath 
it which neutralises the outward electrical pulL But the strain in 
the conductor is an ordinary elastic strain, not an " electric strain," 
a change of shape of a visible kind which can be calculated 
from the elastic properties of the conductor, though it is too small 
to be seen and there are no recognised electric phenomena con- 
nected with it. The nature of the electric strain in the insulating 
medium is at present unknown, though we may make guesses as to 
its nature, and we only term it " strain * from analogy, since there 
are forces accompanying it somewhat resembling those accompany- 
ing elastic strain. Taking this view of the nature and function of 
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the insulator, it is usual to call it the DieteM*. . The region round 
a system in which electric strain is manifested is termed the tuld 

f Vven^though at present we can give no complete explanation 
of electric strain, we can still compare the magnitude of the strain 
at different points of the field by means of some chosen effect clue 
to it and we may also assign direction to it. For instance, the 
magnitude maybe taken as proportional to the force on a very 
small charged body, the direction coinciding with that of the force 
exerted Or some other effect may be taken, such as the charge 
which gathers on either side of a proof plane when held perpen- 
dicularly to the direction of the force. 

Similarly, without attempting to explain the nature of a beam 
of lioht when traversing a transparent medium, we may assign 
direction to it at any point say that of the normal to a surface 
held in the position of maximum illuminationand we may com- 
pare the magnitude at different points by the illumination of an 
interposed surface. % 

The direction of electric strain. Let us suppose that 
a small insulated conducting sphere is placed at any point in the 
field. Then one hemisphere will be positively, the other nega- 
tively electrified. This we know from direct experiment. There 
will be one diameter about which each charge is symmetrically 
arranged if the sphere is sufficiently small, its ends being at the 
two points of maximum electrification. We may define the direction , 
of electric strain as that of the diameter so drawn, and we shall 
consider it as drawn from the negative towards the positive 
electrification. 

But we shall have similar symmetrical electrification at the two 
ends of any small conductor itself symmetrical about an axis and 
an equatorial plane, when the axis, is placed 
parallel to the direction of strain as above 
idefined. For instance, if two proof planes 
be held together in the position shown in 
Fig. 40, the arrow-head denoting the direc- 
tion o f strain, the one is entirely positively, 
the other entirely negatively electrified, and 
. 40. on separating the two while in this position 

the charges may be shown to be equal arid 
opposite by the electroscope. Further, the charge on each plan e is a 
maximum when so held. For on holding the planes at some other 
angle to the strain, and then separating and testing the charges, 
these will be found appreciably less than when held as in Fig. 40. 
When the planes are as in Fig. 41 the electrification is as indi- 
cated, and on separating and testing the planes they are found to 
be imdecfrified. From this effect of induction, combined with the 
tendency of a positively electrified body to move with, and a nega- 
tively electrified body to move against, the strain, we may obtain a 
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very easy mode of indicating the direction of electric strain. 
Suspending a small elongated conductor, say a piece of a match, a 
straight cotton fibre, or a short piece of wire, by a cocoon fibre 
passing as nearly as possible through its centre of gravity, the two 
ends will be oppositely electrified unless the con- 
ductor is at right angles to the direction of strain. 
When so electrified the ends will be acted on by 
forces constituting a couple, which will set the con- 
ductor with its axis along the direction of strain as 
a position of stable equilibrium. The position at 
right angles is evidently unstable. Such a conductor 
may be termed an " electric pointer." 

Finally, we may indicate the direction of strain 
by the direction of the force on a very small posi- 
tively charged body, say a pith ball hung by a silk 
fibre. Its charge should be so small that surround- 
ing charges are not sensibly affected by its presence. 

Direct experiments in the field round a charged 
globe or round the knob of a charged Leyden jar 
show that the three methods (1) by two proof planes, (2) by an 
electric pointer, (3) by a charged pith ball give the same direction 
for the strain. 

We may use any of these tests for the direction to prove that 

The electric strain just outside a conductor is normal 
to the surface of the conductor. Perhaps the simplest 
proof of this is attained by suspending a small electric pointer from 
the end of a thin ebonite or shellac rod and bringing it near the sur- 
face of an insulated conductor, when it will always take the direction 
of the normal. A very striking verification is obtained by fixing 
the pointer at some little distance from the conductor and then 
introducing another conductor, say the hand, into the field and 
gradually bringing it up to the pointer. When the second con- 
ductor is brought quite close to the pointer it will be normal to 
this second surface. If pith balls be fixed by short silk fibres to 
the sides of a conductor, when the conductor receives a charge they 
will all hang in positions agreeing with the supposition that the 
strain is normal to the surface. Or if two proof planes be used, they 
give the maximum charge on separation after being held parallel to 
the surface and close to it, and no charge when they have been held 
perpendicular to the surface. This last method enables us also to 
show that the direction of the strain is from a positively electrified 
surface and towards one negatively electrified. The law thus proved 
may be regarded as a case of the more general law that positive 
electrification tends to move in the direction of strain and negative 
electrification against it. Had the strain a component parallel to 
the surface of the conductor, the electrification would move either 
with or against that component. Such motion of the charge does 
actually occur while a body is receiving its electrification. The 
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strain is not then altogether normal to the surface, and the electrifi- 
cation moves about until a distribution is attained such that the 
strain is normal to the surface. Then there is equilibrium, for, 
the conductor being surrounded by an insulator, the electrification 
can move no further. In the case of a conducting circuit carrying 
a current produced, we may suppose, by a voltaic cell, equilibrium 
does not exist, and the strain has a component along the surface 
of the wire from the copper terminal towards the zinc terminal, 
and therefore either positive electrification moves with it or negative 
electrification moves against it, this motion of electrification being 
one of the chief features of the current. While the motion goes on 
there is also strain in the conductor itself, but such strain can only 
be maintained by perpetual renewal, the energy for the renewal 
being supplied by trie cell. 

The magnitude of electric strain just outside a con- 
ductor. Usually we are practically concerned with the magnitude 
of the strain only where it ceases at the surface of a conductor. 
We shall take the amount of charge gathering per unit area on 
the conductor as the measure of the strain there. For instance, if 
on a given conductor there is at one time twice the charge per 
unit area that there is at another time, the strain just outside the 
conductor in the former case is twice as much as in the latter.* 

Definition of surface density. The charge per unit 
area on a conducting surface is termed the surface density. The 
surface density, then, may be taken as measuring the strain in the 
insulator just outside the conductor. If we wish to measure the 
strain at a point not close to a conducting surface we may bring a 
small conductor there and note the charge gathering per unit area 
on one side or the other. But in general the introduction of a 
conductor into a system alters the strain in the part of the field 
immediately around it, so that the charge per unit area does not 
m general measure the original strain, though it is probably pro- 
portionate to it But there is one case in which the introduction 
of a conductor does not appreciably affect the strain in its neigh- 
bourhood, viz. when the conductor is a small exceedingly thin 
conducting plane held perpendicular to the direction of strain, and 
this case may be more or less nearly approached in practice by the 
proof plane. By using a pair of exceedingly thin equal proof 
planes of known area we may measure, at least in imagination, the 

T i / ?r? 7 - hold ' n g the P lan <* ^ contact at the point and 
normal to the strain, then separating them and measuring the 
ebarge of either. The strain equals the charge per unit area We 

f the ma nitude f strain the 



Measrement of strain at any point We measure the 
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electric strain at any point in a medium by the charge per unit area 
gathering on a conducting surface which is introduced so as to 
pass through the point, but which does not alter the strain in the 
region immediately outside itself. 

We shall usually denote the strain by D. The quantity which 
is here termed electric strain is, as already stated, that which 
Maxwell termed " electric displace- 
ment." We have thought the 
former term preferable as having no 
meaning beyond that which we put 
into it. The latter term almost 
irresistibly carries with .it the idea 
that electric strain is a displacement 
of something in the direction of in- 
duction, an idea which may prove a 
hindrance rather than a help, 

The variation of electric 
strain with distance from the 
charged surfaces or bodies. 
The inverse square law. If a 
conducting sphere A, Fig. 42, with a FlGr * 42 - 

charge + Q is hung by an insulating 

thread within a hollow spherical cavity in a conductor B, the two 
spherical surfaces being concentric, Q will be induced on the 
inner surface of B. If the insulating medium is homogeneous, then 
from symmetry each charge is spread uniformly so that if A and B 
are the radii and <TA CTB the charges per unit area or surface densities, 




Q = 4<7raV A : - Q = 

i Q Q 

whence <r A = = - 



Then the strain in the medium just outside each surface is from 
the centre and inversely as the square of the distance from the 
centre. If we suppose the radius of the outer surface reduced till it 
passes through a point close to P* distant r from the centre, the 

strain at P is now measured by L-. But there is no reason to 

suppose that the approach of the conductor towards the point 
has altered the strain in the region between the sphere through P 
and the inner fixed sphere, for the strain just outside A still remains 

the same, viz. -r-^s, and it is difficult to imagine this constancy 

TBTTCr 

existing with a variation occurring in the medium a little way off. 
We may therefore consider that the strain at P is always ^-jj 

so long as <r is intermediate between a and 6. 

This is exactly the value for the strain which we should obtain 
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by calculating it on the supposition that it is due to the direct 
action of the charged surfaces, each little bit of charge q acting 
directly at its distance d without regard to the nature, conducting 
or insulating, of the intervening matter, and producing strain 

9 always from or towards itself according as it is positive or 

negative, all the strains due to the various elements being com- 
pounded as vectors. For with this law of action, as we proved 
in Chapter III, the charge on B will have on the whole no effect 
on a point within its surface, while the charge on A will have 



the same effect as if collected at its centre, giving therefore ^ 



as the resultant. Within A and without B there is no strain, a 
result again agreeing with that obtained on the supposition of 
direct action. For within A the point is within both spherical 
surfaces, and neither will on the whole have any effect. Without 
B each charge will have the same effect as if collected at the centre 
of the sphere on which it lies. Being equal and opposite, the 
two charges will evidently produce equal and opposite strains 
neutralising each other. These results suggest the general law that 

The strain at any point of any electrical system with a homo- 
geneous insulator may Recalculated by supposing that it is the resultant 
of the strains due to separate elements of the charge, each acting 
according to the law charge ~ ^(distance)* ', these elementary strains 
bemg compounded according to the vector law. 

Assuming this, we may pass to the general case in which we 
have any assigned arrangement of conducting electrified bodies of 
known shape possessing known charges, and separated by a homo- 
geneous insulator. Whatever the distribution, we know (1) that 
there is no strain within the conductors, and () that the strain 
just outside each surface is at every point perpendicular to the 
surface. Assuming that the strain is everywhere, both in the 
conductors and in the medium, the same as if each element acted 
separately according to the inverse square law, it is possible to find a 
general mathematical expression for a distribution which will 
satisfy the conditions stated above, and it may be shown that 
tksie k in each case only one possible distribution. The mathe- 
matical expression can be interpreted numerically only in a few 
cases. Among these cases are an ellipsoid with a given charge, 
a sphere axsted on inductively by a charged point, and two charged 
yheres in contact In some, cases the results of calculation have 
teen verified by experiment, and we may therefore consider that 
tbe employment of the inverse square law is justified * 
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. Lines and tubes of strain. A line, straight or curved, 
drawn in the electric field so that at every point of its course the 
tangent to it coincides in direction with the strain at the point is 
termed a line of strain. We may suppose such a line traced out by 
an " electric pointer " moved always in the direction of its length, 
and with its positive end forward. Imagining the lines drawn 
closely together and in all parts of the field, they map out the field 
for us in regard to the direction of strain. There is no method 
like that of the use of iron filings in magnetism which will show 
the whole course of the lines, though sawdust scattered on a thin 
ebonite plate gives some indication of the electric field. We may, 
however, have a number of pointers in the field to show the 
direction at different points. It is interesting to study in this way 
the field due to the knobs of two or more charged Leyden jars. 
We may show, for instance, that the field due to two similar jars 
charged equally and oppositely from the terminals of an influence 
machine resembles the magnetic field of a bar magnet. 
A bundle of lines of strain forms a tube of strain. 
Results deduced from the inverse square law. We may 
at once apply to electric strain the results proved in Chapter III for 
systems in which the inverse square law holds. It is important to 
notice that the quantity which we have there called " intensity " 
must be divided by 4?r to give what we here call strain, for the 
intensity just outside a conductor is ^TTO-, while the strain is <r. 
We have 

The product strain x cross-section is constant for every 
cross-section of a given tube. Calling strain x cross-section 
the total strain at the section, we may say that the total 
strain is the same throughout the tube. 

Unit tube. If a tube starts from +1 of electrification it is 
termed a unit tube. If the area on which that + 1 is spread is a, 
and the surface density is or, then <ra = l. But if D be the strain 

just outside the surface, D = cr=-. Then just outside the surface 

Da = l, and this product is constant along the tube. The total 
strain in a unit tube is, therefore, equal to unity, 

A tube starting from a given quantity of positive electri- 
fication either continues indefinitely or ends on an equal 
quantity of negative electrification. 

For example, each unit begins on +1 and ends on 1. Then 
the statement in Chapter II, p. 5, that equal quantities of the two 
electrifications always induce each other is true not only of the 
whole charge, but also of the separate elements. We may connect 
each element of the one with an equal element of the other by a 
tube of strain. 

Applying Gausses theorem to any closed surface and remembering 
that we have to divide intensity by 4s7r to give strain, 
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The total normal strain over any closed surface drawn in 
the medium is equal to the total quantity of the electrifica- 
tion within. 

The total quantity is, of course, the algebraic sum of the positive 
and negative electrifications. 

If the surface is unclosed we still 
have a useful expression for the total 
normal strain over it. 



ffia. 43. If Fig. 43 represents a unit tube 

with cross-section a and strain D, 

Da = l. Let S be a cross-section making any angle 9 with a. 
Then S = a/cos 6. If D N be the component of strain normal to 

S,D N =Dcos0. Then D N S = D cos x-^=Da =1. Or the 

COS \j 

total normal strain over any section of a unit tube is unity. 

Now suppose that we have any surface through which n unit 
tubes pass. The total normal strain over their ends cut off by the 
surface will be n. Or 

The total normal strain over any surface is equal to the 
number of unit tubes passing through the surface. 
The transference of tubes of strain from one 
charge to another when the charged bodies move. 
We have seen that it follows from the inverse square law that 
in an electric system occupying a finite region each element of 
positive charge is connected with an equal element of negative 
charge by a tube of strain. But if the charged bodies move, the 
pairs of elements connected may change and we can see in a 
general way how this may occur. As an illustration let us take 
the case of a charged body originally near a conducting table, 
Fig. 44, with nearly all its tubes going down to the surface. 




FIG. 44. 



Suppose that then an insulated conductor B, Fig. 45, is brought 
between A and the table. If B were an insulator the tubes would pass 
through it. But the parts of the tubes within B will disappear, 
since a conductor cannot maintain any electric strain ; and we have 
tfe arrangement more or less like that in Fig, 45, where most of the 
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positive elements of charge on A are now joined up to negative 
elements of charge on B, and positive elements on B are joined up 
to negative elements on the table. 

If A and B are connected by an insulated conductor, most of 




FIG. 45. 



the tubes from A to B will move sideways into that conductor and 
disappear. Others of the tubes from A to the table will move 




FIG. 46. 



inwards, and the upper parts will melt away in the connecting 
piece, so that their positive ends will lie on B, and we shall have 





FIG. 47. 



more positive charge on B connected with the table, as in Fig. 46. 
If A is removed to a distance we shall have something like Fig. 47. 
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As another illustration, suppose we have two insulated spheres 
charged with equal + 5 and 5 respectively and near together, 
so that nearly all the lines of strain go from one to the other. 
Let us further suppose that we have two plates charged with + 5 
and 5, and with five lines of strain between them, as in Fig. 48. 

Let us suppose that in the spheres the + charge is below and 
in the plates the + charge is above. Then the lines of strain are 
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FIG. 48. 

in opposite directions, as Indicated by the arrows. Now move the 
two spheres towards and finally into the space between the plates. 
When the nearest lines of strain of the two systems come together 
the strains are in opposite directions, and where they overlap they 
will neutralise each other and disappear, and we may trace the 
successive steps in what happens to one line of strain somewhat 
as in Fig. 49* Repeating this process, we may imagine that in this 
way, say three out of the five lines of strain between the spheres 






FIG. 49. 

are neutralised one after the other, and that ultimately we have 
the anungement shown in Fig. 50. We still have five lines from 
each sphere, bufthree come to the upper from the top plate, and 
three go from the lower to the bottom plate, and only two go 
between the spheres. J b 

Moleonlar hypothesis of electric strain. It may be useful 
to give here a hypothetical representation of the condition of a 
dielectric when it is the seat of electric strain. We begin by 
assuming that the molecules of the dielectric are really made up 
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each of two portions, one positively, the other negatively electri- 
fied, and that the two portions are connected by tubes, or, as more 
easily drawn, lines, of strain, and that they are pulled towards each 
other by the forces accompanying the strain. In making this sup- 
position we are really identifying chemical with electric attraction. 




FIG. 50. 

We must also have motion of the two parts of the molecule round 
each other, otherwise the two would be pulled into contact and the 
tubes would disappear. But we may for our present purpose leave 
the motion out of account and conventionally represent a molecule 
as in Fig. 51, where we suppose, for definiteness, that there are 
five lines of strain connecting the two parts. If the dielectric is 
in a neutral condition we must suppose that the molecular axes 
are distributed equally in all directions, so that there are equal 
numbers of positive and negative ends of axes facing in any 
direction, and there is no resultant electric action outside, and 
therefore no external indication of the molecular charges. 





FIG. 51. 



FIG. 52. 



Let us now suppose that the medium is between two conducting, 
plates, Fig. 52, and that these become charged. We may suppose 
that, in the charging, + and are moving along the surfaces, each 
pair of elements being connected by a tube of strain as PQ, and we 
may think of such a tube as picking out, as it were, the molecules 
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suited for its purpose -those which will help it to stretch from plate 
to plate. Let a /3 y be three such molecules. The line of strain PQ 
coming against these will neutralise one of the lines of strain of 
each in the way followed out in the illustration last considered, and 
we shall get the arrangement of Fig. 53 changing to that of 
Fig. 54*3 where now one line of strain goes across the spaces between 



FIG. 53. 

the molecules in the row forming a series of extended links in the 
chain. The strain between the two parts of each molecule is not 
only lessened, but the + of each is also now connected up to the 
of the next, and so they will tend to move apart. There is 
thus separation of the constituents of the molecules, the begin- 
ning of chemical dissociation, and this beginning constitutes the 




FIG. 54. 



electric strain in the medium on the hypothesis considered. If a 
second tube moves into the same chain of molecules it will leave 
three tubes between each portion, and there will now be two 
outside, and the separation is still greater. If a third tube moves 
in there will be only two tubes between each portion of the original 
molecules, and three tubes connecting each with the opposite 
portion of the next, and still greater separation. If five tubes 
move in, then, there will be a total neutralisation of the strain 
between the parts of the original molecules, and each will be con- 
nected with the opposite of the adjacent molecule. There will 
be re-pairing all along the line and no continuity of strain. 
The electrification will, in fact* have been destroyed. We may 
imagine that something of this kind occurs when a spark discharge 
begins. 



CHAPTER V 

THE FOECE ON A SMALL CHARGED BODY 
IN THE FIELD, AND THE PTJLL OT7T- 
WAEDS PER TJNIT AREA ON A CHARGED 
CONDUCTING SURFACE 

The inverse square law for the force deduced from that for electric 
strain Coulomb's direct measurements General statement of the 
inverse square law Electric intensity Unit quantity Relation be- 
tween electric intensity and electric strain Intensity just outside the 
surface of a conductor Lines and tubes of force Outward pull per 
unit area on a charged conducting surface Note on the method of 
investigating;the field in Chapters III-V. 

The force on a small body in the field. Electric 
intensity. In the foregoing investigations of the mode in which 
electric charges are distributed and of the nature of electric induc- 
tion, we have not considered the magnitude of the forces acting on 
electrified bodies or the connection between these forces and the 
.strain existing where they are manifested. It is true that our 
practical method of fixing the direction of strain depends on the 
direction of the forces on an electric pointer, and our measure of 
the magnitude of strain depends ultimately on forces exerted in an 
electroscope either directly or indirectly by a body charged by 
induction. But these forces tell us nothing as to the forces acting 
"on the body when in the electric field before it was brought into 
the electroscope. We shall now investigate the field with regard 
to the forces exerted in it. We may suppose that we explore the 
field by the aid of a small insulated conductor carrying a charge 
which is, however, so small that it does not appreciably alter the 
distribution of the charges on the surrounding conductors. 

The inverse square law for the force deduced from 
the law for electric strain. We may without further ex- 
periment show that the force on a small charged body may be 
calculated in a similar way to the strain, i.e. by the application of 
the inverse square law to each element of charge. For from the 
fact that the strain and the force on the small charged body every- 
where coincide in direction, we can show that they must be pro- 
portional to each other. 
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Let a charge Q t be placed at a point A, Pig. 55. Let the 
force on a small charged body at P, due to Q x , be F x and let the 
strain be PC. Both F 1 and PC are along AP, produced. If the 
charge Q x is removed and a charge Q 2 is placed at B, let the force 
at P be F 2 and let the strain be PD, both along BP produced. 
If the two charges coexist, the direction of the force coincides still 
with that of the strain. 

Now we know that the resulting strain represented by PE is 
the resultant according to the vector law of the two strains repre- 







FIG, 55, 



sented by PC and PD, and in order that the resultant of F t F 2 should 
also be in the direction PE we must have 

Qx 

Fj _ PC _ 47rAP 3 

F 2 ~rD"~Q7~ 

4rBP 

or the force on a given small charged body due to an element of 
another charged body is proportional to charge ~- (distance) 2 . 

Further, assuming that action and reaction are equal and 
opposite, the force is proportional to the charge on the body at P, 
For if that charge be Q the force exerted on the body at A. "by the 

body at P is proportional to ^, le. is proportional to Q. Hence 



the reaction of the body at A on that at P which is equal and 
opposite is also proportional to Q. Then the force exerted by thp 

body at A on the body at P is proportional to 59j, 

. : vCtep%w4>'s cHroet measurement of the forces between 
4<^rified bodies/ Having regard to the importance of the 
Iftw just stated, it is worth while to consider the direct method of 
cMMBiag 14 employed by its discoverer, Coulomb. To measure 
itie FOITO, lie used the torsion balance of which the general 
t^gtmmt is represented in Fig. 56. be represents a torsion 

11 i 8 ^ T tl * a J >ith ^ U 6 at one extremity, c and d beino- 
mail imxte* to keep the rod horizontal. It is suspended by a 
fru wW mm from the torsion head t. This can be rotated 
- aagte t^gk which the upper end of the wire is thus 
De read by means of a pointer p moving over a scale s 
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fixed at the top of the tube through which the suspending wire 

passes. The position of the torsion rod is read by means of a scale 

running round the side of the glass case containing it. A ball a is 

at the end of a thin vertical shellac 

rod which can be passed through a 

hole in the top of the case and fixed 

so that the ball is in the horizontal 

plane containing the torsion rod and 

at the same distance from the centre 

as the ball b. The method of using 

the balance will be understood from 

the following account of one of 

Coulomb's experiments. 

Both a and b being without 
charge, the torsion head was turned 
so that b was just touching a when 
the wire was free from twist. A 
charge was then imparted to a ; it 
was at once shared with 5, which was 
then repelled through 36> so that the 
torsion on the wire was 36. The 
torsion head was then moved round 
till the angle between a and b was 
18, this requiring a motion at the 
head of 126. The torsion of the 
wire was not, however, increased to 
126 + 36, as the lower end had turned 
in the same direction as the upper 
through 18. The total torsion was 
therefore only 126 + 18 = 144. 

The head was then turned round until the angle between a and b 
was 8% ; the additional turn of the torsion head was 441, giving 
a total torsion of 441 + 126 + 8* = 575J. 

Assuming as a first approximation that up to 36 the repulsive 
force acts always at the same arm and that the distance between 
a and b is proportional to the angle between them, then, if the 
first observation is correct at a distance 36, 
the force is proportional to the torsion due 
to 36. 

According to the inverse square law, the 
torsion at 18 should be 36 X 4 = 144, 

and at 8|- it should be 36 X (||) 2 = 645. 

The last result gives a torsion very 
considerably in excess of that actually 
observed, viz. 575J. At such a small 
distance as 8J the charges affect each 
other and, being like in sign, collect on the FIG, 67. 
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remote sides of the two balls, so that the distance is really greater 



Let us now take into account the true distance from centre to 
centre, i.e. the chords instead of the arcs, and also the true values 
of the arm at which the force on the ball acts. Let (Fig. 57) 
AOB = a, the angle between a and b. Let be the torsion, and 
/*0 the couple due to it. Let F be the force on b due to #, and 
let ON be perpendicular to AB. 

Then F . ON = ^0 

A n F-ON 

and 6 = 

But 

and assuming the inverse square law, 
Fc- l 



- 

AN 



40A 2 sin" S 

Then to verify the law we ought to find that 

a 

00C-J 

Or that 6 tan | sin | is constant. The values of this product fop 
the experiments we have discussed are the following : 

a e fl tan | sin 2 



The numbers in the third column are fairly near together. 
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placement making a greater change in the attraction than in the 
torsion. 

Coulomb also tested the inverse square law by a method which 
possesses interest since it corresponds to the vibrating-needle 
method which he employed in his magnetic experiments. An 
insulating shellac needle was suspended horizontally by a cocoon 
fibre, a small charged disc being fixed at one end of it. It was 
placed in the field of an insulated globe charged in the opposite 
way, and the time of oscillation was observed to vary directly as 
the distance from the centre of the globe, the result which we 
should expect, assuming the inverse square law. 

Coulomb showed in the following manner that the force on a 
given charged body is proportional to the charge acting. Sup- 
posing a and b in the torsion balance to be exactly equal spheres, 
on contact they will be equally charged and the torsion rod will be 
repelled through a certain angle* If a is now withdrawn and its 
charge shared with a third equal sphere, only half the charge 
remains on it. Replacing it in the balance, it is found that 
only half the torsion is needed to keep the ball b at its original 
distance from #. Hence it follows that if two small bodies a 
distance d apart contain charges Q and Q' the force on either is 
proportional to QQ'/^ 2 . 

Two other researches of historical interest made by Coulomb 
may be here referred to that on the distribution of electrification 
on conductors of various forms by means of the proof plane which 
he invented for the purpose, and that on the rate of loss of 
charge and on the best methods of insulation. He showed that 
with a given conductor insulated in a given way the rate of loss 
was proportional to the total charge, though the rate varied on 
different days, being, in accordance with common experience, more 
considerable on damp than on dry days. Coulomb ascribed the 
loss partly to the air and partly to the supports, supposing that 
the air was a conductor when containing much water- vapour. We 
now know that his supposition as to water-vapour was a mistake 
for it, like air, is an excellent insulator. It is true that if air is 
nearly saturated with water-vapour the rate of loss of charge is 
frequently great, but this is almost certainly due to the condensa- 
tion of a thin layer of water on the surface of the supports, which 
latter may be hygroscopic and may so condense the vapour into 
water before normal saturation is reached. We now know that 
neither dry air nor water-vapour is a perfect insulator, for there 
is a loss of charge due to the presence of electrified " ions Mn 
the air, and the electrified surface draws to itself the ions with 
opposite charges. But this loss is exceedingly slow under ordinary 
conditions. 

The inverse square law may be illustrated by the following 
experiment. Two metre rules are fixed horizontally, one over the 
other (Fig. 58). A conducting sphere A is mounted on a pillar, 
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which must be a very good insulator, with a base having an 
index mark which slides along the lower rule. ^ On the upper rule 
is a slider with an index mark, and from the slider depends a pith 
ball B hung by a cocoon fibre, the ball being on a level with the 
centre of A. A telescope sights B when it is uncharged, and the 
position of the slider is read. Then A is brought into the middle 
of the field of view, and the position of its base is read. A is then 
charged, B touches it, is charged and repelled. A is then removed 
say, 10 cm. to the left, and the slider is moved to the left till B is in 
the middle of the telescope field. If the glider has been moved d 
the force on B is for small angles proportional to d. Now move B 
to, say, 20 cm. from the central position and move the slider till B 
is in the middle of the field ; let its displacement be d!. It is 







OB 



r 1 


"1 


L i 1 i 1 iM i 1 i 1 i I i 1 i 1 i 1 i 1 


FlQ. 58. 



found that with fair accuracy d : d! = 4 : 1. If A be now touched 
to another equal insulated sphere, its charge is halved and the 
forces at the same distances are halved. 

General statement of the inverse square law. Both 
directly and indirectly, then, it has been proved that the force on a 
small electrified body placed at any point in a field containing 
charged surfaces separated by air may be calculated by supposing 
that each element of charged surface acts directly on the body with 
& fofte proportional to the product of the element of charge and 
the charge on the small body, and inversely as the square of the 
distance between them, the actual force being the resultant of all 
such elementary forces. Since the force is thus proportional to the 
charge on the small body, it is the same per unit of charge on that 
body whatever the total charge and whatever the size of the body, 
lx>t& being very small We have, therefore, a definite and con- 
sistent Baeasure by which to describe the field, in* the force acting 
per unit charge os & small body. This method of measuring has 
"^ fcut we shall here repeat 

v $wie of the definitions and propositions of that chapter, with 



THE FORCE ON A SMALL CHARGED BODY 67 

some modifications suggested by the experiments which we have 
described. 

Definition of electric intensity. If a small positively 
charged body be placed at any point in a field, the body and 
its charge both being so small as not to affect the previous 
charges sensibly, the force on the body per unit charge is termed 
the electric intensity at the point. We shall usually denote the 
intensity by E. , 

Definition of tlie unit quantity. If two small bodies 
charged with equal quantities and placed 1 cm. apart act each on 
the other with unit force of 1 dyne, each is said to have unit 
charge on it. Then unit charge produces unit intensity at unit 
distance. At distance d a quantity Q has intensity Q/d 2 . If 
at the point we place a body charged with Q', the force on the body 
is QQ'/d 2 . 

Relation between electric intensity and electric 
Strain. If a small quantity of electricity Q is placed at a point 
the values of the electric strain D and of the electric intensity E at 
a distance d from it are given by 



Whence E = 4-TrD. 

This relation holding for each element of the electrification to which 
the field is due, it must hold for the resultant of all the elements. 
It is to be noted that it is only true when the medium is air, for 
only then is the intensity Q/d 2 for each element. As a particular 
case we have another proof of the proposition already proved in 
Chapter III. viz. : 

The intensity just outside the surface of a con- 
ductor is 4x X surface density. For the strain is by defini- 
tion measured by cr. Hence the intensity is 47r<r. 

Lines and tubes of force. The lines and tubes of strain 
may also be regarded in non-crystalline media as lines and tubes of 
force or intensity, and the various strain properties of such tubes 
may be stated in terms of intensity. The most important of 
these, viz. that area x strain is constant and equal to unity along a 
unit tube, becomes : area of cross-section X intensity = ^TT along 
a unit tube. The relation between strain and intensity is not to 
be regarded merely as a numerical definition of one in terms of the 
other. It expresses a physical fact, viz. that whichever method we 
adopt to explore the field, the force on a small electrified body or 
the charge gathering on one side of a properly held proof plane, 
the field varies in the same proportion from point to point by either 
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system of measurement. The numerical relation obtained depends 
on the units employed. Whatever be the unit of charge, if we 
define strain as on p. 52, the strain is q/4md*, but the intensity 
is only q/d* when a particular unit is chosen. We shall see here- 
after that with this particular unit, but with a medium other than 
air, the relation is KE = 4<7rD, where K is a constant for each 
medium. When we discuss the relation between intensity and 
strain in media other than air we shall be able to show that we 
may interpret the intensity as analogous to elastic stress and the 
strain as analogous to elastic strain. 

The outward pull per unit area on a charged con- 
ducting surface. Since the intensity is always outwards from a 

positively electrified surface and in- 
wards to a negatively electrified one, 
it is evident that in each case an 
actual element of the surface, if loose, 
would tend to move outwards. We 
shall now find the amount of the pull 
outwards per unit area. We have 
seen in Chapter III that the intensity 
at a point P x , Fig. 59, just outside a 
conductor is normal to the surface 
and is equal to ^TTCT. Also we found 
that it may be regarded as made up 
FIG. 59. of two equal parts, one due to the 

charge on the area a immediately 

under it, and the other due to the rest of the charges of the 
system. Each is therefore 2-7r<7. 

Now consider an element da of a just under P r The force 
outwards on this element is not due to the rest of a, since a is 
practically all in the same plane as da. It must therefore be due 
to S alone, and its value is : intensity due to S X charge on da 

= STTCT X crda 




The pull outwards per unit area is therefore 



I> then, we know the distribution of charge on a conducting 
body, we know, all the forces acting upon it, and the resultant force 
is te resultant of all the elementary pulls outwards. 

Kbte on the method of investigating the field in 
Chapters HE-V. The mode of analysing the total strain at a 
point into the actions of the separate elements each supposed to 
act directly* and without regard to the intervening medium, is that 
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suggested by, and most appropriate to, the old "action at a 
distance " view of electric action, and it might appear out of place 
with our new conception of action through the medium. But if, 
as in the text, we only say that the strain is the same, however 
produced, as if the direct action occurred, the method is perfectly 
justifiable for purposes of calculation, and it is the best in the 
first treatment of the subject owing to the ease with which it 
admits of mathematical representation. As an illustration of this 
method, consider the somewhat similar case of the equilibrium of 
a body pulled by a number of strings, with given forces applied at 
the free ends. We consider these forces as applied directly at the 
points of attachment of the strings, and do not trouble to consider 
how the strings behave or to take them into account, so long as we 
are dealing only with the equilibrium of the body. For experi- 
ment has shown us that if a force is applied at one end of a string 
an equal force is exerted by the string at the other, and we there- 
fore are justified in a kind of " direct action " treatment, though 
obviously the string has an all-important part to play, and 
must be considered if we are to have a complete investigation 
of all the phenomena accompanying the equilibrium of the 
body. 

There is a method of treating electrical actions in which the 
mathematical representation fits in perfectly with the supposition 
of action by and through the medium. It is fully set forth in 
Maxwell's Electricity and Magnetism^ vol. i, chap, iv, and we shall 
here only point out very briefly the principle of the method for 
the sake of advanced readers who may wish to compare it with the 
easier, though much less general, method which starts from the 
inverse square law. 

Let us suppose that we wish to find how electrification will 
be distributed under given conditions on any given system of 
conductors in air. Starting with the idea of the electric field 
as a space in which electric strain and intensity may be mani- 
fested, we must deduce from experiment that in air the strain has 
everywhere the same direction as, and is proportional to, the 
intensity, and that we have chosen units so that E = 4x1). 
Then introducing the idea of the energy possessed by the system, 
we must show from our experiments that its amount depends solely 
on the configuration. From this it follows that a potential 
V exists, and the intensity at any point may be expressed in 
terms of V. 

The total energy of the system may be shown to be 

W = i 



where a- is the surface density on the element of surface dS, the 
integral being taken over all the conducting surfaces. 
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But & = strain just outside dS 

= 7 intensity 

47T J 



where dn is an element of the normal. 



But by Green's theorem this is equal to 



where the integrations are taken throughout the air. 

Now going back to the experimental basis, we must suppose 
that we are entitled to assume that the total strain throughout a 
tube of strain is constant. It is easy to think of experimental 
illustrations of this, such as the equal and opposite charges on 
concentric spheres, and the equality always existing between the 
two mutually inducing charges whatever the conductors, though 
it is not very easy to arrange any general proof. From this it 
follows that the total strain through any closed surface containing 
no electrification is zero. The total normal intensity is therefore 
also zero, and.applying this to the case of the element dxAydz, 
it can be shown that V 2 V = 0. 



Hence W = 1 / / f ^ + fY ^ /*? 



Now by Thomson's theorem there is one, and only one, value 

l^nfr g v . v r in A e air ' and fuifimn g ^ oo^SoS; 

n?* w 000 ^^' "^ this value makes th integral which 
eqnal to W a mmimum. In other words, it is the value of V 
efa corresponds to a distribution of electrification making the 
w ' ^iherefore it is a distribution in equi- 

^ renre 



V sa ^i the 




THE FORCE ON A SMALL CHARGED BODY 71 

(1) V 2 V = ; () V = a constant for each conductor; 

dV 

d$ = 4t7r X given ' charge on each conductor. This 

dn 

function is the only one satisfying the conditions, and tells us all 
about the field. 

Green's theorem states that if U and V are two functions, 

uds- 

an 



where the surface integrals are taken over the conductors and the 
volume integrals are taken through the intervening air dielectric. 
Make V the function considered above, and make U the potential 
according to the inverse square law of a positive unit of charge 
distributed uniformly with density /> through a very small sphere 
of radius a and centre at any point P in" the field. Then at a 
distance r from P, greater than a, IT = l/r 9 and at a distance r 

less than a, U = -xTrpr*. Then within the small sphere V 2 U = 4mp 
and without it V 2 U = 0. 

On the conducting surfaces -7- + 4s7rcr = 0, and in the dielectric 

V 2 V = 0, Since Vis constant over each conductor / / V-rr^S = 



ZS = by Gauss's theorem. Also 

only differs from zero in the small sphere round P and there it may 

r r r 
be put V F J J J ^nrpdxdydz = 4s7rV P , since the total charge round 

P = 1. Then 



V*-JJ7* 

or the potential is that which would be found by calculation on 
the inverse square law with direct action. In other words, the 
inverse square law is the only one which would give the strain 
along a tube constant, and a constant potential in the conductors, 



CHAPTER VI 

ELECTRICAL LEVEL OR POTENTIAL. THE 
ENERGY IN ELECTRIFIED SYSTEMS 

Electrical level -Potential at a point Bquipotential surfacesIntensity 
expressed in terms of rate of change of potential General nature of 
level surfaces Energy of an electrified system in terms of charges and 
potentials TJnit cells Number of tmit cells in a system double the 
number of units of energy Distribution of energy in a system, 

THE existence of forces on charged bodies in an electrified system 
implies that these bodies may be set in motion, or that the system 
contains energy which may appear in the kinetic form. We must 
suppose that before its appearance as kinetic energy it was stored 
in some way as electric energy, and in that form was the equivalent 
of the work done in charging the system. Regarding the system 
from this work " point of view, we are led to the idea of electrical 
level or potential, which affords most valuable aid in describing the 
system m respect to the forces exerted and to the energy stored 
We have already discussed the potential in inverse square systems 
m Chapter III, but we shall now approach the subject from another 
point of view. 

,n,n E ^ C 5 r - iC !J le <^i' P * P Q *tity charged conductor is 
suspended in the middle of a room a small body brought against it 
wil receive a httle of the charge and will then tend to move to the 
wall on which is the negative charge. Let us imagine that the 

n * S that We need not think of J but 



f i 

L ,? ^ A the , Wa11 we m ^ think of * going into 
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middle of the room as being at a higher electrical level than the 
walls and think of the level as gradually falling from the body to 
the walls in every direction. The conductor is all at the same 
level, for the charged carrier will not move along its surface, but 
will be pulled straight out from it at every point. The walls, if 
conducting, are also at one level, since the intensity is everywhere 
perpendicular to the surface, and the carrier will not tend to move 
along the surface at all. 

The gravitative analogy, if followed out, also suggests a definite 
method of measuring electrical level. We usual ly measure difference 
of level above the earth's surface in vertical feet or metres. But 
this measurement will not give us consistent results in extended 
systems. For think of two canals at different levels reaching from 
the latitude of London to the Equator. Suppose the surface of the 
upper one is 978 cm. above that of the lower at London. At 
the Equator the difference in level will be, not 978, but 981 cm. 
For the work done in letting a given mass of water down from one 
canal to the other must be the same at each end. Otherwise it 
would be possible to get an endless store of energy out of the water 
by allowing it to trickle down at the end where the most work was 
given out, and to do work as it fell. We might use some of this 
work to raise an equal mass of water up again at the other end and 
we might transform or store the balance. This is contrary to all 
experience, so that we are certain that the work done in lifting a 
gramme of water from one level to the other is the same at each 
end and indeed at every intermediate point. Since then g at 
London : g at the Equator = 981 : 978, if one canal is 978 cm. 
higher than the other at London, it must be 981 cm. higher at the 
Equator. It is worth noting that if we were concerned with exact 
measurements of work done in 
raising masses, our Ordnance 
maps should be marked, not in 
feet above sea- level, but in ergs 
or foot-poundals. 

Now, turning to an electrical 
system, let us imagine a surface 
S a , Fig. 60, drawn in the dielec- 
tric all at one level, drawn, that 
is, so that at every point of the 
surface the force on a small FIG. 60. 

charged carrier is perpendicular 

to the surface, and no work is done in moving the carrier along 
that surface. Imagine another surface S 2 in the dielectric, also 
level, but at a higher level than the first. Then the work done 
in taking a small charged carrier from the first surface to the 
second is the same 'by all paths. For imagine that it is greater 
by one path, AB, than by another path, CD, from the first 
surface, S p to the second surface, S 2 . Taking the carrier round 
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the circuit BACDB, we shall get a supply of energy each time 
we go round. This could only be accounted for by a gradual 
discharge of the system due to the motion, and experiment shows 
that no such discharge occurs. Hence the work along AB equals 
the work along CD. As a particular case the work from A to B 
is the same by all paths, such as AEB or AFB. If then we 
choose some convenient surface as having zero-level, corresponding 
to sea-level with gravity, the level of any other point, measured 
by the work done in carrying the unit positive charge from zero- 
level to that point, is definite, whatever be the path pursued. 
Level as thus estimated is termed Potential, and we have the 
following definition : 

The potential at a point is the work done in carrying a small 
body with unit positive charge from zero-level to the point. 

The potential at a point is usually denoted by V. 

It is evident that the work done in carrying unit charge from 
a point A at potential V A to a point B at potential V B is V B V A . 
For if O is a point in the zero-level, V A is the work done in going 
from O to A, V B that in going from to B, and we may go to B 
through A. Hence the work along AB is V B V A . 
fej Alteration of surface chosen as zero-level or zero- 
potential. If we alter our starting-point or zero-level to one at " 
potential U referred to the old starting-point, the potential at 
every other point is evidently decreased by U. 

Equipotential surfaces. The surfaces which we have 
hitherto termed level, surfaces everywhere cutting the lines of 
force at right angles, are also equipotential surfaces. Drawing a 
series of such surfaces corresponding to potentials 0,1, &, 5, &c., we 
may map out the variations of level in the system. 

A conducting surface is an equipotential surface, and any closed 
conductor containing no electrification within it is all at one 
potential, for there is no component of the intensity along the 
surface, and if there is no charge within there is no intensity 
within, and no work is done in taking unit charge from one point 
to another. r 

^ The intensity at a point in any direction expressed 
in terms of the rate of change of potential. Let A be the 
giveB point and B a point very near it such that AB is the direction 
in wfeich the component of the intensity is to be expressed. Then 
toe work done in carrying the unit charge from A to B is V B - V A < 
but if X is the component of the intensity along AB, the component 
along BA is - X, and this is the force against which the unit charge 
is earned. & 

Then _X.AB = V - V A 
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and ultimately 
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X = - 



or the intensity in any direction is the rate of fall of potential per 
unit length in that direction. 

General nature of level surfaces. If the surfaces are 
drawn at intervals such that the successive potentials differ by 
unity, it is evident that the surfaces crowd most closely together 
where the intensity is greatest, for there the shortest distance will 
be traversed with the unit charge in doing unit work. On 
the other hand, where the intensity is less the surfaces open out. 
Indeed, we can at once obtain a relation between the distance from 
surface to surface and the cross-section of a unit tube of force. 

If E be the intensity at a point and d the distance between two 
consecutive level surfaces there. 



But if a be the area of the cross-section of the unit tube at the 
point, Ea = 4?r (p. 67), 



or the distance d is proportional to the cross-section a of the tube. 

When a conducting surface is charged entirely with one kind 

of electricity, the intensity is everywhere outwards if the charge be 





JlG. 61. Charged sphere in the 
middle of a cubical room. 



FIG. 62. Charged sphere inducing 
opposite charge on a neighbouring 
Insulated sphere in the middle of 
a cubical room. 



positive, and everywhere inwards if it be negative. Then in the 
former case the potential falls and in the latter rises as we go 
outwards from the surface in all directions. In other words, 
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the conductor is entirely surrounded by level surfaces lower in 
the former case, higher in the latter, than the surface itself. 

If the surface is partly positively and partly negatively charged, 
the surfaces are lower near the one 'part and higher near the other 

part. 

We may illustrate these statements diagrammatical ly by 
Figs. 61 and 6%, which are sections through systems showing in each 
case lines of force and level lines in the section. There is no 
attempt to draw to scale in these figures. 

Energy of an electrified system in terms of charges 
and potentials. Let the charges be Q 1? Q 2 , Q 3 , &c., respectively on 
conductors at potentials V 19 V 2 , V 3 , &c., the zero-level being any 
conveniently chosen conductor. If all the charges be altered in 
any given ratio the same for all, say to XQ 1? XQ 2 , XQ 3 , &c., evi- 
dently the intensity at every point will still remain the same in 
direction, but will have X times the original magnitude. Hence 
the original level surfaces will still be level, and the charges in 
the new system will still be in equilibrium. The potentials will 
evidently be XV^ XV 2 , XV 3 , &c. 

Let us represent the charges and potentials of the conductors 
in the original system by points A, B, C, D, &c., on a charge- 
potential diagram, Fig. 63, the abscissae representing charges, 
the ordinates potentials. Thus AE = Q v OE = V 19 BF = Q 2 , 
OP = V 2 + C, 

Taking into account the whole system, the sum of the charges, 
i.e. the sum of the abscissae, must be zero. Now let us bring to the 




Charge 



FIG. 63. 



zero-level the same very small fraction of each charge. Then the 
elementary charges will on their arrival exactly neutralise each 
other. During the convection some small fraction of the energy 
of the system will be given up. Repeating the operation a sufficient 
Biimber of times, we shall gradually exhaust the system, and it 
is evident that as we remove the same fraction of each charge in 
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an operation, the charges and potentials of the conductors will be 
all reduced in the same ratio, so that the points representing them 
on the diagram will all travel in straight lines towards O. The 
figure may be regarded as merely shrinking in towards O. 

Now consider the work done by the small charge removed from 
the first conductor while its state changes from A' to A." The 
quantity removed is evidently MN. .The potential at the 
beginning of the removal is A'M, arid at the end it is A"N. Then 
the work done lies between 

MN. A'M and MN. A"N. 

But one of these is greater and the other less than the area of the 
slip A'MNA", and the less the charge MN, the more nearly are they 
equal to each other, ultimately differing negligibly. Then the 
work done must ultimately be represented by A'MNA". 

The total work done in discharging the first conductor is the 
sum of all such slips or is represented by the area of the triangle 
AEO, which equals 

AE xEO QiVi 



Similarly for the other conductors. Whence 

the total energy = %& + ^ + . . . = S ^. 

When all the charges have been thus brought to the same level 
all the electrical energy has been transformed and the system 
is exhausted. 

It is perhaps sufficiently evident that the quantity of energy 
obtained must be independent of the arbitrary zero of potential 
chosen, but we may also deduce this from the expression for the 
total. For if we had chosen another zero at potential U relatively to 
the first, then the potentials would have been V x U, V 2 U, &c., 
and the total energy would have been expressed by 



, 




for Q! + Q 2 + ... =0. 

It is to be noted that if any charge is on the original zero-level 
surface, it must be taken into account in expressing the energy in 
terms of the levels referred to the new zero. 
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Unit cells. Drawing all the unit tubes of force and all the 
level surfaces at unit differences of potential, all the space 
between the conductors of a system is divided up into cells. 
Maxwell has termed these unit cells. 

The number of unit cells in a system is 2QV. In the 
case of one conductor at potential V entirely surrounded by another 
at zero-potential, it is evident that each tube is cut into V cells, 
and as there are Q tubes there are in all QV cells. When there 
are several conductors each tube does not necessarily pass from 
the highest to the lowest level, but some may begin or end at 
intermediate levels. 

' Take any one tube passing from a conductor at level V M to.one 
at level V N . Evidently it contains V M V N cells, or, since it has 
+ 1 of electricity at one end and 1 at the other, we may write 
this 

1 xV M + (-l) XV N . 

Doing this for every tube in the system, we have 

Total number of cells = 2{1 X V M +(- 1)V N } 
= 2 each element of charge X its potential. 

If on any conductor at potential V there be both positive and 
negative charges, say Q P and Q N , both charges will enter into 
this expression and will contribute 

(Qp-Q N )V 

to the result. But if Q P - Q N = Q, this becomes QV. Hence the 
total number of cells = SQV. 

Distribution of the energy in the system. From the 
preceding result we see that the number of unit cells is always 
double the number of units of energy in the system. We have 
already seen that we must suppose the energy to be in the 
dielectric, accompanying the strain there. Bearing in mind that 
where the cells are larger the electric strain is less, so that the 
energy is ^presumably less densely stored, this relation between 
the quantity of energy and the number of cells suggests that the 
energy is distributed at the rate of half a unit to each cell. 
Adopting the suggestion, let us find the energy per unit volume. 

The area of the cross-section of a tube at any point being a, 
and the distance between the two consecutive level surfaces being 
d, we have 

volume of cell = a d 



Ea = 47r (p. 67) 
and E<Z = 1 (p. 75) 

whence ad = 
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If this volume contains half a unit of energy, the quantity per 
unit volume 

= JL= *L 
4x STT 

E 2 

or, substituting for E its equivalent 



Now this result is of the kind which we should expect from 
Faraday's view of the nature of electric action. For if electric 
strain be analogous to elastic strain, we should expect that the 
energy stored up per unit volume would be proportional to the 
square of the electric strain, just as the energy stored by an elastic 
strain for which Hooke's law holds is proportional to the square of 
the strain. Since then the distribution at the rate of half a unit 

E 2 

to each cell or of = S?rD 2 to each unit volume just accounts for 

O7T 

the energy of the system, and also carries further the analogy 
between electric and elastic strain, it is accepted as the true law of 
distribution. 

T?2 

It is noteworthy that the energy per unit volume 5- may be 

ED 

expressed in the form -^ . This supports the suggestion on p. 101 

that the intensity E is analogous to elastic stress. For we know 
that in elastic strain 

, stress x strain 

energy per unit volume = - 5 - . 



CHAPTER VII 

POTENTIAL AND CAPACITY IN CERTAIN 

ELECTRIFIED SYSTEMS, SOME METHODS OP 

MEASURING POTENTIAL AND CAPACITY 

Definition of capacity Sphere in the middle of large room Two con- 
centric spheres Two parallel plane conducting platesTwo long co-axial 
cylinders Two long thin equal and parallel cylinders Long thin 
cylinder parallel to a conducting plane Instruments to measure poten- 
tial difference Quadrant electrometer Attracted disc electrometer 
Practical methods of measuring potential Reduction of the potential 
of a conductor to that of a given point in the air Simple methods of 
measuring capacity Capacity of a Leyden jar Capacity of a gold-leaf 
electroscope. 

WE have shown in Chapter III that if we define the potential at a 
point as the sum of each element of electrification divided by its 

distance from the point, or S-, it is the work done in bringing 

unit charge from a zero-level at a distance so great that the system 
has no appreciable action there. We may frequently bring the 
zero-level quite close to the system. Thus, if a room has conduct- 
ing walls* an electrified system within it has no intensity outside, 
and the walls may be regarded as having zero-level. We shall 
now consider some special systems which will illustrate the use of 
the formula for the potential. 

Infinitely thin, small metal plate held normally to the 
lines of force or strain. The plate is to be so small that the 
lines of force may be regarded as straight and parallel in the region 
just about the point at which it is introduced before that introduc- 
tion takes place. Then, when it is introduced, since it is perpen- 
dicular to the previous course of the lines, the positive charge on 
one side will evidently be equal, element by element, to the negative 
charge on the other side. The potential due to the plate at any 
point outside it will be made up of equal and opposite terms, since 
for every element of positive charge there is an equal element 
of negative charge practically at the same distance from the point, 
as the plate is infinitely thin. Then the plate does not affect the 
potential in its neighbourhood, and therefore does not alter 

80 
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the course of the lines of force. This justifies the use of such 
a plate in the measurement of strain at a point. 

In practice no plate is infinitely thin. A real proof plane will 
therefore produce some slight modifica- 
tion of the surrounding field, especially 
near the edges, where the lines must 
turn inwards, somewhat as in Fig. 64, 
to enable some of them to meet the 
edge normally. 

Capacity of a conductor. If 
the potential of one conductor of a 
system is raised while all the rest are 
kept at zero-potential, as the charge 
rises in- value the induced opposite 
charges rise in proportion. Hence 

2^, or the potential at any point, rises in 
T-' r J r f FIG. 64. 

the same proportion. Thus the ratio of 

the charge on the conductor to its potential is constant and is termed 

the capacity of the conductor. We have then this definition : 

If a conductor receives a charge Q and is raised thereby to 
potential V, while the surrounding conductors are at zero-potential, 

is constant, and is termed the capacity of the conductor. It 

is usually denoted by C. 

Sphere in the middle of a large room. Suppose a sphere 
radius a to receive a charge + Q. Let the sphere be placed insulated 
in a room and let its distance from the walls be great compared 
with its radius. The potential of the sphere will be uniform 
throughout, and therefore we may find it by calculating the 

potential at the centre. In the formula V = 2^ the positive 

elements are all at the same distance from the centre, and therefore 
contribute Q/a. The negative elements are all at a great distance, 

and the sum of the terms 2 i s negligible in comparison with Q/a. 

T 

We have then 



The capacity is 



C -=: 



Since the potential at the surface of the sphere has everywhere the 
same value as that at the centre, viz. : ~, and is due to the dis- 
tribution on the surface, the wall charges having negligible effect , 
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that distribution must be uniform. Hence the potential at a 
distance r from the centre outside the sphere is, by Chapter III, 



provided that r is small compared with the distance to the walls. 

Two concentric spheres with, equal and opposite 
charges Q. Let the radii be a and b. The potential^ of the 
inner sphere is uniform and equal to that at the centre. Since the 
whole of the positive charge is distant a from the centre and 
the whole of the negative charge is distant 6, we have 

v-y- Q Q 

V = 2/~ = --- f 
r a o 

Between the spheres, at r from the centre, the potential due to 
the positive charge is - (Chapter III), while the potential due to 

the negative charge is still T-. Then 



The outer sphere has potential 

v-?- 

The capacity of the inner sphere is 
C= Q 



These two cases show, as is indeed obvious from the definition, 
that a capacity has the dimension of a length. 

Two oppositely charged parallel conducting plane 
plates, the plates being a distance apart very small compared 
with their linear dimensions. 

The distribution must satisfy the two conditions found to hold 
in all electrified systems when the charges are at rest, viz. (1) the 
intensity close to each surface in the space between the plates must 
be normal to the surface, and () the intensity within the sub-, 
stance of the conductors must be zero. These conditions will be 
practically fulfilled if the distributions are equal and opposite and 
uniform over the two surfaces except near the edges, and the lines 
of .force and strain will then go straight across from plate to plate 
except near the edges. For let P, Fi|| 65, be a point between the 
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plates. Take two circular areas of which AB, AT} 7 are sections 
with equal radii, and with centres in the common normal to the 
plates through P. 

Let the radii of these areas be large compared with the distance 
d of the plates from each other. The surface densities being 
uniform and equal to cr, the intensity at P due to the circular area 
on the positive plate will be 71-0-, and away from it ; and that due 
to the circular area on the negative plate will be STTO-, and towards 
it (Chapter^ III, p. 36), or ^TTO- in all. Outside these circular 
areas the charges can be divided into equal positive and negative 
elements, each pair lying close together and at practically equal 
distances from P. These, acting practically in the same line, 
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neutralise each other and do not contribute towards the intensity. 
The intensity between the plates is therefore 4^0- and normal 
to each. 

Within either conductor, say, for instance, at P' or P'', the two 
circular areas neutralise each other, and, as above, the outlying 
areas also neutralise each other and the intensity is zero. The 
want of uniformity round the edges may be neglected (if these are 
sufficiently distant) in calculating the intensity at points well 
within the boundary. 

Since the intensity is 4x0* and the distance apart is d, the work 
done in carrying unit charge from one plate to the other is ^7r<rd. 
Hence the difference of potential V = ^-jrard, 

If A is the area of either charged face, the total charge on the 
positive plate is approximately A<r* The capacity then is 



c = = 

V 

Two long co-axial circular cylinders. The cylinders are 
to be supposed of length great compared with the radius of either. 
The inner cylinder is charged to potential V above the outer. The 
radii are a and b. 

The lines of force will evidently be radial at a distance from 
the ends, and the tubes of force will be wedge-shaped as in Fig, 
65A, the apex of each wedge lying along the axis of the cylinders. 
Then the area of the cross-section of a tube at distance r from the axis 
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is proportional to r, and since cross-section X intensity is constant, 
the intensity is inversely proportional to r, and may be written as 
X/r. Now "if <r is the surface density on the inner cylinder the 
intensity just outside it is 47r<r, and as this is distant a from the 




FIG. 65A. FIG. 65B. 

axis we have k*j?<j = \/a or X = 4mcra t Then between the surfaces 



-=- 

or 



But E = 

Integrating, we have 

V = 4*7ro-a log r + const 
and putting V = for the value of V when r = 5, 



If C is the capacity per unit length measured along the axis the 
area of the inner surface of that length is ^a and its charge * 



Its potential is 4wa<r log - . Then 



log - <Uog 

., . .,..,-. . -- equal and parallel cylinders. Let 
the two cylmders, Kg. &>*, &**, ^h, rSdias a small compared with 
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the distance d apart. Now if one cylinder only were charged with 
surface density <r ? the corresponding negative charge being infinitely 

distant, the intensity due to it at distance r would be 4<7rcr- by the 
preceding investigation. Then the intensity at one cylinder due 
to the other is practically 47nr-3 an d is very small compared with 

the intensity due to its own charge if -5 is very small. Hence the 

d> 

uniformity of distribution on each cylinder will hardly be disturbed 
by the presence of the other, and we shall obtain a nearly correct 
result by supposing the charges uniformly distributed on the two 
cylinders with densities cr. Let us take the potential of one 
cylinder as and that of the other as V, and let us calculate V by 
the work done in going straight from one cylinder to the other* 
At a distance r from the axis of the negative cylinder the intensity is 



The capacity per unit length is 




, nearly. 



d 



This case occurs in practice in two telegraph wires running 
parallel to each other at a distance from the ground, and equally 
charged respectively positively and negatively. 

Long thin cylinder parallel to a conducting plane. 
We. may at once deduce the case of a single cylinder running 
parallel to an indefinitely extended conducting plane a case 
occurring in practice in a single telegraph wire at a constant height 
above the ground.* 

If we draw a plane midway between the two cylinders con- 
sidered above, the lines of force, from symmetry, everywhere cut 

* For a more exact investigation see HeavSside's Meetricai Papers, voL i. 

p. 42. -.- 
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this plane at right angles and it will be a level surface. Now 
consider a unit tube passing as in Fig. 65c from one cylinder to the 
other and cutting the plane in the area a. If a be made into an 
infinitely thin conductor, it then has charges 1 induced on it, but 
these will not disturb the course of the lines of force, since a 
is infinitely thin. We may imagine each unit tube treated in the 
same way and the corresponding units formed on the two sides 
of the median plane. The charges thus imagined are all at one 




65o. 



potential and will not tend to move, so that the system thus formed 
is in equilibrium. We shall then have two systems really inde- 
pendent of each other, since there is a conducting screen entirely 
separating one from the other. The upper cylinder positively electri- 
fied will have the corresponding negative on the upper face of the 
median plane, and the lower cylinder negatively electrified will have 
the corresponding positive on the lower face of the median plane. 
Either gives the case of a cylinder with axis running parallel to a 
plane. Evidently the difference of potential between the plane 
and the cylinder is half that between the two cylinders, and we 
have approximately, if we put d = 2A, 



V = 4x<7 log e 



and 



C*=- 



The result shows that wires used in laboratory experiments 
w have quite considerable capacities. If, for instance, a wire 
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with radius 0*01 cnii (about 36 S.VV.G.) runs parallel to and 
10 cm. above a conducting table, the formula shows that the 
capacity per cm. length is more than 1 /3. 

Condenser of any form. A condenser consists essentially 
of two conducting plates everywhere the same distance apart, this 
distance being usually very small compared with the linear 
dimensions of the plates, and the curvature being everywhere small. 
We may then apply the treatment already used for two parallel 
plane plates, and we have, when air is the insulator, 

V = ' 

and C = 

where A is the area of the inner surface of either plate and d is 
their distance apart. 

INSTRUMENTS USED TO MEASURE DIFFERENCE 
OF POTENTIAL 

The quadrant electrometer. The quadrant electrometer 
devised by Lord Kelvin is the most sensitive instrument for the 
measurement of differences of potential. We shall describe first 
a simple form of the original instrument represented in Fig. 66.* 

Four hollow brass quadrants, like that shown in Fig. 66 (a), are 
mounted on insulating pillars fixed on a metal base so as to form 
a horizontal circular box, cut across two diameters at right angles, 
since the quadrants are insulated from one another by narrow 
air spaces. The opposite quadrants are connected in pairs by very 
fine wires. Under the quadrants and between the supporting 
pillars is an open Ley den jar lined outside with tinfoil and con- 
taining inside strong sulphuric acid, the surface of contact of the 
acid with the glass serving as the inner coating of the jar. The 
acid also serves to dry the air within the case of the instrument and 
so maintains the insulation of the various parts. Within the 
hollow space made by the quadrants is a "needle," really a " figure- 
of-eight" shaped piece of sheet aluminium. Fig. 66 (i), the sectors 
being each about a quadrant. The needle is supported from the top 
of the case by an insulating suspension which also introduces torsion 
when the needle is displaced from its " zero " position. The torsion 
may be obtained from a bifilar suspension, a quartz fibre suspension, 
or from a small magnet fastened on to the needle system. The 
position of the needle is indicated by a beam of light reflected 
on to a scale from a mirror above the quadrants and rigidly 
attached to the needle. 

From two adjacent quadrants two brass rods pass vertically 

* In Lord Kelvin's Papers on Electrostatics and, MeGtro-magrnetism a form of 
the instrument suited far exact work is described in the Report on Electrometers. 
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downwards through holes in the brass plate so large that the rods 
do not touch the sides. The rods turn outwards, ending in binding 
screws. A third vertical brass rod passes through an insulating 
block in the brass plate, and can turn about its own axis so as to 
bring a horizontal wire at its upper end in contact with a platinum 
wire which is attached to the needle, and passes vertically down 





FIG. 66. 

into the acid in the jar. When the jar is to be charged the 
contact is made and the jar may be charged by two or three sparks 
from an electrophorus cover. The contact is then broken and the 
horizontal wire turned well out of the way so that the needle is 
free to move. 

The instrument is contained in a glass case resting on the brass 
plate, which is itself supported on levelling screws. The glass 
should be lined with tinfoil except where the indicating beam of 
light passes, and the case should be put to earth by a wire coin* to 
the gas or water pipes. The instrument is thus completely secured 
from external electrifications. y 

The general principle of its action is simple. To begin with, 
the needle should be adjusted in its zero position so that its 
median line is parallel to one of the lines of separation of the 
quadrants If now one opposite pair of quadrants is connected 
by the outside terminal to earth, and the other pair to a body 
of a potential differing from that of the earth, the needle, being 
SLS 8 P$ sn ? al , 0f tfa f J ar > which we. may suppose positive, is 

2? *? r y cl ? arge< i r d tends to m s * *> y ^s 

diarge to the region of lowest potential. If the outside bodv 
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is at positive potential the needle will tend to set under the 
earth-connected pair of quadrants, while if the outside body is at 
negative potential the needle will tend to set under the pair of 
quadrants connected to it. If the torsion couple introduced by 
the displacement is so great that the displacement is always small, 
then the angle of displacement is, as we shall show below, nearly 
proportional to the difference of potential between the pairs of 
quadrants. It is also, for a certain range, nearly proportional to 
the potential of the needle, so that the sensitiveness of the instru- 
ment may be adjusted by altering the charge in the jar. It is usual 
to calibrate the scale of the electrometer by putting on known 
differences of potential from the terminals of cells of known voltage. 
Dolazalek electrometer. A modification of the instrument 
introduced by Dolazalek, which is more sensitive than the original 
type, is much used. In this the quadrants are smaller and are 
mounted often on amber pillars. The needle is made of silvered 
paper and so is lighter, and it is preferably suspended by a quartz 
fibre made conducting or by a very fine metallic wire. The Leyden 
jar can then be dispensed with and the needle can be charged 
directly from a battery of, say, 100 volts. There is a potential 
of maximum sensitiveness, however, which can be found by trial 
for the particular instrument used. The instrument is contained 
in a brass case with a window for the beam of light to pass to and 
from the mirror. 

Elementary theory of the quadrant electrometer. 
We shall take the case in which the two pairs of quadrants, which 
we denote respectively by 1, 1' and 2, ', are maintained ^ at 
constant potentials V x V 2 . The needle is connected to the jar, 
which has very great capacity compared with its own. The 
potential of both jar and needle therefore remains sensibly constant 
even if the charge on the needle varies. We denote this potential 
by V n . If V 2 is greater than V ? the needle tends to move towards 
1, r, and it will only be in equilibrium when the electrical couple 
is balanced by the torsional couple. Now had the quadrants and 
needle, after charging, been insulated, the motion of the needle 
would have diminished the electrical energy of the system, the 
differences of potential of the fixed charges ^ decreasing, and the 
position of equilibrium would have been that in which the decrease 
in electrical energy on small displacement would have just supplied 
the work necessary for the increase in torsion. But the potentials 
remaining constant, there is an actual increase in the energy of the 
system. The area of the needle under 1,1', where the difference of 
potential is greatest, increases, and therefore its charge increases 
and consequently the electrical energy increases. The energy is 
supplied by the sources which maintain the constant potentials, the 
supply being sufficient both for the increase in electrical energy 
and for that used in increasing the torsion of the wire. We shall 
make use of the following important theorem : 
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When a system of conductors is maintained each at a constant 
potential by connection with a source of electricity, the total 
energy supplied by the source in any displacement of the system 
is double the increase in the electrical energy of the system. 

This may be proved as follows : 

Let Q 15 Q ? , Q 3 be the charges at potentials V 19 V 2 , V 3 : then the 

total energy is 



Let a displacement be given to the system so that the charges 
become Qj + g 15 Q 2 + q^ Q 3 + q^ & c . : the energy is now 



whence the increase in energy is 



But the quantities q v q v q a , &c., have been drawn from sources of 
energy at constant potentials V 15 V 2 , &c., and therefore the enerev 
given up by these sources is 



+ & v a + = &> 
whidi proves the theore|n. 

Applying this to the ^uadi-ant electrometer, the sources supply 
double the energy required for the electrical system. At first, 

Sn^r^V^^T 1 - COUple is Sma11 ' an excess of energy is 
SSS ^t T^ i0 - Slm ^ U ? le increas es, and ultimately a 
positaon of equilibrium is attained when on further small displace- 

mCreaSe ' 



^^ ^ &ls the increase in 
*J e latte r assume that the motion does not 
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The increase of torsional energy in the same displacement is 

\0d8 

where 6 is the total angle of displacement from zero and \6 is the 
corresponding couple* 

Then for equilibrium we may equate these and 



2 - v,) (v n - 




If V n be great compared with Vj_ and V 2 we may take as an 
approximation 



If the needle and one pair of quadrants be both connected to 
the same source at potential V n and the other pair be earthed, 

V V V 

v 2 v n , YJ u 

rv 2 

and 0=-^. 

This is independent of the sign of V n , and the electrometer 
may then be used to measure an alternating potential, giving the 
mean square of V n . 

By taking into account the increase or decrease of charge induced 
on the two pairs of quadrants as well as the increase on the needle 
it is easy to verify directly for this particular case the fact that 
the sources supply double the energy added in the field within the 
quadrants.* 

Th.e attracted disc, or the trap -door electrometer. In 
Thomson's trap-door electrometer two parallel plates are arranged 
as a condenser, one being connected to the source of which the 
potential is required, the other being, say, to earth. We might 
measure the pull of one plate on the whole of the other, and in 
the first instrument of the kind Harrises attracted disc electro- 
meter this was actually done. If we could express the potential 

* The formula found above is quite sufficiently exact for many of the ex- 
periments in which the quadrant electrometer is used. The explanation of the 
voltage for maximum sensitiveness will be found in Thomson's Elements of 
Electricity and Magnetism,, 61. 
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difference in terms of this pull the instrument, would be a satisfac- 
tory electrometer. But the density in a condenser is not uniform 
near the edges, and when the plates are some distance apart the 
edge effect may extend some distance inwards. We cannot there- 
fore apply the results of p. 83 to the whole plate. In the central 
part of each plate, however, the density is practically uniform ; the 
lines of strain go straight from plate to plate and these results 
apply. Taking the surface density as &> the difference of potential 
as V, and the distance of the plates apart as d, 

V = &Trcrd. 

Since the pull per square centimetre is ^Trcr 2 , the total pull P on a 
central area A is 

AV2 

(1). 



In practice the pull is measured on a " trap-door," i.e. on a 
movable plate nearly filling a hole in one of the plates of the 
condenser, but with free edges. The surrounding plate is termed 
the guard-ring, its function being to guard the density on the trap- 
door from variation. The trap-door and guard-ring are electrically 
connected and the force measured is that which is required to 
keep the two in the same plane against the electrical pull of the 
opposite plate. The effective area A is approximately (Maxwell, 
Ekctrictty and Magnetism, Srded. vol. i. p. 333) the mean between 
the aperture of the guard-riiig and the area of the disc or trap-door. 
Fig. 67 is one form of the instrument,* showing only the essential 
parts. The guard-ring is fixed, while the movable disc or trap- 
door is hung by metal wires from the end of a metal lever having 
a counterpoise at the other. The lever is supported by a wire 
stretched horizontally between two insulated metal pillars connected 
to the guard-ring so that disc and ring are in connection. The 
position of the trap"-door is indicated by a hair stretched across 
the forked end of the lever. This is viewed by a lens, and is so 
adjusted that when it is midway between two blac% dots on a white 
upright passing up through the York behind the hair, the trap-door 
and guard-ring are coplanar. Suppose that a known weight P is 
placed on the disc and that a movable rider is adjusted on the 
lever until the hair is in the central position when there is no 
charge on the plates. Now remove P and connect the plates to 
bodies at different potentials, adjusting the distance d of the 
lower plate until the hair is again central. Evidently the electrical 
pull is equal to P, and if V is the difference of potential we have 
from (1) r 

* Thomson's Papers o ElectmsMot and Magnetism, p, 281 , 
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V = 



It is very difficult to measure d accurately, and it is better to 
make the results depend on the differences of the distance in two 
successive experiments, that is, on the distance the lower plate is 
moved. To do this let the lower plate be connected to a source of 



4? 




*$ 

X 



Insulating Stem moved 
upand down by a irdcro- 
imeter screw. 



FIG, 67, 



potential V, the upper plate being connected to earth; then 
equation () holds. 

Now connect the upper plate to a source at potential V , the 
lower plate being connected as before. If the distance, after ad- 
justment, is now a, 



Subtracting (3) from 



which gives V in terms of measurable quantities. It may be noted 
that in obtaining (4) we suppose V either less than V or opposite 

In 'another form of the instrument the attracted disc is 
hung from one arm of a delicate balance and counterpoised so that 
when there is no electrification it hangs exactly in the plane of the 
guard-ring. A stop is then arranged so that the disc cannot move 
upwards and an extra weight P is put on the other arm* The 
subsequent working is as with the arrangement just described. 
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Practical methods of measuring potential. If the 

centre of a conducting sphere is brought to the point at which the 
potential V is required and is then connected to the zero-level 
surface, say the earth, by a wire, its potential becomes zero. Let 
Q be the charge induced upon it. The potential at the centre of 
the sphere being zero, we have 

22 = 0. 

r 

But, if the wire is exceedingly fine and if the sphere is sufficiently 
small, this may be split up into the terms due to the original 
electrification practically undisturbed by the introduction of the 
sphere and giving value V, and the terms due to the charge gathering 

on the sphere and giving value . Then 






On breaking the earth connection and taking the sphere away, if 
we measure its charge, we obtain a number proportional to the 
potential at the point, though opposite in sign. A very obvious 
weakness in this method lies in the neglect of the charge on the 
connecting wire. It is not easy to make the capacity of the wire 
negligible in comparison with that of the sphere. 

Reduction of the potential of a conductor to that of a 
given point in air. Suppose, for example, that we wish to 
equalise the potential of a pair of the quadrants of a quadrant 
electrometer to the potential of a given point P, Fig. 68, in the air. 
Suppose, to begin with, that they are at 
higher potential. Take an insulated wire 
from the electrometer to the point P : 
the end of the wire is evidently at higher 
s 1P\ P otential tlian its surroundings. Then 
r II _\ ii; is positively electrified, while the quad- 
[ j 1 ran ts are negatively electrified. Imagine 

V II s n W ^ at ^ e ou t er l a y er f the wire is 
X JI- X loose, so that it can be drawn off into the 
air with the charge on it. The poten- 

i * ^ t * , tial of the wire at P is thereby lowered 
more nearly to tibat of the air near it. A new positive charge will 
now gather at P and more negative will go into the quadrants. 
If the new surface is also loose, the new charge will also be drawn 
off into the air and if we so imagine successive layers to be 
removed they will carry with them positive charges until the end 
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of the wire P is brought to the same level as its surroundings, 
or at least to the mean level so that each layer takes with it equal 
and opposite quantities. 

If the electrometer is at lower potential to begin with than the 
neighbourhood of P, it is evident that negative will go off, while 
the electrometer will be positively electrified. 

This process has been realised practically by various methods. 
In the method first used a burning match was fixed at one end of an 
insulated conducting rod, which was brought to the given point, the 
other end being connected to the electrometer. The hot mass of the 
flame is a conductor, and as it is continually being thrown off it 
carries electrification with it as long as there is any difference of 
potential between the end of the rod and the surrounding air. 

In a second method, still sometimes used, an insulated can of 
water discharges through a fine nozzle drop by drop. In Lord 
Kelvin^s original description of this instrument as applied to find the 
potential outside a window he says : " With only about ten inches 
head of water and a discharge so slow as to give no trouble in re- 
plenishing the can of water, the atmospheric effect is collected so 
quickly that any difference of potentials between the insulated 
conductor and the air at the place where the stream from the nozzle 
breaks into drops is done away with at the rate of 5 per cent, per 
half second, or even faster. Hence a very moderate degree of 
insulation is sensibly as good as perfect so far as observing the 
atmospheric effects is concerned."" (Electrostatics and Magnetism, 
p. 200). 

It is usual now to employ a wire tipped with radium. The air 
is ionised by the radium, and the charge on the end of the wire is 
neutralised by the ions of opposite sign. 

Atmospheric electricity. Either of these instruments may 
be employed to determine the potential at any point in the air 
with regard to the earth. It is found in general that the potential 
rises upwards from the surface, especially in clear weather. This 
of course implies negative electrification of the earth's surface, the 
corresponding positive electrification being scattered through the 
air above the surface. When clouds are formed they act as 
conducting masses and become electrified on their surfaces. If the 
weather is not stormy the potential in the air is still usually 
positive with regard to the earth, the under surface of a cloud 
being probably positively charged and its upper surface negatively 
charged. But in stormy weather it frequently happens that the 
earth is positively charged under a cloud. This may possibly be 
explained on the supposition that the cloud was electrified by 
induction by the ground under it and that the positive charge on 
the cloud has been removed by the rain falling from it; the 
negative then spreading over the whole might produce a negative 
potential in the air under it. We cannot here go into details of 
the very puzzling subject of Atmospheric Electricity, a subject in 
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which the facts are only beginning to fall into order. We refer 
the reader to the Encyclopedia Britannica, llth ed. vol. ii. p. 860, 
or to Gockel Die Luftelektrizitat. 

Simple methods of measuring capacity. We shall 
describe two methods of measuring capacity merely in order to 
make the idea of capacity more definite. Other methods will be 
described later or may be found in laboratory manuals. ^ 

The definition of capacity shows that it is in dimension a 
length. Thus the capacity of a sphere, far from surrounding 
conductors, is equal to its radius, and the capacity of two parallel 
plates in air is equal to the area of either /4?r distance apart, when 
the distance apart is so small that the edge effect may be neglected. 
We may then determine the capacity in either of these cases by 
actual measurement of the dimensions of the system. But when 
the system is of such form or with such a dielectric that we cannot 
determine the capacity by direct measurement of dimensions, then 
we may use a method of comparison. 

Capacity of a Leyden jar by comparison with a 
sliding condenser with parallel plates. Let AB, Fig. 69, 



A B 




represent the sections of two round plates mounted on insulating 
supports with bases sliding along a divided scale, so that the 
plates are always parallel to each other and so that their distance 
apart can be observed. The capacity of this " sliding condenser " 
can therefore be varied at will. The method consists in charging 
tibis sliding condenser and the system of which the capacity is 
required with electrification at the same difference of potential, 
and then varying the distance apart of the plates of the' sliding 
condenser till the charges on the two are equal. 

Suppose AB ? Fig. 70, are the plates of the sliding condenser, 
and let J be the jar on an insulating stand. Let A and the 
outside coating of the jar be connected to earth. Let B and the 
inside coating of the jar be connected to the positive terminal of a 
battery whose negative terminal is earthed. Then disconnect the 
battery from both and insulate A and the outside coating of the 
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jar. Connect A to the inside coating of J, and B to the outside 
coating of J. If the charges are equal these connections result in 
complete discharge, and if A is now connected to a quadrant 
electrometer no charge is shown. But if J has the larger capacity 
some positive charge is left unneutralised and is indicated by the 
electrometer. If J is the smaller, some negative charge is indicated. 
The distance apart of the two plates A B must be varied till no 
charge is indicated and the capacities are then equal. The 



A B 





FIG. 70. 

difficulty in such measurement arises from "residual charge," which 
will be discussed in Chapter VIII. This method was used by 
Cavendish (Electrical Researches, p. 144). 

Capacity of a gold-leaf electroscope by comparison 
with a sphere. We shall describe the method used by C. T. R. 
Wilson (P.R.S. Ixviii. p. 157). The electroscope was charged by 
a battery of small accumulators to different potentials so that -the 
relative values of the deflections of the gold leaf were known. A 
brass sphere, radius 2*13 cm., was suspended by a silk thread at a 
distance great compared with its radius from^all other conductors 
except two fine wires, one earth-connected with which it rested in 
contact, and another leading from the electroscope and with its free 
end near the sphere. The electroscope was charged to some 
potential V given by the deflection of the gold leaf. Then the 
charge on it was CV, where C was its capacity. The sphere was 
then drawn aside by a silk thread so that it momentarily broke 
contact with the earth and came into contact with the wire from 
the electroscope. Suppose the new value of the potential indicated 
by the electroscope was V. The charge on it was now CV. But 
the charge lost, viz. CV - CV, was given up to the sphere with 
capacity 2'13, and raised its potential to V' so that its amount was 
2-1S V. Equating 

C(V - V 7 ) = 2*13 V 
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V 
or C = 2*13 v~ZT'' 

By this method Wilson found the capacity of an electroscope 
which he was using to be 1*1 cm., and this was practically constant 
for different positions of the gold leaf. 

In carrying out this experiment the wires, in order to reduce 
their capacity, should be made as fine as possible and not 
longer than is necessary to keep the sphere sufficiently distant 
from the electroscope. 



CHAPTER VIII 

THE DIELECTRIC. SPECIFIC INDUCTIVE 
CAPACITY. RESIDUAL EFFECTS 

Specific inductive capacityFaraday's experiments Effect of specific 
inductive capacity on the relations between electric quantities Condi- 
tions to be satisfied where tubes of strain pass from one dielectric to 
another Law of refraction Capacity of a condenser with a plate of 
dielectric inserted The effect of placing a dielectric sphere in a pre- 
viously uniform field Eesidual charge and discharge Mechanical model, 

FARADAY, as we have seen in Chapter IV, abandoned the old 
method of regarding electric forces as due to direct action of the 
charges at a distance, and sought to explain electric induction 
by the action of contiguous particles on each other in the 
dielectric, au action which he supposed to be " the first step in 
the process of electrolysation." Taking this view of electric 
induction, " there seemed reason to expect some particular relation 
of it to the different kinds of matter through which it would be 
exerted, or something equivalent to a specific electric induction for 
different bodies, which, if it existed, would unequivocally prove 
the dependence of induction on the particles."* He was thus led 
to the great discovery that the quantity of electricity which a 
condenser will receive when charged to a given potential that is, 
its capacity depends on the nature of the dielectric. This implies 
that the force which a given electric charge will exert depends on 
the medium through and by which it acts. 

The nature of Faraday's discovery may be illustrated by 
supposing that we have two exactly equal condensers of the same 
dimensions, the plates m one being separated by air and those in 
the other by, say, ebonite. If each is charged to the same 
potential difference, that with ebonite will have about two and a 
half times as great a charge as that with air as the dielectric, and 
the ebonite is said to have two and a half times the specific induc- 
tive capacity of air. 

A very simple experiment with a gold-leaf electroscope suffices 
to show the greater inductive capacity of ebonite. Let the 
electroscope have a table on the top of the rod to which the gold 
leaves are attached, and let there be a cover the size of the table 
provided with an insulating handle. Put a thin plate of ebonite 

* m?p* &%. Ser. XL i. p, 373 (November 1837). 
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on the table and put the cover on it, the cover and table thus 
forming the plates of a condenser. Then connect the table with 
the negative terminal, and the cover with the positive terminal, of a 
voltaic battery of several cells, when charges will gather pro- 
portional to the potential difference of the terminals. Disconnect 
the wires, first from the table, and then from the cover, and lift 
the cover. The charge on the table is then shared with the leaves, 
which diverge by an amount to be noted. Now remove the 
ebonite plate and put three very small pieces of ebonite of the 
same thickness as the ebonite plate on to the table merely to serve 
as spacing pieces, and place the cover on them. We now have 
an air condenser with the plates the same distance apart as 
before, for the spacing pieces occupy a very small fraction of the 
volume and may be neglected in a rough experiment. On con- 
necting and then disconnecting the terminals of the battery as 
before and lifting the cover we note that the leaves diverge much 
less than before, or the table has received a much smaller charge 
when air is the dielectric than it received when ebonite was the 
dielectric. The experiment is not suitable for exact measurement, 
for the capacity of the table when the cover is removed will not be 
quite the same in the two cases, so that the gold leaves will not 
get quite the same fraction of the charge. If a plate of india- 
rubber or a plate of sulphur be used, similar effects are noticed; 
the induced charge is always greater than with air, or, as 
Faraday expressed it, the specific inductive capacity is greater. 
We may give exact signification to this term in the following- 
definition : ft 

Specific inductive capacity. Let two condensers A and B 
fcave exactly equal dimensions, and let the dielectric in A be air 
while m B it is some other substance. Then the ratio * 

capacity of B 
capacity of A 

is termed the specific inductive capacity of the dielectric in B 
It is usually denoted by K. 

The specific inductive capacity of a given specimen is probably 
constant over a wide range of electric intensity, and assuming this 
mmtancy it is frequently termed the dielectric constant. It is 
also termed the electee or electrostatic capacity of the material 

If we consider the ease or difficulty of producing electric strain 
m the dielectoc, we obtain an analogy with elastic strain whfch 
n ^ S PP se . two . e <^l condensers, A with air as 



and strain D, we only require potential difference = ' and the 

Jx 
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V 

energy per charge on unit area in B will only be ^, while 
in A it is ~- Or, to produce a given strain D in B, requires 

A 

only T= of the work needed to produce an equal strain D in A. 

The "electric modulus" of B, then, is only ^ that of air. 

We may put this more precisely if we consider the intensities in 
the two condensers with equal charges. When the dielectric B is 
solid, we cannot directly measure the intensity within it, but in 

V 

order to account for the difference of potential -^ we must suppose 

that the intensity has -^ of the value which it has in A. If in 

the air condenser it is E == 47rD, then in the other it is E' = 4?7rD /K. 
If we regard intensity as electric stress and D as electric strain, 
then, using the analogy to ordinary elastic stress, we should define 
the electric modulus as electric stress 4- electric strain. In air, 
then, it is E-rD=47r. In the dielectric with constant K it is 

E' D= 
' K* 

The account of Faraday's discovery is given in Series XI> vol. i, 
of the Experimental Researches in Electricity, and to the 
paper we refer the reader for details. It is well worth study not 
only for the importance of the results but also as a splendid 
example of Faraday's mode of thought and work. It will suffice 
here to say that Faraday prepared two equal condensers, ea,ch 
consisting of an outer hollow brass sphere on a stand and 
an inner concentric brass sphere supported by a metal rod 
passing up through a neck at the top of the outer sphere^ and 
fastened in position by a plug of shellac. The outer sphere was 
made of two hemispheres like the Magdeburg hemispheres. The 
rod terminated in a knob. Each condenser was thus virtually a 
Leyden jar. Initially air was the dielectric in each. One of the 
jars was charged and its knob was then touched by the carrier 
ball of a Coulomb electrometer (see p. 63). The charge received 
by the ball was measured and gave, as we should now express it, 
the difference of potential between the coatings. Then the knobs 
of the two jars were touched together and the charge was shared. 
The carrier ball now showed that the charge was equally shared, 
or the capacities of the jars were equal. The lower half of the 
space between the spheres of one condenser, which we will call B, 
was then filled with a hemispherical cup of shellac, while the 
other condenser, A, still contained air only. A was charged, and 
its potential in terms of the electrometer reading was found, after 
certain corrections, to be 289. The charge was shared with B by 
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touching the knobs together, and the potential of each was found 

to be 113. A had given to B 176 and retained 113. But 176 in 

B only produced the same potential difference as 113 in A, or the 

capacity of B the capacity of A = 173 -=- 1 13 = 1 *55. Both were 

now discharged and B was charged afresh to potential 204. [ts 

charge was shared with A and each indicated a potential 118. 

The charge which produced a potential 118 when given to A 

produced a fall only of 204118 = 86 when taken from B. Since 

the capacity is inversely as the potential produced by given 

charge, Ihe capacity of B ~ the capacity of A = 118 4-86 = 1-87. 

Making corrections for loss of charge by " residual effect " to 

be discussed below, Faraday found that the two corrected values 

were 1*5 and 1-47, say 1-5. He assumed that the excess of capacity 

for the B condenser was only half what it would have been had the 

whole space been filled with shellac, and thus he found that the 

capacity of B was twice that of A, or the specific inductive 

capacity of shellac was & He pointed out that this was an under- 

estimate, for the hemispherical cup did not change quite half the 

capacity of the jar, since the rod passing through the neck had 

some capacity, which was the same in both conditions of B. With 

a flint-glass cup in place of the shellac he found K = T76, and 

with sulphur K = -24. 

When liquids were introduced into the condenser no certain 
measurements could be made owing to conduction, and when 
different gases replaced air no difference could be detected, for the 
apparatus used was not sufficiently sensitive. The difficulties of 
experiment with liquids and gases have only been overcome since 
Faraday's time. 

Faraday also used two condensers consisting of three parallel 
equal circular plates, the middle plate forming a condenser with 
each side plate.* He charged the middle plate, and then showed that 
by introducing a slab of shellac or sulphur between the middle 
and one side plate the capacity on that side was increased He 
saw that this arrangement might be used for exact measurement, 
as indeed it has been used later in a modified form. 

Though our knowledge of the existence of specific inductive 
capacity is entirely due to Faraday, it is not a little remarkable 
that it was discovered by Cavendish some time between 1771 and 
171 : But he communicated his results to no one, and they 
remained buried in his MS. notes till these were edited and 
published by Maxwell in 1879 as The Electrical Researches of 

1-fK ? : ? m7y Ca * md h ' His discovery was thus entirely 
without influence on the progress of electrical knowledge. 

npiJTrET 7 Jea ^ afte f the P ublicati n of Faraday's original 
paper little experimental work was done on the subject, but the 
publication of Maxwell's Electro-magnetic Theory of Light,! 



. Set. i. p. 4is. 
t Pk&Trau,., 1865, p. 459; eeroitandJfamt^m (1373). 
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according to which the dielectric constant should be equal to the 
square of the refractive index, led to a renewal of interest in the 
matter, and this was no doubt increased on the practical side by 
the necessity of knowing something about the electric capacity of 
the insulating material of telegraph cables. Since then a great 
amount of work has been done, and the specific inductive capacities 
of a great number of solid, liquid, and gaseous dielectrics have 
been determined in a great variety of ways. The phenomena 
termed residual charge and discharge, which so much complicate 
the measurements, have also been investigated. 

Before proceeding to an account of the work we shall examine 
the effect of the existence of specific inductive capacity on the 
various electrical relations, assuming that for a given material it 
has a constant value. 

The effect of specific inductive capacity on tlie 
relations between electrical quantities. Let us suppose 
that we have two condensers (Fig. 71), A with air as the dielectric 



FIG. 71. 

and K = l, B with a substance as dielectric which has constant K, 
and let the two be charged to the same surface density <r. 

Electric strain. Since the electric strain is measured by the 
quantity induced per unit area on a conductor bounding the 
medium, and this quantity is cr in both A and B, the strain D is 
the same in each. 

Difference of potential. To produce the same difference of 
potential we should require Kcr in B. Then a- in B will only 

produce ^ of the potential difference that the same charge 

produces in A. 

Electric intensity. If we imagine it possible to move unit 

charge through the medium B we shall require an intensity^ of 

that in A to produce the observed difference of potential* Or 5 
since this is usually an imaginary and impracticable way of regard- 
ing intensity in B, we must now define it as the slope of potential, 

and again, of course, we get it as ^ of the value in air. If then 
in A we put E = 4^0* = 47rD, in B we must put 



-"K" K" 

Energy of charge. If Q is the charge in each, and if V is the 

V 

potential in A, and V = ^ is that in B, the energy of charge will 
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QV QV 

still be \ charge X potential, or -g- in A and -g- in B. For 

the work done in raising element q through potential v will still be 
qv whatever the medium between the conductors. 

Energy per cubic centimetre. Let us consider a tube 
of unit cross-section going from plate to plate and let d be the 
distance between the plates. The energy to be assigned to this 



, - - , v, - w 

tube m B is i<7 V'= g since V = 

Since there are d cubic centimetres in the tube the energy 

. 2T<r 2 JWD KE' 2 . _. KE' 

per cubic centimetre is *, = g = g , since JD = -7 

The pull per unit area of charged surface. This can 
only be measured directly in liquid and gaseous dielectric. Let us 
suppose that, keeping the charges the same, the distance between 
the plates in B is increased by 1 cm. The energy stored in each 

2?rD 2 
cubic centimetre added is g , and as this energy is imparted by 

the work done in separating the plates we require a pull per square 

<2_~Q2 

centimetre of ^- to give the required energy. Hence the pull 

., , , f . 
on the charged surface is 



We shall assume that there is the same pull when the dielectric 
is solid. 

Force between charged bodies. To account for the pull 

on the surface by action at a distance according to the 
inverse square law, we must suppose that each element of charge 
acts with force g -,. a in the medium with dielectric constant 
K, on the element of charged surface having cr on it Hence 
charge q acts on charge q' at distance d with force ^ ^- 

The energy in the field. In Chapter VI we showed 

T?2 

that if we assign energy at the rate ^ = ^D 2 per cubic centi- 

metre to each element of volume in a field where K = 1, we just 
account for the total energy of the svstem. 

Let us take two electrical systems identical as regards con- 
ductors^ and the charges upon them, but one having air as the 
dielectric with specific inductive capacity 1, and the other having 
a dielectric with specific inductive capacity K. The work done in 
charging the two systems respectively will be J- QV and } QV/K. 
The number of unit cells will be respectively QV and QV/K, so 
that we may assign half a unit of energy to each unit cell in 
each case. But the cells will be larger in the second case in the ratio 
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K : 1, and so the energy assigned to unit volume will be less in the 
ratio 1 : K, or, instead of energy g^D 2 per cubic centimetre, we 
have 2xD 2 /K per cubic centimetre, D being the same in each 
system since the charges are the same. 

But this is only the distribution of the energy which is added 
by the work done in charging the system. If K varies with the tem- 
perature heat has to be added or subtracted as well, if the tempera- 
ture is to be kept constant. Just the same consideration comes in with 
a wire undergoing stretch. The energy put in per unit volume by 
the stretching force is stress x strain, but heat must be added or 
subtracted to keep the temperature constant, and the total energy 
added is \ stress X strain + Q, 
where Q is the heat given to 
unit volume. 

We can calculate the heat 
added in the electrical case by 
taking a charged condenser 
with a fluid dielectric through 
a therrnodynamic cycle, repre- 
sented in Fig. 72, where 
abscissae represent distance apart 
and ordinates represent pull per 
unit area. Let the condenser be 
charged with a- per unit area. 
The pull per unit area is STTO* /K. FIG. 72. 

Let the distance of the plates 

apart be increased by a small quantity Z = AB, so slowly that there 
is no change in the temperature 0, and let heat rfQ.Z be added to 
each volume I x I 2 in order to keep the temperature constant. Now 
make a further adiabatic increase in the distance, the change being 
represented by BC, the temperature in the dielectric which flows 
in through the changes represented by AB and BC falling to 

Q ddy and the specific inductive capacity falling to K jfidQ. 

Now make an isothermal decrease CD in the distance, at 8 dQ, 
carrying it so far that a further adiabatic decrease along DA com- 
pletes the cycle. Then if the process is exceedingly slow it is 

reversible, and the work done is c/Q.7. -Q by the second law. But 
the work done is also equal to the area ABCD, which is 




the negative sign being given to ABCD because it is work done 
on the system. Equating the two expressions 
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rfK , 



, d0 _ 

and - ! - K K dd 

f\ 

or the heat energy added per unit volume is + g -JQ of the 
energy added by the work done in charging the system. 

In some experiments by Cassie* the following values of ^ -^ 

and | ^ were obtained at about 30 C., say 300 A 
&. ctu 

!_ _dK fl dK 

K <20 K ^0 

Glass 0*002 0'6 

Mica 0-0004 012 

Ebonite G'0007 0-21 

We see that the heat supplied to keep the temperature constant 
when glass of the kind used by Cassie is electrically strained is 0'6 
of the energy supplied by the work done. 

If this heat is not supplied and the charging takes place under 
adiabatic conditions the temperature falls, K is decreased, and the 
medium becomes as it were electrically stronger, and we have the 
analogue to the increased elasticity of solids under adiabatic elastic 
strain. But it can be shown that the adiabatic capacity of a 
condenser bears to its isothermal capacity a ratio which differs from 
unity by a quantity quite negligible in practical measurements, 
even though the excess over unity is proportional, as investigation 
shows, to the square of the potential difference.f 

Conditions to be satisfied where tubes of strain pass 
from one dielectric to another. Law of refraction. When 
tubes of strain pass from one medium to another with different 
dielectric constant, no charge being on the surface, they change 
their direction unless they are normal to the separating surface, 
and they are said to be refracted. 

There are two conditions to be satisfied. We may describe the 
first as (1) continuity of potential on passing through the surface. 
This continuity of potential implies that the potential is the same 
at two points indefinitely near to each other, one on each side of the 
separating surface; and this implies that the intensity in any 
direction parallel to the surface, and close to it, is the same in each 

* Thomson's Applications of Dynamics to Physics and Chemistry, p. 102. 
f If 00 and CQ are the two capacities, 

fy = 1 + T?JL *? _L 
<J0 4T K d$ Jp<r 

. where Y is the potential difference, p is the density, and <r the specific heat of the 
medium. 
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medium. We may see the necessity for this by supposing two 
fluid dielectrics in contact along a surface AB, Fig. 73. Now 
imagine a small charge taken along CD in one medium close to 
and parallel to AB, and then across to E, back along EF in the 
other medium, close to and parallel to DC, and than across to C. 
We may neglect the work done along DE and FC by making them 
small enough. If the intensity along CD were greater than that 
along EF 5 then, on the whole, work would be obtained from the 
cycle, and repetition of the cycle would lead to discharge of the 



energy of the system without altering the charges, and such dis- 
charge is contradicted by experience. Hence the intensity parallel 
to AB and close to it is the same in each medium, or the potential 
is continuous. 

We may describe the second condition as () continuity of strain. 
The equality of the opposite charges in an electrified system is not 
affected by the presence of dielectrics of different capacities, and 
we have every reason to suppose that if we draw unit tubes, each 
starting from +1, they will end each on 1, whatever dielectrics 
they pass through. If then ABCD, Fig. 74, represents a unit 




FIG. 74 

tube in a medium with dielectric constant K x , continued as CDEF 
in another medium with constant K 2 , CDEF is also a unit tube. 
If the area of the surface cut out by each tube is a, and if the two 
tubes make angles 6 : 2 with the normal, the cross-section of ABCD 
is a cos 6u while the cross-section of CDEF is a cos ? . If the 
strains on the two sides of CD are D x and D 2 , the equality of the 
total strain in the two tubes gives 
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D a cos ^ = 03 a cos 2 



. or 

or the normal component of the strain is the same in each 

medium. . , . , , 

If we are considering non-crystalline media, in which the 
directions of strain and intensity coincide, let the plane of Fig. 74 
pass through AC and the normal; the tube in the second medium 
must also be in that plane. For the components of the intensities 
at C in any direction parallel to the surface are the same in both 
media. The intensity in the first medium has zero component 
perpendicular to the plane of the figure. Therefore the intensity 
in the second medium has zero component in that direction. This 
implies that CE lies in the plane of the figure or the plane through 
AC and the normal. Then the incident and refracted tubes are 
in the same plane with the normal. 
The continuity of potential gives us 



The continuity of strain gives us 

D t cos fl^ 
whence 

gitaii^^ tan0 2 
L>i JJ 2 

or, since 

E^ 15 *- 4 ^ 

' 

2 K 2 



We shall now consider some effects of the presence of a dielectric 
other fhan air, which will be useful when we come to describe 
methods of measuring specific inductive capacity. 

Capacity of a condenser witli a slab or plate of 
dielectric inserted. Let us suppose that the distance between 



. 75. 



the charged conducting plates is <Z, and that a slab of dielectric 
with constant K occupies a thickness t of the space between the 
plates and that its surfaces are parallel to the plates as in Fig. 75. 
Let the plates and slab extend indefinitely. Let the surface density 
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of charge be a-. We must suppose that the tubes of strain go 
normally from plate to plate, and that the strain D=<7 is the 
same in air and in the slab. The intensity in the air is ^TTCT, while 



that in the dielectric is ~~. Then the potential difference 
between the plates is 



The capacity per unit area is 



cr 



V/ , K-l 



or is equal to that of an air condenser in which the plates are nearer 
together by ^- t- 

If such a slab of dielectric is inserted between the plates of an 
attracted disc electrometer maintained at a given potential^ a layer 
of air intervening between the slab and the attracted disc, the 
charge cr is increased in proportion to the capacity. If then P is 
the pull per unit area when air alone is between the plates, it 
becomes with the insertion of the slab 



The effect of placing a dielectric sphere in a pre- 
viously uniform field deduced from the effect of placing 
a conducting sphere in the same field. If a sphere of 
dielectric constant K is placed in a field in air, previously uniform, 
the lines of strain crowd in upon the sphere, for it is more easily 
strained than the air. The effect of a sphere with K about I'35 
is shown in Fig. 76, where it will be seen that the strain within 
the sphere is uniform and parallel to the original direction. ^ 

We shall not give a strict proof that this is the distribution, 
" but shall merely show that it will satisfy the conditions required 
at the surface of separation. . 

First, let us suppose that a conducting sphere occupies tn 
position. Then on one hemisphere a + charge is induced, and on 
the other a-eharge. These two charges must be so distributed 
that they will produce a field within the sphere, just neutralising 
the field E, which previously existed, for there is no field ^within the 
conductor. We may find this distribution by the following device. 
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Let electrification, density p> be distributed uniformly within the 
sphere centre O, radius a, Fig. 77. At any point P within the 
sphere the intensity due to this is along OP and since the shell 




Era. 76. 



external to P has no effect and the sphere within P may be regarded 

4 OP 3 4 
as collected at its centre it is equal to irp rm^o^P OP- 



let electrification density p be uniformly distributed within 




a sphere, radius a, centre 0' close to 0, O'O being in the direction 
of R The intensity at P due to this second sphere is ^ TT/> PO' 
along PO' S since the electrification is negative. The two distribu- 
tions superposed will have resultant | TrpOO' through P parallel 

toOQ'. The result of this superposition is zero density, or no 
charge in the overlapping part of the spheres, a + layer on the 
hemisphere towards A, and a - layer on the hemisphere towards B. 

nS A S? 8 6 lT r at an y P int Q in a direction Q with 
O OA is 00 cos <9, and therefore the surface density is p OO' cos 6. 
Mow adjust p and OO' so that 
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Then the two layers will give a uniform intensity E in the 
overlapping region", which will neutralise the external field E fa'tibat 
region, and the surface density of the layers is ^ "-" 

3 Ecosg 

Externally, and only externally, to the spK 
distributions will act as if each were collec' 

therefore as if we had electrification ^pa? at O and 

These two constitute what is termed an electric 

correspond to the two poles of a magnet. "PCedefi|ji tb^Jnoment 

4 , l5? 

to be M = ^ TrpcfiQQ' = Ea 3 . Just as wiii|?a "SfegrfSEjl the in- 
tensity at distance d making 6 with 0(>j3: Are tSf a l n g &* 
Ea 3 sin 




and 



perpendicular to d (see Mt 



ti) 9 * sS(9Shis field is 
superposed on the uniform field E. It may be i*Sgi that just 




EIG. 78. 

outside the sphere at the ends of the diameter parallel to E where 
d = a and 6 = 0, the total field is E + E = SE. 

The field in the neighbourhood of the sphere is shown in 
Fig. 78. Since the field without is modified by the presence of the 

* These components may be obtained very easily by noting that the two 
nearly equal forces -gnrpcfi/cfe and girpc&/(d -f 5)2 acting at an angle differing from 
v by the small angle have resolutes along the two bisectors of the angle 
respectively equal to the, difference #rpa?$/d 3 and to |r^a 3 ^/d[ 2 . H^re 5 is 
O'O cos & and 4> is CO' sin &jd. 
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conductor as if it were a doublet, the forces on the external charges 
producing the field will be the same as those of the doublet. 

We have just seen that two almost overlapping spheres with 
equal radii a and equal and opposite densities of charge, will change 
the internal intensity from E to 0, i.e. by an amount E if they are 
equivalent externally to a doublet of moment Ea 3 . Then in 
order that the internal intensity may be changed from E to E', i.e. 
by an amount E E' 5 the pair of spheres must be equivalent 
externally to a doublet (E - E> 3 . 

Let us assume that when a dielectric sphere, radius #, and with 
dielectric constant K is substituted, the field is uniform and equal 
to E' within, and without is E with the field due to the doublet 
(E - E')/z 3 superposed on it. In order that this may be the actual 
arrangement of intensity it has to satisfy the two conditions : 
(1) equality of intensity in the two media tangential to and close 
to the surface of the sphere; and (%) equality of strain in the two 
media normal to and close to the surface. 

The tangential intensities at a point on the surface distant a 
in the field assumed are : just outside, E sin 6 (E E 7 ) sin = 
E 7 sin 6 ; just inside, E' sin 6. 

So that any uniform value of E 7 will satisfy this condition. 

The normal intensities at the same point are : just outside, 
(E-E') cos + E cos =(3E-SEO cos ; just inside, E 7 cos 0. 

Since the strains are respectively intensity /4?r in air and 
K X intensity /4-Tr in the sphere, we must have for equality of 
normal strain 

SE - 2E' = KE' 

whence E' = 8E 



The moment of the doublet equivalent for the outside is 



and the values of the internal and external fields thus obtained 
satisfy the conditions, and so constitute a solution. We shall assume 
that it is the only solution. 

Since the field without is modified as if the dielectric were 
replaced by the doublet, the action on any external charge will be 

TT . .. 1 

the same as that of the doublet, or will be -^ - times the action 

of the equal conducting sphere. Similarly, the reaction of the 

K 1 

charge on the dielectric will be ^ times the action on the 

equal conducting sphere, We shall see how Boltzmann used this 
result to obtain JJ, 
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RESIDUAL CHARGE AND DISCHARGE 

The investigation of specific inductive capacity is very much 
complicated by what are termed residual effects. If a Leyden 
jar is charged and, after standing fora short time, is discharged by 
a spark in the ordinary way, it appears to be completely discharged 
and the two coatings are at the same potential. But if the jar is 
allowed to stand for a short time, with the inner coating insulated, 
a new charge gathers of the same sign as the original charge, and a 
second much smaller spark may be obtained on discharging it. 
This process may be repeated, and with some jars three, four, five, 
or more visible sparks may be obtained in succession, the jar being 
allowed to rest insulated after each discharge. If, immediately 
after the first discharge, the inner coating is connected to a gold- 
leaf electroscope, the charge can be seen to gather, for the leaves 
diverge till they touch the side plates and so discharge the jar. 
They will diverge and discharge many times in succession. The 
electroscope may be used to show that all these charges are of the 
same sign as the original charge. They are known as Residual 
'Charges, and the discharges as Residual Discharges. 

If a jar which shows very conspicuous residual effect is charged 
to some measured potential and left insulated, it is found that the 
potential gradually falls, and the discharge obtained on connecting 
the coatings for a moment will be less than the original charge. 
This fact suggests that the phenomenon is in some way connected 
with conduction, and Faraday sought to explain it by supposing 
that the two charges left the plates to some extent and penetrated 
the dielectric towards each other, some of the + charge on 
AB, Fig. 79, for instance, reaching db, while some of the 
charge on CD reached cd, ab and cd being probably further in 



c d, 

c 

FIG. 79. 

the longer the time. On discharging AB and CD the charges 
ab and cd would no longer be pushed from behind by charges 
on the plates, and some part of them would return to AB and 
CD and be ready for a second discharge. But when we come to 
examine the process of conduction we shall see that this account, 
though probably containing a good deal of truth, hardly gives the 
correct view as it stands.* 

R. Eohlrauschf showed that if a given jar is charged to a certain 

* JSfep. EM., vol. i. 1245. f Pogg. Ann. xci. (1854). 
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potential and is then insulated, the fall of potential in a given time 
is proportional to the initial potential, and, further, that if at any 
instant the jar is discharged, the instantaneous discharge is pro- 
portional to the potential just before the discharge was made. 
Kohlrausch formed a theory of the action going on which 
apparently involved the idea of conduction, though he did not 
express it in that form. But he pointed out the resemblance of 
the residual phenomena to those of "elastic after-action" in 
strained wires, which gives a very valuable analogy. If a wire is 
twisted for instance, if a glass fibre is fixed vertically in a clamp 
at its upper end, and if the lower end is twisted and held, it will 
return on release towards its original position, but not the whole 
way. If it is now held in its new position for a time and is then 
released, it will return another portion towards its original position, 
and so on. We may explain this after-action, as it is termed, by 
supposing that some parts of the glass retain strain energy as long 
as the strain is retained, while in other parts, though the strain 
remains, the energy is dissipated, or the stress diminishes. 
Imagine, for instance, that the outer shell of the fibre is " true " in 
its elasticity, i.e. that the stress is always proportional to the 
strain, but that the inner core gradually loses its strain energy, 
even though its strain is maintained. Now twist the compound 
fibre. If it is instantly released before the energy in the core has 
had time to become dissipated it will return to the original position. 
But if the fibre is held twisted for a time the stress in the core 
gradually decreases and the effective strain decreases. When the 
fibre is released the effective strain in the core will be entirely 
removed before the fibre is entirely untwisted. But some stress 
still remains in the outer shell when this point is reached, and the 
outer shell still tends to untwist, and will continue to untwist till 
the core is strained in the opposite direction so much that the 
negative stress in it just balances the positive stress still remaining 
m the shell On again holding the fibre this negative stress 
decreases, and on release the outer shell will be able to impart 
some more negative strain to the core, and so on. Gradually the 
fibre will return to its original position if the outer shell is 
perfectly "true m its elasticity. But if it too exhibits some 
dissipation of energy the return will not be complete 

The most probable explanation of residual effects is analogous 
to this and was given by Maxwell* somewhat in the followine 
form. It takes account of effects which must certainly exist, and 
so far it must be a true explanation, though it may not be complete 
oi r u!i l ri( l- 1S re a ?: ded as heterogeneous, of which parts 
JL 8 g S C0ndu . ctm & w ^ile other parts remain completely Insu- 
lating. We may imagine, as in Chapter IV, that the Strain in the 

-yBaftwwitjaaEsstf&ff, 
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dielectric consists in the formation of chains of molecules. If each 
molecule consists of a positively charged part a and a negatively 
charged part 6, in the entirely unelectrified condition these 
molecules ab will be turned indifferently in all directions. When 
the dielectric begins to be strained we may suppose that some, at 
any rate, arrange themselves in chains between AB and EF, and 
if AB is positively charged we shall have the negative elements 
towards AB thus TAB | ab ab ab ab \ EF. As the strain increases 
we may suppose the links of the chain, as it were 9 stretched out 
thus : 

AE \ a b a b a b a 6 | EF 

and conduction implies a breakdown of the chain, the first a going 
to AB and neutralising part of its positive charge, while its 6 
unites with the a of the second molecule, and so on along the line, 
the last b going to EF and neutralising part of the negative 
charge there, thus : 

AB | a ba ba ba b\ EF 

We may suppose that, in the slightly conducting dielectric, a 
very small fraction of the whole number of chains breaks down per 
second, the fraction being proportional to the slope of potential. 

To illustrate Maxwell's theory, let us imagine a condenser, 
ABCD, Fig. 80, with a dielectric of specific inductive capacity K 
throughout. Let the upper half 

above EF be a slight conductor, while A- B 

the lower half is a perfect insulator. p. 

Let the condenser be charged till 

the strain is, say, 32 throughout, c 

and then let the upper plate be KG - 8* 

insulated. Then strain 32 remains 

in the lower half, EFCD, But conduction in the upper half means 
that the effective strain in it is gradually diminishing, 

Now let us suppose that the condenser remains insulated till 
strain 16 only remains in the upper half. There will then only be 
charge + 16 on AB. On EF there will be charge 32 16 =* 
+ 16, and on CD there will be - 32. If we now discharge the 
condenser by connecting AB and CD we shall get in the first 
place + 16 of AB neutralising - 16 of CD. AB is now discharged. 
But there is still 16 remaining on CD, which will be equally 
shared between AB and CD. This implies a transfer of 8 from 
CD to AB, which is equivalent to a further discharge of + 8 from 
AB, or a discharge of 24 in all. The potential of AB is made 
equal to that of CD, and the strain is - 8 in ABEF and + 8 in 
EFCD, while there is a charge + 16 on EF. 

If AB is now insulated, the negative strain 8 between EF and 
AB gradually breaks down, while -the positive strain between EF 
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and CD remains, and the potential difference between AB and CD 
becomes positive again. Let us suppose that AB remains insulated 
till the strain between it and EF has decreased from - 8 to - 4. 
There will then be charge + 12 on EF. On connecting AB and 
CD the two charges -4 and -8 will be equally shared, which 
implies a discharge of - % from CD to AB, equivalent to a 
discharge of + 2 from AB. There will then be- 6 on each of AB 
and CD, with the corresponding + 12 on EF. Again insulate AB 
till the strain - 6 between EF and AB has fallen to - 3. On 
connecting AB and CD there will be a passage of -1-5 from 
CD equivalent to + 1'5 from AB, and 9 remains on EF. If we 
suppose the strain between AB and EF to be halved in this way 
each time, the successive discharges from the first will be 

24, 2, 1-5, 1-125, &c. 

Evidently discharges will be obtained till the space between 
EF and CD is completely free from strain that is, until all the 
charge on CD is gone. Hence, if we have a completely insulating 
layer, the sum of all the discharges must equal the original charge. 
l however, the layer between EF and CD is not completely 
insulating, but is a worse conductor than the upper layer, though 
we shall have residual discharges their sum will be less than the 
original charge, owing to the decay of strain terminating on CD. 

It is obvious that if the dielectric is homogeneous and slightly 
conducting throughout there will be no residual phenomena accord- 
ing to this theory. For the strain will break down simultaneously 
from plate to plate, and the first discharge will be complete, as 
there will be no charges left within the medium as we have supposed 
those left on EF in the above explanation, 

We may note here how this explanation differs from that of 
Faraday. He appears to have thought of the charge from AB as 
gradually moving towards EF, the first links of the chain, as it 
were, breaking down first. Then after discharge he thought of the 
.charge as gradually moving back again towards AB. It is evident, 
however, that Faraday had the essential features of the present 
theory. 

If a jar is charged, allowed to rest, discharged, and then 
charged in the opposite direction to a less extent than at first, it is 
found that it may ultimately show a residual charge of the same 
sign as the first charge. The theory gives an explanation of this 
phenomenon. For suppose that after the first discharge in the 
case 'we have considered, where 8 is the strain in the upper half 
and + 8 is that in the lower, we give a negative charge 4 on AB 
and -f 4 on CD, we shall begin with strain 12 in the upper 
half and + 4 in the lower, or with AB at lower potential than 
CD. But if we leave the jar long enough the strain in the upper 
faatf will decay to less than 4, and the potential of AB will then 
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rise above that of CD, or we shall again be able to get a positive 
discharge from AB. 

It is easy to work out a more general theory where the dielectric 
consists of any number of layers of different thicknesses with 
different dielectric constants and different conductivities or rates of 
decay of strain, if we assume that Ohm's law holds that is, that 
the rate of decay is proportional to the intensity. If D is the 
strain and E the intensity, we have 



___- 

_ 4irrt 

whence D = D 

where D is the initial strain and c is the specfic conductivity of 
the material. If then at any instant the strains are D 1 D 2 . . . in 
layers having conductivities c x c 2 . . . dielectric constants K x K 2 . . . 
and thicknesses d^ d% . . .at any future time t they will be 



and the potential will alter from 

47rDa 
K a 




to 

But this general investigation has little value, for in the first 
place the dielectric heterogeneity does not consist in a parallel 
arrangement of layers, each homogeneous, but much more probably 
in an irregular granular arrangement. That it is complex was shown 
by Hopkinson (Original Papers, ii, p. ). He found that the poten- 
tial of a jar charged and then insulated could not be expressed as 
a function of the time by two exponentials only. If it could be 
expressed by a series of the above form, certainly more than two 
terms would be required, or the heterogeneity is more than twofold. 

In the second place, even if Ohm's law holds, we cannot assume 
that K and c are constant for each element of the structure while 
it is breaking down. If the breakdown is, as we have supposed, 
electrolytic, the products of decomposition may alter the values of 
K and c. It is even possible that they may alter the values of d 
if the heterogeneous portions are of molecular dimensions. 

Hopkinson (toe. cit ii. pp. 10-48) investigated the rate of 
fall of potential of a Leyden jar, and though he could not obtain 
a mathematical expression for the rate, he found that it was not 

very different in some cases from , where t is the time from 
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insulation. Boltzmaim had found that the strain in a twisted wire 
decays at this rate. 

But though we cannot- as yet give a full quantitative explana- 
tion of residual phenomena, there can be no doubt that they are, 
at anv rate, largely due to conductivity in parts, and that 
Maxwell's theory contains a large element of truth. On the one 
hand exceedingly good insulators, such as air and other gases, show 
no trace of residual charge, while on the other hand poor insulators, 
with structure probably heterogeneous, show residual phenomena 
in a marked degree. 

Rowland and Nichols * showed that a plate of Iceland spar 
exhibited no residual effect whatever, as might be expected if hetero- 
geneity of structure is a necessary condition for its existence. 

Mechanical model illustrating the theory, t The 
model consists of a trough of semicircular cross-section (Fig. 81), 
say %& in. long, 6 in. diameter, and divided into eight equal compart- 
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ments by a middle partition along the axis and three cross- 
partitions. 

It is supported at the two ends, so that it can rock about its 
axis, and a pointer attached to one end moves in front of a scale. 
Four pipes, with taps, connect the opposite compartments when 
the taps are turned on. The trough is balanced by weights on an 
upright, so that when empty it is in neutral equilibrium. On turn- 
ing the taps off, and on pouring in water to the same depth in all 
the compartments, the equilibrium at once becomes stable, and the 
trough, if displaced round the axis, stores up energy. It may be 
considered as analogous to a tube of strain connecting charges* q 
on the surfaces of two opposite conductors, the angle of displace- 
ment representing the charge at either end, or the strain along the 

* Rowland's Physical Papers, p. 20i. 

t Pro?. Birmingham, PML Soc.^ vol. vi. p. 314. 
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tube. As long as the taps are turned off, the trough represents a 
perfect insulator, for the energy is undissipated. Release of the 
trough corresponds to discharge, and we have oscillations corre- 
sponding to the electric oscillations in the discharge of a condenser. 
If the taps are all turned on equally the trough represents a leaky 
dielectric of the same conductivity throughout, and holding it in 
the displaced position for a time and then releasing it, it returns 
to and remains, after the oscillations have ceased, in a position 
short of the original position. But if the taps are turned on 
unequally if, say, the two end taps are turned off and the two 
middle ones are turned on it is easily seen that the phenomena 
of residual discharge are exactly imitated. For on turning the 
trough through a given angle and holding it there, the energy in 
the middle compartments decreases, and on release the trough only 
moves part way back, going to the point at which the mean level 
is the same on the two sides. There is now a negative difference of 
level in the middle compartments if the original difference is 
called positive. If the trough is held in its new position for a 
short time the negative difference is reduced, and on release the 
trough returns by another amount towards its original position, 
and this may be repeated several times until finally the original 
position is practically regained. 



CHAPTER IX 

RELATION" OF SPECIFIC INDUCTIVE CAPACITY 
TO JBEFEACTIVE INDEX. THE MEASURE- 
MENT OF SPECIFIC INDUCTIVE CAPACITY 

The relation between specific inductive capacity and refractive index in 
the electro-magnetic theory of light Determinations of specific induc- 
tive capacity Boltzmann's condenser method for solids His experi- 
ments with crystalline sulphur Hopkinson's experiments Boltzmann's 
experiments on gases Specific inductive capacity of water, alcohol, and 
other electrolytes Experiments of Cohn and Arons, Kosa, Heerwagen, 
and Fernst Experiments of Dewar and Fleming at low temperatures 
Drude's experiments with electric waves. 

The relation between specific inductive capacity and 
refractive index in the electro-magnetic theory of light. 
Maxwell's electro-magnetic theory of light supposes that light 
consists of waves of electric strain transverse to the direction of 
propagation accompanied by magnetic induction perpendicular to 
the electric strain, and also transverse to the direction of propaga- 
tion. If, for instance, the light is plane polarised, we must suppose 
the electric strain always in one plane, say that of the paper as 
represented by the vertical lines in Fig. 8%, and alternately up and 
down in successive half wave-lengths. The accompanying magnetic 
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induction will be in a plane perpendicular to that of the paper, and 
alternately in and out in successive half wave-lengths. An analogy 
with sound waves will suggest to us the ratio of the velocities of pro- 
pagation in different media. The full investigation belongs to 
Optics. & 

In sound waves there are the two types of energy, elastic strain 
and kinetic, and the velocity of propagation is given by 

V= A/raodulus of bulk elasticity 
density * 

The numerator is proportional to the energy stored per unit 
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strain, and the denominator is proportional to the energy possessed 
per unit velocity. 

If we have two media with different elasticities ^ E^, but with 
equal densities, the ratio of the velocities of propagation or the 
refractive index of sound waves from one to the other will be 



Guided by this analogy, we may regard the energy of electric 
strain as corresponding to the energy of elastic strain, and the 
energy of magnetic induction as corresponding to kinetic energy. 
Since in all transparent media the magnetic permeability is prac- 
tically the same, the energy due to unit induction in the two media 
is the same, or the media for electric waves correspond to media of 
equal density for sound waves. The electric modulus is, as we have 

already seen, ^, so that if for two media the dielectric constants 

are K x and K 2 , the analogy suggests that the refractive index should 
be given by 



If one of the media is air, for which K"j = 1, and K is the 
dielectric constant of the other medium with respect to air, 



/* 



Absorbing 
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in 



But the analogy is obviously incomplete. In sound waves 
gases the elasticity is definite and independent of the periodicity^ of 
the waves. All waves travel with the same velocity, and the refractive 
index from one to another is a definite constant. But in light the 
velocity varies with the periodicity, and we have the phenomena 
of dispersion. The refractive index /* for transparent substances 
decreases in general as the wave-length increases. If, however, a sub- 
stance absorbs a particular wave-length or a group of wave-lengths, 
the refractive index in that neighbourhood varies in a manner which 
is termed anomalous, and the general nature of the connection 
between pt, the refractive index, and X, the wave-length in air, is 
shown in Fig. 83. 
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In ordinary methods of determining K by experiments on capa- 
city, we charge and discharge a condenser in times enormously long 
compared with the period of a visible light vibration, and we should 
only, therefore, expect to find *JK = p. if the value of jm. is that for 
very long waves with period long, and if that value is unaffected 
by absorption that is, if the substance is transparent to very 
long waves. 

We shall now give an account of some of the determinations of 
the dielectric constant for solids, liquids, and gases, selecting typical 
methods, and not attempting to give any complete account of the 
subject.* 

At the time when Maxwell published his treatise on Electricity 
and Magnetism the only substance of which the dielectric constant 
was at all accurately known was paraffin. Gibson and Barclay 
(Phil Tram., 1811, p. 573) had shortly before found K to be 
1*975. From the refractive index of melted paraffin for the A, D, 
and H lines Maxwell calculated the refractive index for light of 
infinite wave-length to be 1 *4$, whence jm? = 8'0. 

Boltzmann's condenser method for solids.t Boltzmann 
used an air condenser (Fig. 84) with parallel plates so arranged 




84. 



that a slab of the dielectric to be experimented on could be inserted. 
He compared the capacities of the condenser with and without the 
slab by charging it in each case to a definite potential, and then 
sharing the charge with a quadrant electrometer with a small air 
condenser added in order to increase the capacity. This was done 
so that any change in the capacity of the electrometer due to the 
motion of the needle should be negligible. The fall of potential due 
to the division of the charge gave the ratio of the capacity of the 

TlT W - k n S , pecific inducti ^e capacity will be found 
* ' 



- , 

f W*Vf V^P'* 1 -; orGray's^W^^- 

l.Tu Later work is described in Winklemann's HanMuch, vol. iv. 
i s Reperforwm, x. p. 109. See Gordon's Electricity, vol, i 
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large condenser to that of the electrometer + the small condenser. 
In order to eliminate the distance of the plates apart, a quantity 
not easily measured, Boltzmann moved one plate and took observa- 
tions at different distances, so that the distance the one plate was 
moved alone came into consideration. The principle of the experi- 
ment may be represented as follows : 

Let C E be the capacity of the electrometer + small condenser 
c, and let V be the potential of the battery. When the key & is 
open and t is connected to a, the electrometer will indicate V. 
Now let k be connected to e, the electrometer being thus dis- 
charged. Let t be connected to 5, the large condenser C being 
thus charged to V. Let its capacity be C x when the plates are 
distance d apart. Let t be disconnected from a and i, and let k 
be connected to f. Thus the charge on C is shared with C E? and 
we have the potential falling to V^ where 

c x v = 

whence C x = C E * (1) 

v Y! 

Since the two readings of the electrometer give us V / V, we have 
C x in terms of C E . 

Repeat these operations when the distance of the plates in C is 
altered to d 2 and the capacity to C 2 , and let the potential after 
sharing be V 2 . Then we have 

C, = C E ii- (2) 

Then insert the slab with dielectric constant K and with thick- 
ness d, the distance of the plates apart being d s . Let the capacity 
now be C 3 , and the potential after sharing be V 8 , and 





(1), (2), (8) give 

Since the dielectric is equivalent to -^ of air, we have 



whence - : - - d, - d,: d, - 




and 
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By this method Boltzmann obtained the following results : 

Ebonite K = 3*15 

Paraffin *3# 

Sulphur (non-crystalline) 3 '84 

Resin 2'55 

The residual effect in these cases was practically negligible, for 
the effect was the same whether the contacts only lasted for a fraction 
of a second or whether the operation lasted from one to two 
minutes. With glass, gutta-percha, and other less perfect insulators, 
however, the residual effects were so great that the method was 
inapplicable. 

The square of the refractive index for paraffin for an infinite 
wave-length is calculated to be '02. That for sulphur for the 
D line is a little over 4. That for ebonite * for extreme red rays 
is about. 2*76. That for resin is given by Boltzmann as -88. 
The dielectric constant and the square of the refractive index, 
then, are not very different in these cases. 

Boltzmann's investigations with crystalline sulphur.f 
We have seen that if a conducting sphere radius a is placed in a 
uniform field E the external field is charged as if there were an 
electric doublet at the centre of moment E& s . Suppose that a sphere 
M is charged with Q, and that a conducting sphere N, radius #, is 
placed at a distance d from its centre, and is so small that the field 
round N due to M may be regarded as uniform and of intensity 

E = ~. The distribution on N is externally equivalent to a doublet 

z~^-. The pull by it on M will therefore be ^J 1 if we neglect the 

effect of N in disturbing the charge on M. The reaction of M on 
N will be equal to this. 

Now replace N by a dielectric sphere of the same size with 
constant JL The dielectric sphere is equivalent to a doublet 

TT "I 

of that representing the conducting sphere, and the pull on 



K 1 

the dielectric due to M will only be =p ^ of that on the con- 

'- 



ducting sphere. 

Boltzmann arranged a small conducting sphere suspended by 
silk threads from one end of a torsion arm, and measured the 
deflection when an electrified sphere was in its neighbourhood. 
The conducting sphere was then replaced by an equal crystalline 
sulphur sphere, and the pull was again measured when the three 
axes of the crystal were in succession directed towards the attract- 
ing sphere. The ratio of the pulls on the conducting sphere and 

* Ayrton and Perry, Phil. Mag., xii. (1881), p. 196. 

f Wiener Sitmng&berwhte, Ixx, part ii. p. 342 ; Gordon, loc. cit. p. 100. 
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on the sulphur sphere gave the following values of K parallel to 
the three axes. The values of fj? along the axes as assigned by 
Boltzmann are also given. 



4-773 
3-970 
3-811 



4-596 
3-886 
3-591 



Hopkinson's experiments. Hopkinson * made an exten- 
sive series of researches on the specific inductive capacities of solids 
and liquids, using for exact measurement a parallel plate con- 
denser in which the distance between the plates could be varied till 
the capacity was equal to that of another condenser. The principle 
of the method may be gathered from the diagrammatic repre- 
sentation in Fig. 85. 

Let B be a battery of cells earthed at its middle point, so that 
the potential of one terminal is as far above that of the earth as the 




K 2 



Earth. 

FIG. 85. 

potential of the other terminal is below it. Let C be the variable 
condenser with parallel adjustable plates, and let S be the con- 
denser with which it must be equalised, in practice a sliding 
condenser consisting of two co-axial cylinders. Q is a quadrant 
electrometer. Let the lower plate of C and the outer cylinder 
of S be earthed. First connect the upper plate of C and the 
inner cylinder of S respectively with the + and terminals of 
the battery by means of the keys K a K 2 . Then move K x and K 2 
over so that the two condensers are connected together and to the 
quadrant electrometer. If the capacities are equal the two charges 
are equal and opposite, and will neutralise each other, but if 
there is an excess of one kind of charge indicated by the electro- 
* Original Papers, vol. ii. p. 54. 
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meter the condenser with that kind has the greater capacity. 
C must be adjusted till the electrometer shows no charge and the 
equality is obtained. Now let a layer of dielectric be interposed in C, 
of thickness t. If the distance of the plates apart is cZ, the capacity 

is increased in the ratio dt r= : d. 

Jl 

To obtain equality with S the distance d must be increased by 
2 ^ = <?. This distance 8 can be measured exactly and so K can 

be found. 

In the apparatus actually used C was a "guard-ring" con- 
denser of which the inner plate, sharing its charge with S, was 
15 cm. in diameter. It was surrounded with a guard-ring con- 
nected to the battery when charging, so as to be at the same 
potential as the disc. The lines of force thus went straight across 
from plate to plate, and the edge effect which would depend on 
distance and dielectric was eliminated. Before the disc was con- 
nected to S the guard-ring was earthed, and remained earthed 
during the connection to S. This method was used for plates of 
flint glass, for which the following values were found : 



Density K // for D line 

Very light flint 2-87 6'61 1'541 

Light 8-8 6-72 1-574 

Dense 3-66 737 1-688 

Extra 4-5 9'90 1-710 



It is evident that p? is very much less than K. 

Hopkinson also showed that the result was the same whether 
C and S were connected to each other, and to the electrometer, for 
a time comparable with a second or for a minute fraction of a 
second. Residual phenomena, then, did not come appreciably into 
play. With plate glass, however, it was necessary to have only 
an instantaneous connection, for with long connection the method 
failed owing to residual charge. 

To show that K is really constant, ie. independent of the 
potential difference, for a given specimen of glass, a flask of extra 
dense flmt glass containing sulphuric acid was placed in 
water, the contacts of the liquids with the glass forming the 
coatings. The capacity of this flask was found to be the same, 
comparing it with the sliding condenser S, when charged with 
SO elements as when charged with 1800 elements of a chloride of 
silver battery. 

To find the dielectric constant of liquids a fluid condenser 
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was used, consisting of a double cylinder in which an insulated 
cylinder could hang, the vertical cross-section being as represented in 
Fig. 86. 

The capacity of this condenser was com- 
pared with that of a sliding condenser, first 
with air and second with the liquid to be 
tested as the dielectric. The sliding con- 
denser was brought to equality in each case. 
The sliding condenser was graduated, and 
its capacity for so many divisions of the 
inner cylinder within the outer was known. 

The hydrocarbon oils agree in giving 
K = />t 2 nearly, while their values for vegetable 
and animal oils differ widely. The Table 
below is .extracted from Hopkinson's paper 
(Original Papers, ii. p. 85). The square of FIG. 86. 

the refractive index for infinitely long waves, 
which is given as well as K, is calculated from the dispersion in the 
visible spectrum by the formula ju, = a + 6 /A, using the sodium 
and hydrogen lines. 



Petroleum spirit 



K yU*00 

1-92 1-928 

Petroleum oil (Field's) -07 2*075 

Turpentine 2'3 2-128 

Castor oil 4*78 

Sperm oil 3'02 

Olive oil 3-16 



'135 
2-131 



Boltzmann's experiments on gases. Boltzmann made 
determinations of K for different gases by a simple method, using 
a condenser within a closed metallic earth-connected vessel which 
could be exhausted or filled with any gas. The connections with 
the plates of the condenser were made by wires passing through 
the sides of the vessel, but hermetically sealed in, as represented 
diagrammatically in Fig. 87. The vessel was first exhausted, and 
one plate, A, was connected to a battery of about 300 DanielPs cells, 
the other plate, B, being connected to an electrometer and to 
earth. After A was thus raised to a potential which we will call 
Vj. it was insulated, B and the connected pair of quadrants of the 
electrometer were insulated, and the gas to be experimented on was 
admitted. The potential of B still remained zero, for, as there was 
no leakage from A, all the electrification on B was connected with 
that on A, and there were therefore no lines of force between B 
and the case, and no change of its potential. The potential of A 
fell by the admission of the gas to, say, V 2 , where Yj = KV 2 , K 
being the dielectric constant of the gas s that of vacuum being 1, 



18 



STATIC ELECTRICITY 



Connecting A again to the battery, its potential was once more 
raised to V r But B being insulated, its potential was raised by 
an amount proportional to the additional charge on A, for this 
additional charge induced on B an equal and opposite charge con- 



rl 





FIG. 87. 



nected with itself and an equal like charge connected with the sides 
of the vessel. We may therefore put the potential of B as equal to 



where m is a constant, 
or 



Suppose the charge observed in the electrometer to be denoted 
by & The number of cells was now increased from n to n + 1, 

V 

and the potential of A was consequently raised to V X H J , and 



that of B was raised by m 



n 



If the change observed in the electrometer was S', we have 

K-l 



whence K = 




The following Table gives Boltzmann's results at C. and 
760 mm., with the values of ^ as determined by Dulong for white 
fight As the difference between this and /x oo is probably 
small for gases, these values may fairly be taken. 
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K 


JK 


M 


Air 


1-000590 


1-000295 


1-000294 


Carbonic acid 


1-000946 


1-000473 


1-000449 


Hydrogen . 


T000264 


1-000132 


1-000138 


Carbonic oxide 


1-000690 


1-000345 


1-000340 


Nitrous oxide 


1-000994 


1-000497 


1-000503 


Olefiant gas . 


1-001312 


1-000656 


1-000678 


Marsh gas . 


1-000944 


1-000472 


1-000443 



Specific inductive capacity of water, alcohol, and 
other electrolytes. The ordinary condenser method, with com- 
paratively slow charge and discharge, is quite inapplicable to such 
substances as water, in which the conduction is very appreciable. 
The difficulty introduced by conduction was first overcome by Cohn 
and Arons,* who used a modification of a method previously applied 
to insulating liquids by Silow. If a quadrant electrometer has 
one pair of quadrants to earth and the other pair is connected to 
the needle and to a source giving potential V n , then the deflec- 
tion (see p. 91) is approximately 

a - c v " 3 

6 ~ x T 

where C is the capacity of the needle per radian and X is the 
torsion couple per radian that is, it is independent of the sign 
of V n . If V n alternates rapidly Q is proportional to the mean 
square of V a *. 

If the medium between the needle and the plates is not air, but 
a liquid with dielectric constant K, then 

0= IP i^ 

X 2 

Cohn and Arons used two electrometers and the alternating 
potential supplied by one terminal of a Helmholtz induction coil. 
When both contained air the deflections were, say, 5 X and S t . 
The second was then filled with the liquid to be experimented on, 
the first still containing air. The deflections were now, say, 
&i and <?/. 

In the first case we have 



Wied. Ann., xxxiii. (1888), p. 13. 
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In the second case we have 



Dividing, we get 

&/ ^ 

11 T 7 T- 
i 2 

Thev obtained the following values : 

K 

Distilled water 76 

Ethyl alcohol 26'5 

Amyl alcohol 15 

Petroleum 2'04 

The remarkably high values for water and alcohol were con- 
firmed by Rosa,* who measured the attraction between two plates 
immersed in the liquid, connected through a commutator re- 
spectively to the two terminals of a battery supplying any desired 
potential difference up to 60 volts. The commutator was reversed 
from 52000 to 4000 times per minute, so that the charges of the 
plates alternated rapidly. One of the plates was fixed, and the 
other was suspended at the end of a torsion arm, the small 
torsion measuring the force. The specific inductive capacity 
was determined by finding the ratio of the attraction for the 
same difference of potential, with the liquid as medium and with 
air* For the K medium the charges are K times as great, 
and, therefore, the forces which are (p. 104) proportional to 

a 

^ are also K times as great. Rosa obtained for water at 

25 K= 75*7, and for alcohol at 25 K = 25'7. He found that 
the conductivity of water might be increased many times by 
adding minute quantities of acid without much change in the 
attracting force. The force was, however, slightly lessened by 
the addition. 

Heerwagen,f using a method somewhat like that of Cohn 
and Arons, found the value of K for water and its variation 
with temperature, the results agreeing very closely with the 
formula 

K t =80*878 -0-362 (*-17). 

NernstJ put the liquid to be tested in a condenser and 
determined the capacity by a Wheatstone bridge method, using 

* JPhiL J% M xxxi. (1891), p. 188. 

t Wud. Ann. (1898), xlviiL p. 35, and xlix. p. 272. 

$ J&& Phys, Qtem* (1894), vol, xiv, p, 622. 
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an alternating current. For water at 17 C. he obtained K= 80*00, 
and other observers * by various methods have found nearly the 
same value. For alcohol he found K to be about 6. 

Experiments of Dewar and Fleming at low tem- 
peratures.f Dewar and Fleming made experiments on the 
dielectric constant of ice and other substances from a temperature 
of 200 C. upwards, using a condenser consisting of two 
co-axial brass cones, about 15 cm. long, the outer tapering from 
an inside diameter of 5*1 cm. to 2*6 cm., and the space between 
the two being 3 mm. The condenser was charged and discharged 
about 120 times per second by an interrupting tuning-fork and 
the circuit was arranged so that either the charging or the 
discharging current alone should go through a galvanometer. 
The equality of the two was taken to show that conduction was 
not coming into play. The space between the cones was filled 
with the substance to be examined, and cooled to the temperature 
of liquid air, and the galvanometer deflection was observed on 
charging at given potential or on discharging. Then the substance 
was melted out and replaced by gaseous air at the same temperature, 
and the galvanometer deflection was again observed. The ratio 
of the deflections, after certain corrections, gave the specific 
inductive capacity of the substance. Observations were also 
made at higher temperatures by allowing the temperature of the 
condenser to rise gradually. 

The dielectric constant of pure ice at 00 C. was 2 '43, rising 
with rise of temperature to 70'8 at 7-5 C., though here 
conduction had set in and the measurement was not so trust- 
worthy. A large number of solutions and compounds were thus 
examined, and the general result was that at 00 C. the 
dielectric constant was not much greater than the square of the 
refractive index for exceedingly long waves, as calculated from 
dispersion formulae. For castor oil, olive oil, and bisulphide of 
carbon they were nearly coincident. 

Drude^s experiments with electric waves. As a 
type of an entirely different method of research, in which electric 
waves are used, we shall take Drude^s experiments on water and 
on other liquids.J 

If UJL is the velocity of electric waves in air and U 2 is their 
velocity in another medium, the refractive index for the waves 
is /x=U 1 /U 2 . But if X X X 2 be the lengths in the two media of 
waves starting from a source of the same frequency X 1 /X 2 =U 1 /U 2 
so that A*=^iA2- According to the electro-magnetic theory 
K=^ 2 = X 1 a /X 2 2 . To find the ratio \J\ 2 , Drude used a Lecher 
system in which waves were transmitted between two parallel 
wires, first through air and then through a trough containing the 

* For a summary see Dewar and Fleming, Proc, Jtoy, Soc., Ixi, p. 2. 

f Proc* Roy* 'Soo.. 3xi. (several papers). 

J 4?w, far PJiys,, 1896, lyfii. J>* 1, lix. P, 1 7, 
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liquid to be examined. The principle of the method may be 
gathered frdm Fig. 88. 

J was an induction coil connected by wires A A to the terminals 
of the Blondlot exciter E E, which consisted of two semicircles 
with diameter in some cases 5 cm. and in other cases 15 cm. 
The brass terminals of E E were 5 mm. diameter, and the spark 
gap between them could be varied by a micrometer. Round E E 
was a circular wire continued by the parallel wires D D about 
cm. apart. These might be continued, when desired, into a 
trough containing the liquid to be tested and from SO cm. to 
60 cm. long. When sparks took place across the gap in E E waves 
were propagated in the space between D D with the velocity of 
free waves. Hj H 2 were holders to keep the wires adjusted and 
Bj and B 2 were two wire bridges. Between these, stationary 
waves were formed. Bj was adjusted to be at the first node; the 
second node was where the wires entered the trough of liquid, 




t 

H 2 




FIG. 88. J induction coil ; A A wires from its terminals to the exciting circuit 
E E, round which is a circuit prolonged by the two wires D D ; B x B 2 bridges, 
B! fixed, B 2 in the liquid trough movable ; Z Zehnder vacuum tube lighting 
up at a loop. 

and B 2 was moved about till it was at a third or further node. 
In the original arrangement Z was a vacuum tube with terminals 
connected by a wire s of such length that the electrical period of 
the tube coincided with that of the exciter, but a neon tube laid 
across the wires suffices. When B 2 was at a node and Z at a loop, Z 
lighted up with maximum brilliance. Several successive nodal 
positions were observed by means of this maximum brilliance, and 
these were, of course, at intervals of X* 2 /& Then the trough was 
detached and replaced by a continuation of the wires in air. 
Nodal positions of B 2 were again observed, and thus \J% in air 
was found. Thence /x=X 1 /X 2 was known. 

With tbis apparatus Drude was able to show the existence of 
dispersion that is, a difference of velocity with difference of 
frequency. He used two frequencies, respectively 150 xlO 6 and 
400 X 10*. The velocity for water was practically the same for 
both frequencies, but for glycerine ^ 2 = 891 for the former and 
M =^"^ for the latter, and for other liquids there were consider- 
able differences. He found that for water at t C. the value 



= 88-3-~0-4044rf+ 0-001035^ 
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sufficiently expressed the dependence on temperature, though there 
were slight variations with variation of frequency. 

With solutions of small conductivity the refractive index was 
nearly the same as for water, but as the conductivity increased, 
the value of the refractive index decidedly decreased. For details 
the deader may consult the original papers. 



CHAPTER X 
STRESSES IN THE DIELECTRIC 

Tension along the lines of strain Pressure transverse to the lines of 
strain Value of the pressure in a simple case This value will maintain 
equilibrium in any case There may be other solutions of the problem 
These stresses will not produce equilibrium if K is not uniform Quincke's 
experiments General expression for the force on a surface due to the 
electric tension and pressure The electric stress system is not an elastic 
stress system and is not accompanied by ordinary elastic strains. 

WE have shown that a charged conducting surface in air is pulled 
out by a normal force 2xcr 2 per unit area, and that in a dielectric of 
specific inductive capacity K the pull becomes STTO^/K per unit area. 
Tension along the lines of strain. In accordance with 
the dielectric theory of electric action we must suppose that this 
pull is exerted on the conductor by the insulating medium in 
contact with it. Further, assuming that reaction is equal and 
opposite to action, the surface is pulling on the medium with an 
equal and opposite force. 

Let AB, Fig. 89, be a small area a of a charged surface ; 
AC BD the tube of strain or force starting normally from it. 

The conductor is pulling on the medium in the tube with force 
, since D=<r. Now consider the equilibrium 
of a lamina of the medium between AB and 
a parallel cross-section A'B' very near to it. 
The area of A'B' will also be a if AA' is 
small. The forces on the sides of this lamina 
are negligible compared with those on the 
ends, since the area of the sides is vanishingly 
B small compared with the area of either end. 
Then for equilibrium the part of the medium 
above A'B' must pull on AA'B'B with a force 
A B n equal and opposite to that across AB, viz. 

&jrD 2 a/K There is therefore a tension 

FIG. 89. &7rl> 2 /K across A'B'. 

Now imagine the charged surface to be 

removed to A"B" some distance back, but so adjusted as to position 
and charge that strain in the neighbourhood of A'B' remains the 
same in direction and in magnitude. We can hardly suppose that 
the stress across A'B' is altered, and so we obtain the result that a 

134 
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any point in the medium there is a stress along the lines of force, a 
tension 27rD 2 /K, where D is the electric strain. Since E = 4-TrD /K, 
we may put the tension equal to KE 2 /87r. 

Pressure transverse to the lines of strain. A portion 
of the medium, say the portion between two cross-sections a x a 2 of 
a tube of strain, could not be in equilibrium under these forces 
unless the lines of force were parallel and the field uniform. 
Equilibrium under the end pulls is obviously impossible unless a x is 
parallel to a 2 . To show that the field must also be uniform, let 
D x and D 2 be the strains at a x and a 2 ; the difference of the pulls 
on the two areas is 



and since 



which only vanishes if D 1 = D 2 or a! = a 2 , and this is the condition 
for a uniform field. When the field is not uniform there must be 
forces across the sides of the tube to make equilibrium possible. 

Value of the pressure in a simple case. A value for 
the side forces is suggested by considering a special case. Let a 
particle charged with Q be placed at O, Fig. 90, and let the 





DA o C F 

Fia. 90. 

opposite charge be so far away that the lines of force radiate 
straight away from O. Consider the equilibrium of the shell 
between two hemispheres, ABC radius r and DEF radius r+dr, 
drawn with O as centre. We have a tension normal to the surface 

Q2 

inwards across ABC equal to %7rD 2 /K = 4 , since D= 



Now a closed surface is in equilibrium under a uniform tension 
or pressure, so that if we put an equal tension, Q a /87rKr 4 , on the 
diametral plane AC we have equilibrium for the hemisphere 
OABCO. Or the tensions over the curved surface ABC have a 

resultant inwards equal to the total tension o~iF~2=oTFii across 
* axil?'* oJlr 3 

the diametral plane. 
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Dealing in the same way with the tensions across DEF, they 
have a resultant outwards equal to 



When dr is very small, the resultant of these two is a pull inwards 



Q 2 . _ 

8K W 5 (r+dr) 

This inward pull can only be neutralised by forces applied 
round the rim of the shell. m 

Let us assume at the rim a uniform pressure P upwards, ^.e. 
erendicular to the lines of force. The total area of the rim is 
r 9 so that for equilibrium 

P- Q 2 _ 

p -- 



or a pressure normal to the lines of force equal to the tension 
along the lines offeree would maintain equilibrium. 

These equal values will maintain equilibrium in any 
case. It is easy to show that when we have a field in which the level 

surfaces have double curvature these 
equal values of the tension along the 
lines and of the pressure transverse to 
the lines will suffice for equilibrium. 

Let ABCD, Fig. 91, be a small 
rectangle on a level surface with its* sides 
in the planes of principal curvature. 

Let O x 2 be the centres of curva- 
ture and let OjA^R^ 2 B = R 2 . 

Let AC^B = X and BO 2 C = <t> 2 . 
The area of ABCD i* I^R^^. 

The normals through ABCD form 
the tube of strain. Now draw a section 
of the tube nearer to the centres of curva- 
ture by <5, where S is very small, and let 
A'B'C'D' be the corners of this section. 
Its area is 




- 



If lyDa are the strains over the two surfaces ABCD, 
respectively, 



or 
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The tensions being SirD^/K and &7rD 2 2 /K, the resultant pull 
inwards is 



And substituting from the previous equation the total pull 
inwards is 



But now suppose there is a transverse pressure P normal to the 
surfaces of the rim of the lamina between ABCD aud A'B'CT)', 
The area of ABB'A' is R^S. That of BCC'B' is R 2 2 <$. 

Resolving P along the normal to ABCD and perpendicular to 
it, the latter gives resolutes neutralising each other in pairs. The 
former gives 

ft 



so that there is equilibrium if 



There may he other solutions of the problem. Faraday 
was led to the idea of longitudinal tension and lateral pressure by 
considering the nature of electric induction. He says:* "The 
attractive force which exists amongst the particles of the dielectric 
in the direction of the induction is accompanied by a repulsive or 
a diverging force in the transverse direction.* 11 Clerk Maxwell 
showed that equilibrium would be maintained if the tension were 
equal to the pressure. But it is to be remembered that the system 
thus obtained is only a possible solution of the problem of the 
stresses in the medium. It is a solution, but there may be others. 
Meanwhile its simplicity recommends it as worthy of trial, and we 
shall assume henceforth that it is the solution. ^ . 

These stresses will not produce equilibrium if K is 
not Tjniform. It is important to observe that if we assume the 
existence of these stresses the medium is not necessarily in equili- 
brium unless K is constant. Thus a solid dielectric body suspended 
in air behaves like a magnetic body in a magnetic field, and 
Boltzmann^s method of determining K by the force on a small 
sphere hung up in a field radiating from a centre depenols upon 
this fact. Even in a system in equilibrium stresses other than the 
electrical stresses must intervene if there is a change of value of ft. 

* Exp. Kes., i. p. 409, 1297. 
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If, for example, the lines of force pass normally from air into a 
dielectric of specific inductive capacity K the electrical tension 

in air is &rD 2 , while that in the other medium is ~-, so that 

TT- I 

for equilibrium a force ^TrD 2 -^- must be supplied to keep the 

surface layer in equilibrium. The medium is no doubt elastically 
strained, and the corresponding stress supplies the required force. 

If the lines of force are parallel to the surface separating one 
dielectric from another, the level surfaces are normal to that surface, 
and the electric intensity is the same in each medium. If the electric 

pressure in air is E 2 /87r, that in the other medium is -g . Hence 

"R2 

(K 1) is the pressure needed on the surface of the other 

** 3r . M ., . 

medium In addition to the electric pressure to maintain equilibrium. 

Qnincke's experiments. Quincke made a series of experi- 
ments of historical interest to test the existence of these electrical 
tensidns and pressures in dielectric liquids. He used a condenser * 
with horizontal plates, the upper being hung insulated from a 
balance beam, while the lower was insulated and so arranged that 
it could be connected to a battery of Leyden jars charged to given 
potential. The condenser being charged, the pull Gj on the upper 
plate was first determined in air. Then, the condenser being sur- 
rounded with the liquid to be experimented on, the pull G 2 was 
determined, when the potential difference, and, therefore, the electric 
intensity, was the same as before, the plates being the same distance 
apart. 'Taking the area as A and neglecting the edge effect, we 
have by the foregoing theory : 

G 2 __AKE 2 / AE 2 _ K 
G l STT I STT 

or the pulls are in the ratio of the specific inductive capacity. 

In each case the condenser was discharged through a ballistic 
galvanometer. The quantity flowing through the galvanometer 
and indicated by the kick-off was proportional to the capacity of the 
condenser, and, therefore, to the specific inductive capacity of the 
medium. This, of course, gave another determination of K. 

At first the values by the two methods were somewhat widely 
apart, owing to the neglect of the capacity of the connecting wire 
and key. When this was taken into account the determinations 
were fairly in accord.f 

The existence of the pressure at right angles to the lines of 
force was verified as follows: The upper suspended plate was 
replaced by a fixed plate with a short vertical tube passing up 

* PhU. Mag., vol. xvi. (1383). 

t Nature, vol. xxxv. (1887), p. 334, 
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from a hole in the centre. This was connected to an india-rubber 
tube provided with a stop-cock and to a bisulphide of carbon 
manometer. The plates being immersed in the liquid near 
together, and to begin with to earth, air was blown into the space 
between them through the india-rubber tube until a large central 
space extending from plate to plate was cleared of liquid. The 
cock was then turned off and the manometer read. The lower 
plate was then brought to the same potential as in the experiment 
above described, and at once the manometer showed an increase of 
pressure, this increase being needed to balance the difference between 
the electrical pressures at right angles to the lines of force in the 
air and in the liquid. If Ji is the increase of height in the mano- 
meter and a- the specific gravity of the liquid used, we have, since E 
is the same in the liquid and in the air. 



If the difference of potential and distance apart are the same 
as in the previous experiment we may eliminate E by the result 
of that experiment. If we write K p for the value of K as involved 
in the pressure at right angles, and K T for its value as involved in 
the tension along the lines of force, the two experiments give us 
respectively : 



and 



whence 



STT 



The values obtained for K p and K T were nearly equal to each 
other and to the value obtained by the ballistic galvanometer, 
which we may denote by K. 

The following Table shows the results in a few cases obtained in 
two series of experiments, the earlier comparing K p and K T , the 
later comparing K T and K. 





EARLIER. 


LATER. 




K p 


K T 


K T 


K 


Sulphuric ether 


4-672 


4-851 


4-394 


4-ll 


Carbon disulphide . 
Benzene . 


-743 
-370 


-669 
389 


-63 
-360 


-508 
-359 


Petroleum 


149 


-138 


2-073 


'05 
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The difference in the values for K" T in the earlier and later 
experiments is probably to be ascribed to slight differences in the 
constitution of the specimens. 

General expression for the resultant force on a surface 
due to the electric tension and pressure. Let a rectangular 
tube of strain meet the surface in AB, Fig. 9%, making Q with the 
normal, and let the area of AB be a. Consider the equilibrium 
of the wedge with section ABC. 

&rrD 2 
Perpendicular to BC we have a pull -^a cos 0, since the 

area of BC is a cos 0. 

Perpendicular to AC we have a push T, a sin $. 

The forces on the sides parallel to the paper neutralise each 
other. Resolving along the normal and tangent, we have 
Along the normal outwards 



a (cos 2 0-sin* 0)= 



JV 



a cos 20. 



sn 



Tangential along AB, 

~~ a (cos 6 sin 6 + sin 6 cos 0) = ~a si 

The force on AB must be equal to the resultant of these, since 

P 





p 
FIG. 92. FIG. 93. 

the wedge considered is in equilibrium. Thus there is a force out- 

Wards "IT" I)er Unit area > and at an angle 2 ^ withl tlie normal - 
The system of forces thus made up should give as resultant the 

force actually observed in any case. 

The electric stress system is not an elastic stress 

system, and is not accompanied by ordinary elastic 

strains. The electric stress system applies equally whether the 
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dielectric be solid or fluid. Consider a small cube with four vertical 
edges parallel to the lines of force, Fig 93. The system of stresses 
is obviously equivalent to a shear stress in the plane of the figure and 
to pressures on the two faces parallel to that plane. Now, in a fluid 
in equilibrium ordinary elastic shear stresses cannot exist and can- 
not contribute to maintenance of equilibrium. Indeed, hydrostatic 
equilibrium is only possible in a fluid when the pressures about a 
point are equal in all directions. Further, even in a solid the 
elastic system of a shear stress and a perpendicular pressure would 
produce on the whole a decrease in volume. For the shear would 

not affect the volume, while it is easy to show that the pressure P 

^ 

would decrease it by P ^r , where o- is Poisson's ratio and Y 

is Young's modulus. But experiments to be described in the next 
chapter show that, at any rate in the case of glass, the presence 
of electric strain is accompanied by a uniform dilatation. 

We must therefore suppose that the electric stresses are not 
elastic forces accompanied by elastic changes of shape, but that 
they are called into play in some other way. Where the medium 
is material we may probably account for the stresses by molecular 
arrangement, on the supposition that the molecules are electric 
doublets. 

We may illustrate the idea by considering the corresponding 
case of a magnetic system. Suppose that we have a number of 
little magnets pivoted on points arranged in rows 
and columns, as in Fig. 94. If the magnetic axes 
are equally distributed in all directions there will 
be no continuous lines of force going in any one 
direction. But if the axes are arranged as in the 
figure the opposite poles in the columns will 
attract each other, forming tensions along the 
lines of axes. The like poles in the neighbouring 
columns will repel each other, forming pressures 
perpendicular to the lines of axes. Some such 
arrangement of electric doublets in a material 
medium may account for the electric stresses 
accompanying electric strain. We cannot say, 
a priori^ what effect such a rearrangement should jr ifl . 94. 
have on the dimensions of the system. We only 
know by experiment that it appears to lead to a uniform 
dilatation. 

When the matter is exceedingly attenuated it may be doubted 
whether we can account for the stresses by the molecules present, 
and we may have to imagine some structure in the ether before 
we can frame a hypothesis to supply the forces* 



s 



CHAPTER XI 

ALTERATIONS OBSERVED IN THE DIELEC- 
TRIC WHEN IT IS SUBJECTED TO 
ELECTRIC STRAIN 

Electric expansion in glass Maxwell's electric stresses do not explain 
the effect Electric expansion of liquids Electric double refraction : 
The Kerr effect. 

WHE\ T a dielectric is subjected to electric strain it shows in some 
cases a change in volume and in other cases it becomes doubly 
refracting. 

Electric expansion in glass. The dielectric in a glass 
condenser generally expands when the condenser is charged, and 
the dielectric becomes the seat of electric strain. This expansion 
was known to Volta and has -since been studied by Govi, Duter, 
Righi, and especially by Quincke.* It may be conveniently 
observed and measured by using a common thermometer as a 
Leyden jar. The bulb is immersed in melting ice and water, the 
water serving as the outer coating, while the liquid contained in 
the bulb serves as the inner coating. On charging the inside by 
connecting it with a large Leyden jar the level is observed to fall. 
Quincke found that if At; is the change in the internal volume v of 
the bulb, if e is the thickness of the glass and V is the potential 
difference, then 

Az> . . . . , . V 2 . 

is proportional to ^ nearly. 

With thicknesses between 0-1 mm. and 0-5 mm. and with a 
potential difference sparking at 2 mm. between knobs % cm. in 
diameter, Quincke found that the change in volume lay between 1 
in 10 s and 1 in lo 7 . In general, when it rose above 1 in 10 s 
sparking occurred and the glass was perforated: 

The intensity and strain are proportional to V/e so that the 
change in volume is proportional to the square of the electric strain 
in the glass. The expansion occurs equally in all directions, for 
Simultaneous measurements of increase in length Z and of volume v 

* PMl. Jr#. [51 vol. x. p. 50, where references to earlier work will be found. 
.*'''* 
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of a condenser like a thermometer with a long cylindrical bulb 
showed that 

Aw AZ 



Maxwell's electric stresses do not explain the effect. 

The result just given is important as showing at once that no such 
system of stresses as that considered in the last chapter will 
account for the effect. That system would give extension parallel 
to the lines of force, and compression perpendicular to them. But 
it fails to account for the effect in that it would give on the whole 
a contraction in volume. If, as in the last chapter (Fig. 93), we take a 
cube of the dielectric, with its vertical edges parallel to the lines 
of force, it is acted on by its surroundings with the set of forces 
represented in -the figure. 

The vertical tensions and one pair of side forces will give a 
shear with no change of volume, while the other pair of pressures 
will produce a decrease in unit volume (1 2o-)P/Y, where <r is 
Poisson's ratio and Y is Young^s modulus. We can perhaps estimate 
this effect as compared with the increase measured by Quincke. 
In one case of flint glass with a thickness 0*014 cm. the change in 
volume was 1 in 10 5 when the potential difference would spark over 
mm. between knobs % crn. in diameter. We may perhaps take this 
as a potential difference about equal to 5 E.S. units, and it gives 

S5 
intensity within the glass E = ^ x 10 3 . For flint glass K is 

"K"f?2 

probably about 7, so that P = = 10 6 nearly. 

We may take 1 - <r = ^ and Y = 5 x 10 n , so that the 

A 

10 6 
decrease in unit volume should be of the order =-m = 10" 6 or 1 in 



1,000,000, as against the observed increase of 1 in 100,000. The 
Maxwell system of stresses then would only lessen the electric 
expansion slightly, even if we could suppose them to produce 
elastic strain. 

Electric expansion of liquids. Quincke also experimented 
with liquids. A condenser was formed in the liquid by a pair of 
vertical platinum plates. The containing vessel was entirely filled 
with the liquid and closed except that a capillary tube rose from it 
to show any change in volume of the liquid. On charging the plates 
as a condenser the level in the tube was observed to alter. 
The results indicated that the change in volume is probably 
proportional to the square of the intensity. In general there 
is expansion, but with fatty oils, such as cotaa and almond 
oils, there is a decrease in volume* 
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Quincke also observed a decrease in the torsipnal rigidity ol 
glass, mica, and india-rubber when electrically strained. 

Electric double refraction: The Kerr effect. Kerr 
discovered* that a liquid dielectric is in general doubly refracting 
when it is the seat of electric strain. It behaves as a umaxial 
crystal with the optic axis along the lines of force. There is there- 
fore a difference in the velocity of rays which traverse the liquid 
perpendicular to the lines of force, according as their plane of 
polarisation is parallel to or perpendicular to the lines of force. 
The effect may be shown by the arrangement of which Fig. 9.5 
is a plan. 

A ray of light is sent through a polariser P set so that its plane of 
polarisation is at 45 to the vertical. It then passes into a trough 




T with glass ends containing the liquid, which may be carbon 
bisulphide very pure and dry. In the trough are two brass cylinders 
3 in. or 4 in. long, with their axes parallel and in the same horizontal 
plane. These are connected by rods rising out of the trough to the 
terminals of a Wimshurst machine. After emerging from the 
trough the ray passes through the analyser A, set at 90 to the 
polariser, so that when the liquid is not electrically strained there 
is complete extinction. The ray then passes on to the eye of an 
observer E, or by using lenses we may project an image of the ends 
of the conductors in the trough on to a screen. On working the 
Wimshurst the field between the two conductors transmits the light 
to some extent, and the more the stronger the field. The vibration 
of the incident beam may be resolved into equal components 
vibrating respectively vertically and horizontally, and therefore 
respectively along and perpendicular to the lines of force. These 
travel at different speeds through the strained medium so that 
when they emerge from the electric field the phases differ, and 
instead of uniting to form a plane polarised beam, with plane 
parallel to that of the original, they unite to form an elliptically 
polarised beam which cannot be entirely extinguished by the 
analyser. By inserting a Jamin compensator C, Kerr determined 

* Ph& Ma0. [41 1875, vol. 1. pp. 337 and 446 ; [5], 1879, vol. viii. pp. 85 and 229 
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the delay in phase of one ray relative to the other and showed * 
that the delay is proportional to the square of the strength of 
field as measured by a Thomson electrometer. 

Kerr investigated the effect for a large number of liquids f and 
found that some, which he termed positive liquids, behave like 
quartz with its axis parallel to the lines of force, or like olass 
extended in a direction parallel to the lines of force. Of* the 
liquids in which he was able to measure the effect, carbon disulphide 
shows it in the greatest degree. Paraffin oil, toluene, and benzene 
are other positive liquids. Others, which Kerr termed negative 
liquids, behave like Iceland spar with its axis parallel to the lines 
of force, or like glass compressed in the direction of the lines of 
force. Of these colza oil gives a strong effect ; others are olive oil 
and seal oil. 

The effect may be expressed conveniently by the number of 
wave-lengths difference between the two components in a length I 
of the dielectric when the transverse electric field has intensity 
E. Experiment shows that if S is the difference of path pursued 
in the same time, and if X is the wave-length of the light used, the 
number of wave lengths difference or S/X is given by 

S/X = B/E 2 

where B is a constant for a given substance and wave-length the 
Kerr electric constant. The difference of phase is ZirS/X, and S 
and X must both be measured in the liquid or both in air. It is 
easily shown that if ^ and /*. are the refractive indices for the two 
rays and X is the wave-length in air 

JULo - jU e = BX/E 2 . 

Quincke$ was the first to obtain a value of B, working with 
carbon disulphide. Since then various measurements for this 
liquid have been made and the value of B for sodium li^ht 
appears to be very near to 3-1 x 1C- 7 . 

But the value changes with the wave-length, increasing as X 
diminishes. This was observed by Kerr, and he thought that ^ fjL e 
varied inversely as the wave-length. Subsequent observers || have 
not verified the simplicity of the relation though confirming the 
general nature of Kerr's observation. Cotton and Mouton have 
investigated the effect of change of temperature and have found 
that B decreases rapidly as the temperature rises (loc. cit.). 

Ken* observed in 1879 that though nitrobenzene is not a 

* Phil. Mag. [5], 1880, vol. ix. p. 157. 
t Phil. Mag. [5], vol. xiii. pp. 153 and 248. 
J Wied. Ann., XIX, 1883, p. 729. 

A careful determination by McComb is given in Phys. Rev., 29, 1909 p. 584 
References are given to earlier results. 



,,.racte(j^,,,p., McComb 
c^t. Cotton and Mouton, Journal de Physique, 5th. ser., vol. I, 1911, p. 5. ' 
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sufficiently good insulator to allow a persistent field to be estab- 
lished in it, yet on making a spark-gap in one of the connect- 
ing wires, at each spark the field lighted up, due no doubt to 
the oscillations producing a large oscillating field between the 
conductors. 

Schmidt * succeeded in measuring the effect in nitrobenzene. 
He used a compensation method in which the ray of light passed 
through the liquid in one cell and then through another cell con- 
taining a liquid for which B was known, and arranged so as to 
have an effect of the opposite kind on the phase relation of the 
two components. It was adjustable so that the effect of the two 
cells exactly neutralised each other when the same rapidly alter- 
nating potential difference was applied to each. He found that 
the Kerr constant is sixty times as great for nitrobenzene as for 
carbon disulphide, and that it is about the same for the latter and 
for water. McComb found that the effect is large for other 
aromatic compounds, f 

Cotton and Mouton (loc. cit.) discovered that nitrobenzene 
exhibits magnetic double refraction, that is that a polarised ray 
transmitted perpendicularly to a magnetic field established in the 
liquid travels at different speeds according as its plane of polarisa- 
tion is parallel or perpendicular to the lines offeree. They found 
that the effect could.be expressed by a formula exactly corre- 
sponding to that for the Kerr electric effect, viz. : 

s/\ = cm* 

where H is the magnetic intensity and C is the constant of magnetic 
double refraction for the substance for the wave-length used. For 
nitrobenzene they found that C/B is nearly the same for different 
wave-lengths. This has been confirmed for several other aromatic 
compounds by McComb and Skinner. J 

In Cotton and Mouton's paper there is some reference to theories 
of the subject by Voigt, Havelock, and themselves. These, how- 
ever, belong to optics rather than to electricity. 

We may state the Kerr effect in terms of the electro-magnetic 
theory of light by saying that K is slightly different 1 in the 
electric field. Since the change in velocity is given by 



__ 

v " 2 K 

and Dr. Kerr's observations show that is proportional to E 2 , 

"ITT 

where E is the intensity, then ^ is proportional to E 2 , and 

* Ann. derPhys. [4], 7, 1902, p. 142. 

f A. namber of values will be found in TcMes AwnudU* Internationales de 
C nstantes J. 

?e*. 29, pp. 525 and 541. 
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K is not constant, but decreases as E increases, and by an amount 
proportional to E 2 . This is on the supposition that the speed of 
the ray with its electric vibrations along the lines of force is alone 
affected. Some experiments by KeiT * appeared to establish this, 
but some experiments by Aeckerlein f showed that in nitrobenzene 
the ray with its electric vibrations along the lines of force was 
retarded and that with its vibrations perpendicular was advanced 
and about in the ratio 2:1. It is to be noted that the change in K 
is exceedingly minute, the change in phase being only a fraction of 
a period in a path of several centimetres through a field of perhaps 
100,000 volts per centimetre. The Kerr effect in glass is exceed- 
ingly small, so small that it cannot always be ceitainly distinguished 
from the effect due to the elastic stresses present. 

* PUi. Maq. [5], 37, 1894, p. 380. 
f Phys Zelt., VII, 1906, p. 594. 
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PYfiOELECTEICITY AND PIEZOELECTRICITY 

Pyroelectricity Historical notes Analogous and antilogous poles 
Some methods o investigating pyroelectricity G-augain's researches 
Lord Kelvin's theory of pyroelectricity Voigt's experiment on a 
broken crystal Piezoelectricity The discovery by the brothers Curie 
The piezoelectric electrometer Yoigt's theory connecting pyro- 
electricity and piezoelectricity Electric deformation of crystals 
Lippmann's theory Verification by the Curies Dielectric subjected to 
uniform pressure Change of temperature of a pyroelectric crystal on 
changing the potential. 

CERTAIN crystals initially showing no electrification develop, if 
heated uniformly, opposite surface electrifications on opposite 
surfaces. If they are cooled from a neutral condition the polarity 
is reversed. The phenomenon is termed Pyroelectricity, and it was 
observed first in the eighteenth century. If these crystals, without 
being heated, are subjected to pressure along the axis of electrifica- 
tion which was observed when the temperature was changed, then 
opposite electrifications develop at the ends of the axis. If they 
are subjected to tensions the polarity is reversed. The phenomenon 
is termed Piezoelectricity. It was discovered by J. and P. Curie 
in 1880. They found that the electrification 
under pressure was the same in sign as that 
due to cooling, while that under tension was 
the same in sign as that due to heating. 
The two phenomena are evidently related to 
each other. 

The crystals in which they are observed 
are those known as " hemihedral with in- 
clined faces."" They have axes with the 
faces at the two ends unlike, so that they 
are unsy in metrical with regard to a plane at 
right angles to the axis through its middle 
point. As an example we may take tourma- 
line, of which Fig, 96 represents one form, 
the axis of electrification being as shown 
by the arrow. We shall describe first the 
phenomenon of pyroelectricity. 

' . 148 
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Pyroelectricity : Historical notes. It was discovered 
about 1700 that a tourmaline crystal placed in hot ashes attracted 
the ashes. In 1756 JSpinus showed that the effect was electrical 
and that the charges were opposite in sign at the two ends of the 
crystal. Soon after, Canton* showed that the charges were equal 
as well as opposite. He connected an insulated tin cup filled with 
boiling water to a pith-ball electroscope. A tourmaline crystal 
was dropped into the water and the pith ball showed no trace of 
electrification, either then or during the subsequent cooling of the 
water. Canton found also that the development of electrification 
depended only on change of temperature from the neutral condition 
and not on the absolute temperature. For if the crystal was in a 
neutral condition at any temperature it showed polarity of one 
kind if raised above that temperature, and polarity of the opposite 
kind if cooled below that temperature. He broke a tourmaline 
prism into three pieces and found that each piece exhibited the 
same kind of action along the same axis as the whole crystal. He 
found that Brazilian topaz acted like tourmaline, and his con- 
temporary Watson discovered other pyroelectric gems. 

Haiiy about 1800 discovered that only crystals heraihedral with 
inclined faces developed pyroelectricity, and that the end forming 
the most acute angles with the axis was positively electrified on 
cooling. Other crystals may show electrification when not heated 
uniformly, but this is due to local strains set up by the non-uniform 
heating and a consequent local alteration, as it were, of the 
crystalline form. 

Analogous and antilogous poles. Riess termed the 
pole on which + electricity appears on heating the analogous pole, 
and the other the antilogous pole. 

A crystal may have as many as four pyroelectric axes. Quartz 
has three axes, bisecting the three angles of ISO between the faces 
of the prism. The axis of the prism is not a pyroelectric axis. 

Some methods of investigating pyroeleetrieity. The 
earliest method consisted in merely heating a crystal and then 
bringing one part of its surface near an electroscope. Hankel 
heated the crystal in copper filings, passed it through a spirit 
flame by which it was entirely reduced to the neutral condition, and 
then allowed it to cool, when its electrification could be tested by 
an electroscope. 

Kundt f heated the crystal in an air bath and after neutralisation 
allowed it to cool. He then blew on to it, through muslin, a 
powder consisting of a mixture of red lead and sulphur. The red 
lead was positively electrified by the friction with the muslin and 
the sulphur was negatively electrified. The positive region of the 
crystal attracted the sulphur and the negative the red lead, and 
the two regions became differently coloured. If a tourmaline prism 

**IPriestley on Meetririty, 4th. ed. p. 298. 
t Wied. Avm n 20 (1888), p. 502. 
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is immersed in liquid air and is then lifted out and dusted with red 
lead and sulphur before it has time to condense ice on its surface, 
it shows the colours excellently. 

Graugain's researches. Gaugain* employed an air bath in 
which a tourmaline crystal was suspended. One end of the crystal was 
earthed and the other end was connected to a self-discharging gold- 
leaf electroscope, and the total charge developed was measured by 
the number of discharges of the gold leaf. He found that 
1. The charge is proportional to the change of temperature from 

neutrality. 
& With different tourmalines of the same kind the charge is 

independent of the length and is proportional to the cross- 

section. 

Rieeke's researches. Rieckef made important contribu- 
tions to our knowledge of the subject. He investigated the loss of 
charge through leakage and showed that it was very much 
diminished if the crystal was suspended in a dry vacuum. He 
showed that if & is the change of temperature from neutrality, the 
charge is not exactly proportional to , but may be represented 
more nearly by 

E = aft + b&. 

He worked in a manner similar to that of Gaugain, and graduating 
the electrometer by known charges, he was able to determine 
the charges developed in electrostatic units. Thus for a certain 
tourmaline which gave the largest effect he found that 180 E.S. 
units per square centimetre cross-section were developed per 100 C. 
rise of temperature. 

Lord Kelvin's theory of pyroelectricity. To Lord KelvinJ 
we owe the theory of the subject which is generally accepted. Let 
us take the simple case of ^a crystal like tourmaline with one 
pyroelectric axis. We suppose that each molecule of the crystal 
is an electric doublet with lines of force or strain passing between 
the pair and into and out of the ends. The molecules set in the 
crystal with their electric axis parallel to a certain direction, and 
there will therefore be a definite amount of strain passing from 
each positive element of a doublet to the negative element of the 
doublet next to it The crystal as a whole will be the seat of 
electric strain along the direction of the axis. The constitution 
corresponds to that of a saturated permanent magnet on the 
molecular theory of magnetism. The electric strain will manifest 
itself almost entirely at tne ends of the crystal if the doublets are 
near enough together, and the crystal will produce a field outside 
equal to that which would be produced by charges respectively 

* Ann. de Ohm,. [31 57, p. 5 (1859). 
id * * Amk " 28i P * 4S (1886) 5 81f P ' 889 (1887) ; ^ P * 9 2 ; 



*t. ? /ifl' S < * Bft **?to 2 d ad; (I860), or 3fo&. and Phys. Papers, vol. i. p, 315. 
The faUest accoimt is In the Baltimore Lectures, p. 559. 
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positive and negative at the two ends, and giving out the same 
number of tubes of strain as those actually issuing. But through 
the positive and negative ions which always exist to some small 
extent in the air, through conducting films on the crystal and 
sometimes by conduction in the body of the crystal itself, charges 
will in time gather on the surfaces at the ends of the axis, negative 
on the end from which tubes of strain issue, and positive on the 
other end into which they enter, entirely masking the existence of 
the strain so that there is no external field. This is the ordinary 
neutral condition of a pyroelectric crystal. 

We have now to suppose that the electric strain passing forward 
from molecule to molecule depends on the temperature and that 
it alters nearly in proportion to the change of temperature. Then 
when the temperature changes there will be an unbalanced strain 
proportional to the change, producing the same effect as a positive 
charge at one end and a negative charge at the other until con- 
duction again does its work in bringing up masking charges. The 
apparent charges are proportional evidently to the cross-section 
and independent of the length. 

We may picture a molecular model which might give the effect, 
and though it suffers from the common defect of such models in 
being statical, whereas in reality everything must be in motion, it 
will at least serve as a working hypothesis. We suppose the 
molecules to be doublets set with their axes all parallel to a given 
direction and with the positive part of each to the right, as in Fig. 
97, and we suppose that there is some connection between the 
positive of each molecule and the negative in the next. For 
instance, in Fig. 97 there are five internal lines of force in each 




FIG. 97. 

molecule, and three external lines connecting it to the next on each 
side, and these lines run in opposite directions from the same 
charge. The external lines to the extreme molecule on the left 
begin on the positive masking charge, and those from the extreme 
molecule on the right end on the negative masking charge. 

Let us further suppose that through a rise in temperature the 
molecules are more separated. Then the external lines of force 
will bulge out, as it were, and this bulging out may take place to 
such an extent that one between each pair of molecules may touch 
one between each of the next pairs on either side, as represented 
in Fig. 98, where only the external lines concerned are drawn. 
At the points of contact P and Q the strains are in opposite 
directions in the two coalescing lines and neutralise each other. 
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Then more or less straightening occurs and we get something of the 
arrangement represented in Fig. 99, which shows that one of the 
external connecting lines disappears, there is one more internal 
connecting line, and there is one extruded line passing from end to 
end of the crystal, not through the chains of molecules, and not 




FIG. 98. 



even necessarily through the crystal. At each end of this line 
there will be an element of what was previously the masking 
charge, but is now what we may term free charge, and the con- 
dition is represented in Fig. 100. This model would explain pyro- 
electricity as due merely to molecular separations, and we ought 





FIG, 99. 

to get a similar effect if the molecular separation is produced 
by tension, and, as we shall see, this is just what the Curies found. 
But we may imagine another molecular model in which pyro- 
electric effects should occur if rise of temperature produces separation 
of the constituent charges in each molecule without extension as a 
whole. It will easily be seeri that then the internal lines of force 
bulge out and finally extrude a line of force running in the opposite 




FIG. 100. 

direction to that in Fig. 100, and finally we have one more external 
line and one less internal line, as represented in Fig, 101. In this 
case the charges developed at the ends will be opposite to those 
developed in the last case. It is possible that both effects occur. 

^ We may describe the electrical condition within the crystal on 
this molecular chain theory by the number of tubes of strain 
issuing pr square centimetre from the end of an axis. We may 
teraa this the " Intensity of Electrification " along that axis, and it 
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corresponds to the intensity of magnetisation of a magnet. We 
should, expect, on the theory, that if a pyroelectric crystal is 
broken across an electric axis, then the two broken axes would 
show apparent electrifications equal and opposite. Canton is 
sometimes supposed to have shown this,* but he does not appear 
to have gone further than a demonstration that each fragment 




FIG. 101. 

behaved with change of temperature like the whole crystal. The 
experiment was first successfully made by Voigt.f 

* Voigt's experiment on a broken crystal. He fastened 
the two ends of a small tourmaline rod to two brass rods which 
were connected electrically. He then broke the tourmaline in the 
middle and dipped the two broken surfaces into mercury 
cups connected to a Nernst-Dolazalek electrometer which showed 
charges on the ends. He found as a mean result that there was an 
intensity of electrification at 24 C. of 33'4 E.S. units, or the 
electrical moment of 1 c.c. at 24 C. was 3S*4, the sign being 
negative because the electrification was opposite to that which 
would have appeared on the same surface with rise of temperature. 

Now for this kind of crystal the electrification gathering per 1 C. 
rise of temperature was found to be about +1'2 E.S. units per 

3S"4 
square centimetre. Hence at 4 + Q = 52 C., the electrical 

*Ai 

moment of the crystal should be zero. Or, if we return to the 
molecular models, it may be that both effects, dilatation and inter- 
molecular separation, exist, and that at 52 C. they balance each 
other. 

Piezoelectricity : The discovery by tlie brothers 
Curie. The discovery of piezoelectricity was made by the 
brothers Curie by an experiment represented diagramrnatieally in 
Fig. 102. C is a crystal hemihedral with inclined faces, cut into 
the form of a rectangular block. It was placed between the jaws 
J J J J of a vice. Between the jaws and the crystal were ebonite 
plates ee and tinfoil t , the tinfoil being against the ends of the 
crystal. The tinfoil was connected to the quadrants of an electro- 
meter, and one tinfoil and the connected quadrants could be 
earthed. 

* Kelvin's Baltimore Lectures, p. 560. Of. Priestley on Electricity, 4th ed. 
p. 800. 

f Wied. Ann., 00, p. 368 (1896). 
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When the vice was screwed up, a charge was shown in the 
electrometer. On discharging this and then releasing the crystal 
from pressure the polarity was reversed. 

A number of crystals were thus tested, and it was found that 
always compression gave the same sign of charge at one end as 
cooling, and extension the same sign as heating.* Working with 
tourmaline and applying pressure by a loaded lever by which the 
force could be measured, it was found that 
1. The positive and negative charges were equal. 
& The change in charge de developed was proportional to the 
change in the total force dF and changed sign with dF. 

3. The charge was independent of the length. 

4. The charge was independent of the cross-section for a given 

total force. Hence de a dF. 

We may use the first molecular model described on p. J51 to 
give us an idea of a possible way in which the effect is produced. 




FIG. 102. 

the changes in dimensions being produced now by tension and 
pressure instead of by heating and cooling. 

To^find the amount of charge produced, an arrangement repre- 
sented in Fig. 108 was adopted. A block of the crystal with its ends 
lined with tinfoil was placed between insulating ebonite plates, and a 
known force F could be applied by a lever, not shown. The upper 
tinfoil was connected to one plate of a small condenser of known 
capacity C, and also to one pair of quadrants of an electrometer 
Q&. I.he lower tinfoil and the other plate of the condenser were 
earthed The other pair of quadrants of the electrometer was 
charged by a DanielTs cell D so connected that the sign of the charge 
was the same as that given by the crystal when a force F was put on 
to it. 1 his force was then so adjusted that the electrometer needle 
came to the zero reading found when the two pairs of quadrants 
were earthed. 

S* ^5 aBt Of 7 tb ? x P er i me ^t s made by J. and P. Curie is given in a series 
e <Ewvres de Pierre Otme. 
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Let E be the capacity of the electrometer and tinfoil, though 
the latter is probably negligible. Let q be the charge due to F. 
This charges capacity C + E to D volts, where D is the E.M.F. of 
the DanielFs cell, or to D/300 E.S. units. 



Then 



? =(C+E)D/300. 



again 



Now C was removed and the force was adjusted to 
giving zero reading. Let q be the charge. 

Then 5'= ED/300 

and q - q' = CD/300 

which gives us q q f in terms of known quantities. 

But q is proportional to F. Put, then, q q' = X(F F') and 
we find 

which determines A. 

The Curies found that a load of I kgm. on a certain tourmaline 

X F 



Cr 



T 



FIG. 103. 

gave gr, charging a capacity of 14?' cm. to 1'12 volts, the E.M.F. 
of the DanielPs cell. 

_ 14r X 1-18 _ 

Then = - - = Qo8 



so that 1 dyne would give a charge 5'41 X 10" 8 . On a quartz 
plate cut perpendicular to one of the three axes which are perpen- 
dicular to the axis of the prism a load of 1 kgm. gave 

q = -062. 

Then 1 dyne would give a charge 6'32 X 10" 8 . 

The authors pointed out that the capacities of small condensers 
might be compared by piezoelectricity. For suppose that, as 
above, we have found with a condenser capacity C x 

?l _ ? ' = X(Fi - F') = 
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Now substitute a second condenser capacity C 2 . If the first 
charge is now q 2 and the force is F 2 , the second will still be <[ with 
force F', and we have 



and 



F 
-i _ *! 



F - 



The piezoelectric electrometer. The Curies were led 
from this to the invention of a very convenient instrument for 
producing definite small quantities of electricity. 

Let Fig. 104 represent a rectangular block of quartz with the 
optic axis the axis of the prism parallel to the edge AC. Let 
one of the pyro- and piezoelectric axes be parallel to the edge 
BF. They found that load F on the face ACDE gave charge on 
the face DEFG 

t^-^T 

where L is the length AB, e is the thickness AD, and /c has the 

value already found, viz. 6*3 x 10~ 8 
E.S. unit per dyne. 

In the instrument a quartz plate is 
cut with length L several centimetres, 
with breadth AC two or three centi- 
metres, and with thickness e as small 
s as is consistent with strength sufficient 
to carry loads of the order of 1 kgm. 
This plate is fixed in brass pieces at 
the top and bottom and hung vertically 
from a support above, with a scale pan 
below, as shown diagrammatically in 
Fig. 105, to carry a load. 

Tinfoil tt is pasted on to the front 

and back of the plate, and wires pass from the tinfoils to the system 
to be charged. The charge is proportional to the total load and 
if the load be increased the additional charge is proportional to 
the additional load. The instrument may be graduated by the use 
of an electrometer and condenser in the manner already explained. 
voigt's theory connecting pyroelectricity and 
piezoelectricity.* The Curies found that pressure produces 
electrification at the ends of an axis the same in sign as that 
produced by cooling, and tension the same in sign as heating. 
Ihis suggests that the change in dimensions of ,the crystal may 
alone be concerned in the two classes of phenomena, and Voigt 
has investigated the question. The following is a mere indication 
or the method. 




Electric Axis 
FIG. 104. 



AWuwd. Gesell. d. Fm Gottingen, 36 (1890). 
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The deformation of an element of a body is completely 
expressed in terms of six quantities * which we may denote 
by ABC abc. If the intensities of electrification due to the 
strains are E x E 2 E 3 in three directions at right angles, we may 
suppose that each term in the strain contributes to the electrifica- 
tion, and so we get 

E! = XjA + A 2 B + X 3 C + \a + A 5 S + A 6 c 

with similar values for E 2 and E 3 , and for the most general case 

with different values for the coefficients A. Thus for this most 

general case a hemihedral crystal with 

inclined faces in the triclinic system 

we shall have eighteen independent 

coefficients of the type A, In all but 

this general case there are relations 

holding between the coefficients owing 

to the symmetry of the crystal about 

certain planes or directions, and their 

number may be greatly reduced. Thus 

we get definite values of the intensities 

of electrification in terms of the change 

of shape whether it is produced by 

heat or by stress. 

Riecke and Voigt f have tested the 
theory for tourmaline and quartz. 
Knowing the piezoelectricity produced 
by given deformations, they were able 
to determine the coefficients. Then, 
measuring the dilatations in different 
directions with rise of temperature, 
they were able to determine the 
charges which should be produced 
merely by the change of shape on 
heating. Voigt J found that in a 
tourmaline crystal about four-fifths 
of the pyroelectric charge could be accounted for by dilatation. 

Pockels found a fairly close agreement with Voigt's theory in 
the case of sodium chlorate. 

Electric deformation of crystals: Iiippmann's 
theory. Soon after the discovery of piezoelectricity Lippmann || 
pointed out that there should be a converse effect, viz. a change in 
the dimensions of a piezoelectric crystal when it was subjected to 
electric strain. We may present Lippmann's theory as follows : 

* Thomson and Taifc, Natural Philosophy, vol. ii. p. 461. 
f Wied. Awn. 45, p. 523 (1892). 
t Wied. Awn. 66, p. 1030 (189S). 

Winkelmann, JSwndbuch. der Physik, 2nd. ed. iv. p. 783. 
|j Awn. de. Ohim. et de Phys. (5), vol. xxiv. p. 145 (1881) ; Principe de la Con- 
servation de VMeetorieitt. 
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Let us take such a system as a condenser with one surface earthed 
and with the other connected to a source at potential oc where x 
can be varied at will. Let the charge at x be m. Let the plates 
of the condenser be / apart and let them be subjected to force F, 
compressing the dielectric. Then in changing the length Z, work 
J?dl is done. Let the temperature be kept constant so that in any 
cycle fdQ = 0, where dQ is an element of heat imparted. Then, on 
the whole, no heat is converted into work or vice versa during a 
cycle, and we have only to consider the interchange of energy 
between the electrical form and that represented by the work done. 
If E is the electrical energy, the principle of the conservation 
of energy gives in any cycle 



Further, we assume that the charge m is a definite function of the 
condition of the system, there being no leakage, and so when we go 
through a cycle 

= 0. 



Lippmann termed this the principle of the conservation of 
electricity. 

Now let us represent the system on a diagram in which abscissae 
represent I and ordinates F, so that areas represent work done, 
Fig. 106. The dependence of m on the physical condition implies 




that we can draw a series of equal charge lines on the diagram, such 
as AD at charge m-dm and BC at charge m. Further, the potential 
will be a definite function of the physical condition, for it is equal 
to charge/capacity, each term of which is such a function. Hence 
we can draw a series of equipotential lines, such as AB at #, and 
DC at ac-dx. These lines are analogous to isothermals, and the 
equal charge lines to isentropics on the ordinary indicator 
Diagram. 
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Now let us take the condenser round the cycle ABCD, starting 
from A, one plate being earthed throughout. Along AB the other 
plate is connected to a source at #, and F and I are varied as 
represented by the slope of AB, and charge dm is taken in. At B 
the plate is insulated and F and I varied as represented by the slope 
of BC. At C the plate is connected to a source at x-cLx, and we 
move back along CD till dm is given back to the source. Then the 
plate is insulated and we return along DA to the initial condition. 

The net electrical energy received is 

xdm (x-dx!)dm = dxdm. 

The net work done is represented by the area ABCD, which is 
easily seen to be 



, , 7 

-j ) 7 docaL 
dxJl ' 

where dl is the increase of I as we move along AB at constant x. 
Equating the two expressions for the energy, 



dm 

or 



Taking so and F as the independent variables, let us put 
dm = cdx + hdF (2) 

dl = adx + bdF (B) 



If dl = 0, we get from (3) 

\4xJl = ~~ (?) (5) 

Substituting from (4) and (5) in (1), 

Ji a 

so that () and (3) become 
dm = cdx adF 

dl = adoc + bdF. 

Applying these formulae to the case of a piezoelectric crystal 
compressed along an electric axis, let us suppose that the potential 
is kept constant, and that a force of dF dynes is added Then 
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dm 

TH = a - 
db 

The Curies found that for tourmaline (p. 155) 

a = 5-41 X 10' 8 . 

Now let us suppose that F is kept constant and that the potential 
is altered. Then -7- = + #? an( i f r tourmaline this should be 

CuX 

equal to 5'41 x ID' 8 . 

Similarly for quartz -j- should be equal to 6'3 X 10' 8 , 

If the quartz plate is cut and loaded as in the piezoelectric 
electrometer, it is evident that a similar investigation would 
give 

dm __ dl 
dJf 3? 

Verification by tlie Curies. This result was verified at 
once by J. and P. Curie.* It will be sufficient to describe one 
experiment. 

A thin quartz plate cut perpendicular to an electric axis, like 
that in the piezoelectric electrometer, was covered with tinfoil on 
its two faces and fixed so that any variation in its length could be 
measured by means of a magnifying lever. When a traction of 
58 grm. or 258 x 981 dynes was put on, the charge produced was 
found to be 0-188, so that one dyne would give 7*39 X 10" 7 . 

A difference of potential estimated at 65'2 E.S. units was then 
put on between the tinfoil plates. This should give 

dl = 7-39 x 65-2 x 10" 7 = 480 x 10" 7 cm. 
Direct measurement gave 

<B=500 x 10- 7 . 

Dielectric subjected to uniform pressure. If a dielectric 
is subjected to uniform pressure p instead of to end thrust, a 
precisely similar investigation to that above gives 

dm = cdx adp 
dv = ados bdp 

where dv is the volume change. The diagram of Fig. 106 may be 
taken to represent the relation between p and v for values of m and so. 
Quincke (ante> p. 14) found that the total change of volume of a 
jar for a rise of potential x was nearly proportional to <2? 2 /rf 2 5 where 
t was the thickness of the dielectric. We may therefore put 



* (Enmvs de Pierre Curie, p. 26 and p. 30, where another form of experiment is 
described as well as that in the text. 
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whence (*f\ = a = *?. 

\dxlp t* 



He found that for a particular case the total volume change f dv 
was equal to about 10 ~ 5 , the original volume, when the potential 
was such as to spark across % mm., say, 20 E.S. units, and the 
thickness was *014 cm. ; whence, if we deal with unit volume of 
dielectric, K is of the order 10" u . 

If we keep x constant, 

dm = cidp, 

which shows that there will be a change in m depending on the 
pressure but, for any moderate values of x and dp, exceedingly 
minute. 

Change of temperature of a pyroelectric crystal on 
changing the potential. Lippmann, in the paper already 
cited, pointed out that there should be a change of temperature in 
a pyroelectric crystal when the electric strain in it is changed, and 
the investigation applies to any condenser. 

We assume that the pressure and volume remain constant, so 
that the only interchanges of energy are between the electrical and 
the heat forms. We further assume reversibility. 

It is convenient to employ the entropy temperature diagram. 
Let us draw on it equal charge lines, AD at ntr-dm and BC at m, and 




FIG. 107. 



equipotential lines AB at oc and DC at x-dx. Let us take a 
dielectric with charges on its two faces through the cycle ABCD. 
The net electrical energy given out in the cycle is dmdsc. 

and 



The heat put in is the area ABCD = a/3CD = ^ 
equating the two quantities, 
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Taking x and 9 as the independent variables, put 
dm = cdx + Jid6 
d<f> = adoc + bdQ 

and it follows, as in the investigation on p. 159, that h = - a. 

Let us apply the formulae to the case of a tourmaline 1 sq. cm. 
cross-section and thickness t. 

According to Riecke (p. 150) 

, dm\ 



If <f> is constant, i.e. if we allow no heat to pass in or out, 

(dO\ _ a _ h 
\3x)$ ~ b ~~ 6 

- -+(&-(# *-?.-* 

-=jr is the heat capacity, which we may put as po-t, where p is the 

au 

density, a- the specific heat in work measure- 

Then 



Integrating from $ = to oc = x^ the rise of temperature is 



per < per 

where E is the electric intensity. In practice this is small. If, 
for instance, E is 100, G is 300, and per is of the order 10 7 , A0 is 
of the order 0*005 C. 

Let us now apply the formulas to find the temperature change 
on charging an ordinary condenser. 

We are to find -5- when <b is constant. 
dx 



We have 

where h = and 6 = 

Now 



neglecting the change in t ; 
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Then /d6\ = jv_d&j^ 

\doc) $ 4i7rt d9 ert' 



_ 
4i7rt d9 pert' 

If we integrate from x = to ae = x the total change in Q is 
small, so that we may put Q constant on the right hand and the 
change is 





dO J< 

_K _#_ 

K d9 ' pa- 



where E is the intensity. 

This is much smaller than the value just found for a pyro- 
electric crystal, unless E is very much greater than 100. 

It is easily found that the isentropic capacity 

7*2) = c(l + ) 



and y- is found to be 
be 



d6/ per 
which is quite negligibly small.* 

* Pockels has generalised the theory of Lippmann. The reader is referred to 
Winkelmann's-jSTawiJucA, vol. iv. , where a full account of pyro- and piezoelectricity 
will be found, with references to the original memoirs. 
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CHAPTER XIII 

GENERAL ACCOUNT OP MAGNETIC 
ACTIONS 

Natural and artificial magnets Poles Mechanical action of poles on 
each other The two poles have opposite mechanical actions In a well- 
magnetised bar the poles are near the ends The two poles always ac- 
company each other in a magnet The two poles are equal in strength 
The magnetic action takes place equally well through most media In- 
duced magnetisation Magnetisation can take place without contact 
Retentivity and permanent magnetism The earth is a great magnet 
Magnetisation induced by the earth Methods of magnetisation Single 
touch Divided touch Double touch The electro-magnetic method 
Electro-magnets Ball- ended magnets Horseshoe magnets Compound 
magnets Distribution of magnetisation Consequent poles Magnetisa- 
tion chiefly near the surface Saturation and supersaturation Preserva- 
tion of magnetisation Armatures Portative force Nickel and cobalt 
magnets The magnetic field Lines of force Mapped by iron filings. 

BTatural and Artificial magnets. Magnetite, a mineral found 
in various parts of the world, having the composition Fe 3 O 4 , has been 
known for ages to possess the property of attracting small pieces of 
iron. It was found by the ancients near Magnesia, in Lydia, and from 
the locality, probably, the Greeks gave it the name /zayiw, whence 
we derive the name magnet. A piece of the mineral exhibiting 
the attractive property is now called a "natural magnet," to 
distinguish it from the steel magnets which are made by processes 
described hereafter. 

If a natural magnet is dipped in iron filings it is usually found 
that the filings cling in tufts, chiefly about two points at opposite 
ends of the specimen, and if the magnet is suspended so that the 
line joining these two points is horizontal, this line will in this 
part of the world set nearly North and South, and from this 
directive property the mineral acquired the name u lode-stone," 
that is, way-stone, 

If a bar of steel is stroked in one direction with one end of a 
natural magnet, the bar itself becomes a magnet, acquiring the 
property of attracting iron filings, and the tendency to set North 
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and South when freely suspended horizontally. Such a bar was 
formerly termed an artificial magnet. 

In describing the fundamental phenomena we shall suppose 
that we are dealing with steel magnets. Natural magnets are now 
mere curiosities and have not been usefully employed since the 
eighteenth century. The prefix u artificial " has long ceased to be 
applied to steel magnets. 

Poles. The two ends of a magnetised bar round which the 
attractive properties are exhibited are termed its poles. The end 
setting towards the North is termed the North -seeking pole, the 
other the South-seeking pole, or more shortly the North and the 
South poles respectively. They may be designated by NSP and 
SSP, or more shortly by N and S. The NSP is frequently marked 
on the magnet either by a cut across it, or by N cut in the 
metal. 

Mechanical actions of poles on each other. If we 
suspend one magnet so that it is free to move round on a pivot, 
forming in fact a compass needle, and then present to its poles in 
succession each of the poles of a second magnet, we find that two 
unlike poles attract each other, while two like poles repel each 
other, or : 

NSP attracts SSP and repels NSP and 
SSP NSP SSP. 

The two poles have opposite mechanical actions. Where one attracts 
the other repels, and the actions of the two poles tend to neutralise 
each other. We may therefore call them respectively positive and 
negative, and if we consider a NSP to be positive, we must consider 
a SSP to be negative. 

Position of poles. In a well-magnetised bar the poles are 
near the ends. For, on dipping the bar into iron filings, we find 
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FIG. 108. 



that the filings cluster chiefly about the ends, and hardly adhere 
at all near the middle. But though we speak of the poles of a 
magnet we must remember that they are not definite points, but 
rather regions, in general near the ends of the magnet. 

The two opposite poles always accompany each other 
on a magnet. If we break a magnetised knitting needle, for 
instance, we do not isolate the two poles, for two new poles are at once 
developed at the broken ends, as in Fig. 108, so that each fragment 
becomes a complete magnet with its opposite poles. All experi- 
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ments go to show that it is impossible to obtain one kind of pole 
alone on a magnet. 

Tlie two poles are equal in strength that is, they 
exert at equal distances equal forces respectively of attraction and 
repulsion. This may be proved by bringing up a magnet to a 
compass needle, the magnet being held vertically with its centre 
on a level with the needle, Fig. 109 5 and its poles N and S equidistant 
from the pole n. The two forces then have a vertical resultant, 
as will be seen from Fig. 110, and the compass needle is not 
deflected in the horizontal plane, but only tends to dip. 
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Another proof of this equality is given by the fact that a bar 
of steel weighs the same before and after magnetisation. In the 
latter case it is acted on by the earth's magnetisation, but with 
forces at the two ends equal and opposite, and therefore at most 
only forming a directive couple. The forces being equal, we 
conclude that the poles are equal. 

The magnetic action takes place equally well through 
most media within the limits of our powers of observation. If, for 
instance, a magnetised needle is suspended so as to set North and 
South and a magnet is brought near it as in Fig. Ill, the needle is 
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deflected with the North-seeking pole towards the East. The deflec- 
tion is still the same if a screen of wood or cardboard or brass be 
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interposed. There is, however, one striking exception. If the 
screen is iron and is of sufficient extent the deflection diminishes, 
the action of the magnet being screened off* by the iron from the 
space beyond. 

Induced Magnetisation. A piece of iron brought into 
contact with a magnet becomes itself a magnet by induction^ the iron 
being magnetised in such a manner that the end of it in contact 
with the magnet is a pole of the kind opposite to that with which 

it is in contact, while the other 
end of the iron is a pole of the 
same kind. The adherence of the 
iron to the magnet is explained 
by the formation of the unlike 
pole, while the existence of the 
like pole at the further end may 
easily be tested by means of a 
suspended compass needle. 

Several pieces of iron may 
thus be hung one below the other 
from a magnet pole, each mag- 
netising the next below it, unlike 
poles being together and the last 
pole being like the inducing pole 
of the magnet, as in Fig. 11. 
The NSP of the last piece of iron 
repels the NSP of a needle. 
This magnetisation can take place 

without contact, a given pole inducing a pole of the opposite kind to 
itself in the nearer part of the piece of iron in which the induction 
occurs, the further part having a pole of the same kind. This may 
be shown by placing a compass needle near one end of a bar of iron 
and then bringing a magnet up near the other end, as in Fig. 113, 
say with the NSP towards the bar : the NSP of the needle is re- 
pelled, showing that a NSP is induced in the part of the bar more 
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FIG. 113. 

distant from the magnet If the compass be moved along a line 
parallel and near to the bar it will be found that the NSP is 
attracted by the part of the bar nearer to the inducing magnet, 
which is therefore a SSP. 

* If we bring a piece of unmagnetised iron near a compass needle, 
either end of the needle is attracted. This is an example of 
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magnetisation by induction, the needle pole inducing in the near 
part of the iron an unlike pole by which it is attracted, the like 
pole by which it is repelled being at a greater distance and there- 
fore not having so much effect. 

Retentivity and permanent magnetism. With a soft 
iron bar the induced magnetisation usually disappears on with- 
drawal of the inducing magnet, but if the bar is of steel more or 
less magnetisation remains permanently. This quality of retaining 
magnetisation after the removal of the inducing magnet is termed 
retentivity, and the magnetisation so retained is termed permanent 
magnetism. In general the harder the steel the greater is its 
retentivity, while the more nearly it approaches soft, pure iron the 
less is its retentivity. The highest degree of retentivity appears 
to be possessed by steel containing a certain proportion of tungsten, 
and called magnet steel. 

If we wish to determine whether a given bar possesses permanent 
magnetism, i.e. whether it is a magnet or not, we may bring up 
the two ends in succession near to one pole of a suspended compass 
needle. If the bar is magnetised in the usual way, one end or the 
other will be a pole like that of the needle to which it is presented, 
so that in one case repulsion will ensue. If, however, it is un- 
magnetised both ends will attract the same pole of the compass 
needle, for by induction an unlike pole will in each case be formed 
in the nearer part of the bar, and by this it will be attracted. 
Frequently with a weakly magnetised bar we may observe repulsion 
of a pole by one end of the bar when at some distance from the pole, 
and this changes to attraction at a small er distance. We may ascribe 
this change to induction. At a small distance the pole of the 
compass needle acts by induction, forming in the nearer part of the 
bar a pole unlike itself and so strong as to mask the effect of the 
like pole by which it was previously repelled. 

TJie earth, is a great magnet. The tendency of a 
horizontally suspended magnet to point towards the North led to 
the invention of the compass, which was introduced into Europe 
about the twelfth century, probably from China, where it had been 
used for many hundreds of years. At first it was supposed to 
point towards the Pole Star, but as early as 1269 Adsiger dis- 
covered that the needle did not point exactly North.* Columbus 
in voyaging across the Atlantic in 149& again discovered that the 
compass needle was deviated from the geographical North, and by 
different amounts in different longitudes. This deviation is termed 
the "variation*" or " declination." In 1576 Norman discovered 
the " dip." He found that if a needle was suspended through its 
centre of gravity it dipped with its North end downwards through 
an angle of 71 50' with the horizontal at London.t 

* Encyc. Met. Magnetism, p. 737. . , 

f Hartmann had previously discovered the tendency to dip, but did not 
publish the discovery. See Dove's Repertorium der Physik, il (1838). 
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In 1600 Dr. Gilbert, of Colchester, published his great book 
De Magnete, containing an account of experiments which founded 
the science of Magnetism and Electricity, and in this work he 
pointed out that the behaviour of the compass needle could be 
explained on the supposition that the earth is a great magnet, 
somewhat irregularly magnetised so that it cannot be supposed to 
have poles merely coincident with the earth's poles. He used a 
spherical lode-stone as a model, and showed that near the surface 
a small needle exhibited the tendency to point towards the pole. 
He showed further that it dipped in one way in one hemisphere 
and in the other way in the other hemisphere, that it was perpen- 
dicular to the surface at the two poles and parallel to the surface 
round the equator. 

It must not be supposed that there are definite magnetic poles 
in the earth, but rather that there is a region of South-seeking 
polarity in the Northern Hemisphere towards which the NSP of a 
compass points, and a region of North-seeking polarity in the 
Southern Hemisphere. These regions are not round but near the 
geographical poles. There is one point in each hemisphere at 
which a magnetised needle free to move about its centre of gravity 
dips vertically downwards. That in the Northern Hemisphere has 
been visited several times and is situated about 70 N latitude and 
97 W longitude, and there the NSP is downwards. That in the 
Southern Hemisphere was visited in 1909 and is situated about 7 
S latitude and 155 E longitude. The positions of these points 
show that the earth is not magnetised symmetrically. 

It is very important to observe that the earth's action on 
magnets is directive only. The two poles of any ordinary magnet 
may be regarded as practically at the same distance from a pole of 
"the earth, and therefore they will be acted on by equal and opposite 
forces by that pole. The resultant action of the two poles of the 
earth thus being a couple is directive and does not tend to move 
the centre of gravity of a magnet. 

Magnetisation induced by the earth. Not only is the 
magnetisation of the earth sufficient to direct magnetised needles, 
but it produces quite considerable induced magnetisation. If in. 
this part of the world a poker be held upright and struck sharply 
the lower end becomes a NSP and the upper a SSP, the polarity 
acting strongly on a compass needle. If the poker be reversed 
and again struck, the magnetisation is quickly reversed, and what 
is now the lower end becomes a NSP. Any iron lying more or less 
in the general direction of the dipping needle is thus magnetised 
by induction, as, for instance, the front plates of iron fire-grates 
or iron gas-pendants. Iron ships are -magnetised by the earth and 
their compasses are affected seriously by this magnetisation. The 
deviation of the compass thus produced must be allowed for. 

Methods of magnetisation. Various methods have been 
devised to magnetise bars of steel by stroking them with magnets. 
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They are all modifications of three, called respectively the methods 
of single, double, and divided touch. In our description we shall 
assume that the object is to make flat bar magnets, and it appears 
that good dimensions for such magnets are on the scale length 
10 to 15, breadth 1, depth J. 

Single touch.. The bar to be magnetised is rubbed several 
times in the same direction by one pole of the magnetising magnet, 
which is moved parallel to itself either at right angles to the bar 
or inclined as shown in Fig. 1 14, the course of the magnet being 
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FIG. 114. 

indicated by the solid line, the dotted line indicating the return 
journey at such a distance from the bar that the magnet has no 
appreciable influence on it. 

The probable action of the process is that when the N pole of 
the magnetising magnet is put on the end of the bar to be mag- 
netised it induces a SSP at a immediately under it and North- 
seeking polarity chiefly on the other side, b, but also at the more 
distant parts of the bar and at the other end, c. But as N moves 
along the bar it carries along with it the SSP originally at a, while the 
NSP at b moves round to occupy the whole of the end N', and the SSP 
carried to the other end neutralises the weak North-seeking polarity 
already there. Repetition with the same magnet somewhat in- 
creases the effect, but if a magnet weaker than that employed at 
first be substituted in the repetition it partially demagnetises the 
bar. The process is unsatisfactory, inasmuch as it does not lead 
to strong magnetisation or to symmetrical distribution. It may 
be somewhat improved by beginning with, say, the N magnetising 
pole in the middle of the bar and drawing it along to the end. 
The magnetising magnet is then turned over and the S magnetising 
pole is drawn from the middle to the other end. It is best in this 
last process to slide the one over the other as indicated in Fig. 115, 
But practically the same process may be carried out much more 
effectually by the method of 

Divided toucli. This method was devised by Dr. Knight 
about the middle of the eighteenth century, and he made by it 
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small magnets of very great power. One, for example, weighing 
1 oz. troy, when armed with iron at the two ends so that the weight 
was'still under 2 oz. , lifted forty-four times its own weight. The 
method is especially applicable to compass needles or short bars. 
Two magnets are used and are placed with their unlike^ poles 
initially as close together as possible, and the needle or bar is laid 



$' 



FIG. 115. 



under them as in Fig. 116, and fixed by a button. The two magnets 
are then gradually drawn apart till their ends slide off the bar, 
leaving the bar magnetised as indicated in the figure. The two 
magnetising poles are again brought together or near each other, 
and then brought down on the middle of the magnet, and the 
process is repeated three or four times. The bar is then turned 
over and the same number of operations repeated on the other 
face. The explanation of the magnetisation is obvious. The 
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method of divided touch requires in general more powerful magnets 
than the following method, known as that of 

Double touch. In this method the magnetising system 
consists of two unlike poles, NS, which are kept a constant distance 
apart. A horseshoe magnet may be used, or its equivalent, two bar 
magnets with a piece of wood between their lower poles, their 

upper poles being united by soft 
iron, Kg. 117. If one bar is to be 
magnetised, the magnetising poles 
are brought down on to the middle 
of it and moved to and fro several 
times, each half being traversed the 
same number of times. They are 
then withdrawn from the centre. 
If several bars are to be magnetised 
they may be laid end to end and 
treated as one bar. After several 

journeys of the magnetising poles the end bars are brought into 
the middle and the process is continued until all the bars have 
been in the middle. 
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These methods of making magnets give interesting illustrations 
of magnetisation by induction, but they are now little used 
except sometimes for compass needles and for the needles used in 
the determination of the dip of the earth's magnetic force, in which 
case the divided touch is employed* They are for general purposes 
entirely superseded by 

The electro-magnetic method. In this method a coil ot 
wire is wrapped round a hollow cylinder, forming what is termed 
a solenoid, the bar to be magnetised is inserted in the cylinder, and 
a strong electric current is passed through the coil. When the 
current is broken and the bar is withdrawn it is found to be 

magnetised. . , , . . 

Electro-magnets. The electro-magnetic method is not 
only useful for thus making permanent magnets by the inser- 
tion of bars and their withdrawal when magnetised. It a coil 
of wire carrying a current surrounds an iron core that core is 
a powerful magnet while the current is running, though on the 
stoppage of the current the magnetisation in general falls oft very 
greatly! By far the strongest magnets are made by some such 
Arrangement as that represented in Fig. 118, where the two limbs 




FIG. 118. 

consist of soft iron surrounded by coils through which a current 
may be passed, the limbs being joined by a soft iron cross-piece as 
the base. With a strong current passing round the two hmbs 
from inside to outside in both limbs as seen from the front, 
or in the opposite direction in both, the ends of the soft 
iron become exceedingly strong poles, far stronger than can be 
obtained in permanent magnets of steel. It is to be observed, 
however, that the magnetism only maintains its great strength 
while the current is passing. 

. ^tKsr Ataa- rtras? yssasats 

Magnetism, ohap. v. (1832). 
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Horseshoe magnets. For purposes in which the two poles 
are required close together, steel magnets of the horseshoe form 
are often convenient. Bars of this shape may have their length 
greater in proportion to breadth and thickness than straight bars, 
and they may be conveniently magnetised either by the electro- 
magnetic method, a coil being placed on each limb, or by the 
method of double touch after connecting the two ends by a soft 
iron cross-piece. 

Compound magnets. Very powerful " compound " magnets 
are often formed by building together a number of single bars or 
horseshoes magnetised separately. This method is not so much 
used now as formerly, when it was difficult to get thick bars of 
homogeneous steel. 

Distribution of magnetisation. If a straight bar magnet 
is very carefully magnetised the magnetic action appears to radiate 
from very near the ends, and at some distance from the bar the 
resultant action is very nearly the same as if the poles were actual 
points within the bar and near the ends. The thinner the bar in 
comparison to its length, the nearer are the poles to the ends. If 
the bar has dimensions, say, 10 x 1 X^, then the poles may perhaps 
be considered as an eighth or a tenth of the length from the ends. 
This is, however, only an approximation. If we imagine an ideal 
magnet as consisting of a very fine wire or fibre, with its poles 
actually at the two ends, then any real magnet may be regarded as a 
bundle of such fibres of unequal lengths. If the magnet is well 
made the fibres will have their middle points at the middle of the 
bar so that the magnetisation is symmetrically distributed, and the 
greater number will be of nearly the same length as the bar. 

Ball-ended magnets. Balls of steel or soft iron are bored 
and are put one on each end of a steel rod which is magnetised. 
The force Is directed very much more nearly to a definite pole at 
the centre of the ball than in other magnets.* 

Consequent poles. If there is any irregularity in the 
stroking of a bar in the process of magnetisation as, for example, 
magnetising it first in one direction and then in the other 
consequent poks may be developed, i.e. poles of the same kind may 
be formed together within the bar. We may easily obtain a 
knitting needle magnetised as in Fig. 119, each end being North- 
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seeking, two consequent South-seeking poles occurring somewhere 
between them. 

Magnetisation chiefly near the surface. The per- 

* Searle, Comb. Phil. Soc. Proc., 12, p. 27, 1903. Ball-ended magnets were 
devised by Bobison in the eighteenth century, but had been entirely forgotten 
Ml they were re-invented by Searle. 
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manent magnetisation is usually near the surface of a bar, for if the 
surface layers be dissolved away by nitric acid the inner core will be 
found to be nearly uiimagnetised. Or if a steel tube with a steel 
core be- magnetised the core on removal is only slightly magnetised. 

Saturation and supersaturation. It is found that there 
is a limit to the magnetisation of a given bar, depending on its 
composition, temper, and shape. When the limit is reached .the 
bar is said to be saturated. Just after being magnetised the bar 
is frequently found to have attained a degree of magnetisation 
greater than it can permanently retain, and it is then said to be 
supersaturated. The supersaturation disappears in time if the bar 
is left to itself, and rapidly if it is shaken. 

Preservation of magnetisation. Armatures. A single 
magnet falls below even the normal saturation in course of time, 
especially if subjected to rough usage. To preserve the magnetisa- 
tion it is usual to keep bar magnets in pairs with their like poles 
turned in opposite ways, cross-pieces of soft iron termed armatures 
connecting the unlike poles. Horseshoe magnets are provided 
with a single armature connecting the poles. The armatures have 
poles developed by induction as marked in Fig. 120, and each pole 
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FIG. 120. 

being faced by an unlike pole, they are supposed to tend to 
strengthen rather than to weaken each other. 

Mr. Hookham * has found that if a bundle of bar magnets has 
large soft iron "pole pieces," Fig. 121, 
fixed on the ends, the surfaces of the pole 
pieces being separated only by a very 
small air space, the horseshoe magnet 
which is thus virtually formed retains its 
magnetisation indefinitely without an 
armature. 

Long thin bars retain their mag- 
netisation much better than short thick 
ones. 

Portative force. Experiments have 
been made to find a general formula for FIG. 121. 

the weight which a horseshoe magnet 

can sustain, or rather the force which is required to pull away its 
armature. Hacker gives 

* Phil. Mag. % [5], vol. xxvii, p. 186. 
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where m is the weight of the magnet W, the weight just sufficient 
to detach the armature, and a a constant for a given quality of 
steel, the magnet in each case being in the state of normal 
saturation. 

Inasmuch as a differs very widely with the quality of steel 
employed, the formula has little general value, but it may be.. 
pbinted out that for magnets of similar form and of the same 
quality it is equivalent to 

W oc I*** oc Z2, 



where I is a linear dimension, say the breadth ; in other words, W is 
proportional to the cross-section. 

Nickel and cobalt magnets. While iron is pre-eminent 
in its magnetic properties, all bodies, as.we shall see in Chapter 16, 
give signs of polarity under magnetic induction, though in general 
so slight that the polarity can only be observed easily in 
exceedingly strong fields such as are produced by powerful 
electro-magnets. There are, however, two other metals, nickel and 
cobalt, which, though far less magnetic than iron, still show very 
appreciable polarity under induction. Pieces of these metals will 
fly to, and be held on by, a strong pole. 

They may be very appreciably magnetised by insertion within 
a magnetising coil and they exhibit some retentivity, nickel, 
especially when hardened, more than cobalt. It has been found 
possible to make a compass needle of hardened nickel. 

Tlte magnetic field. When we consider the space round a 
magnet in connection with the magnetic actions which may be 
manifested in it, we term the space the " field " of the magnet. 

If we place a magnet on a table, a small compass needle also 
placed on the table tends to set in a definite direction in the field. 
Its NSP is acted on by a force which we may regard as the resultant 
of the repulsion of the NSP and the attraction of the SSP of the 
magnet. We shall suppose that the needle is very small, so 
small that its poles may be taken as equidistant from the magnet 
poles ; then its SSP is acted on by the resultant of the attraction 
of the NSP and the repulsion of the SSP of the magnet, and these 
two forces are respectively equal and opposite to those on the NSP. 
Then the two resultants are equal and opposite, and a couple acts 
on the needle. It therefore sets with its axis in the direction of 
the resultant forces on the poles. If it is disturbed from this 
.equilibrium position the couple tends to restore it, and if left 
to itself it will vibrate more or less rapidly according to the 
magnitude of the force on either pole. In fact, the needle 
is a kind of double magnetic pendulum with opposite pulls 
on the two ends, and just as the time of vibration of a given 
gravity pendulum is inversely as the square root of the force of 
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gravity, so the time of vibration of the compass needle is inversely 
proportional to the square root of the force due to the magnet 
acting on either pole. Hence by moving the needle about we 
may investigate the direction of the force on a pole at any point 
by the direction of the axis, and we may compare the value of the 
force at different points by observing the time of vibration. 

Lines of force. If a curve is drawn in the magnetic field so 
that at every point of the curve its direction coincides with that 
of the magnetic force on a North-seeking pole placed at the point, 
the curve is called a " line of force." It is to be regarded as having 
for its positive direction that in which a North-seeking pole would 
tend to move, and the opposite direction is negative. 

If, for instance, the line of force is in a horizontal plane and a 
small compass needle is laid at a point in it, the needle will be a 
tangent to the curve, and we must think of the line of force as, 
coming in to the SSP of the needle and going out of the NSP. 

We may trace a line of force in a horizontal plane by laying a 
magnet on a table and then moving a small compass needle in its 
field so that its centre is always travelling in the direction of its 
length. 

What the compass needle shows in the horizontal plane would 
be shown all round the magnet in other planes if we could suspend 
a needle so that it was free to move in any direction round its 
centre of gravity. 

Lines of force mapped by iron filings. There is a very 
simple and beautiful method of exhibiting these lines of force in 
the horizontal plane through the magnet by means of iron filings. 

The magnet is laid on or under a sheet of smooth cardboard, 
and the ca^d is sprinkled with iron filings. The filings are 
elongated fragments of iron, and owing to the inductive action of 
the magnet each filing becomes a little magnet and tends to set 
with its longer axis in a line of force. The friction, however, 
prevents immediate setting. If the card is gently tapped he 
filings are thrown up a little from the card, are momentarily 
relieved from friction, and so are pulled into the lines of force. 
They thus map out the direction of the lines. 

Fig. 1 shows tlie general course of the lines of force round a 
.single bar magnet. 

It is important to notice how- the lines of force starting from 
the NSP curve round and enter the SSP. They start mostly from 
neax the end, and where they are most crowded the frequency of 
vibration of a compass needle shows that the force there is strongest. 
Near the middle of the magnet few lines issue or enter, and there 
the force is less. As the lines issuing from the pole pass outwards 
they diverge, and a needle shows by its diminishing frequency that 
the force diminishes as the lines diverge. 

Fig. 128 shows the field due to two magnets arranged parallel, 
with their unlike poles near each other. It should be noticed in 
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this case how many of the lines issuing from the NSP of one magnet 
enter the SSP of the other. 

Fig. 124 shows the field due to two bar magnets arranged in one 
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FIG. 122. 



line with unlike poles towards each other, and it may be noted that 
the mutual induction pulls the two neighbouring poles towards 
each other. 

Fig. 125 is the field due to two bar magnets arranged in one 
line with like poles towards each other, and here we notice that 
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FIG. 123. 



the lines of force from one NSP do not enter another NSP, but as 
it were the two sets repel each other and travel out sideways, each 
set bending round and entering the other end of its own magnet. 
We notice, too, that there is a point midway between the adjacent 
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poles where there are no lines, and a compass needle at that point 
shows no directive force. 

If two bar magnets are placed in line with unlike poles in con- 
tact, then they act very nearly as one magnet with poles near the 
two distant ends, and very little polarity is shown at the junction. 
But if they are separated by a small gap a strong field is exhibited 
in the gap. 

When the course of the lines of force in a field has been traced, 
as in any of the above figures, a compass needle shows us by its 
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frequency of vibration that, where the lines crowd together, there 
the action is stronger ; where the lines open out from each other, 
there the action is weaker. We shall see later that the lines may 
be drawn according to a plan such that the number passing 
through a unit area, held so that they pass through it perpen- 
dicularly, serves as a measure of the action. 

We regard the lines of force as symbolising some change which 
has taken place in the field, some action which is going on there, 
an action which is indicated by the setting of a needle and by the 
magnitude of the pulls on Its poles. Now we have seen that we 
always have the two poles on the same bar and that the lines of 
force leaving one end of the bar in general bend round and enter 
the other, and above all we have seen that if we break a magnet 
in two and slightly separate the broken ends, or if, as equivalent 
to this, we slightly separate two magnets as in Fig. 124, then 
there is a strong field between the two ends. These facts 
lead, to the irresistible conclusion that the lines of force pass 
through the magnet, that the inside of the magnet is as it were 
the origin of the action, and that the polarity over its ends is 
merely the manifestation at the surface of what is g;oing on within ; 
or, putting the same idea in another form, the polarity h due to the 
passage of the lines of force from the steel into the air. The lines of 
force * are to be regarded as continuous closed curves issuing from 



* In a later chapter we shall see that it is convenient to introduce a term to 
denote the alteration due to magnetic action taking place in the field, and the 
term used is "induction." The lines which are continuous, and which form 
closed curves, are really lines of induction. But in attempting to get a general 
idea of the subject it is sufficient to use the idea of the lines of force which are 
exhibited so directly by experiment. 
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the NSP, bending round through the air, entering the SSP, travel- 
ling through the steel body of the magnet, and joining on at the 
point of issue. The condition symbolised by the lines of force is 

somehow maintained by what goes 
on in the body of the magnet. 

We may roughly illustrate the 
idea of continuity by imagining a 
number of steel flexible rings of 
different sizes a, b, c, d, 0, f 9 bound 
together along NS as in Fig. 126. 
The part where they are bound 
together represents the magnet, the 
region where they bend round repre- 
sents the field in air. 

Magnetisation by induc- 
FIQ. 126. tion. Permeability. We may 

use the filing method to show some- 
thing of what is going on in magnetisation by induction. If a piece 
of soft iron is placed in a field for instance, in the field between two 
unlike poles as in Fig. 17 (a) and the field thus produced is com- 
pared with that when the soft iron is removed, Fig. 17 (6), it is 
seen that the lines from N bend round and enter the iron as if they 
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FIG. 127. ' 

found it easier to go through the iron than through the air. Where 
they enter the soft iron the passage from air to iron is manifested 
by a SSP ; where they leave, the iron at the other end the passage 
into air is manifested by a NSP. But the idea to be dwelt upon is 
that the iron forms an easier passage for the magnetic action is, 
as Faraday put it, a better conductor than the air, or, as we now 
say, using terms introduced by Lord Kelvin, is more " permeable," 
or has greater " permeability. " 



CHAPTER XIV 

GENERAL ACCOUNT OP MAGNETIC 
ACTIONS continued 

Relation between magnetisation and the magnetising force producing 
it The hysteresis loop Susceptibility and permeability Magnetisa- 
tion and temperature Permeability and temperature Change of length 
on magnetisation Magnetisation and strain* 

IN this chapter we shall give some account of certain less obvious 
phenomena of magnetism, which for their complete discussion 
require a knowledge of the methods of magnetic measurement. 
But without quantitative details a general idea of the phenomena 
may be obtained* and this general idea will be valuable when we 
come to the more exact investigations of magnetic quantities in 
later chapters, 

Relation bet-ween magnetisation and the mag- 
netising force producing it. Without entering into detail 
we shall now give a short account of the relation between the 
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PIG. 128. 

magnetisation in iron and the magnetic force by which the 
magnetisation is produced, and we shall suppose that we use the 
electro-magnetic coil method of producing it. We have already 
seen that a coil carrying a current is itself a magnet. If Fig. 128 
represents the section of such a coil by a plane through its axis, 
the course of the lines of force may be investigated by inserting a 
card with iron filings on it, and they are somewhat as represented 
in the figure. The lines of force are practically parallel within 
the coil except near the ends. They diverge as they pass out from 
one end and converge as they come in at the other. If we turn a 
screw round so as to travel along the lines of force inside the coil 
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in their positive direction, the direction of flow of the current in 
the coil must be that in which the head is turned round. If the 
current be reversed, the magnetisation is reversed. The force on a 
pole inside the coil is proportional to the current. 

Now let us imagine that two equal coils, or solenoids, A and B, 
are arranged as in Fig. 129 so that the same current flows in 
opposite directions round them. Let a small needle be placed mid- 
way between the near ends. It will be at a neutral point that is, 
a point where the two coil magnets neutralise each other and if 
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FIG. 129. 

the coils are placed East and West the needle will set N and S 
under the earth's force which is perpendicular to the common axis. 

Now let a bar of iron be placed within A. When the current 
is put on, the bar at once becomes a magnet and there is nothing 
on the other side, B, to counteract its magnetic action on the needle, 
which will therefore be deflected and by an amount which will 
indicate the magnetisation of the bar. We shall here assume that 
the magnetisation is proportional to the tangent of the angle of 
deflection, and that the magnetising force producing it is due to 
the current in A and is proportional to that current, B being so far 
away as to have no appreciable action. 

Imagine that we make a series of measurements of magnetising 
force as given by the current and of the accompanying magnetisa- 
tion as given by the deflection of the needle, gradually increasing 
the current from zero to a large value, and let the magnetisation 
be plotted against magnetising force on a diagram. The general 
nature of the result is indicated in Fig. 130. 

The curve of magnetisation, though varying greatly with 
different kinds of iron, shows in general three characteristic parts: 
a part O A for very small magnetising forces, at a very small slope, a 
part A B sloping very steeply, and a part B C tending to become a 
nearly horizontal line for very great forces. These three parts 
change from one to another more or less gradually. 

If, instead of merely increasing the magnetising force indefinitely, 
we take it up to a certain point and then gradually decrease and 
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ultimately reverse it, we find that the magnetisation will in general 
decrease in different ways according to the position of the point P, 



Magnetising force,. 
FIG. 130. 



Fig, 131, on the curve representing the condition arrived at before 
decrease. If P is in the straight initial part O A, the magnetisation 
will decrease in proportion to the decrease in the magnetising 
force. But if P is on the upper part of the curve when we begin 
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FIG. 131. 

to diminish the magnetising force, the magnetisation for a given 
current on the return journey is greater than it was on the outgoing 
journey, and the magnetisation curve P M now lies above GAP. 
The magnetic condition tends then to persist, and this tendency 
for a preceding magnetic condition to persist is termed magnetic 
hysteresis, a term introduced by Ewing. If the current is brought 
down to zero so that there is no magnetising force, there is still 
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magnetisation retained, represented by M in the figure, and this 
retained magnetisation is the residual magnetism. It measures the 
retentivity of the specimen. If the current is now gradually 
increased from zero in the opposite direction the magnetisation 
decreases and will be zero for a certain magnetising force O N in the 
direction opposite to that of the original force. This is termed the 
coercive force. On still further increasing the reversed current the 
magnetisation is reversed. If we cease to increase it at Q and then 
begin to diminish again, hysteresis is shown, and when the current 
is again zero there will be residual magnetisation O M' now in the 
opposite direction to O M. Increasing the current from zero in 
the original direction, we shall travel to a point near P, but a little 
below it, when the original maximum current is reached, and 
repeating the cycle we shall get another curve. After a number of 
cycles the curves obtained for each practically coincide, as we have 
supposed in the figure. The area P M Q M ' P is termed the 
hysteresis loop. 

The hysteresis curve varies for different specimens of iron and 
steel. Thus for magnet steel O M is not very great, but N is 
considerable; while for soft iron M may be very great and 
N may be small. 

Susceptibility and permeability. The greater the poles 
developed in a bar of iron or steel under a given magnetising force, 
the greater is the susceptibility of the bar to magnetisation. When 
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FIG. 132. 

the magnetising force and the magnetisation are suitably measured 
the ratio -magnetisation /magnetising force is termed the magnetic 
wsceptibilityl($ee p. 240). It is usually denoted by /r. Without at- 
tending to the scale of measurement we can see that if O A B C, 
Fig. 182, represents the curve of magnetisation, then the curve repre- 
senting the susceptibility will have a form somewhat like that of the 
dotted line. In the first straight line stage O A, the susceptibility 
will be constant. Then in the early part of A B as the curve 
beods round it will rise rapidly, increasing to somewhere near the 
bend about B and then falling off again. 
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In the last chapter we introduced the idea, of magnetic permea- 
bility as describing the power of conducting the lines of magnetic 
force possessed by a magnetic body. Though permeability is 
connected with susceptibility, it implies a somewhat different way 
of looking at magnetic actions and is not measured in the same 
way. We may realise the difference, perhaps, by considering the 
case of a bar inserted in a magnetising solenoid A B, Fig. 133, and 
placed some distance from a needle N, which it deflects. Before 
the bar is inserted the space A B contains air, and the lines of 
magnetic force due to the electric current in the coil are passing 
along this space and ultimately out into the field, and are deflecting 
the needle N. Let us suppose that N is brought back to its original 
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position by a magnet M placed to the right. Now let the bar be 
inserted. 'Many more lines of force pass through it tban through 
the air which it displaces, and we say that poles are developed on 
the bar. The needle N is again deflected, and we measure the 
strength of the poles or the magnetisation of the bar by the in- 
crease in the lines of force, that is, by the deflection which is due 
to the substitution of iron for air. We do not consider the 
magnetisation of the space A B before the bar was inserted, but only 
the increase when the iron displaces the air. If we inserted an 
equal bar of wood or of glass instead of the iron, the lines of force 
would pass through it practically as through the air and the needle 
would stow no appreciable change in deflection or development of 
polarity in the wood or glass. Hence, though they are the seat of 
magnetic action, yet as they only have the same action as air, or 
as a vacuous space, we say that they have no susceptibility their 
^==0. We shall see later that this is not strictly true, for K has 
some small value for so-called non-magnetic substance, but so^small 
that we could not detect the poles developed in the experiment 
which we are imagining. 

" Susceptibility then depends on the excess of lines of force over 
and above those passing through air. 

Permeability depends on the total number passing through, not 
on the excess. Before the iron is inserted the air carries or conducts 
lines of force, and its permeability is taken as the standard and as 
having value unity. When the iron is inserted many more lines 
of force pass through, and when the number is measured in a way 
to be described later, the permeability, which is denoted by /*, is 
measured by number of lines through iron /number of lines through 
air, when the magnetising current is the same. The susceptibility 
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is measured by the excess and the permeability by the multiplica- 
tion of lines of force. We shall see later that it is convenient to 
adopt such units of permeability JUL and of susceptibility K that 
^ = 1+4 TT K. 

We see then that the permeability curve is like the suscepti- 
bility curve, but we must multiply the ordinates of the latter by 
4 TT and raise the whole curve by 1 to give the former. 

" Permeability " is the more fundamental idea, for it takes 
account of the whole magnetic action going on. " Susceptibility " 
is somewhat artificial, but it is convenient to use the term, as K 
is more directly measured in certain methods of experiment. 

Magnetisation and temperature. If we heat a magnet 
to a bright red heat and then cool it, we find that the magnetisa- 
tion has entirely disappeared. If we place a bar of iron or steel at 
a bright red heat within a magnetising coil it shows no suscepti- 
bility. But as it cools to a dull red usually a little below 800 C, 
its susceptibility is almost suddenly regained. If an iron ball 
heated to a bright red is hung by a spiral spring over a strong 
pole it is not attracted, but as it cools a point is reached when it 
is suddenly pulled down to the pole. 

Hopkinson * found that with a certain specimen of iron the 
permeability increased with rise of temperature up to 775 C., when 
it was many times the value at ordinary temperatures. A slight 
further rise to 786 sufficed to render it non-magnetic. He called 
the temperature at which the magnetic permeability ceases to be 
more than that of air the critical temperature. The critical tempera- 
ture varies, with different specimens of iron and steel, from 690 to 
870 C. It may be taken usually as not very far from 750 C. 
This sudden change in property is related to other phenomena. 
Goref observed that if an iron wire was heated to redness and 
then allowed to cool, at a certain point a slight elongation Occurred. 
Barrett J observed that if a piece of iron, or, better, hard steel, is 
heated to bright redness and then allowed to cool, at a certain 
point it suddenly glows more brightly. This can easily be 
observed in a dark room. The phenomenon was termed by 
Barrett " recalescence," as implying a sudden rise of temperature. 
Hopkinson measured this rise. He found that a certain piece of 
hard steel, after cooling to 680, suddenly rose to 71 2C. and then 
began to cool again, and he showed that the magnetic condition was 
assumed at the same time. No doubt the lengthening observed by 
Gore occurs at the same point. There is then some sudden change 
in the molecular condition of the iron when it passes from the 
magnetic to the non-magnetic condition, or rather when its sus- 
ceptibility disappears and its permeability falls to that of air. 

Permanent magnets and temperature change. If 
a permanent magnet has already been subjected to several varia- 



* Phil. Trans. (1889), A, p. 443. f ?* &&, xvii. (1869), p. 260. 

{ PMl. Ma0. 9 Jan. 1874. Proc. -R.S., xlv. (1889), p. 455. 
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tions of temperature, to get rid of a sort of temperature hysteresis 
which occurs at first, then subsequent rise of temperature within 
ordinary range results in diminution of magnetisation, but on the 
fall of temperature to the original value the magnetisation increases 
to its original value. This may be easily verified by an experiment 
represented in plan in Fig. 134. A needle, N S, with an attached 
mirror is suspended so as to throw an image on a scale. Two 
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magnets are brought up, one on either side* at su^h distances that 
they neutralise each others action on the needle. They are fixed in 
position. Then one rnagneb is warmed, say, by bringing up from 
below a beaker of warm water to surround it. At once its 
magnetisation is diminished, and the needle shows by its deflec- " 
tion that the cool magnet is the stronger. When the temperature 
is reduced once more to its original value the needle returns to its 
original position. By this arrangement the magnet whose tempera- 
ture is varied is brought quite near to the needle, so that a small 
change in its magnetisation may produce a considerable deflection. 
Ewing* found that if a bar is only very weakly magnetised, then 
rise of temperature produces increase of magnetisation. As the 
bar is more strongly magnetised this increase falls off and ultimately 
changes sign. In ordinary steel bar magnets the effect is always 
decrease in strength with rise of temperature. 

Permeability and temperature. A large number of 
experiments have been made with different qualities of iron and 
steel to investigate the change of permeability with change of 
temperature.f We shall here only describe the results of some 
experiments of Hopkinson on a specimen of Whitworth mild steel. 

* Magnetic Induction iti Iron and other Hetah, 3rd ed. p. 181. 

f Ewing, loc. cit. chap, viii, gives an account of the fundamental work on the 
effects of change of temperature. A paper by S. P. Thompson on The Magnetism 
of Permanent Magnets (Journ. Inst. Elect. Eng.* vol. 1. p. 80, 1913) gives an excellent 
account of the properties of permanent magnets and their dependence on the 
nature of the steel from which they are made. The effect of temperature on 
magnetisation is described. A bibliography is given. 
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There are two cases to be distinguished, that when the iron is 
in a very weak field comparable with that of the earth, and that- 
when the field is very much stronger. 

With the weak field it will be observed that the permeability 
increases enormously up to nearly 735 C. and then suddenly drops 
apparently to that of air. With a field about ten times as great it 
is at first more considerable, remains nearly constant for a time, 
but drops gradually after 600 to the air value at 735 C. With 
a field one hundred times as great it begins at the same value as 
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FIG. 135.* 

with the weak force, remains practically constant to 500, and then 
falls off to the condition of, apparently, no susceptibility at 735 C 
Subsequent researches, which will be referred to in Chapter XXII,' 
have shown that the permeability does not fall quite to that of air' 
Change of length on magnetisation. Joule f was the 
first to observe that a bar of iron changes its length on magnetisa- 
tion. He placed the bar or rod to be experimented on within a 
magnetising coil with^its lower end fixed and its upper end pressing 
against a lever. This in turn pressed against a second lever of 
which the free end 'moved in the field of a microscope. One 
division of the microscope scale corresponded to about 1/140000 
of an inch. The rod was 36 inches long, and he observed len Alien- 
ing, increasing with the magnetisation, up to twenty-eight divisions 
or 1/180000 of the length. He used only com>ttively small 
magnetising forces, and as far as he went the lengthening was as 
the square of the magnetising force. Joule further s'ought to 
measure any change in the total volume of the iron by immersing 
the rod in a tube filled with water and provided with a stopper 

* Hopkinson, Phil. Trans. A. (1889), Plate 16. 
j Scientific Papers, i. p. 235. 
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through which a capillary tube passed. A change in volume 
of 1 in 4,500,000 would have been shown, but no motion of the 
end of the liquid in the capillary was observed. * 

Many others have worked on this subject, but we owe our most 
exact knowledge to Bidwell, who showed that as the magnetising 
force increases, the lengthening reaches a maximum, decreases to 
zero, and is followed by a shortening. Bidwell worked with^both 
rods * and rings. His method of carrying out the rod experiment 
will be seen from Fig. 136. The solenoid was fixed on the rod to 




FIG 136. 

avoid alteration in the pressure of the rod against the base due 
to the attraction between the solenoid and the rod a source pi 
considerable error when such small changes of length are to be 
observed. The apparatus for multiplying the change of length 
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into an observable quantity will be understood from the figure. 
The results obtained are given in Fig. 137, taken from the paper 
in the Philosophical Transactwns^ foe. dt. p. & 

* Proc. R.S., xL (1836), p. 109 ; Phil Trans. A. (1888), p. 205. 
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The results for cobalt and nickel rods are also given. It will 
be observed that the greatest lengthening in iron is about two in 
a million, while* the ultimate shortening approaches seven in a 
million. The behaviour of cobalt is just the opposite to that of 
iron, while nickel contracts always and is much more affected than 
either of the other metals. In Rapports du Congres International 
de Physique^ vol. ii. p. 536, there is an account of the work done 
on this subject. It has been found that there is an increase in 
volume on magnetisation of the order of 1 in 10 6 for a field of 
1000 in iron and steel, and an increase somewhat less in nickel. 

Stress and magnetisation. When a body either pre- 
viously magnetised or under the action of a magnetising force is 
subjected to stress, the magnetisation is affected by the stress. 
We shall here only give a short account of two cases, referring the 
reader for a fuller treatment of this very complicated subject to 
Ewing^s Magnetic Induction in Iron and other Metals., chap, ix.* 

Matteucci discovered that if a bar of magnetised iron "is 
pulled lengthwise " its magnetisation was increased. Villari found 
that the nature of this effect depends upon the degree of magnetisa- 
tion. If the bar is weakly magnetised, then the effect of a pull is 
to jticrease the magnetisation as Matteucci observed, but if the bar 
is singly magnetised the pull decreases the magnetisation. That 
is, after a certain point in the magnetisation the effect is reversed. 
This is known as the Villari reversal. Comparing this with the 
effect of magnetisation on change of length, we note that there is 
a reciprocity. Weak magnetisation lengthens a bar. Lengthening 
a weakly magnetised bar increases the magnetisation. Strong 
magnetisation shortens a bar. Lengthening a strongly magnetised 
bar decreases, while shortening increases, the magnetisation. 

It may be noted here that with nickel and cobalt bars the 
reciprocal effects also hold. Thus nickel shortens, whatever the 
value of the magnetising force, and reciprocally a longitudinal pull 
leads to diminution of magnetisation. Weakly magnetised cobalt 
shortens, and a pull diminishes the weak magnetisation. Strongly 
magnetised cobalt lengthens, and a pull increases the strong 
magnetisation. These reciprocal effects are illustrations of recipro- 
cities which are continually met with in physical phenomena. They 
are dealt with in J. J. Thomson's Applications of Dynamics to 
Physics and Chemistry. 

Lord Kelvin,f who was the first to investigate these effects of 
stress with requisite exactness, pointed out that we may regard a 
pull on a bar in a weak magnetic field as increasing its permeability, 
and a push as decreasing its permeability. In a strong field the 
change of permeability is reversed. 

* For earlier work see Wiedemann's Galvanismus, epitomised in Encyc. Brit.* 
W^ ed., Magnetism, p. 253. Later work and references will be found in Ewing 
(foe. cit.) t who has himself largely contributed to the exact study of the subject. 

f Math, cmd Phys. Popere, vol. ii. p. 332. 
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The second case which we shall consider is one discovered by 
G. Wiederaann. If an iron wire is carrying an electric current, then 
the lines of force are circles round the axis of the wire and the 
wire is circularly magnetised, but as the lines of force are complete 
within the wire, the iron does not produce an external field. But 
Wiedemann found that if the wire Is twisted it becomes longitu- 
dinally magnetised. If the current is flowing down the wire and 
the lower end is twisted so that the front part moves from right to 
left, that lower end becomes a NSP. Suppose that the scjtjgre 
A B C D represents the imsheared form of a piece of the mettfifin 
the front part of the wire, AD being parallel to the axis 






wire and the direction of the current. The magnetising force JHL due 
to the current will be perpendicular as to A D. Now let the wire be 
twisted so that CD moves to the left relatively to AB. This 
shear may be represented by a lengthening of the diagonal A C 
and of all lines parallel to it, and a shortening of the diagonal 
B D and all lines parallel to it. With weak magnetisation the 
permeability is increased along A C, and is decreased along B D. 
The magnetising force due to the current is still H. Resolve it 
into H x parallel to A C, and H 2 parallel to D B. These are each 
inclined at 45 to H, and are equal. But Hj, acting in a direction 
of greater permeability, produces stronger magnetisation along A C 
than H 2 produces along D B. The resultant magnetisation, there- 
fore, "has a component downwards. For if Mj M 2 represent these 
magnetisations, their resultant M slants down. Hence the lower 
end of the wire has a NSP. 

Again we have a reciprocal effect. If the wire be magnetised 
longitudinally and a current be passed along it, then the lower end 
twists round. 

We might expect that with strong magnetising current these 
effects would be reversed owing to the Villari reversal, but so far 
they have always been found to be in the direction described, 
perhaps because the intensity of magnetisation has not reached 
the critical point. 



CHAPTER XV 

MOLECULAR HYPOTHESIS OP THE 
CONSTITUTION OF MAGNETS 

Molecular hypothesis Swing's theory and model Dissipation of 
energy in a hysteresis cycle Temperature and magnetisation 
Attempts to explain the constitution of molecular magnets. 

Molecular hypothesis of the constitution of magnets. 

The fundamental phenomena of magnetisation receive an explana- 
tion on the hypothesis that the molecules of iron and steel are 
themselves small permanent magnets, capable of being turned 
round their centres. This hypothesis was first propounded in 
definite form by Weber.* It has since been developed by 
G. Wiedemann, Hughes, Maxwell, and above all by Ewing.-]" 

In the eighteenth century Aepinus supposed that magnetism 
consisted of two fluids with opposite properties, uniformly mixed 
in an unmagnetised bar, and that one was pulled to one end and 
the other pushed to the other end under a magnetising force. 
Coulomb and others supposed that the separation went on in each 
molecule separately, and this was the first step in the molecular 
hypothesis. Poisson developed it in this form and investigated its 
mathematical theory. But Weber gave it a new form, now univer- 
sally adopted, in supposing that each molecule of iron or steel, or at 
least each molecule which contributes to the magnetic condition, is 
itself a permanent magnet, with definite polarity, and capable of 
rotation about its centre. No attempt was made to account for 
the magnetisation of the molecules, so that the hypothesis attempts 
to give an account of the structure of a magnet as built up of smaller 
magnets in a particular way, and does not in any way explain 
magnetism. 

According to Weber, the axes of these molecular magnets in 
an unmagnetised bar are pointing equally in all directions, as 
represented in Fig, 139, so that in any space small compared with 
the whole magnet, but large compared with that occupied by a single 
molecule, an equal fraction of the whole number of molecules will 
point in every given direction, and so neutralise each other's external 

* Po$g* Awn,. Ixxxvit (1852), p. 145. 

f Swing's paper describing Ms magnetic . model is in Proo. R.S., xlviii. 
(1890), p. 342. He gives an account of tile molecular hypothesis in chap. xi. of 
Magnetic Induction in, Iron tend other Metals. 
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field. When a magnetising force acts, it is supposed to turn the 
magnetic molecules round with their axes more or less in the 
direction of the force, though there is some constraint (not 
accounted for by Weber) tending to restore them to their original 
position. But the stronger the magnetising force the more the 
constraint is overcome, and in a very strongly magnetised bar we 
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may suppose that all the molecular axes are turned nearly into 
line, with their north ends towards one end of the bar, and their 
south ends towards the other end, forming molecular magnetic 
chains as in Fig. 140. The poles are to be supposed to be arranged 
on all the chains as shown on the central chain. The unlike poles 
of successive members of a chain are close together so as to neutralise 
each other, but obviously each chain will have an unneutralised 
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pole nt each of its ends so that there will be a number of un- 
neutralised NSP's on the surface near one end of the bar, and an 
equal number of unneutralised SSP's near the other end. And 
the molecules all having equal poles, the total polarity is the same 
at the two ends. Further, if the bar be cut through at A B, on 
the new surface to the left a row of unneutralised SSP^s will be 
exposed, while on the new surface to the right a row of NSFs will 
be exposed. Obviously, as we do not cut through the molecules 
we cannot obtain polarity of one kind alone. .^ ;.. 

On this hypothesis there is a limit to tK^1wgniBtiation which 
a given bar will. Undergo, reached when ail thfc- molecular magnets 
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are turned round so as to be parallel to the magnetising force. 
The existence of such a limit is borne out by experiment. The 
.curve B C in Fig. ISO, p 183, tends to become nearly parallel to 
the axis when the magnetising force is increased to a very great 
value. An interesting experiment by Beetz* also shows that 
there is probably a limit. A varnished silver wire with a very 
narrow scratch through the varnish was made the cathode in an 
electrolytic cell containing a salt of iron in solution. This was 
arranged in a weak magnetic field parallel to the scratch, and the 
iron molecules as they were laid down on the silver one by one 
were free to turn in the direction of the field. The magnetisation 
of the iron deposited was very great for so small a mass, and was 
found to be only very slightly increased when the wire was placed 
in a very powerful field. 

When a bar undergoing magnetisation is vibrated, say, bv 
hammering, it is magnetised more strongly than if quiet, and we 
may perhaps assume that the vibration frees the molecules from 
their constraint so that they yield more easily to the magnetis- 
ing force. 

A modification of the theory was made by Wiedemann f and 
by Hughes4 If a number of bars of iron are made up into a 
bundle, magnetised along their lengths, and then partially 

demagnetised by, say, hammering, 
on taking the bundle apart it is 
found that some of the bars have 
their polarity reversed. The ap- 
parent demagnetisation is partly 
due to the completion of the mag- 
netic circuit of the stronger bars 
through the weaker ones, which 
they reverse as represented in 
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Fig. 141. Carrying this idea down 
to molecular regions, Wiedemann 
and Hughes suggested that in an 
FlG - U1 * unmagnetised bar the molecular 

magnets are arranged in neutral- 
ising circuits of two or more molecules, as in Fig. 142. 

As originally described, Weber's theory gives no account of 
hysteresis. Wiedemann sought to explain it by supposing that 
there is some sort of friction to be overcome in turning the 
molecules round, friction which has to be overcome again when the 
molecules seek to return after the magnetising force is removed. 
Maxwell introduced the idea that the constraining force on each 
molecule is analogous to an elastic force, that for small displacc- 

* <%$* 4% cxi. (i860), p. 107. 

t Gafawimus, 2nd ed, vol. ii. [1], p, 379. 

$ Pr*>. &&, xxxv, (1888), p. M 

Meefrieite/ m& Magnetism, 3rd ed, vol. fl. p. & 
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ments it is proportional to the displacement, and on removal of 
the magnetising force there is complete return. With large dis- 
placements, however, there is something analogous to permanent 
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FIG. 142. 

set and therefore not complete return. He did not attempt to 
account for the permanent set, but simply assumed it. 

Ewing's theory and model. Ewing brought a great 
simplification into the hypothesis by showing that the mutual 
action of the molecular magnets would account for the controlling 
or constraining forces, tending to restore the molecules exactly 
after small displacements, and for the permanent set, that is, the 
residual magnetisation, after large displacements. Thus no sort of 
friction need be assumed, and the hypothesis in its simple form 
accounts for the facts. To illustrate the ideas he constructed what 
is known as Swing's model of a magnet, consisting of a number of 
compass needles placed together as in Fig. 143 (in plan), each needle 
representing a molecule. Such a model, if inserted within a 




FIG. 143. 



magnetising solenoid in place of the bar in Fig. 19 shows all the 
phenomena of magnetic induction and gives a curve of magnetisa- 
tion repeating all the features of the hysteresis curve in Fig. 131.* 
To understand how these mutual molecular actions account for 
the phenomena let us follow Ewing in supposing that we have 
four needles arranged at the corners of a square. With no external 
magnetising force and under their own mutual actions only, they 
will set as in Fig. 144, where the arrow-heads are north-seeking 

* Induction in Iron and other JfegoZs, 3rd ed. p. 351. 
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poles. The magnetic circuit is completed within the group and 
there is practically no external field exhibited at a distance. 

If a small magnetising force is put on, represented by H, each 
magnet will be turned round a little, its N pole tending to move in 
the direction of H, as in Fig. 145. But the displacement of a 





FIG. 144. - FIG. 145. 

magnet from a position NS to a position N'S 7 , Fig. 146, may be 
represented by the superposition of two other magnets with equal 
poles, for superpose on NS,Fig. 146, a magnet SjN'and a magnet 
N-L S', then N and S L neutralise each other, and S and N 3 neutralise 
each other, and we have N'S' left. 

Thus the effect of the rotation of the four magnets in Fig. 145 
may be represented by superposing eight little magnets as in Fig. 
147, and these will have a field generally in the direction of H. 
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FIG. 146. FIG. 147. 



While the magnetising force H is small, these deflections, and 
therefore the lengths of the small magnets in Fig. 147, will be 
proportional to the magnetising force, and the net magnetisation 
will also be proportional to it. But when a certain point is reached 
in the value of the magnetising force the configuration becomes un- 
stable and the needles swing round into some such position as that 
in Fig, 148* and their external field suddenly and greatly increases. 
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On still farther increasing H the magnets tend to set more and 
more nearly parallel to H, as in Fig. 149, and then the limit of 
magnetisation is practically reached. 

The curve of magnetisation is represented in Fig. 150, where O A 
represents the initial stage with 
no hysteresis, A B the sudden 
turning round, and BC the 
subsequent approach to par- 
allelism with H. 

If H be removed the return 
will be from Fig. 149 to Fig. 
148 that is, a very large 
amount of residual magnetism 



H 



remains in the direction of H. 
Reversal of H will ultimately FIG. 14S. 

send the magnets round in the 

opposite direction and we shall have a sudden reversal of mag- 
netisation. The behaviour of such a group may be studied by 
placing four compass needles in a square. The earth's field must 

be as nearly as possible neutral- 

1 ) ised by means of a large magnet, 

placed so that its field is equal 
) and opposite to that of the 

H * earth. On gradually approach- 

g . ing a second magnet towards 

"'* the group the phenomena will 

i i be observed. 

If there are many such square 
groups near together, and with 
the sides of the squares at 
different inclinations to H, instability will set in at different values 
of H for the different squares, and *' the transition from one stage 
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to another will be gradual in the aggregate, for it will happen at 
different values of H in different groups. Hence the curve will 
assume a rounded outline in place of the sharp corners" of Pig. 
150. As each group separately shows hysteresis the aggregate 
will also show it. 

Figs. 151, 152, 153* show the imagined behaviour of a large 
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FIG. 153. 

group of square set molecules respectively under no force, a force 
which has pulled them nearly parallel, and a very large force. 

From E wing's model we see how retentiveness is accounted for 
by the molecular poles holding each other more or less in their 
displaced positions. 

We see, too, that as H increases in the later stage the mutual 
action tending to hold the magnets in the nearly parallel position 
increases. Hence if H is increased to a large value and then 
decreased to a smaller value the magnets, being under a larger con- 
trolling force due to their mutual action, do not return to the position 

* Swing, Induction in Iron and Met- Metals, 3rd ed. p. 35]* 
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which they had under that smaller value when the value of H was 
rising through it. 

Fig, 154?, taken from Ewing (loc. tit. p. 351), shows the magne- 
tisation^ curve of a group of twenty-four pivoted magnets when the 
magnetising force is taken through a complete cvcle. 

Dissipation of energy in a hysteresis cycle. A 
study of the behaviour of the members of a model at once suggests 
that there is dissipation of energy when a piece of iron or steel is 
taken through a cycle. For work is done on the magnets in putting 




FIG. 154. 

them into line, and when on the diminution and reversal of the 
magnetising force a point of instability is reached, the magnets" fly 
round and vibrate about their new position through large ampli- 
tude. This means that some of the work done appears as energy 
of vibration. In the molecular magnets we should expect similar 
behaviour, and the molecular vibration would imply the develop- 
ment of heat and a rise in temperature of the iron. In fact, it can 
be shown that the area of the hysteresis loop is proportional to the 
energy dissipated in a cycle. 

The cycle may be performed in another way than that which 
we have supposed, viz. by the rotation of the specimen in a con- 
stant field. This is what takes place in a dynamo armature when 
the core is a cylinder of iron rotated between strong poles. Besides 
changing the magnetisation, the rotation will tend to produce 
electric currents in the iron and to prevent these currents the iron 
is laminated transversely to "the direction in which the currents 
would flow, so that they are practically destroyed. The wpi k done 
in a revolution is then due to the hysteresis. The molecular groups 
as they move round from a or & in Fig. 155 tend to keep in their 
original line, given to them by the magnetising force, so that at 
c or d they should be perpendicular to the magnetising force ; but 
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before they reach these points they become unstable and swing 
round, thus dissipating energy. A remarkable conclusion was 
predicted by Swinburne as a consequence of Swing's theory, and 
was subsequently verified by experiment, viz. that when the field 

in such a case as that repre- 
sented in Fig. 155 is exceed- 
ingly strong, hysteresis should 
disappear. If the field is so 
strong that the molecular 
magnets are held all the time 
in the line of the magnetising 
FlG - 155 ' force and rotate round their 

centres, as it were, as the iron 

travels round, there is no instability, no conversion of magnetic 
energy into energy of vibration, and no hysteresis. 

Temperature and magnetisation. We have seen that 
in a permanent magnet small rise of temperature is accompanied 
by diminution of magnetisation, the magnetisation returning to. 
its initial value when the temperature falls again. We may 
perhaps explain this by supposing that rise of temperature is 
accompanied by increased vibration of the molecular magnets 
about their centres, so that they do not point so entirely in the 
of the magnetising force. For instance, let N S, Fig. 1 56, 



equilibrium position of a molecule 
under a force H and let it vi 



direction of the 
be the 

vibrate between 

?*! $1 and 7* 2 ? 2 - When at n^ s v we may 
represent the effect of the displacement of 
N by sbperposing a small magnet s M X ; 
when at n% $ 2 , by superposing a small 
magnet s n%. $ n 2 has more effect in 
destroying the magnetisation in the direc- 
tion of H than ,? 7i has in increasing it, 
since it is more nearly parallel to it. There 
is another possibility which may be men- 
tioned. The permeability of iron increases 
with rise of temperature. The magnetic 
circuit of a molecule or of a group of 
molecules is partly completed through the 
iron, add it is only part which issues into 

the air. As the permeability rises with rise of temperature the 
groups may find it easier to complete more of the circuit within 
the ircta, and some of the lines of force may be withdrawn from 
the air. 

The increase of permeability with rise of temperature which 
occurs in weak fields may probably be accounted for by supposing 
that initially the iron is in the first stage of .magnetisation, where 
the molecular magnets are only slightly deflected, as in Fig. 145. 
JJiit as the temperature rises molecular vibration increases and 
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some of the groups become unstable, and for those groups we pass 
to the second stage, represented in Fig. 148. As the temperature 
rises, more and more groups pass to this stage, and between 700 
and 800 all the groups have become unstable and have then come 
more or less into line with the magnetising force. This is repre- 
sented by the great rise in permeability. The sudden disappearance 
of magnetic quality at the critical temperature, about 785, may 
perhaps be explained by supposing that after that temperature 
the vibration has become so violent as to change into molecular 
rotation. 

With strong fields the iron is already in the second or third 
stage. Vibration due to heating has two opposite and neutralising 
effects. On the one hand it eases the breaking up of groups and 
alignment with the force and so tends to increase the magnetisa- 
tion, while on the other it tends to reduce the magnetisation by 
the movements out of the line of the force in the way illustrated 
in Fig. 156. We may suppose that these opposite effects 
keep the curve of permeability nearly level, till at a temperature 
near 800 the diminution due to vibration overpowers the increase 
due to facility of group breaking and the permeability, decreases. 

The change in length of a bar on magnetisation is yet to be 
explained on the molecular hypothesis. It would obviously require 
some further assumptions as to molecular grouping or as to 
molecular dimensions in different directions. 

Attempts to explain the constitution of the 
molecular magnets. We have already pointed out that the 
molecular hypothesis only carries down the magnetisation from 
the visible mass of the bar as a whole to its molecular constituents, 
and does not account for their magnetisation. Attempts have 
been made to explain the magnetisation of the molecules in terms 
of electricity. The earliest was Ampere's hypothesis. He started 
from the experimental fact that a current flowing in a circular 
wire forms a magnet of which the axis is perpendicular to the 
plane of the wire. He supposed that there was a channel round a 
magnetic molecule through which an electric current could flow, 
and he further supposed that this channel was perfectly conducting, 
so that the energy of the current was not dissipated, and therefore, 
if once started, the current should persist unless an equal and 
opposite current were in any way superposed. But a continuous 
closed current, such as that "flowing in a circular wire, is essentially 
a locus into which electric lines enforce are continually converging 
and are there dissipated. As these lines sweep through the 
surrounding space they are accompanied by magnetic action, and 
so in a sense produce the magnetic field. We know of no such 
current as that which Ampere supposed. 

But if we could imagine a bundle of lines of magnetic force in 
the form of those of a small magnet, bound round as it were with 
a perfectly conducting channel, then no lines of force could be 
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added to, or subtracted from, the bundle. For an addition of 
lines of force through the channel would mean an inverse current 
in the channel which would just suffice to neutralise the lines 
added. Thus Ampere^s hypothesis really gives no explanation in 
terms of known facts, but when analysed is a hypothetical device 
for securing permanent magnets. 

Another hypothesis much more in touch with experimental 
knowledge has lately gained acceptance. It is founded on the 
discovery that a moving charge of electricity produces a magnetic 
field. If, adopting astronomical language, we suppose that a 
molecule consists of a large positively electrified primary and a small 
negatively electrified satellite revolving round a centre of mass much 
nearer the large primary, then it can be shown that the system would 
be magnetically equivalent to a small magnet with axis through the 
centre of mass perpendicular to the plane of the orbit.* Thus the 
magnetism of iron and steel would be explained in terms of the 
magnetism which accompanies moving electricity. Still, that 
magnetism remains to be explained. 

We shall refer to the molecular hypotheses and to an attempt to 
determine the strength of the molecular magnets in Chapter XXII. 

* This " electron " hypothesis has been most fully developed by Langevin, 
Ann. de Chim. et de Phy$., 8th series [5], 1905, p. 70. A brief account is given at 
p. 297 infra. 



CHAPTER XVI 

GENERAL ACCOTnSTT OP MAGNETIC QUALITIES 
OF SUBSTANCES OTHEE THAN" IKON _ 
AND STEEL 

Faraday's classification of all bodies as either paramagnetics or 
diamagnebics General law Explanation of the action of the medium 
by an extension of Archimedes' principle Ferromagnetics, para- 
magnetics, and diamagnetics. 

Paramagnetics and diamagnetics. We have in the previous 
chapters only described the magnetisation of iron and steel and 
have mentioned that nickel and cobalt show sensible magnetisation 
by induction, though in a far less degree than iron. They attract 
and are attracted by the poles of a magnet and possess retentivity 
in some conditions. Biot found that a certain needle of carefully 
purified nickel which stands next to iron in its capacity for mag- 
netisation retained its magnetism and possessed about one-third 
the directive force towards the North of that of a certain steel needle 
of exactly the same dimensions. Faraday experimented with 
cobalt, which could easily be made to lift more than its own weight, 
though losing all its magnetism on withdrawal of the inducing 
magnet. 

Magnetisation was often apparently detected by early experi- 
menters in other metals and alloys, but we may probably ascribe 
the effects they observed to the presence of small quantities 
of iron. 

Towards the end of the eighteenth century it was observed 
that antimony and bismuth were repelled from the pole of a strong 
magnet. 

On the one hand, then, iron, nickel, and cobalt are attracted, 
and on the other hand bismuth and antimony are repelled, by a 
strong magnetic pole, and it was at one time supposed that other 
substances possessed no magnetic properties at all. Faraday, how- 
ever, showed that these two groups are really only at the two 
extremes and that all bodies are either attracted or repelled, 
though the forces are usually so slight that they can only be 
detected with very powerful magnets. 

The mode of experiment by which he discovered this consisted 
in suspending a small bar of the substance to be tested between 
the poles of a strong electro-magnet by a line thread. If 
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the substance resembled iron, the bar set itself "axially, 
with its longer axis along the line NS, Fig. 157, joining the two 
poles, and he classed all such substances together as paramagnetics. 
If it resembled bismuth or antimony the bar set itself " equa- 



torially,"" i.e. along the line e r at right angles to N S, and all such 
substances he designated diamagiietics. 

Liquids. By enclosing liquids in glass vessels Faraday was 
enabled to determine to which class they belonged. Thus he found 
that solutions of salts of iron are paramagnetic, while alcohol and 
water are diamagnetic. 

Gases. He also succeeded in showing the magnetic character 
of gases in several ways. For instance, if a stream of gas rendered 
evident by traces of ammonia and hydrochloric acid was allowed 
to ascend between the poles, if diamagnetic -it divided into two 
streams pushed out from the central region. Bubbles filled with 
the various gases were attracted into or repelled from the central 
space between the poles. He found from his experiments that 
oxygen in air is strongly magnetic, while nitrogen and hydrogen 
are diamagnetic. The following Table gives a few of the more 
important substances, arranged under the two heads, air being the 
medium surrounding the poles (Exp. Res. vol. iii. p. 71) : 
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4 " Iron 
Nickel 
Cobalt 



Ci:o\yn Glass 
" Platinum , 



DIAMAGNETIC 

Arsenic 
Ether 
Alcohol 
Gold 
Water 
Mercury. 
. Flint Glass 
Heavy Glass 
Antimony 
Phosphorus 
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The arrows show the direction in which the magnetic action 
increases. 

Faraday was able to state the following General Law: Para- 
magnetic substances tend to move from positions where the 
magnetic action is weaker to where it is stronger, i.e. from weaker 
to stronger parts of the field ; while diamagnetic substances tend to 
move from stronger to weaker parts of the field. The axial setting 
of paramagnetic bars and the equatorial setting of diamagnetic 
bars at once come under this general law. The field in Fig. 157 is 
strongest along and close around the axis N S, and a paramagnetic 
body tends to stay there. A bar is in the strongest part of the 
field when it lies along the axis. The field rapidly weakens as we 
travel along the linear either way from the axis. A diamagnetic 
bar therefore gets, on the whole,* into a weaker part of the field 
when it sets equatorially. 

The law^ is further illustrated by an experiment devised by 
Pliicker, which shows whether a liquicl is paramagnetic or diamag- 
netic. A watch glass containing some liquid is placed on the 
poles ; the liquid if paramagnetic is attracted to, and if diamagnetic 





. FIG. 158. 

is repelled from, points where the intensity of the field is greatest 
and so the level of the surface is disturbed, its shape depending on 
the nature and distance apart of the poles. Thus when the poles 
are very close together, say ^ inch apart, a paramagnetic liquid has 
the section shown in Fig; 158 (a), while a diamagnetic liquid has the 
section shown in Fig. 158 (6), the liquid retreating from the central 
strongest field* When the poles are further apart the strongest 
parts of the field are near to the pole pieces and the centre is 
weaker and the effects are nearly reversed. 

Effect of the medium. Faraday also made experiments on 
the 'effect of the medium, and he showed that a paramagnetic 
solution enclosed in a glass tube behaves as a paramagnetic if 
suspended in a weaker solution of the same kind, and as a diamag- 
netic if suspended in a stronger solution. For example (Exp. jffes. 
vol. iii. p. 58), a clear solution of protosulphate of iron was prepared 
containing 74 grains of the hydrated crystals to 1 ounce of 
water. Another weaker solution was prepared by adding to one 
volume of this three volumes of water. Suspended in air in tubes 
both were paramagnetic, the former the more strongly so. If the 
tube containing the first solution was suspended between the poles 
in a vessel Containing the same solution BO directive force acted upon 
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it. Suspended in the second weaker solution it behaved again as 
a paramagnetic, If a tube containing the weaker solution was 
suspended in a vessel containing the stronger, it pointed 
equatorially, behaving as a diamagnetic. Surrounded by a splu- 
tioh of its own strength it was neutral, and in a still weaker solution 
it was paramagnetic. He also prepared a solution of protosulphate 
of iron in water which was neither paramagnetic nor diamagnetic, 
the iron salt being neutralised by the water. 

Explanation of the action of the medium by an ex- 
tension of Archimedes' principle. In Chapter XX we 
shall investigate the action of the medium in detail. For the 
present we may regard the action as being in accordance with an 
extension of Archimedes'* principle, the resultant force on a body in 
a magnetic field being equal to that on the body minus that on the 
medium which it displaces. We may put this extension of the 
principle in the following form : Let N, Fig. 159, be a pole with a 
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magnetic field round it. We may regard all parts of the medium 
as acted on by the pole, and as coming, under that action, into a 
state of equilibrium in which the medium is in a condition of 
strain. We may resolve the total action on any part of the 
medium A into the magnetic action of the pole on it, and the 
actions of its surroundings due to their state of strain, the resultant 
of the latter being equal and opposite to the former. If now A 
be removed and replaced by some other body, A 7 , of exactly the 
same shape, the magnetic action on A' differs from that on A, 
while, unless A' is so strongly magnetic as appreciably to alter the 
field, the magnetic action on the rest of the medium remains un- 
changed and its strain is the same as before. Since the action of 
the medium on A' depends on this strain it is unchanged. Hence 
there is no longer equilibrium, and A! will be attracted to or 
repelled from the pole according as it is more or less paramagnetic 
than the medium. A difficulty in making this explanation per- 
fectly general so as to account for all diamagnetic actions is that 
we have to suppose a vacuum magnetic, for the diamagnetics in 
the list given above are diamagnetic in a vacuum, and we should 
have to suppose that their repulsion from a pole is due to the 
stronger attraction on the surrounding vacuum. This is only 
another way of saying that what we term a vacuum is not empty 
space, but contains something capable of acting on and being 
acted on by material bodies, a supposition to which we are forced 
by the transmission of light through it. In a beam of light there 
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is energy and there is momentum, whether it is passing through 
ordinary matter or through the highest vacuum of which we have 
experience. 

Ferromagnetics, paramagnetics, and diamagnetics. 
Though Faraday only used the two classes, paramagnetics and 
diamagnetics, and to one or other of these referred all bodies, it is 
usual now to separate out the three metals iron, nickel, and cobalt, 
and to these may probably be added manganese, and to class them 
as Ferromagnetics. Their magnetisation does not increase in 
linear fashion with magnetising force and they show hysteresis and 
retentivity. The term paramagnetic is reserved for the bodies with 
far feebler magnetic qualities. In these the magnetisation is 
proportional to the magnetising force. Curie* showed that with 
given magnetising force the magnetisation for paramagnetics is 
inversely as the absolute temperature over a very wide range, thus 
extending a result which had been found to hold in certain cases 
over a smaller range by G< Wiedemann. This is now known as 
Curie's Law. 

Ferromagnetics may probably be regarded as passing into 
paramagnetics when above their critical temperature. 

Diamagnetics, if we describe them in terms of polarity, may be 
regarded as having a like, instead of an opposite, pole formed by an 
inducing pole, and Curie found that their magnetisation, except in 
the case of bismuth, is very nearly independent of temperature. 
The diamagnetisation of bismuth decreases with rise of temperature 
between 182 and the point of fusion very nearly linearly, and by 
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This has led to the suggestion that diamagnetism is not to be 
regarded merely as a negative paramagnetism. The temperature 
effect on paramagnetics would appear to show that paramagnetism 
is concerned with molecular structure, which changes with change of 
temperature, while the absence or smallness of the effect of change 
of temperature on diamagnetics suggests that diamagnetism is 
concerned rather with the atomic structure, which is, we may 
suppose, independent of temperature. 

We shall return to the forces on paramagnetic and diamagnetic 
bodies in Chapters XX and XXII. 

* Ann. de C/tim. et de Pkys., 7 e s&rie, t. V. (1895). An account of the subject 
is given by H. du Bois in the Gongres International de Physique, vol. !i. p. 460. 
f Cangres International, loc. eit. p. 503. 



CHAPTER XVII 
THE INVERSE SQUARE LAW 

Variation of the force due to a pole as the distance from the pole is 
varied The inverse square law Magnetic measurements founded on the 
} aw Coulomb's experiments Unit magnetic pole Strength of pole m 
Magnetic intensity Geometrical construction for the direction of the 
intensity in the field of a bar magnet Gauss's proof of the inverse 
square law Deflection method of verification Moment of a magnet 
Comparison of moments Some consequences of the inverse square law 
Application of Gauss's theorem Flux of force Unit tubes A pole 
m sends out 4ir m unit tubes Potential. 

Variation of the force due to a pole as the distance 
from the pole is varied. The inverse square law. If a 
NSP is placed at any point in the field of a magnet, the force on it 
is due to the action of the magnet as a whole. We cannot isolate 
one of the two polarities. Always the two come into play and the 
action is the resultant of the North-seeking repulsion and the South- 
seeking attraction. The best approach we can make to isolation of 
one polarity consists in so arranging the acting magnet that one 
pole has practically very little action as compared with the 
other. 

Coulomb* s experiments. This method was used by 
Coulomb, to whom we owe the decisive experimental proofs which 
finally established the inverse square law.* In one experiment he 
used a steel wire magnet 85 inches long. He first found that the 
poles might be considered an inch from each end. Then, placing 
the wire vertically, he noted the time of vibration of a needle 
opposite the lower pole and at different small distances from it in 
the plane of the magnetic meridian. The upper pole was not only 
at a much greater distance, but its action was nearly vertical, so that 
for two reasons the horizontal component of the force due to it 
was sufficiently small to be negligible. 

It was necessary to take into account the action of the earth 
which was added to that of the magnet in all cases. Let us 
suppose that the horizontal force on each pole of the needle due to 
the earth is H 19 and that the force due to the pole of the magnet at 
distance d is F x and at distance d 2 is F 2 , and let the times of 

* For a history of the experiments made by Coulomb's predecessors, see Ency. 
Brit. 9th ecL, Magnetim,, p. 236. 
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vibration be t when the earth alone acts, and ^ and / 2 when the 
pole is at the distances d and d 2 from the needle. Regarding the 
needle as a sort of double pendulum with equal and opposite forces 
acting at the two ends, it is seen that the times of vibration are 
inversely as the square roots of the forces acting : 

H-.H + F^H + F,-.* :-:- 

t 1 I ? 2 

whence the forces due to the magnet alone are given bv 
F - F - -1 - 1 - 1 - 1 

* 1 2 / 2 /2 ' / 2 y2* 

i r 2 i 

By observing the times of vibration Coulomb found that the 
forces were approximately proportional to the inverse square of the 
distances d and df 2 , or that the force due to a given pole is Inversely 
as the square of the distance from that pole. 

He also verified the law by means of the torsion balance (see 
ante, p. 62), using two long wire magnets about the same length 
as the one described above, and about f inch in diameter, one being 
suspended horizontally in the torsion balance, the other being fixed 
vertically so that if the suspended one had remained in the 
magnetic meridian, their two like poles, taken as being one inch 
from the end of each, would have been in contact. The suspended 
needle was repelled from the magnetic meridian, and the torsions 
were then measured which were required to bring the two poles to 
observed distances from each other. In each case the action of 
the earth aided the torsion, and a preliminary experiment was 
necessary to determine the torsion equivalent to the earth's 
action. Thus in one experiment, before the vertical magnet was 
put in position, two turns of the torsion head, i.e. 720, pulled the 
magnet round 20, or 700 torsion were required to balance the 
earth^s couple due to 20 deflection from the meridian, giving 35 
of torsion per 1 of deflection. Putting the vertical magnet in 
position and bringing the torsion head back to its original position, 
the suspended magnet was deflected 24, the torsion being therefore 
24. To this we must add 24 x 35 = 840 for the torsion 
equivalent to the effect of the earth, making a total of 864 at 
4. To halve the deflection, the torsion head had to be turned 
eight times round, giving a torsion of 8 x 360 + 12 = 2892. To 
this must be added 12 x 35 = 420 for the torsion equivalent of 
the earth's effect, making a total of 331 2 at 12. According to 
the inverse square law, with this value at 12, taking distances as 

SSI 2 
equal to arcs, we ought to have at 524 a torsion of . ^=828, 

which is not very far from the observed value 864. 

Magnetic measurements founded on the law. We 
shall describe below a still more accurate method of verifying 
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the inverse square law, but it is convenient here to show how 
the law enables us to arrange a definite and practical system 
of measurement for the strength of magnetic poles. Were it 
possible to obtain perfectly constant long magnets, it might be 
convenient to use one pole of such a magnet as the standard, and 
copies of this might be used just as we use copies of the standard 
unit of mass. But no magnet retains its magnetisation un- 
changed, and we are obliged to fix on a standard depending on the 
magnetic force exerted. We therefore take the following definition : 

A unit magnetic pole is that which at a distance of 1 cm. 
would exert a force of 1 dyne on another equal pole in air. 

In practice it would not be advisable to bring two poles so near 
a,s 1 cm. At so small a distance they might weaken each other appre- 
ciably by induction. Also in actual magnets we cannot fix on any 
definite point as the pole. The region of North- or South-seeking 
polarity might have dimensions quite com parable with 1cm., but the 
inverse square law at once enables us to get over this difficulty. 
Arranging the two poles at a distance d apart, where d is so great 

that these objections do not hold, the force will be -^ dynes. 

Uf 

Having thus a definite standard, if magnetic poles were 
constant in strength we might measure the strength of any other 
pole by finding the number of unit poles which, placed together, 
would produce at an equal distance an effect equal to that pro- 
duced by the pole to be measured. But it is easy to show that 
if we put a number of equal poles together the total effect is not 
the sum of the separate effects, since they weaken each other. If 
one of two exactly similar equal bar magnets is placed with its 
axis East and West, and a compass needle is placed at some 
distance from it at a point in the axial line, and the deflection 
noted, if the second magnet is now superposed on the first with 
like poles together the deflection is by no means doubled. But 
we may still measure the strength of a pole in terms of the unit by 
the ratio which its action bears to that of the unit at the same 
distance. We say that 

The strength of a magnetic pole is m if it exerts on a unit 

pole at a distance d a force of -^ dynes. 

We have now to investigate the force with which a pole in will 
act on a pole m f at a distance d y m and 7ti being measured by their 
actions on the unit pole. 

Let us arrange two poles of strength m and 1 respectively at 
two points, A and B, Fig. 160, on opposite sides of a pole 1 at C 
at such distances d and d ' that the actions on the pole at C are 
equal and opposite. Then we have 
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Now we can show by experiment that any other pole can be 
placed at C instead of the unit pole and there will still be 
equality of the two actions on it. This may easily be carried out 
in a slightly modified form by bringing two vertical long bar 
magnets up E and W of a given compass needle with their like 
poles towards it and on the same level. If the magnets are so 



4- ---- d ----- _> 4 ---- a' ---- > 

A C Q 

FIG. 100. 

adjusted that the compass remains in the meridian, any other 
compass needle placed in the same position will also lie in the 
meridian. 

If then we place a pole 01 strength in' at C it acts on 1 at B 



m' 



with a force -=^- and is reacted on by an equal force which balances 

the action of m upon it. Hence the force exerted by m on m = -y 

/ - 1 m \ mm 
or (mice -^ = ^ = -y. 

We have already pointed out that we may assign the algebraic 
+ and to the two kinds of poles inasmuch as they have opposite 
actions tending to neutralise each other when acting under similar 
circumstances 011 the same pole. A NSP is always considered to 
be + 9 a SSP to be . The force between two poles is therefore 

ft an d is a repulsion or an attraction according as their product 

is + or . 

Magnetic intensity. The force which would act on a 
unit pole placed at any point In a magnetic field is the magnetic 
intensity at that point. The unit intensity is termed one gams. 
We may conveniently denote the magnetic intensity by the letter 
H. If a pole m be placed at a point where the intensity is H the 
force acting upon it is 7H. 

Geometrical construction for the direction of the 
intensity in the field of a "bar magnet. On the supposition 
that a magnet consists of two poles concentrated at two points a 
given distance apart, the equations to the lines of force may easily 
be determined. A construction for drawing the lines will be 
found in the article Magnetism (Eney. Brit. 9th ed. p. 30). 
The following construction will give the direction of the intensity 
at any point. Let NS, Fig. 161. be the two poles, P a point in the 
field, C the middle point of NS. From S, the nearer pole to P, 
draw SO perpendicular to PS, meeting CO, the perpendicular to 
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NS through C, in O. Let the circle with O as centre and radius 
ON or OS meet PN in Q. Since the circle touches PS at S 

PQ . PN = PS 2 

PQ PN^ 

PS 2 """ PN 2 

or PQ and PX are inversely as the squares of PN and PS 
respectively. Produce NP to Q' so that PQ = PQ', and PS to N' so 




that PN = PN'; PQ', PN'are proportional to and in the direction 
of the intensities due to the two poles, and PR, the diagonal 
of the parallelogram PQ'RN', is the line of their resultant. 

To verify this construction for a given magnet, the magnet 
should be laid on a sheet of paper and the direction of PR 
determined. The sheet should be turned round till PR is in the 
line of the magnetic meridian. On placing a compass needle at P, 
the needle will remain in the line PR if the construction has been 
correctly made, since the force due to the magnet is in the same 
line as the earth** s force. The agreement of experiment with calcula- 
tion of course verifies the inverse square law. 

Gauss's proof of the inverse square law. The most 
exact proof of the law is due to Gauss.* The general nature of 
his method is as follows : If two points D and E be taken at 
equal distances from the centre C of a small magnet NS, D in the 
axis and E in the perpendicular to the axis through C, then the 
intensity at D will be approximately double that at E if, and only 
if, the inverse square law is tine. Without entering into the full 

* Irttentstias Vis Magneticm Tcrrcstris (Werke, Bd. V). 
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proof that the inverse square is the only law satisfying this 
condition we may easily show, as follows, that it does satisfy it. 



S C N 



CD=CE. 



FIG. 162. 

Let rn be the strength of each pole and / the distance between 
them. Let CD = d. 

The intensity due to N is 



m 



and that due to S is 



The resul tant is 



m 



m 



m %ld 



If I is so small compared with d that we may neglect ^, and 
higher powers, the intensity at D is 



m 



The intensity at E is the resultant of rrrr 2 along NE> and 
along ES. By the triangle of forces we may represent these two 
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equal forces and their resultant by NE, ES, and NS respectively 

Then the intensity at E = ^77 X ^~ 

^iJu -NJl* 

ml ml 



mil, , Z 2 , 

- { ] _ S. 1_ XT 

&r cp + * 

To a similar approximation as before the intensity at E is 

ml 
~3? 
or half that at D, 

It may easily be shown that if the force were inversely as the 
pth power of the distance the intensity at D would be p times 
that at E. 

Deflection method of verification. This result may be 
verified by the method of deflection. 

A small needle ?, Fig. 163, is suspended so that it lies in the 



k/ 



n 




FIG. 163. 

magnetic^meridian. A magnet NS is then brought up, say, to the 
west of it in the line through its centre perpendicular to the 
meridian. The magnet is said to be in the u end-on position." 
Considering the horizontal action on the pole n of the needle, if its 
strength is p it will be acted on by a force ^H in the meridian, 
where H is the horizontal intensity of the earth's action ; it will be 

acted on by a force p 5- at right angles to the meridian, and the 

needle will set with its axis in the line of the resultant of these 
two, since there are equal and opposite forces on the other pole, s. 
From the parallelogram of forces on the right hand of Fig. 163 
jit will be seen that if 9 be the angle of deflection, 
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tan 6 = 



or the deflection is the same whatever the strength of the suspended 
needle. 

Now move the magnet NS till it is north or south of the 
suspended needle, with its centre in the meridian and at the same 
distance d away, and with its axis perpendicular to the meridian : the 
magnet is now said to be in the " broadside-on position."" 1 The 
deflection 6' will be given by 

, ml 
tan 9 = 



.-. tan 9 = Stan 0'. 
If the angles are small we shall have 

6 = 20'. 

Gauss* verified the law in this manner with very great accuracy. 
He used a more general formula for the action, carrying the 
approximation a step further than in the investigation just 
given. 

Moment of a magnet. It will be observed that in the 
above values for the intensity the strength of pole does not occur 
alone, but in the product, strength of pole x distance between 
the poles. 

When we may consider the poles as points, this product is 
termed the " moment of the magnet," and we may denote it by M. 

In actual magnets we cannot consider that the poles are two 
points at a definite distance apart, but we may still give a meaning 
to the term moment. Whatever the nature of the magnets there 
are always equal amounts of the opposite polarities. Let us treat 
each kind of polarity as if it were mass, and find the centre N of 
North-seeking polarity at one end, and the centre S of South-seek- 
ing polarity at the other, just as we should find the centres of mass. 
Let those % two points be denoted by N and S. If the total 
quantity of either kind of magnetisation is w?, then the moment of 
the magnet is given by M = mxNS. 

Axis and centre. The line NS is termed the axis of the 
magnet, and the point bisecting NS is the centre of the magnet. 

We may give a physical interpretation to the moment thus : If 
the magnet is placed in a field in which the lines of force are parallel 
and the intensity everywhere of the same value, H, Le. in a uniform 

* Ewgc. Brit., 9th e$., Magnetism, p. 237. 
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field, and if the magnet is turned round so that its axis is perpen- 
dicular to the lines of force, the couple acting on it is MH. 

Though we thus imagine two " centres of polarity," it is to be 
remembered that a distribution of matter, or of electricity, or of 
magnetism, cannot be replaced by a concentration at a single point 
in calculating the field which is produced. 

Comparison of moments. We may compare the moments 
of two magnets of small dimensions to a first approximation by 
using the value for the field at a distance d from the centre along 
the axis, 

8 ml M 



For this purpose we may bring up the two magnets, one east and 
the other west of a suspended needle, and placed so that they tend 
to deflect the needle in opposite directions ; then adjusting them at 
distances <?j and d s so that the needle is not deflected : 



d? 



or 



Or we may use each in succession to deflect the needle at the same 
distance. If the deflections be d x and 2 respectively, the earth's 
horizontal intensity being H, 



. . _ 
y a ~ 

MI tan 0, 

f\v ___ J- J. 

M 2 ~ tan 0,' 

Some consequences of the inverse square law. 
Application of Gauss's theorem. Flux of force. As all 

experiments go to show that tlje intensity at any point of a 
magnetic field in air or in any other non-magnetic medium may 
be regarded as due to each element of polarity dm acting according 
to the law dm/^ we may apply Gausses theorem (p. 3i) to a 
magnetic system. If we define the flux of force through an 
element of surface dS as NdS, where N is the component of the 
intensity perpendicular to JS, the theorem tells us that the total 
flux of force through any closed surface, which is entirely in air or 
other non-magnetic medium, is zero. For the total polarity within 
the surface, even if it encloses magnets, is zero. 
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Tube of force. If a small closed curve is drawn at anv place 
in a field, and if a line offeree is drawn through every point of it, the 
lines so drawn will enclose a tubular space -termed" a tube of force. 

Let us apply Gausses theorem to the closed 
surface in air or other non-magnetised medium, 
formed by a portion of a tube of force, and any 
two cross-sections of it at right angles to the lines 
of force. Thus, let S x , S 2 , Fig. 164, be the two 
cross-sections, and let H^ H 2 be the intensities 
at S-p S 2 . The normal intensity over the curved 
sides of the tube is everywhere zero. At S 1 it 
is H 1 and at S 2 it is H 2 , negative because H 2 
is inwards. We have, therefore, 

H x x S x EL x S 2 = 4-/T X magnetisation 
within the tube = O 

That is, the product H X S, or the flux of force, 

is constant throughout the tube so long as it does not contain 

magnetisation. 

TTnit tubes. If we draw tubes so that for each, intensity x 
cross-section = 1, that is, so that there is unit flux of force along 
it, each is termed a unit tube. 

A pole m sends out 4-n-m unit tubes, for if we draw a 
sphere of radius r round m as centre the intensity on the surface of 
the sphere is m/r 2 , and the total flux of force through the sphere 
is 47rr 2 w/7* 2 = 4<7rz. There are, therefore, 4<irm tubes passing 
through the surface. 

If we imagine one line of force along each unit tube the 
number of lines of force passing through any area will be equal 
to the total flux of force through the area. 

The number of unit tubes or of lines of force passing through 
unit area perpendicular to them is equal to I/ cross-section of 
unit tube or is equal to the intensity of the field. 

Potential. If we define the potential at any point in the 
field as the work done in bringing a unit positive pole to the point 
from a distance so great that the field is negligible, we can show 
(see Electricity? p. 4$) that 



where every element of magnetisation dm is to be divided by its 
distance r from the point. 

If the unit pole is moved a distance doc in any direction oc to 

a point where the potential is V + ^ doe, the work done is ^ fir. 
So that the force on the unit pole opposiiig the motion is 
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. Then the force on the unit pole, in the direction of motion 

ftyt 

or the component of the intensity in the direction x is 



dm 



Level or equipotential surfaces can be drawn in magnetic as in 
electric systems. 
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Small magnets Magnetic shells Uniform sphere. 

The potential of a small magnet at any point in its 

field. Let ACB represent a small magnet of length /, poles m, 
moment M = mL Let P be a point at a distance r from its centre 
C in a direction CP making 9 with CA. The potential at P is 

* __ m m 
AP " BP" 

Draw MCN perpendicular to CP, and draw^PAM, PNB. We 




FIG. 165. 

suppose CP so large compared with Z that AM and BN may be 
taken as perpendicular to MN ? and PM = PN = PC. 

Then PA = PM - AM = PC - AM = r- JCOR 
and PB = PN + NB = PC + NB = r + \ cos 

At 



m 



r--cos0 r+r-< 







nil cos 
cos 2 

TB 



M cos 



, , . 

when we neglect -^ 
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M 
If Q = the point P is in the axis of the magnet and V = -3. 

The intensity along the axis is 



__ 

dr ~~ r 3 

If <9 = 90, ?.. if P is in a line through C perpendicular to the 
axis, the intensity at P parallel to the axis is 

_ 1 dV _ M sin 6 _ M 

r dd ~~ r 8 ~" r 3 

and is in the direction in which increases. The component 

along r vanishes, since cos d = 0. 

These are the values which we obtained in the last chapter for 
the end-on and broadside-on positions, the values on which Gauss 
founded his proof of the inverse square law. 

Vector resolution of a small magnet. If M be re- 
garded as a vector, drawn in the direction of the axis, the potential 

- ^ at a point P is the potential of the resolute of M in the 

direction of r, and if M be resolved like a force into any number of 
components, M 15 M 2 , &c., making 1? $ 2 &c., with ?% the potential 
of the components will be 

M x cos QI + M 2 cos 2 + . . , 

-3 . 

B , M t cos Q! + M 2 cos 9 2 + . . . _ M cos 
i* - 7 .3 

since the resolved part of M equals the sum of the resolved parts 
of its components. 

Hence the potential of M equals the sum of the potentials of its 
vector components. 

This result follows also from the consideration that a magnet 
AB (Fig. 166) may be replaced by two magnets AC, CB, with 
equal poles. For the two magnets BC, CA have equal and opposite 
poles at C, neutralising each other, and are equivalent therefore to 
m at A and m at B. 

The direction and magnitude of the intensity at any 
point in the field of a small magnet. Let AB (Fig. 167) be the 
magnet with moment M ; resolve it into DE along CP with moment 
M cos 0, and FG perpendicular to CP with moment M sin Q. 

The intensity due to DE is along CP and is 2M C 3 S Q where 
ACP = d and CP = r. 
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The intensity due to FG is perpendicular to ; and is - 3 

The resultant is ~ 



cos 2 6 + sin 2 Q. 

The direction makes an angle <p with CP given by 

sin 1 , ~ 




FIG. 166. 



P . 




G. 167. 



The following construction gives the direction of the intensity. 
Draw PN, Fig. 168, perpendicular to CP, meeting the axis produced 





HtG.168. 



in N ; complete the rectangle CPNQ. Bisect CQ in T. Then 
TP is the direction of the intensity at P, For 
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tan CPT -^-i^-l- tan 
tan ci i - cp - 2 cp - g cp g 

Either from an easy geometrical construction or from the trigo- 
nometry of the two triangles CPM CPN it can be seen that CM 

= CN. Hence the following somewhat simpler construction : 
o 

Draw PN perpendicular to CP, meeting the axis in N ; trisect CN 
in M. Then MP is the direction of the intensity at P. 

We may easily work out the force on one small magnet clue, to 
another, for particular cases. For these we refer the reader to J. J. 
Thomson's Elements of Electricity and Magnetism, chap, vi, as 
we shall not need them in what follows. 

Uniform magnetic shell. Imagine a very thin steel or 
iron plate of uniform thickness bent into a surface of any form. 
The plate will of course be bounded by a closed curve. Let the 
plate be magnetised uniformly at each point and normal to the 
surface. This is equivalent to the supposition that it is built up 
of equal small magnets, placed side by side, the axis of each 
perpendicular to the surface of the plate ; or it is equivalent to the 
supposition that a layer of North magnetism of uniform density is 
spread over one face of the plate and that a layer of South 
magnetism of equal uniform density is spread over the other face. 
This system is termed a uniform magnetic shell. If a- is the 
uniform surface density and t the uniform thickness, a-t is the 

moment of the plate per unit area. 
The product art is termed the 
" strength * of the shell. We shall 
denote this strength by <f>. 

Though we never meet with a 
uniform magnetic shell in practice, 
the conception is very useful, since 
the magnetic field, for which we 
can find a simple expression, is the 
FlG - 16y - same everywhere outside the shell 

as that of an electric current of 
a certain strength circulating round the rim of the shell. 

Potential of a magnetic shell. Let AB, Fig. 169, represent 
a cylindrical element of the shell with cross-section "a. Its poles are 
acr, and its moment is curt = a$>. 

The potential at P of the element is : 

atrt cos 6 a cos 6 
H> =0-72 

If dcu is the solid angle subtended by a at P, d<*> = ~. projection of 
a on a plane perpendicular to AP = a c s . Then the potential 
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due to the element is <pda>. Now sum up for all the elements of 
the shell and V = 2<du> = $>Edt*> = 0o>, where o> is the solid angle 
subtended at P by the rim of the shell. 

At an infinite distance the angle subtended is zero and the 
potential is therefore zero. 

If we bring a unit NSP from an infinite distance to the point 
on the positive side of the shell where the angle subtended is w^ 
then we do more work against the near side than is done for us by 
the more remote side and the potential is +$<u. 

If we approach from an infinite distance to a point on the 
negative side where o> is subtended the potential is evidently $>w. 
The potential depends only on the strength $ and the angle 
subtended by the rim. Hence all shells of the same strength and 
the same contour have the same external magnetic field. 

Difference of potential of two neighbouring points, 
one on each, side of the shell. Let PQ, Fig. 170a- 9 be two 





FIG. 1706. 

neighbouring points : P on the + side, Q on the side. Let us sup- 
pose them so near that they subtend the same solid angle &> at the 
rim. In reckoning the potential, if P subtends &>, Q must be con- 
sidered to subtend 4wr &>. For.take a point o, Fig. 1705, and draw a 
sphere of unit radius with o as centre. Let a line from P, Fig. 1700, 
trace out the rim ABCD of the shell and let a parallel line from o, 
Fig. 1706, trace out the curve abed on the sphere. The area abcde 
represents w. And as the pole moves from an infinite distance on 
the + side to P the angle increases from zero to w and the potential 
at P is <pw. Now let the pole move from an infinite distance 
on the side to P. The angle 'subtended increases from zero to 
abcdf = whole area of sphere abcde : 

= 4tTT 01 



and the potential at Q is <p (4ur <*>) 
Hence potential at P potential at Q 

Ct>) 
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or the difference is the same at all pairs of points one on each side 
of the shell. 

Potential of pole m due to a shell. Since the potential 
at any point of the unit pole is <<u, the potential of pole in is <j>mw. 
We have seen that pole m sends out ^trm lines of force or unit tubes 
through the whole solid angle 4x surrounding it ; therefore through 
solid angle w it sends out $ww, or its potential is <f> x number of lines 
of force it sends through the closed curve forming the rim of the 
shell. Conversely the potential of the shell with respect to the 

pole is <[> x number of lines from the 
pole passing through the shell. It is 
easy to see that if lines of force which 
enter the shell on the* positive side are 
reckoned positive, and if those which 
enter on the negative side are reckoned 
negative, the number will be the same, 
whatever the form of the shell, so long 
as it has the same bounding curve. For 
FIG. in. let ABCDE and AFE (Fig. 171 ) repre- 

sent two forms of the shell. A line CB 

which passes through the first shell at C in one direction and at B 
in the other direction will not count in the sum ; while a line DF 
which passes only once through the first shell must pass through 
the second shell also, and will count equally for each. 

Potential of a shell in any field. If we regard the field 
as made by a distribution of polarity, the potential of a shell will 
be equal to <j> X 2 lines sent through, summed up for every element 
of polarity, or <f> x N, where N is* the total number of lines sent 
through. 

Force on a shell in any direction. Let a shell be 
displaced parallel to itself through small distance &*.' in the. given 
direction. Let the rate at which N, the total number of lines of 

force through the shell, increases in the given direction be -^~. 

(JLlX 

Then the number passing through in the displaced position js 

d ^ 
N + -f-, &r and the potential has been increased by 



This is the work which must be done in the displacement. There 

dN 
is therefore a force resisting the displacement equal to <j> -r- or the 

force tends to decrease N, and in the positive direction of -Sx is 
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The shell, therefore, tends to move into the position in which 
as many lines of force as possible pass through in the negative 
direction. This can easily be remembered if it is considered that 
it will tend to set with its negative face towards a positive pole. 

The resultant force on the shell evidently acts in the direction 
in which a given motion produces the maximum decrease in N. 

Representation of the force by elementary forces 
each, acting on an element of the rim of the shell. 
The value of N can alter only by lines moving in or -out across the 
boundary curve of the shell as it is displaced. This is seen at once 
if we imagine the lines of force to Be materialised into wires. 
The number can only be altered by the rim cutting through the 
wires. We may expect then that the force on the whole shell can 
be represented by forces acting at the rim where the cutting takes 
place. 

Let us suppose that the force on an element $$ of the boundary 
in direction x is <j>n, where n is the number of lines cut by Ss per 
unit displacement in the direction <J#. Then the total force is 

<f>!/n, = 4>-r--> since 2ra must be equal to -r~. Then we may 

regard the total force ^ -=- as the resultant of forces such as 

<f> n on the elements of the boundary. The direction in which the 
force on each element acts is that in which a given motion will make 
n the greatest. 

If H, Fig. 172, represents the field at an element &, it is evident 
that n is the greatest when x is perpendicular to H and to fa Then 



FIG. 172. 



the direction of the resultant force F on the element is along the 
normal to the plane through Ss and H. The number of lines of 
force cut per unit motion of Ss along F is H sin 68s, where is the 
angle between H and fa Then F = 0H sin BSs* 

We shall see when we study the magnetic field of a current that 
the current equivalent to a shell circulates counter-clockwise round 
the rim when seen from the side towards which the positive layer 
faces. Hence in the figure we may assign to $s, considered as an 
element of the current, the direction inwards through the paper when 
the shell lies above &? with the positive layer to the right. The force 
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on & tends to lessen the positive lines of force through the shell, that 
is, <Js tends to move upwards when H is as drawn. If we represent 
current by C, field by H, then force is in the direction in which a 
screw would move if its head were turned round from C to H, where 
C and H both act towards or both form the point of intersection. 
The rule may be remembered bv noting the alphabetical order of 
C to H. 

Field due to a uniformly magnetised sphere. Let us 
suppose that a sphere consists of small parallel bars or fibres of 
equal cross-section a and with equal poles la. Then it is said 
to be uniformly magnetised with intensity I in the direction of the 
fibres. 

Let PQ, Fig. 173, represent the end of one of the fibres, and let the 
radius OP make Q with the direction of magnetisation. 

The polarity at PQ is la. The area of the end of the fibre on 

the sphere is -., and if the surface density on that area is or 

r cos 6 J 



era 
cos 6 



la or cr = I cos 6. 



We may therefore represent the action of the magnetisation out- 
side the sphere by a layer 

o- = I cos 0, 

which will be positive on one hemisphere through which increases 
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FIG. 174. 



from to 90, and negative on the other hemisphere through which 
6 increases from 90 to 180. 

We may obtain the potential of this distribution by a simple 
device due to Poisson. 

Imagine a sphere equal to the magnetised sphere, but consisting 
of positive polarity of density p, uniformly distributed through its 
volume. Let its centre be at 0. Superpose on this an equal sphere 
consisting of uniformly distributed negative polarity density p 
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but with its centre at O', a small distance from O, O'Q being in 
the direction of magnetisation. Then the two spheres will neutralise 
each other everywhere where they overlap. But on one hemisphere 
there is left a positive layer unneutralised, and on the other a 
negative layer unneutralised. The total quantity thus left acting at 
P on area dS t Fig. 174, will be pPQ^S = />RQ cos (MS = pOO' cos 0dS. 
If we make />OO' = I, this quantity is <rdS, where a- = I cos 0. 

That is, the two superposed spheres give the actual distribution 
which exists on a uniformly magnetised sphere. Now the potential of 
a sphere at an external point is the same as if it were collected at its 
centre. Hence the potential of the two at an external point, distant r 



in direction 6 with OO', is the same as that of a pole 3 trcPp at 0, 

and a pole 5 Tra 3 p at O', where a is the radius of the sphere, or is 

the same as that of a short magnet length 
OO' with moment 




can calculate the field within the 
FlG r5 sphere on the supposition that the two 

surface layers act as if the space within 

were air. The force due to a uniform sphere at a point within it 
is due to the part of the sphere included within a concentric sphere 
drawn through the point. Hence at a point P, Fig. 175, it will be 

alon g O -P* <l ue to the P ositive sphere, and 



4 PCX 3 4 . * 

' along PCX, due to the negative sphere. 



The resultant of these two is by the triangle of forces equal to 
1 7r/>OCX = | TT! parallel to OCX, or the field within the sphere is 

everywhere uniform and in the direction parallel to OO'. 

Force on a small magnet placed at a point in a non- 
uniform field. If a small magnet, length I, pole strength iw, and 
therefore with moment M = ml, is placed in a field which is not 
uniform, the magnet will set in the direction of the line of force 
through its centre, but the forces on the two poles will not be quite 
equal and opposite, and the magnet will move in the direction of 
the resultant of the two forces. 

If, for instance, it is placed in the field radiatuig from the NS 
pole of a long magnet, it will ultimately set in a line of force and 
its SSP will be nearer the pole producing the field than its NPS. 
It will therefore tend to move inwards, that is, to the stronger 
part of the field. 

Or if it is placed in the circular field round a straight current. 
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2C 
the intensity of which is , where C is the current and r the 

distance from the axis of the wire, the forces on the pole, though 

equal, will not be opposite. Let 
O, Fig. 176, be the centre of the 
wire, NS the small magnet. The 

forces on N and S are - , 

tangential to the circular line of 
force through NS. We may take 
the sides of the triangle ONS to 
represent the two forces and their 
resultant, each side being per- 
pendicular to the force which it 
represents. Hence the resultant F is given by 

= NS :0 N=Z:r. 




and it is directed inwards towards O and again towards the 
stronger part of the field. 

We can obtain an expression for the force acting in any field 
by finding .the potential energy of the magnet with respect to the 
field. Suppose that the magnet is brought from a great distance, 
where the field is zero, to its actual position, and let it move always 
so that the South pole follows in the track of the North pole. 
The total work done in moving the South pole is equal and opposite 
to the work done in moving the North pole up to the point finally 
occupied by the South pole, and the potential energy will 
therefore be the work done in moving the North pole the 
extra distance equal to the length of the magnet. Let H 
be the intensity of the field, then the potential energy will be 



The force in any direction so will be 

-^X=:M 

dx djc* 

It is therefore the greatest in the direction in which H increases 
most rapidly, or the magnet tends to move to the strongest part 
of the field. 6 * 

If the magnet be turned end for end, and be constrained to 
keep in that direction, the forces on the poles are just reversed, and 
the magnet tends to move in the direction of most rapid decrease 
of H or into the weakest part of the field- 



CHAPTER XIX 
INDTTCED MAGNETISATION 

Magnetic induction Induction and intensity in air Lines and tubes 
of induction in air Induction within a magnetised body Hydraulic 
illustration Equations expressing continuity of potential and continuity 
of induction tubes Representation of induced magnetisation by an 
imaginary distribution of magnetic poles acting according to the inverse 
square law Magnetic susceptibility Imagined investigation of B and 
H within iron Permeability and the molecular theory Induction in a 
sphere of uniform permeability p placed in a field in air uniform before its 
introduction Long straight wire placed in a field in air uniform before 
its introduction Circular iron wire in a circular field Energy per 
cubic centimetre in a magnetised body with constant permeability The 
energy supplied during a cycle when the permeability varies Calculation 
of induced magnetisation is only practicable when the permeability is 
constant Diamagnetic bodies Magnetic induction in a body when the 
surrounding medium has permeability differing from unity. 

Magnetic induction. We have seen that when a mag- 
netisable body, such as a piece of iron or steel, is introduced into 
a magnetic field it becomes a magnet by induction. We shall 
investigate in this chapter methods of representing this induced 
magnetisation. 

The magnetic force on a pole placed at any point in the air 
surrounding the magnetised, body may be calculated as if it were 
due to the direct action of polarity scattered over the surface 
or through the volume of the body, each element of the polarity 
acting directly on the pole with intensity inversely as the square 
of the distance. But it must be remembered that this is a mere 
working representation, adopted for the purpose of calculation. 
The magnetic condition must be regarded as existbg at every 
point in the field, whether a test pole is placed there to reveal it or 
not. The force on a pole in the field is due to the altered the 
magnetic condition of the medium immediately round it. 

Faraday, who introduced the idea of action through and by the 
medium into magnetism as well as into electricity, introduced also 
the use of lines of force, or, as we shall here term them, lines of 
induction, to describe the condition of the field, and he showed that 
these lines gave not only the direction of the intensity but also 
that by their crowding or sparseness they gave its magnitude. He 
was led by his idea of an altered condition of the medium to the 
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great discovery that when polarised light is passed through certain 
media along the lines of magnetic induction, the plane of polarisation 
is rotated, a discovery clearly proving that in these media the 
altered condition is no mere hypothesis, but a certain fact. He also 
laid emphasis on the idea, which, however, was not a new one, that 
the magnetic condition of a magnet is not merely a condition on 
its surface or at its poles, but that there is something going on inside, 
something symbolised by the passage of lines of induction through 
it. We are driven to this conclusion by observing that when we 
break a magnet in two, new poles are developed on the broken 
ends. The change in length of iron bars on magnetisation, a change 
proportional to the length, is perhaps further evidence of some 
action or some change of condition within the metal. 

It may appear to be a difficulty in the way of accepting the action 
by and through the medium that the action of a magnet is 
practically the same through or in most media surrounding it. It 
is very nearly the same whether the magnet is surrounded by water 
or by air, or whether it is placed in a vacuum. We must then 
suppose that there is some medium even in a vacuum which is 
altered by the presence of the magnet, that there is something 
which can transmit momentum and which can possess energy. 
But this difficulty has to be faced in considering the phenomena of 
radiation. Radiant energy passes at very nearly the same speed 
through air and through the highest vacuum which we can create, 
and it passes through the vacuum, as far as we yet know, without 
any loss of energy. There is something, then, in" the vacuum which 
can take up and propagate radiant energy and its accompanying 
momentum, and nearly in the same way as if air were present. 
When we speak of a field in air, we must not, then, imply that the 
air is the seat of all the action, the storer of all the energy. 
Doubtless it takes some share in the action, but the medium which 
pervades a so-called vacuum is no doubt present, and in all proba- 
bility takes its share in the action. 

Induction and intensity in air. When magnetisation 
of iron takes place by induction, we symbolise it by supposing that 
lines of induction pass through the iron, and we say that induction 
goes on within it We may think of the induction within as 
implying a condition in the iron similar to that which exists in 
the neighbouring air outside, but in general the action, whatever it 
is, will be greater. The term induction is therefore extended to 
denote the alteration existing in the air, as well as that in iron. 

In the air, or in any non-magnetic medium, we take the 
intensity H, the force on a unit pole, to represent the induction, 
both in magnitude and direction. In doing this we make no 
hypothesis as to the nature of the induction. All that we imply is 
that the inductions at two points P and Q in air will differ from 
each other in magnitude and direction in the same way as the 
intensities at P and Q, and we so choose the unit of induction 
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that if the intensity at a point in the non-magnetic medium is H 
and the induction at the same point is B, then B = H. 

Since the induction and the intensity are thus made to coincide 
in air, the only medium in which we directly measure H, the 
employment of the two terms appears at first sight needless. 
But we shall see directly that we are led to assign to them 
different values in magnetic media, and in permanent magnets and 
in crystalline media they may even have different directions. 
They "imply, too, even in air, different modes of viewing the action. 
" Intensity " is the result of experiment. We suppose that we 
place a unit test pole at the point considered and measure the 
mechanical force upon it. It is the measure of the action of the 
medium on something, as it were, outside itself, viz. the test pole. 
It corresponds in fact to stress in ordinary elasticity. " Induction " 
implies that there is an alteration in the medium and corresponds 
to strain in elasticity. In elasticity we have 

stress = modulus X strain, 

and when we know the modulus we can determine the strain by 
measuring the stress. The magnetic equation B = H implies 
units so arranged that the magnetic quantity corresponding to 
the modulus is unity in air, 

We may here follow the analogy with elasticity one step 
further. The energy per unit volume in a strained body is 
proportional to stress x strain. In the magnetic field, then, we 
might expect it to be proportional to the product HB, or, since we 
make B = H, proportional to H 2 . We shall see later in the chapter 
that there is some reason to suppose that it is H 2 /8?r. 

Lines and tubes of induction in air. Lines and tubes 
of force in air may now be described as lines and tubes of 
induction, and along a given tube 

induction X cross-section = constant. 

The total flux of induction through any closed surface, the 
surface being entirely in air, will be zero whether it encloses 
magnetised matter or not. For if it does enclose it the two 
polarities are equal and opposite, and the total polarity within the 
surface is zero. 

Induction within a magnetised body. Let us suppose 
that an iron sphere without permanent magnetism is placed in a 
field in air which before its introduction was uniform, i.e. was such 
that the lines of induction were straight and parallel. We 'take 
the case of a sphere, since on a certain supposition, as we shall see 
later (p. 4$), the course of the lines of force within the sphere can 
be determined, but the general ideas we gain from the sphere will 
apply for any form. The course of the lines of induction in the 
air will be altered by the introduction of the iron as indicated in 
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Ko. 177, the lines being drawn in towards the sphere. The figure 
represents those on a diametrical plane parallel to , the origina 
direction of the field. The total polarity over one hemisphere is 
equtl and opposite to the total polarity over the other hemisphere, 




FIG. 177. 

so that as many lines of induction converge on to one hemisphere 
as diverge from the other. . , 

Now imagine that the sphere is cut through in a plane perpen- 
dicular to tht central line of induction and that the two halves are 




FIB. 178. 



drawn a very small distance apart. Then we shall have tubes 
of induction crossing, the air gap thus formed, and as many 
tubes will cross the gap as enter the curved surface of one 
hemisphere and leave that of the other. For we can draw a closed 
surface entirely in air closely surrounding either hemisphere, and 
the total flux through such a surface is, as we have seen, zero, or the 
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flux across the gap must be equal and opposite to the flux over the 
curved hemispherical surface. 

All this may be regarded as experimental. We now make the 
fundamental supposition that the lines and tubes of induction are 
continued through the iron, that the tubes crossing the air gap are 
the continuations of those in the air outside, and that along each 
tube, induction x cross-section is constant, and has the same value 




FIG. 179. 

as the same product for the same tube outside the iron. We shall 
see later that on a certain supposition the tubes will go straight 
through the iron, or that the induction within it is uniform. 

We may now close up the gap, having only used it to emphasise 
the idea that the induction runs through the iron, and we have the 
lines of induction as in Fig. 179, and along any tube induction x cross- 
section = constant whether it is in iron or air. Let us now, Fig. 180, 




FIG, 180. 
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draw two level surfaces, or surfaces cutting the lines of induction at 
right angles, one through Pclose to the point at which the central line 
enters the iron, and the other through Q close to the point at which 
it leaves the iron. It is evident that these surfaces must bend, the 
one downwards, the other upwards, as indicated in the figure, coming 
nearer together far out at HS, where the field is practically un- 
affected b} T the iron, than they are at PQ, close to the iron. Now, 
we have no way of experimentally measuring the intensity H 
within the iron. But we make the supposition that it is such that 
in passing from one level surface to another, intensity x path "is 
constant for all paths whether in air or iron ; or, if H is not uniform, 
then if ds is an element of path, fHds is the same for all paths 
from one level surface to another. Since, then, the level surfaces are 
further apart at PQ than they are in distant parts of the field, H 
is less within the iron than in those distant parts, i.e. less than it 
was before the iron was introduced. But just outside the sphere at 
P or Q the tubes of force or induction have narrowed, in converging 
on to the iron, and so H is greater there than it was before the iron 
was introduced. Then H in air at P is greater than H in iron 
close to P. But B in air at P is equal to B in iron close to P, and 
since B in air is equal to H in air, B in iron close to P is greater 
than H in iron at the same point. 
Let us put in the iron 



/* is termed the permeability of the iron. 

If we put H = - B and compare with the elasticity relation 

stress = modulus x strain 

we see that I/JUL corresponds to the modulus of elasticity. It 
represents as it were the difficulty, while ^ represents the ease, of 
magnetisation. 

To sum up. We have in air B = H, where H can be experi- 
mentally determined, and therefore B can be determined. In iron 
we can suppose that B is determinate from the continuity of the 
induction flux along a tube as it passes from ftir into iron. We 
can also suppose that H is determinate from the constancy of 
potential difference as we pass from one level surface to another, 
whether through air or through iron. We have seen that in iron B 
must be greater than H, and its ratio to H is termed the permea- 
bility of the iron. 

We have considered only the case in which the magnetisation 
is produced by induction, and have disregarded the possibility of 
permanent magnetism in the iron. If there is permanent magnetism 
we can no longer assume that fHds between two level surfaces is 
the same through air as through iron. 
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Hydraulic illustration. A hydraulic illustration may 
help us to realise the meaning of magnetic permeability. 

Imagine that ABCD, Fig. 181, is the cross-section of a slab of 
spongy or porous material indefinitely extended to right and left, and 
that a liquid which entirely fills the pores is being forced through 
it by a pressure across AB in excess of that across CD. Then the 
liquid will flow with a velocity from AB to CD such that the viscous 
resistance balances the difference of pressure. On the average the 
flow will be straight across from AB to CD and the pressure will fall 
uniformly from one face to the other* This corresponds to a uniform 
magnetic field. The pressure corresponds to the potential, and its 
slope, or fall per centimetre, to the intensity. The velocity will be 



O 



FIG. 18L 

proportional to the pressure-slope and will correspond to induction. 
Evidently, if we draw a tube of flow, velocity x cross-section, or 
total flow, will be the same throughout its length. 

Now imagine a portion of the slab represented as spherical 
in the figure made more porous, and therefore less resisting, than 
the rest. Evidently the liquid will flow more rapidly through 
this portion. The lines of flow will converge on to the end nearer 
AB, and diverge from that nearer CD. The surfaces of equal 
pressure will be deformed just as are the magnetic level surfaces iii 
fig. 180. The total flow along a tube will be the same whether it is 
within or without the larger-pored space occupied by the sphere, 
and the pressure-slope will be less within than without that space. 

We could replace the sphere with its larger pores by one having 
pores equal to those outside it, if we supposed that where the tubes 
of flow enter the sphere, there are " sinks " or points at which fluid 
is removed somehow from the system, the amount removed being 
the excess of fluid coming up over that which the given pressure- 
slope will drive through the sphere on the supposition of pores equal 
in size to those outside. On the surface of the other hemisphere, 
where the fluid emerges, we must suppose that there are " sources" 
or points at which fluid is somehow introduced into the system to 
make up the excess of outward flow over the flow through the sphere. 
The " sources " must introduce just as much as the u sinks ** remove. 
This mode of representation corresponds to the representation of 
the magnetic induction by polarity distributed over the surface and 
it brings to the front the artificial nature of that representation. 

Though we are not here considering permanent magnetism, we 
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may point out what would correspond to a permanent magnet in 
the fluid illustration. 

A steel magnet in air would correspond to a larger pored 
region, and in the pores we should have to imagine small turbines 
fixed, driving the liquid in a given direction. The turbines would 
represent the magnetic molecules, and each turbine would have to 
produce a flow proportional to the strength of the molecular pole. 
As much fluid would be drawn in at one end of the region as was 
driven out at the other, and the fluid would circulate back through 
the surrounding space, the lines of flow representing the lines of 
force. 

Equations expressing continuity of potential and 
continuity of induction tubes. We may conveniently term 
the condition that the difference of potential between two points is 
the same, whether we pass from one to the other through air or 
through iron, the condition of continuity of potential, for it implies 
that the potential is the same at two points quite close together, 
one in air, the other in iron, and we may put the condition into the 
following form : 

Let PQ be two neighbouring points on the surface of the iron. 
Let Hj be the intensity in the air close to PQ and let its direction 
make 6^ with the normal to the surface at PQ. Then H x sin X 
is the component of the intensity parallel to the surface in the air. 
Let H a be the intensity in the iron close to PQ and let its 

direction make 6 2 with the normal. 
Then H 2 sin 2 is the component of the 
intensity parallel to the surface in the 
iron. In order that the difference of 
FIG. 182. potential between P and Q shall be the 

same in "air and in iron, these com- 
ponents must be the same in direction and equal in magnitude. 
The first condition implies that Hj and H 2 are in one plane with 
the normal, while the second requires that 

H x sin Q! = H 2 sin Q y 

We may conveniently term the condition that the flux of induction 
across a tube is constant, the condition of continuity of induction 
tubes, and we may put it in the following form : 

Let Fig. IBS represent the section of a tube of induction enter- 
ing the iron at PQ by the plane through the normal QM and the 
line of induction in the air through Q. It passes through the line of 
induction in the iron also, if we assume that the directions of 
induction and intensity in the iron coincide, as they do in air. Let 
0i #2 b 6 ^ ne angles which the direction of the induction makes 
with the normal in the two media. Let QR PS represent cross- 
sections of the tube in the two media, the breadth of the tube 
perpendicular to the paper being the same in each. The con- 
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trauity of "'induction gives B 1 .QR = B 2 .PS, where B x is the 
induction in air, B 2 that in iron ; 



or 



whence 



. PQ cosOj = B 2 .PQcos0 2 

B x cos Q : = B 2 cos 6 y 
Thus while the components of intensity parallel to the surface are 

M 




equal, the components of induction perpendicular to the surface 
are equal. ... .,, 

If instead of air and iron we have any two media with 
permeabilities Ml and Ma , intensities H t H 2 , and inductions B x B 2 , 
we still have 



Putting B I= =: Ml H 19 andB 2 = ^H^the equation of continuity 
of induction becomes 



cos = 



cos 



and dividing the two sides of the equation of continuity of potential 
by these we get 



tan 



We may term this the law of refraction of magnetic tubes. It 
.plies of course only to ca,<*es in which the conditions of continuity 



ap 
hold. 
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When we compare the foregoing investigations with the 
corresponding investigations in electricity we see that magnetic 
intensity corresponds to electric intensity, and magnetic induction 
corresponds to electric strain. The magnetic equation 



corresponds to the electric equation 



so that JJL corresponds to 

The introduction of 4<7r in one of these is very unfortunate, for 
it destroys the exact correspondence of formulae in the two cases. 
It arises from the fact that the units are so chosen that unit quantity 
of electricity sends out one tube of strain, while unit quantity 
of magnetism sends out 4^ tubes of induetidn. Heaviside* has 
introduced a system of " rational units " in which unit magnetic 
pole, like unit quantity of electricity, sends out one tube. But the 
difficulty in the way of change in the practical units has not yet 
been faced. 

Representation of induced magnetism by an 
imaginary distribution of magnetic poles acting ac- 
cording to the inverse square law. We have seen that 
the intensity changes when we pass from air into iron, or more 
generally when we pass across a surface at which the permeability 
changes. For purposes of calculation we can imagine the change 
of field to be produced by a layer of magnetism, a layer of poles 
distributed over any surface where JUL changes from one con- 

stant value to another, or distributed 
through the volume if the change in p. 
is gradual. These poles are supposed 
to act according to the inverse square 
law and as if the whole space were of 
unit permeability. 

Let us consider a change of per- 
meability at a surface PQ, Fig. 184, 
from 1 to yot, and let the figure represent 
the section of a tube of induction by a 
plane containing H x and H 2 , and let 
the tube stamp out an area a on the 
surface, represented in section by PQ. 
FIG. 184. L et ^ be fche sur f ace densit of the 





imagined magnetic poles. Since our supposition is that the surface 
magnetism would, in combination with the external poles, produce 
the observed intensities if it acted in air on both sides, we may 
apply Gaus^s t^ieprem to the surface PRQS. The theorem states 



.* Electrical Papers, i, 262; ii, 543. 
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that if N is the component of the intensity normal to the 
surface 5 

f^dS = 4<7r X quantity within. 

For the surface chosen N has value Hj over PR and H 2 over 
Q3, and is zero on the sides. If # x # 2 are the angles with the 
normal made by Hj H 2 , the cross-sections at PR and QS are a cos <9 3 
and a cos # 2 , so that we get 

Hj a cos QI H 2 a cos 2 = 4-Tra-a 

, H, cos 0, EL cos 9 9 

ana o- = * - =S - - - - - 

*7T 

We may express <r in terms of either H.,- or H 2 , since Hj cos 6j 
= B x cos X = B 2 cos # 2 = ^tH 2 cos 2 , whence 




cos 



cos 



It is easily seen that if /* is constant within the surface the total 
magnetism on one end of a tube where it enters the surface is 
equal and opposite to that on the other end where it leaves. For 

<r . PQ = crQS/cos 2 = ** ~ H 2 . QS, which is constant along the 

tube within the body. 

Magnetic susceptibility. In another way of viewing the 
magnetisation of iron in air, the distribution 
of polarity imagined as above is regarded 
as the surface manifestation of the internal 
magnetisation of the iron, and we may then 
consider the surface layer <r as describing a 
real physical condition of the iron beneath it. 
Let PQRS, Fig. 185, represent a tube of in- 
duction entering the iron at PQ, and leaving 
it at RS. We shall suppose that JUL is constant 
within the iron, so that magnetism need be 
imagined only at the ends PQ and RS. We 
may represent this magnetism by supposing 
that the tube is divided into magnetised 
fibres, each with poles only at PQ and RS. If we could cut through 
these fibres at any intermediate section MN, perpendicular to 
the axis of the tube, opposite polarities would be developed at the 
two cut faces, each equal in total quantity to the polarity at either 
end. If the surface density of magnetism on MN is I, MN X I is 
constant along the tube and js equal to PQ X cr. If MN is close 
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to PQ, then if 2 is the angle which the axis of the tube makes 
with the normal to PQ, 

MN = PQ cos 2 

and PQ X a- = MN X I = PQ X Icos0 t 
or <r = I cos 2 . 

I is termed the intensity of magnetisation. It must not be 
confused with H, the field intensity, or the force per unit pole. 
Since I X MN is constant along the tube and since B X MN = 
M H X MN is also constant, I is proportional to/*H, or to H since 
we are taking JJL as constant. 

Let us put I = <cH. 

K is termed the magnetic susceptibility of the iron, or, sometimes, 
the coefficient of magnetisation. 
Let us take MN close to PQ : 

We have cr = I cos 6 2 = K& cos 2 . 

But also <r = 7- H cos a . 



Then 



and /* = 1 + 47T/C, 

Imagined experimental investigation of B and H 
within iron. Lord Kelvin imagined a method of investigating 
the values of B and H within iron which, though experimentally 
unrealisable, is a valuable aid to understanding the difference be- 
tween the two quantities, induction and intensity of field. Let us 
suppose that a long and exceedingly narrow tunnel is made along 
a line of induction in the iron. If narrow enough it will not 
disturb the magnetisation in the iron round it except very close to 
the ends, and at a distance from the ends the intensity within the 
tunnel will be the same as in the iron close to its sides, or as in 
the iron before the tunnel was made. We may regard this as a 
consequence of the condition of continuity of potential, or if we do 
not wish to assume that condition we must regard this as a defini- 
tion of H within the iron. Since the tunnel is free from iron we 
can imagine H to be measured within it by means of the vibration 
of a minute needle of known moment. Since the needle is in 
iron-free space we can calculate the intensity of the field in which 
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it is placed from the distribution of poles throughout the system, 
these poles acting according to the inverse law. 

Now suppose that instead of making the tunnel we make a cut 
through the iron perpendicular to the lines of force and remove a 
very thin wafer-shaped portion of the iron. The lines of induction 
go straight across the crevasse thus formed and the tubes of induc- 
tion have the same cross-section in the crevasse as in Jhe iron on 
either side. But in the iron-free space in the crevasse the induction 
is equal to the intensity. The intensity will be that previously 
existing + that due to the new surface layers formed on the two 
faces of the crevasse, say I, and these will produce intensity 4wl. 
Hence within the cavity the intensity is 

B = H 4- 4x1 

where H is the intensity before the crevasse was made, or putting 
I ^ /cH 5 the intensity in the crevasse which is equal to the indue* 
tion in the iron before the crevasse was made is 



B = H + 

Putting B = ^H 

we get fj. = 1 + 4?<2f/r. 

The quantities B and H are to be regarded as the two funda- 
mental quantities. The quantity I, which is equal to(B H)/47r 5 
is a convenient quantity to introduce in that it enables us to express 
simply the polarity which we may suppose to be distributed over 
the system where /& changes in order to calculate the intensity of 
the field, using the inverse square law. This supposed polarity is 
somewhat artificial if we accept the principle of continuity of flux 
of induction. In electricity the tubes actually end on conductors 
and the charges at their ends may be regarded as having a real 
existence. But in magnetism the tubes of induction never end. 
Either they come from an infinite distance and go off to another 
infinite distance or they are re-entrant and form closed rings. The 
polarity <r which we suppose to exist where a tube passes from one 
medium to another with different p. is merely a device introduced 
to enable us to calculate the effect of change of medium. 

Permeability and the molecular theory. We can give 
some account of the greater permeability of iron as compared with 
air on the molecular theory in the following way, in which we only 
attempt to give a general idea. 

Let NS, Fig. 186, represent a magnet and consider one of its Ikies 
of force as drawn through P. Now introduce just outside this line 
a small magnet NS, Fig. 187, turned so that its lines run in the^ 
opposite direction through P, and let us suppose for simplicity that" 
it is of such strength and in such a position that it just neutralises 

Q 
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the field of the other at P. Then the lines will destroy each other 
at P and the line from N will run through the small magnet some- 
what as drawn in Fig. 188, or the line has been pulled out of the 
air into the iron of" NS. 

If a piece of previously unmagnetised iron is put into the 
position of NS its molecular magnets first tend to set along the lines 




FIG. 1S6. 



of force of NS, and then each molecular magnet so setting has an 
action like that of NS as above considered. It draws out of the 




FIG. 187. 



field round it lines of force due to NS, concentrating them on itself. 
Regarding induction rather than force, we may say that each 
molecular magnet setting along the lines in the field draws into 




N 




FIG, 188. 

itself some of the induction due to NS and makes it continuous 
with its own induction. 

We shall now consider some cases of induction. 

Induction in a sphere of uniform permeability ^ 
placed in a field in air uniform before its introduction. 
Let tlae uniform field into which the sphere is introduced be H. Let 
os &SSWIQ that the sphere is uniformly magnetised by induction 
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and that its field is superposed on H. We have shown (p. 226) 
that a sphere radius a, uniformly magnetised with intensity of 
magnetisation I ? has a field without it the same as that of a small 

4 

magnet with moment - wa z l placed at its centre, and with axis 
o 

in the direction of I, and that it has a field within the sphere 

uniform and equal to - r ^1. We are to find the value of I 

3 
which will satisfy the conditions of continuity of potential and 

fTC l$lMs 9. 




FIG. 189. 

flux of induction. The supposition to which we have already 
referred (p. 231) is that this gives the actual magnetisation. 

Consider a point F at the end of a radius OP making with 
the direction of H. We may resolve the small magnet equivalent 

4 
to the sphere into two, one along OP with moment ^ -Tra 3 ! cos $, 

4 
and the other perpendicular to OP and with moment % ra 3 ! sin Q 

respectively. 

The intensity of the field just outside P due to the former* will 

* Q 

be along OP and equal to ^ TT! cos Q. That due to the latter will 

4 
be perpendicular to OP and equal to ^ ?rl sin 0* The field intensity 

parallel to the surface is obtained by combining this with the 
component of H and is 

4 

H sin Q TT! sin Q. 
o 

4 
Just within the magnet 'sed sphere its own field is ^ TT! parallel 

4 
to H, so that, adding H ? the total intensity of field is H - ^ TT!* 
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The component parallel to the surface is 

4 
H sin 9 5 7rl sin 0. 

Thus the condition for continuity of potential is satisfied. 
The normal intensity just outside the surface is 



o 
H cos + wl cos 



and as the medium is air this is equal to the normal induction. 
The normal intensity just inside the surface is 



4 
H cos % TT! cos 6 



and since the permeability is /* the normal induction is 

/ 4 \ 

juJHcos 0- g<7rlcos0). 

Equating the normal induction without and within, the condition 
of continuity of flux of induction is satisfied by 



The intensity of field within the sphere is 



If / is large, as it may be for iron when H is not very small, 
this approaches the value 



while I approaches the value 

SH 

4<7T 

or approaches the same value for all large values of ft. The 

o 

normal intensity just outside the sphere (H + ^TT!) cos approaches 

the valuje 

SHcosfl 

and the tangential intensity (H ^TT!) sin approaches zero unless 
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Q is very near 90. That is, the lines of force enter the sphere 
very nearly normally when ^ is large except near the equatorial 
plane. 

If we use K instead of jut, we obtain 



Long straight wire placed in a field in air uniform 
before its introduction. Experiment shows that with a long 
straight wire placed in a uniform field the polarity is developed chiefly 
near the ends.* Let us suppose that the induced poles are m, 
that the radius of the wire is r, and that its length is Z. Let us as an 
admittedly rough approximation suppose that m are at the ends 
If the original field is H, the field at the centre within the wire i 

H - Sw = H - 



If the magnetic susceptibility is K the intensity of magneti- 
sation is 

I== / Sm\ 



and the total polarity on a section imagined to be made through 
the centre will be 



The assumption that the poles are at the ends gives 



or m = 



If &*JP is so small that we may put the denominator = I* 
that is, if we may neglect the effect of the ends in calculating the 
induction in the middle parts of the wire : 



This is nearly true if I is greater than 8QOr. 

Circular iron wire in a circular field. If a solenoid be 
bent round into a circle, the intensity H of the field within it, at a 



* Ewmg, J%M^MJ Jftdurife* efcap. ii ; Searle and Bedford, Phil. 
A, 198, p. 98. , 
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distance r from the axis through the centre of the circle, is given by 



where n is the number of turns of the solenoid and C is the current 
in it. 

Then 'H-* 

r 

If a wire of permeability fj. and of uniform cross-section forms 
a closed ring of mean radius r within the solenoid, the iron is 
magnetised; but there are no poles formed, for the tubes of 
induction go round through the iron and do not pass into or out 
of it anywhere. The intensity in the iron must be the same as 
that in the air close to it and is therefore given by the above 
equation. The induction and the intensity of magnetisation are 



" ~ "" ,_ 

r %-wr 

Energy per cubic centimetre in a magnetised body 
with constant permeability. We may use the last case to 
obtain an expression for the distribution of energy in a magnetised 
body when the permeability is constant as, for instance, in iron in 
the first stage of magnetisation represented by O A Fig. 130. 

We shall suppose that a thin iron circular ring forms the core 
of a circular solenoid as above and that the field intensity within 
the solenoid, due to the current in the solenoid, is H. Let a be the 

cross-section of the iron. Let B = /^H 
be the induction in it. Then the total 
flux of induction through the iron is 
aB. Now imagine a cut made through 
the iron and a gap formed as in Fig. 
190. If H due to the solenoid is in 
the direction of the arrow, the poles 
at the gap will be as indicated by N 
and S. Let the gap formed be so 
narrow that the magnetisation of the 
iron remains the same as before it 
was made. The induction in the gap, 
then, is B, and this would be produced 
by polarity of surface density B/4-rr 
or total polarity ctB/4<7r. 

It is to be noted that the intensity of magnetisation I in the 
iron does not give us this polarity. From it we should get 
<r = I = /cH, and the intensity of field in the gap due to <r would 




FIG. 190. 
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be 4*7T7cH." But or is only imagined in order to account for the ex- 
cess of intensity of field in the air over and above that which was 
existing before the iron was introduced. We must, therefore, add 
H, and the total intensity in the gap is 4-Tr/cH + H = yuH = B as 
above. In calculating the energy in the iron, we have to deal with 
the total induction, not the excess over that previously in the air 
displaced. 

We observe that H is due to an external force applied to the 
iron. In elastic stress and strain an external stress strains^ a body 
until an internal stress is brought into play equilibrating the 
external stress. Work is done against this internal stress in 
increasing the strain, and energy is put into the body proportional 
to internal stress and increase in strain. So in the magnetisation of 
the iron, induction" magnetic strain "is produced by the ex- 
ternal magnetising stress H until an equal internal stress is called 
into play by the iron, and the energy put into the iron is the work 
done against this internal stress, equal and opposite to H at each 
step, as H increases from zero to its final value. 

Let the induction be increased by dB, by a small increase of 
current in the solenoid. We may represent the process of increase 
by imagining that North-seeking magnetism adBf&Tr is ^separated 
from an equal quantity of South-seeking on the South side of the 
gap and that it is carried round through the iron against the 
intensity H exerted by the iron, this intensity being equal and 
opposite to the external intensity due to the coil. 

If the length of the iron is 1 the work spent in the increase is 



ZH 

and the total work spent in magnetising the iron will be 

H 



Since //, is constant we may put dB=/*ZH and we get total work 
spent, or the energy supplied 



or, since la is the volume of the iron, the energy supplied per cubic 
centimetre is 

pH* _ B a 

&T" 



and if we assume that this energy is stored as magnetic energy in the 
iron, these expressions give the energy per cubic centimetre. 
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It is to be noted that the energy supplied only gives us the 
energy stored, when the process of magnetisation is " reversible,' 1 
so that a given field produces a given induction, as it does when 
fjL is constant. When the magnetisation may be the same for quite 
different fields the energy spent is different for different paths 
from one condition to another, and our investigation does not 
lead to a value for the energy stored in the iron. But we may 

find an expression for the energy 
supplied in any change. 

The energy supplied during 
a cycle when the permeability 
varies. If ^ varies we can represent 
the energy supplied by an area on the 
diagram, Fig. 191, which gives the 
relation between H and B. Let the 
curve OPQA represent the relation 
between B and H when H is increased 
from zero to ON in a piece of iron 
previously unmagnetised. 

Let PQ represent a small step in 
the process; then if we deal with 
1 c.c., the work done in the step PQ is H<ZB/4<7r = PR x RS/4?r 

= j- X area of strip PS. The total work done as H changes from 
to ON is 2- x the sum of such strips, or -p- X area of OPAMO, 

W * 4*7T 

If when H has reached the value ON it is diminished again, we 
know that B does not fall off as would be represented by the curve 
AQPO, but somewhat as represented by the curve ATCD in Fig. 1 92. 




191. 




G, 192. 



When H is reduced to zero, induction OC still remains in the iron 
and it is necessary to reverse H and give it a value, such as OD, 
before the induction is destroyed. The work done in increasing 
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H to ON and then reducing it to zero is ~ (OPAMO-CTAMC) 
= j- OPATCO. The work done in increasing the negative value 

of H to OD is OCDO, or the total work done is ~- OPACDO. 

If we take the iron through several hundred cycles of H between 
values + ON and ON, then in the later cycles its cycle of 
magnetisation is represented very nearly by a closed loop as in 
Fig. 193, the hysteresis loop. In each cycle the work done on the 




FIG. 193. 

iron piece is represented by T X area of loop, and in each cycle the 

energy represented by this work is dissipated and appears as heat 
in the iron. 

We shall return to this subject in Chapter XXL 
Calculation of induced magnetisation is only 
practicable -when the permeability is constant* When & is 
constant we may calculate the magnetisation, induced in a given 
field in certain cases, of which we have given easy examples in the 
sphere and the ring. But when //, varies, as it does with ferro- 
magnetic bodies as soon as H rises above a small value, hysteresis 
comes into play and the equations B = /xH and I = /cH may cease 
to have meaning. For example, suppose that, as in Fig. 19$, H is 
taken to the value ON, and is then reduced again to zero, B and 
I still have positive values, that of B being represented by OC 9 and 
there is no meaning in saying that B = /*H at this stage, 

Diamagnetic bodies. If a material, instead of concentrating 
the lines of force upon itself, widened them out that is, if, taking 
the fluid illustration of p. 85, it were like a hydraulic system in 
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which the pores were smaller and more resisting than in the 
surrounding medium then a sphere placed in a previously uniform 
field would produce a distribution of lines of force like that given 
in Fig. 194. 

Let us assume as before that the lines of force are parallel within 
the sphere. In order that the level surfaces may cut the lines of 
force at right angles, they must be nearer together within the 
surface than they are at a distance outside. The intensity within 
the body is therefore greater than it was before the body was 




introduced, while the flux of induction, which we suppose to be 
continuous, is less. If then we take B = /JET, ju, must be less than 
1. If we represent the alteration of field by induced polarity cr 
scattered over the surface, as on p. 239, 



cr = 



~ 



H, cos 0, 

l l 



and, as JUL < 1, cr becomes negative, or the polarity is reversed 
and the forces are reversed. This is just what we observe with 
diamagnetic bodies. A small diamagnetic body is repelled from 
the pole of a magnet. 

Hence we interpret the distinction between paramagnetic 
and diamagnetic bodies by saying that for the former fj. is greater 
than 1, while for the latter it is less than 1. If we use the 

magnetic susceptibility K = ^7" , /c is positive for the former, 

TB7T 

negative for the latter. If we exclude the ferromagnetic bodies, 
yu. 1 and K are always very small and for a given substance 
practically constant, and the value of cr is very small. 

Magnetic induction in a body when the surrounding 
medium has permeability differing from unity. In the 
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foregoing investigations we hare supposed that air is the medium 
surrounding the body in which magnetisation is induced, and that 
for air /* = 1 and K = 0. Now we shall consider the case in which 
the medium has permeability differing from 1. Let us suppose that 
it has permeability jm ly and that the body which it surrounds has 
permeability jU 2 , and let us find the value of the surface density of 
magnetism or polarity which we should have to suppose spread 
over the surface of the body to account for the change of field 
when the permeability is everywhere reduced to the same value /^ 
as it has in the medium. This corresponds to the investigations 
on p. 38, where the imagined surface layer afcts as if it were in air 
on all sides. 

We shall first show that the intensity due to a pole m at 
distance r in a medium of permeability ^ is no longer m/r 2 , but 
m/jui^. Suppose two poles each ?, i.e. each a source of the same 
total induction, to be. placed one in air and the other in 
medium. At a distance r from the first the induction is 

B = m/r* = EL 
At a distance r from the second the induction is also 

B = m/r 8 . 

But if Hj is the intensity in the second medium 

B = H 



Then if we apply Gausses theorem in a system where the permeability 
is everywhere fi v and regard the field as due to poles acting according 
to the law r/z/^r 2 , 

/NdS= 



where m is the total polarity within the surface S, 

Now suppose that a body of permeability jU 2 is placed in a 
magnetic field and surrounded by a medium of permeability /* r 
We still assume the principles of continuity of flux of induction 
and continuity of potential, so that if H H 2 are the intensities 
just without and just within the surface, and if they make 6 and Q z 
with the normal, 

/^H! cos 0j= jtt 2 H 2 cos 2 and H x sin X = H 2 sin 2 . 

Let Fig. 195 represent the section of a tube of induction passing 
out of the body and cutting unit area on the surface at AB, and let 
AC, BD be cross-sections perpendicular to the tube. Apply Gauss's 
theorem to the surface of which ACBD is a section, and find the 
value <r of the surface density which would account for the change 
in intensity at the surface on the supposition that the permeability is 
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r The normal intensity N only has value over AC 
j and over BD where it is H 2 , and the theorem 



25% 

everywhere y 
where it is 
gives 



or, since AC = AB cos X and BD == AB cos 2 and AB =1 5 
<r = (H! cos 6 l - H 2 cos 2 ). 




FIG, 195. 
Bu /A 1 H 1 cos 62 = /x 2 H 2 cos 2 , and hence 



TT n 

-"a COJs #2 



= ^2 /Ci) H 2 COS Oy 



CHAPTER XX 

FORCES ON MAGNETISED BODIES. STRESSES 
IN THE MEDIUM 

The forces on a body of constant permeability /* placed in a magnetic field 
in air Illustrations The forces on a body of permeability /^ placed in 
a field in a medium of permeability /^ Forces on an elongated bar in a 
uniform field in air when its permeability differs very slightly from 1 
The magnetic moment of a small paramagnetic or diamagnetic body 
placed in a magnetic field Time of vibration of a small needle with 
ft - 1 very small suspended in the centre of the field between the poles of 
a magnet Stresses in the medium which will account for the forces 
on magnetic bodies The stresses on an element of surface separating 
media of permeabilities ^ and p%. 

The forces on a body of constant permeability /*. 
placed in a magnetic field in air. We can obtain useful 
expressions for the forces on a body in a magnetic field when the 
permeability is constant, that is, for a body which is paramagnetic 
or diamagnetic with permeability very near fo unity. 

We have seen (p. 839) that the field outside the body is altered 
by the introduction of the body just as it would be altered by the 
introduction of a layer of magnetism occupying the position of the 
surface of the body and of density 

** T J, cos d, = A H ft cos ft* = /cH 2 cos 2 

A A _ a a 



and acting everywhere according to the law m/r 2 . 

The forces on the poles or bodies producing the field can be 
calculated by replacing the magnetised body by this layer, and, 




equally* the reactions on the body can be calculated by replacing 
it by the layer and finding the force on each element of the surface. 
Let AB, Fig. 196, be an element of the surface so small that it may 
be regarded as plane and as having a layer of magnetism of uniform 

densitv 0- all over it. 

253 
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Let P be a point in air and Q a point in the body each very close 
to AB and so near together that PQ is very small compared with the 
diameter of AB. We may divide the intensity of the field at P 
into two parts, the one H due to the rest of the system when AB 
is excluded, the other due to the layer on AB. The latter will be 
&7r<7 along the normal upwards in the figure if cr is positive. The 
intensity at Q may similarly be divided into two parts, the one due 
to the rest of the system when AB is excluded, and this will also be 
H, of the same value and in the same direction as at P, since PQ 
is very small compared with the distance of either from the nearest 
parts of the system to which H is due. The other will be &7rcr 
along the normal downwards if or is positive. 

Let us draw OH, Fig. 197, from a point O in AB to represent H, 
HC parallel to the normal to AB to represent STTO- upwards, and 
HD parallel to the normal to represent %7r<r downwards. Then 
OC will represent H x at P and OD will represent H 2 at Q. 

The force on AB is due neither to H z nor to H 2 , but to H, since 
AB as a whole exerts no force on itself. The force per unit area 
of AB, then, is Her in magnitude and direction. We may regard 
OH in Fig. 197 as the resultant of OD and DH, i.e. of H 2 and 2-. 




Then we have two forces per unit area, H 2 <r along H 2 and 
along the normal outwards. 

Putting a- = /cH 2 cos 2 (p. $53), the pull along the normal 
outwards may be written 



where H 2 makes 2 with the normal. 

The system of forces H 2 <r per unit area on each element 
and parallel to H 2 may be conveniently represented as the resultant 
of a system of forces acting throughout the volume in the following 
way: 
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Draw a narrow tube bounded by lines of induction through the 
body from AB to CD, Fig.198. We may describe the body as mag- 
netised throughoutwith intensity of magnetisation given at any point 
by I = /cH, where H is the actual intensity of field at the point. 
If a is the cross-section at any point 
of the tube, la is constant and is equal 
to the total surface polarity at AB or 
CD. Let us then cut the tube into 
short lengths and on each section sup- 
pose poles la. These poles may be 
supposed to be acted on with in- 
tensity H, the actual intensity at the 
cross-section. Thus at each section 
we have a pair of forces in equilibrium, 
and the whole system of pairs may be 
superposed on the system consisting 
of the two end forces on AB and CD. 

But now we have a series of short ffio. 198. 

magnets each placed in a magnetic 

field of intensity H 2 , the actually existing field where each is 
situated. If I is the length of one of these and a its cross-section, 
its moment is lal = /cHa/ = /cH X volume. 

But the force on a small magnet in any direction # placed in a 
field H is (p. 28, Chapter XVIII) 

i dH ^dH , 
moment X -v- = *:H X volume, 




I <ZH 2 .. . 

or is K -7-7 per unit volume. 

We may therefore replace the surface system He- by a volume 

i. 1 ^ H2 * i * * 

system ^ K. -= per unit volume in any direction x* 

We may further represent the volume system, if we choose, as 
due to a pressure within the body : 



whe^e C is some unknown constant. For this pressure will |jive 
the force on any element in direction tc. 

The forces, then, on a magnetised body in air may be calculated 
by supposing that we have 

1. A tension 27nc 2 H 2 2 cos 2 # 2 outwards along the normal. 

& A volume force ^ K -5 per unit volume in any direction x 

at each point in the interior. 

For all but the ferromagnetic bodies K is very small, and the 
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sj'stem represented by 2<7nc 2 H 2 2 cos 2 6% is negligible, since it is 
proportional to /c 2 . Any field into which the body is introduced 
is sensibly the same after the introduction, so that in the calculation 

-7TJ2 

of the volume force the value of 7- maybe taken as being the same 

as before its introduction. We shall see how this is used in making 
measurements of /c in Chapter XXII. 

Illustrations. As an illustration of the foregoing let us 
suppose that a long bar of material with very small susceptibility 
K is hanging with its lower end in the horizontal field H between 
the poles of a magnet. Fig. 199. Let the upper end be so far 



cioc 




away that the intensity of the field there may be neglected in 
comparison with H. 

Let us measure oc downwards from 0. Let a be the cross- 
section of the bar, . I its length. The force pulling the bar 
down is 

I 
1 











The surface force 2-Fcr 2 per area 1 may be neglected since K is small, 
of a case in which this surface force is not 



As an illustration of 




FIG. 200. 



negligible, let us suppose that two iron bars of constant permeability 
are magnetised by coils near their neighbouring ends and placed as 
JB Fig. $00, with unlike poles near each other. Let the bars be so 
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long that the intensities at the remote ends are negligible. We 
shall assume that the intensity near the neighbouring ends is 
parallel to the axis. As above, the volume force gives us a pull 

9/eH 2 2 where H 2 is the intensity just inside the iron. The surface 



pull &7TO- 2 gives us ZwifJELf. The total pull is therefore 



_ 
= -g jtij- 

OTTfJL * 

where H x is the intensity in the air in the gap. 

The assumptions of constant permeability and of field parallel 
to the axis in the bar near the facing ends are only very rough 
approximations to the truth at the best, so that the result obtained 
has no real value except as an illustration of the formulae. 

Forces on a body of permeability ^ 2 placed in a field 
in a medium of permeability ^ r The field is altered by the 
introduction of the body just as it would be by the introduction 
of a layer of magnetism of surface density 

0- = fa *i)H a cos 2 

and acting everywhere according to the law nz/^r* (p. 251). The 
forces due to the body, and therefore the reactions on the body, 
can be calculated by replacing the body by this layer and finding 
the forces upon it. The forces on the surface layer cr may be 
obtained as on p. 54, remembering that now the intensity due to 
or is QTrtr/juiv and that this is now the value of DH or HC in 
Fig. 197. The intensity H acting on the surface layer may be 
regarded as the resultant of &7ra-//*i along the normal and of H 2 . 
The former gives a tension along the normal 



The latter may be treated as on p. 255> remembering that now 
I = (/c 2 Jc t )H. The volume force is then found to be 



which may be represented as due to a pressure system 



In para- and diamagnetic bodies in which /c is very small the 
tension on the surface is negligible. Faraday^s experimental 
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observations that a paramagnetic body in a more paramagnetic 
medium behaves as if it were diamagnetic is at once explained by 

the expression for the volume force, ** KI -7. For suppose that 
the body is first in air ; the force on unit volume in direction x is 

K ~, where ~T- may be determined from the value of the field 
% doc* doe J 

before the introduction of the body, since when K is small the 
intensity of the field is not sensibly altered by its introduction. 

Now surround the body by a medium with susceptibility K^ 
and the force changes ;to 

* * 2 - *i ^H 2 
% doc 

and if /c x is greater than /c 2 the force changes sign. 

Forces on an elongated bar in a uniform field in air 
when its permeability differs very slightly from 1. If 

we neglect the outward tension proportional to K 2 the other term 
in the surface force is H 2 <r or /cH 2 2 " cos 2 per unit area of 
surface in the direction H 2 . This is a force /cH 2 2 per unit area of 
the tube of induction. Then to the extent to which we can adopt 
the supposition that the tubes go straight through the body, that 
is, that their course is unaltered by its presence, these forces will 
neutralise each other in pairs at the entrance and exit of the tube. 
The body will to this approximation rest in any position. But 
Lord Kelvin showed* that when we take into account the altera- 
tion of field due to the induced magnetism, it follows that both 
paramagnetic and diamagnetic bars tend to set with their longer 
axes along the lines of force. This result is important, for it 
implies that the equatorial setting of small diamagnetic bars 
placed midway between the poles of a magnet is not due to a 
tendency to set transverse to the lines of force, but to a tendency 
of the material to get into a weaker field. By setting transversely, 
the two ends of the bar get into the weakest fields available, 
for the field diminishes in the equatorial plane as we move out 
from the centre. 

To understand the longitudinal setting in a uniform field let 
us imagine a bar of square section to be made of separate cubes 
placed end to end. First let the body be paramagnetic and let it 
be held longitudinally in the field. Each cube will tend to increase 
the .magnetisation of its neighbours, just as each of a series of 
magnets tends to increase the magnetisation when they are placed 
end to end. Thus the polarity at the ends is increased. Next let 
the bar be placed transversely to the field; then each cube will 
tend to weaken the magnetisation of its neighbours, just as each of 
ammnber of magnets set side by side tends to weaken its neighbours. 

* Pagen on Mectrcstatics and Magnetim, Sect. 691* 
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Now let the bar be inclined at any angle to the field, as in Fig. 01. 
The mutual action of the cubes tends to increase the end 
magnetisation and to weaken the side magnetisation. Neglecting 
this mutual action, that is, neglecting the effect <jf^e surface 
distribution on the intensity, the bar, as we have s^gwill be In 
equilibrium that is, the "centre of polarity* of tti&*9id A and 
of the side B must be at c in the line dyW-e OtiRErough the 
centre 0, Fig. 201 . But taking into accouSEJhe incr^Egof polarity 
at A and the decrease at B, the mag- 
netic axis will be thrown on to the A 
side of oc to c 1? say, and the force, 
acting through c will tend to pull the 
bar into the direction of the field. 

Now take a diamagnetic bar made 
up in the same way of cubes. If it is 
held longitudinally in the field, we 
represent its polarity by supposing 
that a NSP induces a NSP, while a 
SSP induces a SSP. At the plane of : 
contact of two cubes where there are ! 
opposite polarities'each therefore tends J 
to weaken the other, and the net result; 
is that the end magnetisation is 
creased. Now put the bar transversely. 

Since like induces like, each cube will tend to strengthen its neigh- 
bours and the side magnetisation is increased. ; 5 

If the bar is inclined at an angle to the field thetnutual action 
of the cubes tends to increase the side magnetisation and to 
decrease the end magnetisation, and the centre of polarity is 
thrown towards B, say to c u . This is a SSP, and the force 
due to the intensity H will push it. The moment round the 
centre O will tend to make the bar turn round parallel to the lines 
of force. 

The magnetic moment of a small paramagnetic or 
diamagnetic body placed in a magnetic field. If the 
field intensity is H before the body is introduced, that value is 
almost unaltered by its introduction when p. 1 is exceedingly 
small. The magnetisation at any point may therefore be taken as 
I = /tH. Any small cylinder of length I and cross-section a and with 
axis along H may be regarded as a magnet with poles la = /cHa, 
and with moment /cHaZ = *H X volume. The total magnetic 
moment will be the resultant of all such moments, and if the body 
is so small that H may be regarded as uniform in it, its moment 
will be /cH X volume. xrtTTTr 

Force on tlie small body. We showed in Chapter XVJL1JL 

. MdH 
that the force on a small magnet of moment M in direction x -^- 

If its volume is dv- this is equal to 
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Trdfl, 1 <JH 
/cH -r- dv = fi K ~j dv. 
doc 2 doc 

If the body is large, the total force in direction oo is 



from which we may again draw the conclusion that if /c is positive 
the body tends to move towards the position where fH?dv is a 
maximum, and that if K is negative it tends to move towards the 
position wherey*H 2 <fo is a minimum. 

Time of vibration of a small needle with ^1 very 
small suspended in the centre of a field between the 
poles of a magnet, the field being symmetrical about 
the axis and the equatorial plane. Lord Kelvin has 
shown* that the time of vibration of a needle-shaped body 

depends only on its density and magnetic 
susceptibility, and not on the particular 
shape or size of the needle so long as it 
is a needle and small. This very remark- 
able result has led to a method of de- 
termining susceptibilities. 

First imagine a particle of volume #, 
density p, and susceptibility K to be 

somehow freed from weight and to be 

x suspended, under the action of magnetic 
forces only, by a very fine fibre from the 
central point C of the field represented 
in Fig. 202. 

If paramagnetic, it will set at P with 
the fibre along CP ; if diamagnetic, at Q, 
with the fibre along CQ; and if dis- 
FiG.202. turbed it will vibrate, forming as it 

were a magnetic pendulum. Let us take 

axes as in the figure. We may put the intensity near C in the 
form 

H 2 = H c 2 Ax 2 + B# 2 . 

For putting H as a function of x and y and expanding, first powers 
must disappear to satisfy symmetry. Powers higher than the 
second may be neglected if we are near enough to C. The signs of 
the terms with A and B as coefficients are determined by the fact 
that H increases from C towards P, while it decreases from C 
towards Q. 

The magnetic force on the particle in any direction s is i KV--T- 

% ds * 
Let Us suppose it to be diamagnetic, so that its undisturbed 

* Electrostatics %nd Magnum, Sect, 670, 
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position is Q. Let it be disturbed through a small angle 6 from 
CQ. The force along the arc *, the restoring force, is 



9 add 

putting ds = ad6, where a is the length CQ of the fibre. But in the 
disturbed position x = a cos Q and y = a sin 0, so that 

IP = H c 2 - Aa 2 cos 2 + Ba* sin 2 
an( j 5! = 2a 2 ( A + B) sin cos 6 



since 6 is small. 

The acceleration on the particle is therefore 



and as we suppose K negative, this is towards Q. The vibration is 
therefore harmonic of period 

T = ^V _ 



This is independent of a. A , ,. .. u* 

If, then, a thin bar or needle is pivoted at C so that its weignt 

need not be considered, every particle of it tends to vibrate in the 

same time, and it vibrates as a whole with the above period. 

If the bar is paramagnetic, it is easily seen that the sign of the 

denominator must be changed, and that the time is 



B) 



The experiments made by Rowland and Jacques, using this formula, 
are referred to in Chapter XXII. .,, , . At . 

Stresses in the mediTim \rhieh will accottnt for the 
forces on magnetic bodies. It is not so easy to work out a 
system of stresses in the surrounding medium to account for 
the observed forces on magnetised bodies as it is to find a system 
which will account for the forces on electrified bodies or for 
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dielectrics in the electric field. In the electric field, for 
instance, between two parallel metal plates charged with cr 
the tension along the lines of force must be Qira 2 in order 
to account for the work done in separating the plates. But 
there is no exactly corresponding magnetic system, nothing like 
a charged conductor. Since the magnetic induction tubes are 
continuous, there are magnetic stresses on each side of the surface 
separating two media, and energy is distributed throughout the 
tube. We cannot make a real magnetic experiment like that with 
an attracted disc electrometer, where we weigh the pull by the 
dielectric on the surface. Even the electric system is indeterminate, 
for we can hardly argue conclusively from the pulls in a uniform 
field to those in a field in which the level surfaces are curved. 
The tensions and the pressures keeping an element in equilibrium 
might depend on the curvature of the lines of force. But we can 
at least show that the electric stress system devised by Maxwell holds 
with a uniform field, and can further show that it gives forces which 
agree with the actual forces on bodies. We have no satisfactory 
starting-point for a magnetic system of stresses, and it is probably best 
to be guided by analogy with the electric field, remembering again 
that the problem is really indeterminate and that the system assumed 
is only one of an infinite number of possible solutions. Maxwell* 
proposed a magnetic stress system which in a medium of perme- 

H 2 

ability 1 gives a tension -g along the lines of force and an equal 

H 2 

pressure ^ perpendicular to them. In a medium of permeability 

O7T 

fa homogeneous and isotropic, so that induction and intensity are in 
the same direction, his system consists of a tension H 2 /87r along, 
and a pressure H 2 /8-7r perpendicular to, the lines of force, and in 

H 2 

addition a tension (/* l)i = /cH 2 along the lines of force. 

TP7T 

This stress system is not satisfactory. The system of tension and 
pressure, each equal to H 2 /8x, would keep each element of a 
homogeneous medium in equilibrium, and it can be shown that it 
would account for the surface forces on a magnetised body in air, 
that is, for the forces on the surfaces of discontinuity. But the 
additional tension *:H 2 within the body would only form a system 
in equilibrium in a uniform field. We shall consider in place of 
Maxwell"^ system one analogous to the electric system, and shall 
therefore assume that there is in a homogeneous isotropic body a 

tension ^ along thejines of force and an equal pressure ^ 
perpendicular to them. 

* Electricity and Magnetism, ii. Sect. 642. The stresses in the medium are 
disenssed at length in Walker's Aberration and the Electro-magnetic Field, and in 
Meaviside's Electrical Papers^ vol. ii. 
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This system, like the electric system, will maintain each element 
of a body in which //, is constant in equilibrium. The forces 
acting on the two sides of an element of surface where p. changes 
will not be in equilibrium, and their resultant ought to be equal 
to the mechanical force acting on the surface, equal, in fact, to the 
forces deduced by supposing that the imaginary surface layer is 
acted on by the field existing about it. We sliall find that the 
two systems are not equivalent, element by element, but that they 
give the same resultant force on the body as a whole. Perhaps 
this is as much as could be expected. 



The tensions and pressures ^ are in equilibrium on any ele- 
ment of a medium in which ja is constant, exactly as the tensions and 

KE 2 

pressures -^ are in equilibrium on an element of dielectric. Any 

portion of a medium with JUL constant is therefore in equilibrium, 
and if we draw a closed surface S wholly within the medium, the 
tensions and pressures acting on S from outside form a system in 
equilibrium. Equally the reactions from inside on the" medium 
outside S are in equilibrium. If we imagine the medium within S 
to have the same distribution of induction, but some other constant 
value of /a, we can superpose the stresses due to this on the actual 
system without destroying equilibrium. Obviously we need not 
even have the distribution of induction the same in the superposed 
system so long as it is a possible distribution obeying the tube law, 
but we shall only require the more limited case. 

The stresses on an element of surface separating 
media of permeabilities ^ and 
^2- Let the plane of Fig. 203 be that 
through the normal to the surface and 
the axis of a tube in the ^ medium, 
meeting the surface in an element dS 
represented by its trace AB. Let the 
tube make d t with the normal. Let 
the tube be rectangular in section with 
two sides parallel to the plane of the 
figure, and consider the equilibrium of 
the wedge ABC. The forces across AC 
and BC must give the force across AB. 

Let N be the normal force outwards across AB and T the tangential 
force in the direction Afi. Since BC dS cos 9 and AC = <iS sin 0, 
we have, on resolving the assumed tension and pressure, 




or N = 
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Similarly 

T = ^ cos 6 1 sin 0j + ^^ sin X cos 6 1 

TJf 2 

= ^P- sin 20 r 

O7T 

The resultant of N and T is a tension on unit area of the 
surface in a direction making an angle W : with the normal. The 
resultant of the system N and T over the body should give the 
actual force. 

But we may add to this system the system due to the internal 
stresses, for these form a system in equilibrium. We may take 

these internal stresses either of their actual value, ^-^ , or, as is 
more convenient, of value ^~- 3 i.e. we superpose on the actua 

O7T 

system *** 2 a system (/ij M 2 >g J ~* 

When the internal system is superposed we get 

N = ffiSk (cos 2 8, - sin 2 X ) - ^Mcos 2 2 - sin 



2 



t since H sin 0i , H 2 sin 



07T 

_ H! cos Q! + H 2 cos 2 B^ cos ^ - H 2 cos g 2 

" ^ -Mi 4^ 

V V 

T~T I T-T 

= Normal component of ^ i x surface density <r, 
where the accents are put to denote the vector values. 
T = g! sin fl, cos fr - ^ H ^ C S ^ 



since Hj sin ^ = H 2 sin 2 

H x sin X + H 2 sin 2 H x cos t H 2 cos 2 

= - 5 -A*I 5; 

TTT I TT 

= Tangential component of 1 ^ a X surface density <T. 
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Hence the assumed system gives the same force on a whole body 
as the system obtained by considering the imaginary surface layer 
of magnetism. 

It is easy to show that the system of pressures and tensions in 
air will account for the force on a straight wire carrying a current 
C due to a field H at right angles to the wire or in the field due to 
another parallel current. 



CHAPTER XXI 

THE MEASUREMENT OP PERMEABILITY AND 
THE ALLIED QUALITIES IN FERRO- 
MAGNETIC BODIES 

Magnetometer method Ballistic method Magnetisation in. very weak 

fields Magnetisation in very strong fields Ewing's isthmus method 

Nickel and cobalt The hysteresis loop and the energy dissipated in a 
cycle Mechanical model to illustrate hysteresis. 

A KNOWLEDGE of the permeability of iron, and of the way in which 
B varies as H is changed, is of the highest importance as a guide 
to dynamo construction. In this chapter we shall give an account 
of the principles upon which are based some of the methods used 
to investigate the relation between B and H for iron and steel, and 
we shall indicate the general nature of the results.* It will be 
necessary to assume some knowledge of electro-magnetism. 

Magnetometer method. In this method, applicable to 
a long thin rod or wire, the rod is placed within a solenoid some- 




FlG. 204. 



what longer than itself and is magnetised by a known current 
through the solenoid. One end of the wire is near a magnetic needle 
the magnetometer and from the deflection of this needle the 
magnetisation of the rod is calculated. A very convenient 
arrangement, due to Ewing, is represented in Fig. 204. 



+o r - 4 U . fin , d t he details of the m ^hods and their adaptation to 

technical needs in Ewing's Magnetic Induction in Iron and other Metals. 
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A represents the solenoid placed vertical. B is the magneto- 
meter nearly level with the upper end of A, and at a distance from 
it so short that the action on the needle is almost entirely due to 
the upper pole. The rod must be adjusted to the height at which 
the action is a maximum. The magnetising current through the 
solenoid is supplied by the cells on the right, and on its way to 
the amperemeter G and the commutator F it passes through" the 
adjustable liquid resistance H, which consists of a tall glass jar 
with three discs of zinc immersed in a dilute solution of zinc 
sulphate. 

It will be seen from the figure that the circuit from one 
terminal of the battery passes through the top disc on its way to 
G and the solenoid, while the other terminal is connected by an 
insulated wire to the bottom disc. The other end of the solenoid 
is connected to the middle disc, which is movable up and down. 
If the middle disc touches the top one, the current flows through 
the jar and none goes through the solenoid. As the middle disc 
is lowered the current through the solenoid increases and is a 
maximum when the middle disc touches the bottom one. On its 
way to the solenoid the current passes through the * 6 compensating 
coil ** E, which is adjusted in such a position that when there is no 
rod within the solenoid the action of E on the magnetometer is 
just equal and opposite to that of the solenoid. The magnetic 
action of the solenoid itself may therefore be left out of account. 

In order that the earth's field may be eliminated a second 
solenoid is wound round the first and a constant current from a 
cell C is passed through it and through a resistance D so adjusted 
that the field due to the constant current within this second 
solenoid is equal and opposite to the earth^s vertical field. 

When a specimen is to be tested it is necessary in the first 
place to demagnetise it. This is effected by the "method of 
reversals." The rod is placed within the solenoid and the full 
current is put on by lowering the middle plate in the liquid 
resistance to contact with that at the bottom. The commutator 
F is then rapidly revolved, so as to alternate the field within the 
solenoid. While the rapid alternation is going on the middle 
plate is slowly raised through the liquid to the top so that the 
amplitude of the alternating current slowly decreases from its 
largest value to zero, and the rod is found to be completely 
demagnetised by the process. This method serves also to adjust 
the current through the outer solenoid to the value required 
to neutralise the earth's field, for the reversals only completely 
demagnetise the rod when the field is finally reduced to zero. It 
is useful to employ for this adjustment a special rod of annealed 
soft iron. 

The specimen having been demagnetised, let a current of A 
amperes be established in the solenoid. If there are n turns per 
centimetre the field due to it is H'=4wMA/10. 
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If I is the intensity of magnetisation of the rod and <rra 2 is its 
cross-section, its pole strength is -rra 2 !. Let QQ', Fig. 205, represent 
the two poles of the rod,(Tbeing the magnetometer, the horizontal 
component of the field in which it is placed being perpendicular to 
the plane of the figure, and being of intensity F. 

0Q=<Z,oQ'=#. 
If 6 is the deflection of the needle, then 




and 



= d 2 F tan 



This gives I in terms of measurable quantities. Since 
B=/J:I= (l+4'7r/r)H = H+4<7rI, if we know H and I 
we find B and /*. The value of H' due to the mag- 
netising current is not, however, the actual value of 
the field, for the poles formed in the specimen produce 
FIG. 205. an opposing field, and some assumption is needed to 
allow for the reduction due to this. If the specimen 
is very thin with diameter, say, 1/400 of the length, the reduction 
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is very small. Ewing supposes that such a specimen may be 
treated as an elongated ellipsoid and finds that the actual field is 
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The following Table gives particulars of a test made by Ewing on 
an annealed wrought-iron wire of diameter 0-077 cm. and length 
30*5 cm. or 400 diameters. The current was increased step by 
step from to a value giving a field of 2*7 gausses and was then 
reduced by steps through to 2-87 gausses. The continuous 
curves in Fig. 206 (taken from Ewing) show the values of I as 
ordinates plotted against H' as abscissae, the lower curve for increas- 
ing current and the upper one for decreasing current. 



Field due to mag- 
netising current 
HWirnA/IO 


Intensity of 
magnetisation 
I 


Corrected 
field 
H=H'~45l/iO 


Magnetic sns 
ceptibility 

K 


Magnetic 
induction 
B = H-KirI 


Magnetic 
permeability 
p.B/H 
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The figure shows how the correction from H' to H may be 
made graphically. Since the correction is 0*00045 I, draw a 
straight line OE with abscissa 0*45 at 1=1000. The abscissa 
of OE for any value of I will give the correction to H' at that 
value. Then draw a new curve at each point a distance to the 
left of the continuous one equal to the abscissa of OE at that 
level, and this new curve will show the relation between I and H. 
The dotted curves in the figure are thus obtained. The Tables 
show that with a long thin wire the correction is not great. Th e 
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maximum value of K is raised from 185 to 06 and //, is in- 
creased practically in the same proportion. 

The magnetometer method is not the best for accurate absolute 
measurements. The polarity is not all concentrated at or close 
to the ends of the wire and its distribution cannot be calculated. 
The value obtained for I is therefore inexact. The correction to 
H, too, is only an approximation to the true correction. More 
exact results are obtained by the ballistic method described below. 
But the magnetometer method is specially well adapted for in- 
vestigations on the effects of stresses on magnetisation, since the 
wire tested can be subjected to end pulls or to twists while within 
the solenoid. It serves well, too, to give a general idea of the 
results obtained on subjecting a specimen to a magnetising force 
and on carrying the magnetising force through a cycle, inas- 
much as it is easy to work and the theory is simple and gives 
fairly -good results when the specimen tested is very thin compared 
with its length. By it we may obtain the curve already briefly 
described in Chapter XIV, p. 183, and represented in Fig. 207. 




FIG. 207. 

It is interesting to note that in the test represented by Fig. 06 
the residual magnetisation when the current is reduced to is 
still 1168, or 9& per cent, of the value it attained with the 
increasing current. When the current is reversed the magnetisa- 
tion does not disappear till the field H= 2*75 gausses, and this 
is the value of the " coercive force 1 ' for the specimen. It is to be 
remembered that though the external effect of the magnetisation 
disappears under this coercive force, the wire is not in the de- 
n^agnetised condition from which it started. It is still affected by 
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the process through which it has been carried. For if the current 
in the reverse direction is further increased the curve does not 
descend as it originally ascended from O 5 hut is much steeper. 

The Ballistic method. This was first devised by Weber 
and has since been used in many important researches. We 
shall describe its application to a ring-shaped specimen of the 
metal to be tested. Round the ring is wrapped a coil of wire A, 
Fig. 08, and in the circuit is a battery, an amperemeter G^ an 
adjustable resistance B 1? and a commutator K. If r is the mean 




FIG. 208. 

radius of the ring and if the number of turns of the coil is N 
per cm. length of the circle of radius r, a current A in the coil 
gives afield of intensity H = 47rNA/10 at the distance r. We 
shall suppose the ring so thin that H is constant across a 
section, and of this value. Round one part of the ring a 
secondary coil I of n turns is wrapped. In the circuit of this coil 
is a ballistic galvanometer G 2 , an adjustable resistance B 2 , an 
" earth coil"" E, and a small coil D, which can be used to reduce 
the swings of the needle G 2 . The earth coil is used to find the 
total quantity of electricity passing through G 2 for a given throw. 
Suppose that E is laid on a horizontal table. If the sum of the 
areas of its turns is S and the intensity of the earth's vertical 
field is V, the total flux of induction through it is VS. If E is 
suddenly turned over through ISO , the change in induction is 
VS, and if R is the total resistance of the circuit the total flaw 

% VS 
of electricity is -r-^ coulombs. 
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If the throw due to this is 6 any other throw 6 will indicate 
a flow of 

2VS 



i u 

coulombs - 



lojie 

In earning out a test on a ring it is first demagnetised bv 
reversals, as already described in the magnetometer method. Then 
a small current A x is established in the coil A, producing within it 
a field H 1 = 4irNA 1 /10. If this creates induction B x through the 
secondary coil the flow of electricity in the ballistic galvanometer 

%B 
will be -y 4 , and if the throw is Q i 



whence 



13,fiOO 




Unless the primary coil A is very close in every turn to the iron 
a , conectum must be subtracted from B, for the induction through 
the space between wire and iron. If the mean area of the coil is 

I R ? Crc ? ss - s t e 1 f ti ? 1 of the iron is S > ^ amou nt to be subtracted 
Horn &i to give the induction in the iron is (S'-S) H, But the 
correction is very small. r """= 

The current in A is then increased by an addition of 4. 
amperes This ma-eases the field by H 2 , and the induction by B 
measured by the new throw of the ballistic galvanometer. Tb.1 
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total field will be H x + H 2 and the total induction B x + B 2 . To 
find the induction per sq. cm. in the iron, we must divide the 
total induction by the cross-section S. The current may be 
increased step by step to any desired amount and then taken 
round a cycle in any desired way, the values of H and B being 
determinate at every point. 

Fig. 09 represents a test carried out by Ewing (toe. cit. pp. 
70-72) on a wrought-iron ring, mean radius 5 cm. and cross-section 
0-0483 sq. cm. The magnetising coil had 474 turns and the 
secondary had 167 turns. H was gradually raised from to 9'14, 
then taken back to and again raised to 9*14. 

The induction per sq. cm. in the iron rose to 12,440 at the 
maximum. The maximum value of jit = B/H was 1740 when the 
value of H was 4*95.* 

Magnetisation in very -weak fields. Baur,t experi- 
menting by the ballistic method on a ring of soft iron with values 
of H rising to 0-384, found that I and B could be represented by 
the parabolic formulae 

I = 14-5H+110H 2 
B = 183H+138H 2 

whence /c=14'5+110H 

and M 



These results suggest that for extremely small values of H, K and 
fjL are constant. This point was investigated by Lord Rayleighf 
and the suggestion was confirmed. He used the magnetometer 
method with a second compensating coil through ^ which the 
magnetising current passed, adjusted in such a position that it 
neutralised the effect of the iron wire tested (Swedish iron un- 
annealed) on the magnetometer needle when the intensity of the 
magnetic field within the solenoid did not exceed 0*04. When 
the intensity of the field was still further reduced the compensation 
remained perfect and the reduction was carried down to an intensity 
about one two-thousandth of the initial value. It might therefore 
be concluded that, between H=0 and H=0-04,*and/* are constant 
and that within this range there is no retentivity. The value ot 
u was about 100. Above 0-04 the constancy no longer held. 

Lord Rayleigh also found that if a specimen was already 
magnetised by a moderate force, and there was then made a small 
change in the magnetising force opposite in direction to that 

* For other arrangements in which the ballistic method Is . 
adapted for technical requirements, the reader should consult Ewmg 
Induction wt Iron and other Metals* chap. xii. 

f Wied. Ann., xi. p. 399 (1880). 

J Scientific Paper*, vol. ii. p. 579. 
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already employed the susceptibility ^tbr that change was nearly the 
same as when the specimen was initially unmagnetised. 

Thus if GAP, Fig. 210, represents the magnetisation curve with 
an increasing current, OA is the part under small forces with constant 
a and K and no retentivity. It" the magnetisation is carried up to 




N M H 

Via. Uio. 

P and then a small decrease MN is made in II, PQ parallel to OA 
is the magnetisation curve. If II is again increased by NM we 
arrive again at P. 

But when the initial magnetisation is much increased and the 
region of saturation is approached, PQ lias a less slope, or the 

susceptibility for the small change, which we may denote by JYT? 

decreases. 

With annealed iron there is a time lag in the magnetisation. 
This effect has been examined by Kwing, and we refer the reader 
to his work, p. 1&9, for an account of the experiments, 

Magnetisation in very strong fields. Ewing's 
isthmus method. In Fig. #11 NS are the pole pieces of a 
very powerful electro-magnet, the tips being bored out cylindrically 
about an axis through o perpendicular to the plane of the figure, 
A bobbin B just fits in between the poles. It has a coil of one 
turn wrapped close about the central neck and with its ends 
connected to a ballistic galvanometer. It can be rotated through 
180 about the axis through o so that the induction through it 
is reversed. The throw of the galvanometer on this rotation gives 
the value of the induction through the neck. Since there is no 
free magnetism on the surface of the iron about the neck the field 
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is continuous within and without the iron there, and Ewing 
calculated that if the pole pieces had an angle of 78 28' the field 
would be nearly uniform as well as continuous. In order to 
measure the intensity H of the field a second coil of somewhat 
larger area was wound round the first, the difference in areas being 




FIG. 211. 



known. The difference in the galvanometer throw when the 
second coil was used and when the first coil was used gave the 
value of H in the air, and therefore in the iron. . 

The following Table (Ewing, loc. cit. p. 150) gives the results 
obtained with a specimen of Swedish iron, and will serve as a 
type : 



H 


B 


I 


P 


1,490 


22,650 


1680 


15-20 


3,600 


24,650 


1680 


6-85 


6,070 


27,130 


KJ80 


4-47 


8,600 


30,270 


1720 


3-52 


18,310 


38,960 


1640 


2-13 


19,450 


40,820 


1700 


2-10 


19,880 


40,140 


1700 


2-07 



All the specimens examined showed the same tendency towards 
a limiting value of I, that is, towards saturation, and a consequent 
tendency in //, to diminish towards unity. These are merely two 
aspects of the same fact, for 



H 



H 



If I has a finite limiting value and H is indefinitely increased 
/UL must ultimately equal 1. 

These results have been confirmed by du Bois, using an entirely 
different method depending on the Kerr effect of rotation of the 
plane of polarisation of light reflected from a magnet pole.* 

* Phil. Mag., vpL xxix. (1890), pp, 253 and 293. 
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The relations between permeability and magnetising force 
vary greatly with the quality of the iron or steel tested. The 
softer the iron the greater the maximum permeability. With 
steel the permeability is in general lower the harder the steel. 
Alloys of iron with manganese, " manganese steel, 1 ' have been 
made with a permeability less than 1*5, and Hopkinson found 
that a certain .specimen of nickel steel containing 25 per cent, of 
nickel had practically a constant permeability of 1'5. 

Nickel and cobalt. The methods which we have described 
for iron may be used also for nickel and cobalt, and similar results 
are obtained, though the magnetisation and permeability for a 
given magnetising force are much less than for iron. 'For an 
annealed nickel wire Ewing found that K attained a maximum 
value of 3*5 when the field was 9*5. This corresponds to/x = 296. 
In general the saturation value of I for nickel is a third or a fourth 
the value for wrought iron. Cobalt has less susceptibility than 
nickel in weak fields, but greater in strong fields. 

The hysteresis loop and the energy dissipated in 
a cycle. We have seen that if we start with demagnetised 
iron and apply a magnetising force gradually increasing to a 
maximum of considerable value + H m , and if then we carry H 
through a complete cycle + H m , 0, H m , 0,+ H m , the magnetisa- 
tion I and the induction B return to very nearly the same values, 
and the magnetisation curve forms a very nearly closed loop. 
Probably I and B do not return to exactly the same values. 
But successive repetitions of the cycle give curves very nearly 
overlying the first, and the longer the cycle is repeated the more 
nearly do the successive curves coincide. We shall suppose that 
the stage is reached in which we may take the magnetisation 
curve as a closed loop the hysteresis loop. 

In each cycle a certain amount of energy is dissipated and 
appears as heat in the iron. We may calculate the energy dis- 
sipated in a way somewhat different from that already given in 
Chapter XIX. We shall suppose that we are using the ring 
method and that the magnetising coil is wound so closely on the 
iron that the induction may be considered as all within the iron. 

Let E be the E.M.R put on to the magnetising coil from 
outside. Let B be the number of induction tubes through unit 
area of the iron, and let a be the area of its cross-section. Then 
aB is the total induction. If there are n turns of the coil the 
virtual number of tubes through it is w a B. If C is the current 
through the coil and R its resistance the current equation is 



at 

or lEdf = nadB + CRdt. 

Multiplying by C, 

CEdt = naCdB + 
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The left-hand side, CEdt, is the energy supplied to the coil by 
the ^ external source of current in time dt. C 2 Rdt is the energy 
dissipated as heat in the wire according to Joule's law. Then 
7iaCaB is the energy supplied to the iron in increasing the 
induction by dB. 

If I is the mean length of the iron its volume is /a, so that the 

energy supplied to unit volume is ' 

If H is the intensity of the field within the coil, HI =4j-jrttC, 
so that ^= JL 

/ 4-7T 

Hence the energy supplied per unit volume in the increase of 
magnetic induction dB is 

HdB 

47T " 

Let CD, Fig. 212, represent the hysteresis loop when the 
curve is drawn with abscissa representing H and ordinate repre- 
senting B. Let PQ be an element in the ascending branch. The 

PQNM 
strip PQNM is Ht/B, so that the energy supplied is -5p In 

the descending branch there will be an element Q'P', with both H 




FIG. 212. 



and dB negative, so that HdB will be positive and the energy 
tpplied there is -1 ^ L X . The total for the two elements is 

L PQQ'P 



su 



4<7T 



, For an element RS higher up the curve on the ascending 
branch and for the corresponding element R'S' on the descending 
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branch H is + for both, while dB is + in one, in the other, and 

TDCC/jD 

the total energy supplied is the difference -j - . It is easily 
seen, then, that in the complete cycle the energy supplied is 

/ = - x sum of all such strips as PQQ'P' = x area of 
4?X 47T ' 47r 

hysteresis loop. 

If we put B = H + 4-TrI, then dB = dH. + Airdl, and 



r~H 2 n 

Now is round a cycle, since H returns to its initial 

value. Then the energy supplied is J EM. Or if the hysteresis 
curve is drawn for H and I, the energy supplied is represented by 
the area of the loop. Since the iron returns to its original con- 
dition after a complete cycle, and meanwhile there is an addition of 
energy, we may conclude that this energy is dissipated and is the 
equivalent of the heat which appears. 

It can be shown by a thermodynamic cycle that if JUL is constant 
for a given temperature so that the iron can be magnetised by a 
reversible process, and if p varies with change of temperature, then 
energy must be supplied to a magnetised body to keep the 
temperature constant if the magnetisation is increased. The 
amount thus supplied * is 



4<7T JUt, d& 

We can only apply this formula to real iron in the initial stage 
investigated by Lord Rayleigh, Fig. 10, and in the small reversals 
from subsequent stages where the process of magnetisation is practi- 
cally reversible. We cannot deduce the heat required to keep the 
temperature constant in a non-reversible process, nor the heat 
appearing in a non-reversible cycle. It is possible that if we could 
account for the heat required in the reversible, process by some 
physical explanation, the same explanation would account for the 
heat dissipated in hysteresis. But the mechanical illustration given 
(p. 879) would suggest that they are distinct, that the magnetisation 
consists of two parts, one strictly reversible and with the heating 
also reversible, another part non-reversible, dissipating energy by 
something analogous to friction. 

In connection with this subject some very interesting experi- 

* Thomson, Applications of Itynamies to Physics and Chemistry > p. 103. 
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ments by Baily are to be noted.* Swinburne had pointed out that 
if E wing's model, described in Chapter XV. gives a right idea of the 
physical nature of the magnetisation of iron, then the hysteresis of 
iron rotating in a constant magnetic field should show a falling off' 
as saturation is approached. For if all the molecular magnets^are 
parallel to the imposed force they will simply rotate as the field 
rotates relative to the iron, without dissipating energy. Baily 
found that up to a value of B in the neighbourhood of 15,000 the 
hysteresis increased, and for both soft iron and hard steel it is not 
very different in a rotating field from its value in a field reversed 
in the ordinary way. If the rotating field is further increased, 
then hysteresis^falls off and apparently would vanish for a value of 
B about 1,000, though that value was not actually reached. 

Mechanical model to illustrate hysteresis. It may 
be interesting to describe a mechanical model which, if it could be 
constructed, would give relations between force P and displacement 
d very nearly corresponding to the relations between magnetic 
intensity H and magnetisation I. Let AB, Fig. 2] 3, be a cylinder of 
air with unit-area cross-section and of length 2D. Let CDEFbe a 
short cylinder moving within it with friction F. Let G be a piston 




Fia. 213. 



moving without friction in CDEF,but against springs SS attached 
to CDEF. Let the piston-rod R pass out through an air-tight 
hole at B, and let any desired force P be applied at the end of R. 
Let us suppose that G has area practically equal to the unit-area 
of cross-section of AB. Let us start with the piston in the centre 
and with equal pressures of air p on the two sides. It is easily seen 
that if the piston is displaced d to the right, then, as far as the air 
pressure alone is concerned, R must be pulled with a force 





and the curve giving the relation between Pa and d will be 
somewhat as in Fig. 214. 

But the springs will also introduce a force P r which may be 
considered separately, on the supposition that the ends of A and B 
are open. At first the spring force, and therefore P w pro- 
portional to the displacement of G, and will continue so till that 
displacement has come to a certain value d t , at which the spring 
* Phil. Traat., A, vol. 77 (1896), p. 715. 
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force can just overcome the friction F. Thereafter the pull P^ will 

be constant and equal to F as long as the motion is from right to 

left. . , f 

To reverse the motion the force must be reversed from 




P. = + F to P 2 = F, giving a displacement of G = Zd^ before 
CF begins to move. Then P 2 remains constant at -F till another 
reversal. Again there is a change of 2F and a displacement 
meanwhile of 9d l ; then motion with constant F. The diagram 

d 




, 215. 



After 



giving the relation between P 2 and d will be as in Fig. 215. 
the first motion from the centre it is a parallelogram. 

Now let us add the two forces P x + P 2 = P for a given 
displacement and we get Fig. 216, a hysteresis loop very much 
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resembling the magnetic hysteresis loop. The reader may easily 
follow out the close analogies between .the two systems. 

We have only attempted in this chapter to give such an account 
of the magnetisation of the ferromagnetic metals that the reader 
may gain a general idea of the methods of experiments and a 





FIG. 216. 



general idea of the results obtained. For details of the methods 
and results, for effects of temperature and stress, and for modifica- 
tions of the methods for technical purposes, the reader should 
consult Ewing^s Magnetic Induction in Iron and Other MetaU on 
which this chapter is based. That work is a very clear account by 
one who has largely contributed to our knowledge of magnetic 
phenomena. Additional information will be found in Rapports au 
Congres International, 1900, vol. ii, in articles by H. du Bois and 
E. Warburg. The latter contains some account of the various 
changes in iron as the temperature rises, investigated by F. Osmond. 
Another and a very full account of the present state of the subject 
will be found in Winkelmann's Hundbuch der Phymk^ vol. v. 
Further information will be found in the paper by S. P. Thompson 
referred to on p. 187. 



CHAPTER XXII 

MEASUREMENTS OF SUSCEPTIBILITY AND 

PERMEABILITY OF PARAMAGNETIC 

AND DIAMAGNETIC SUBSTANCES 

Faraday's experiments Bowland's experiment Experiments of 
v. Efctingshausen Curie's experiments Curie's law Wills' experiment 
Townsend's experiment Pascal's experiments The electron theory 
The magneton. 

THE earliest measurements of the magnetic qualities of substances 
other than ferromagnetic were made, soon after Faraday^s discovery 
of diamagnetism, by Pliicker,* by E. Becquerel,f and by Faraday. J 
Though excelled in accuracy by later work, these early experiments 
are worthy of attention, since the methods used are simple in principle 
and easily understood. They consisted in suspending a body at a 
given point in the field between the poles of a strong magnet near 
to, but not quite in, the axis, and in measuring either by a common 
balance or by a torsion balance the force acting on the body. That 

/7PT2 

force in any direction x is K *"~~ K - per unit volume, where K 2 

2 doc 

is the susceptibility of the body and /^ that of the surrounding 
medium, and H is the intensity of the field (p. 58). If bodies of 
the same volume are used in succession at the same point in the 
same field, the forces are proportional to /c 2 K X or to yot 2 JUL V 

We shall select for description here the experiments of Faraday. 
It is to be noted that he gave an account of them only in a lecture 
at the Royal Institution, and the account was evidently intended 
as provisional. But the work was apparently never continued. 

Faraday's experiments. Faraday used a large horse-shoe 
permanent magnet to give the field. The plan is shown in Fig. 217. 
The body, shaped into a cylinder, was hung at m, usually 0*5 in. from 
the strongest part of the field c. To measure the force on it, it 
was hung by a fine glass fibre 5 in. long from one end of a torsion 
rod parallel to ae, but with the end exactly over rn. A counter- 
poise was attached to the other arm of the torsion rod. The 

* Pogg. Ann., Ixxiv. (1849), p. 321. 

f Ann, de Chem. et de Phys., xxxii. (1851), p. 68. 

Exp. Res., iii. p. 497. 

282 
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fibre supporting the torsion rod was attached to a graduated head, 

and the position of fche rod was read by a mirror and scale. Its zero 

position was determined by removing the cylinder and placing an 

equal load on the rod itself, where any force due to the field was 

negligible. This zero position was so 

arranged that the vertical through the 

end of the rod passed through the point 

??z, 0*5 in. from c. Then the body was 

suspended, and it was forced inwards 

or outwards according as it was more 

or less paramagnetic than the sur- 

rounding medium, the torsion rod 

being pulled round one way or the 

other. The torsion head was then turned round till the rod was 

again in the zero position and the angle of torsion measured the 

force acting. Since the force due to the field was exceedingly 

small compared with the weight of the body, the suspending fibre 

was so near the vertical that the body could be regarded as at the 

point vertically under the end of the arm. 

The standard force selected was that on water in air, and was 
taken as 100. To determine it a cylinder of glass was suspended 
in air. It was repelled from the zero position, and required 15 of 
torsion to restore it. It was then suspended in water. Now it was 
attracted and required 54*5 of torsion to restore it. If K# K*, K W 
are the susceptibilities of glass, air, and water respectively, 



FIG. 217. 



K g - K W * + 54-5 
whence K W K* x 69*5. 

Then 69*5 of torsion are represented by 100 on the scale 
chosen. 

Now, suppose that the same cylinder is hung in any other liquid 
with susceptibility K ^ and that of torsion are required to 
restore it. 

Then K S KI oc $ 

But K X K oc 15. 

Subtracting ^ - K & a - (15 + 6) 
and this is expressed on the air-water scale by 

100 



- (15 + 0) 



69-5- 



If the susceptibility zl of a solid was required, taking a cylinder 
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of it of the same shape and size as the glass, if the restoring force 
in air was fa 

K B /C a QC <j> 

100 
whence K S /c ft on the air- water scale was <f> X ffi~k* 

Full details of the work are not given, but apparently a bulb 
was used containing in succession various liquids and gases, and the 
same bulb was used when exhausted so that the values of K relative 
to a vacuum could be deduced. Taking a vacuum as having zero 
susceptibility and K & /c w = 100, Faraday found for K & the value 
3-5, and therefore for water KW = - 96'5. The following Table 
gives some of his measurements on this scale. BecquereFs values 
for some of the same substances are given, adapted to Faraday's 
scale. Becquerel took /c a K W = 10 and /c a = 0. To compare 
them his numbers have been multiplied by 10, and have been added 
to 3-4. The numbers for air and water must of course agree : 

FARADAY BECQUEREL 



Oxygen 


17-5 


Air 


3-4 


Vacuum 





Carbon dioxide 





Hydrogen 


-o-i 


Zinc . 


-74-6 


Alcohol 


-78-7 


Water 


-96-6 


Carbon disulphide 


-99-6 


Sulphur 


- 118 


Bismuth 


- 1967-6 



-21-6 

-75-5 
-96-6 

- 129-6 

- 110-3 



The closeness of the values in many cases is evidence of the 
excellence of the work of the two experimenters. 

Faraday made experiments at different distances and found 
different results. The value for bismuth, for instance, rose quite 
considerably as the distance increased. This has not been con- 
firmed by later work, and there was no doubt some undetected 
error important at the greater distances, but apparently not so 
important at the half-inch distance, since the results there obtained 
are in very fair accordance with the best measurements. 

We shall now describe some of the later experiments, selecting 
typical methods. 

Rowland's experiment. Rowland and Jacques* used 
the method of a vibrating needle, of which the simple theory is 
given on p. 260. According to that theory the time of vibration 
of a needle-shaped bq,dy in the field is 

* Kowland's Physical Papers^ pp. 75 and 184. 
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where A and B are known if we know the rates of change of field 
along and perpendicular to the axis. These rates were determined 
by means of an ** exploring coil" which was connected to a ballistic 
galvanometer and placed, to begin with, at the centre of the field and 
with its plane perpendicular to the field. It was then moved short 
measured distances and the galvanometer throws gave the changes 
to be measured. The coil was also moved from the centre right 
out of the "field and thus the field at the centre was found. 

The method was applied to crystals of bismuth and of calc 
spar, and it was found that the value of /cin each case was different 
along different axes. The values of 10 9 /c obtained along two axes 
were 

BISMUTH CALC SPAR 

-12554 -38 

_ 14.334. _ 40 



These appear to be the earliest determinations in absolute 
measure. 

Experiments of von Ettingshausen. Four different 
methods were used by von Ettingshausen * to determine the sus- 
ceptibility of bismuth. In the first method two primary coils 
were placed in series and an intermittent current was sent through 
them. Round the primary coils were wound secondary coils con- 
nected in series through a galvanometer but in opposition that 
is, so that the simultaneous currents induced in them by the 
primaries went in opposite directions through the galvanometer. 
There was a commutator in the circuit worked* at such a rate 
that both make and break currents went through the galvanometer 
in the same direction. First the coils were so adjusted that the 
secondary currents just neutralised each other. Then a bismuth 
cylinder was inserted in one of the primaries. Since the per- 
meability of bismuth is less than unity, the mutual induction 
between that primary and its secondary was decreased, the current 
induced in it was less than the current in the other secondary, 
and the galvanometer was deflected. The bismuth was then 
withdrawn, and in its place was inserted a solenoid through which 
a known current was passed, made and broken as frequently as 
the primary current in the previous experiment. This induced 
an alternating current in the secondary, rectified as before through 
the galvanometer. The magnetisation of the bismuth under the 
original known primary could thus be compared with the .mag- 
netisation if we may so term it of the inserted solenoid with 
its known current, and the susceptibility of the bismuth could be 
determined. 

* Wi&d. Ann., xvii. p. 272 (1882). 
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A precaution is necessary in this method. Foucault currents 
are induced in the bismuth at both make and break in the 
primary. If each Foucault current has time to be formed and 
die away before the next change in the primary, it will induce 
equal and opposite currents in the secondary and may be left 
out of account. But if the interval between make and break 
is too short, the Foucault current formed in one interval extends 
partly over the next interval, where its effect on the secondary 
is commuted, and so a balance is left over to affect the galvano- 
meter. Experiments showed that the frequency must not exceed 
more than 8 or 9 per second. 

In a second method a horizontal bismuth cylinder was suspended 
from one end of a torsion rod so as to be partly within, partly 
without a horizontal solenoid through which a known current was 
passed and the force on the bismuth was measured. That force 

is, as we have seen, / ^ -^dv. H could be calculated for each 

J 4& QjXf 

element of the cylinder and hence K was determinate. 

A third method resembled that of Rowland and Jacques, and 
need not be described. 

In a fourth method a bismuth cylinder was brought between 
the poles of a strong magnet. At a distance from the poles either 
9 or 17 cm. was a magnetometer needle. Before the bismuth 
was inserted the effect of the magnet on the needle was compen- 
sated by a second magnet. When the bismuth was inserted it 
behaved as a feeble reversed magnet and deflected the magneto- 
meter needle through 



where M is the magnetic moment of the bismuth and H is the 
field at the magnetometer. The deflection was too minute for direct 
measurement. The bismuth was inserted and withdrawn with a 
periodicity the same as that of the needle, producing ultimately a 
swing g. If K is the damping coefficient of the swings the direct 
deflection A is then given by 



The values obtained by the successive methods for 1 6 /c. were : 
1, 13-57 ; II, 1411 5 III, 15-3 ; IV, 13-6. The second method is 
probably the most exact. 

Curie's experiments. P. Curie * determined the value of 
K for a number of substances and investigated the effect of change 
of temperature, using a method like that of Becquerel and 
Faraday. The body to be tested was on a torsion arm, and the 
torsion was measured which was needed to keep it at o in the field 
Ckim. et vty^ 7 ser. V. (1895), p, 289 j or CEuvres de P. Curie, p. 232- 
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of an electro-magnet EEEE, Fig. 218. The figure represents the 
horizontal plane through the magnetic axis. The torsion rod was 
arranged so that the body could move along ox. The force upon 

F 



* T 
it was J? = -g 7 v, where H y is the intensity, which from 

symmetry must be perpendicular to or, K is the susceptibility, and 




v is the volume. If p is the density and m is the mass, we may put 



dH. 



where x :=: "~- Curie investigated the value of ^, which he 

termed " the specific coefficient of magnetisation." 

To find H y a small coil connected to a ballistic galvanometer 
was placed at o perpendicular to H y and then turned through 180. 
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The galvanometer throw gave Hy. To find ^r^- use was made of 

the fact that -^r^ = -j- 2 -, since each is equal to J^^ where V is 

the magnetic potential. The coil was placed at o with its plane 
perpendicular to H x , and was moved a given small distance dy 

along oy, and the throw gave 



dy 
By these experiments, then, H y 



could be found. Pre- 



liminary experiments were made to determine the values of 
H y and ^ or -y- 1 - at various points along ox, and the point 

where the product was a maximum was fixed as at o. Since, there- 
abouts, it varied slowly, exact adjustment of the body at o was 
not necessary. Farther, the force along ox was practically con- 
stant for a small displacement along ox. In the experiments the 




FIG. 219. 

t torsion fibre, r torsion rod, 6 body, EE electro-magnet, 
s scale, p pointer, m microscope 

displacement due to magnetic action was never more than 0*15 cm. 
It was not necessary, then, to restore the body to its original 
position, when the deflecting force acted. It was sufficient to read 
the deflection. This was done by viewing through a microscope a 
pointer on the other end of the torsion arm which moved over a 
scale. The arrangement is represented diagrammatically in Fig. 
, where certain details for measuring the moment of inertia are 
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omitted. The force for a given deflection was obviously deter- 
minate from the moment of inertia and the time of vibration. 

Ihe body was contained in a small bulb. When the effect of 
temperature was to be investigated the bulb could be surrounded 
by a jacket electrically heated, as represented diagram maticallv in 
Jig. 220, the heating coil being surrounded by porcelain. Outside 



T 




FIG. 220. 

a bulb containing the body, T porcelain rod, TTT metal tube from 

end of torsion rod, PP porcelain electrically heated oven, e thermo 

junction, ABC water jacket, EE case. 

this was a screen through which water circulated. Below, the 
apparatus was boxed in by wood to lessen convection currents. 

To correct for the action on the bulb and the supporting rod 
the force was measured on the bulb when containing the body and 
again when it was empty. To correct for the air displaced by the 
body it was assumed that the value of x f r nitrogen is negligible, 
so that its value for air is due to the oxygen. To determine 
X for oxygen the bulb was filled with oxygen at a known con- 
siderable pressure, and the force was measured. Then the point of 
the bulb was opened and oxygen escaped till the pressure was that 
of the atmosphere. The force was again measured, and the 
difference gave the force upon the oxygen which had escaped if 
that amount occupied the volume of the bulb* 

T 
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A 

temperatures rising from 

if T is the absolute temperature, 

33700 j_ 
X = TO~ ' T' 



Hence X is independent of the density, and is constant at constant 
te Ttand Po are the susceptibility and density of oxygen, 

33700 ^ 
Ko=: ~W ' T' 

_6740_ 
<Ca ~"~10 r T' 

W here p is now the density of oxygen at atmospheric pressure. 
iiv'ding by the density of air p M we have X for air 



6740 



6740 1 . 16 
TO*~ T 14-43 

7470 . l_ 
TO 5 " T' 



O 

In correctingfor air displaced werequire KV Assuming the pressure 
to be 760 mm., then, for oxygen at T, 

00143x^73 

pa -- - rj-i ~ 



whence * a =2640 . ^ * 



The value of v was first determined for a number of diamagnetic 
bodies and it wa * found to be constant for each with fields varying 
from 50 to 1350. With the exception of bismuth and antimony 
the value did not vary when the temperature was raised in some 

CaSe with > temuth C and antimony there was a great decrease as 

* Curie gives 7830 instead of 7470, and 2760 instead of 2640. 
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the temperature rose. . Bismuth was submitted to special examina- 
tion, and it was found that between 20 C. and the melting-point 
78 C. the value of x was given by 

10 6 X = 1-35[1-0-00115(*--20)]. 

At 73 C. 10 6 x fell from 0-957 in the solid to 0-38 in the 
liquid state, and then remained constant as the liquid was raised 
to 400 C, 

The value of 10*x f r water was 0-79. 

An easy calculation shows that Curie^s relative values of K for 
air, water, and bismuth at agree closely with those found by 
Becquerel and Faraday ; Curie's values, reduced to Faraday's scale, 
being 3'74, -96'3, and -1830 respectively. 

Certain paramagnetic substances were next investigated, espe- 
cially as to the effect of rise of temperature. G. Wiedemann* had 
already shown that for solutions of certain salts, over the range 
from 15C. to 80 C., the value of x agreed nearly with Xt = XcX 1 Q 
and he found a =0-00325 the same for all. Plessnerf also found 
a constant temperature coefficient for other solutions, obtaining 
a = 0-00355. These values, so near to 0-00367, suggest that x 
varies inversely as the absolute temperature. Curie re-examined 
the results of Wiedemann and Plessner and showed that they 
agreed very nearly with xF = constant, the law which he had 
already obtained for oxygen. He showed also that Plessnerf 
measurements with the salts in the solid state agreed with the 
law. He then showed that the product was constant for proto- 
sulphate of iron over a range from 1 C. to 108 C., and for 
palladium over the range from 2 to 1370. 

Curie's law. These results may be summed up in what is 
known as Curie's law, which states that for a paramagnetic body 
the product of the specific coefficient of magnetisation x a n ^ ^ e 
absolute temperature T is constant, each body having its own 
constant. 

Glass and porcelain, if paramagnetic at ordinary temperatures, 
became diamagnetic at high temperatures, and if diamagnetic to 
begin with showed stronger diamagnetism at higher temperatures. 
In each case the diamagnetism appears to approach a limit^ This 
is easily explained if we suppose that there are two constituents 
present, one paramagnetic, the other diamagnetic. We shall then 
have 



~ representing the paramagnetism of one constituent varying 
inversely as the absolute temperature, and therefore diminishing 

* Pogg. Ann. t cxxvi. (1865), p. 1. 
t Wied. Ann,, xxxix, (1890), p. 38. 



292 MAGNETISM 

as T rises ; and B the constant diamagnetism of the other constitu- 
ent. As T increases ^ approaches B. 

Curie also studied the behaviour of iron, magnetite, and nickel 
when carried to high temperatures. In the case of iron he 
experimented in succession on three wires, each about 1 cm. long, 
and of respective diameters 0-002, 0*014, and 0'035 cm. These 
were enclosed in glass or platinum tubes to protect them from 
oxidation and arranged on the torsion rod along oy, Fig. 218. 
The temperature was raised from 20 C. to 1360 C., and the 
field from 25 to 1300. 

About 750 C. the value of I, the intensity of magnetisation, 
began to be nearly independent of the field and fell rapidly, con- 
tinuing to fall to 950 C. Then it was nearly constant, though 
falling slightly to 1280 C. Then it rose slightly and afterwards 

fell again. Apparently at a sufficiently high temperature I = 

as for feebly paramagnetic bodies. From the experiments he 
obtained the following results for iron : 



Temperature Field 

20 25 5440000 

20 1300 166000 

1000 25 to 1300 27-6 

Thus at 1000 C. the value of x is independent of the field and 
is nearly the same as for air at 20.* 

Similar results were obtained with magnetite and nickel. 

Wills' experiment/!* In this experiment a rectangular 
plate of the substance to be tested was hung from one arm of a 
balance. Its lower edge was horizontal and was between the poles 
of an electro-magnet as represented in elevation and plan in Fig. 221. 

If A is the area of cross-section of the plate indicated in plan 
in (5), the force on the plate in direction OB upwards is 



where the limits for H are the field at the lower edge and that at 
the upper. But the field at the upper edge is negligible in 
comparison with that at the lower, and we may put the force 
measured by the balance 



2 

where H is the field between the poles. To measure this a 
"dummy" plate of plaster of Paris with tinfoil strip round its 

^^Sted* 6 W rk n ir n at Mgl1 t6m P eratures Ourie ' s P a P* r (k* &) 
t AW, Mag., xlv. (1898), p. 43. 
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two sides and its lower edge was suspended in the position of the 
plate, and a known current C was sent through the tinfoil strip. 
If the length of the lower edge was /, the vertical force was CZH, 
since the action on the sides was negligible, being practically 
horizontal. Hence H was determinate by the balance. 

The value of K for bismuth was found to be the same within 



LmJ 






N 




S 




() Plan 
FIG. 221. 



the limits of error with fields varying from 1600 to 10,000. The 
following results were obtained : 



Bismuth 
Antimony . 
Sulphur 
Marble 
Aluminium . 



-l*5to -12-55 
-0714 
-0-765 
-0-7 
+1-88 



TownsexuTs experiment.* The method was devised to 
measure K for liquids, and was in principle like the first method of 
v Ettingshausen. A tall jar, which could contain the liquid to 
be experimented on, was placed within a solenoid which served as 
a primary coil. Round the middle of this was a secondary coiL 
There were a compensating primary and a secondary respectively^ 
series with the coils round the jar, and a galvanometer with 
commutator to rectify the current was in the secondary circuit. 
The two sets of coils were so arranged and so connected up that 
when the jar was empty an alternating current of frequency 16 m 
the primaries produced no current in the secondaries. If there are 
* PklL Tram,, A. (18$6), p. 533. 
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N turns on the jar-primary and N' turns in the secondary round it, 
and if the area of cross-section of the primary is A and its length 
27, the mutual induction of primary and secondary is 

4xNN'A 



a/ 



If the jar is now filled with liquid of susceptibility /c, and if 
we suppose its cross-section to be A also, the mutual induction is 
altered to 



) 

6 

or increased by 

, 4<7rNN'A 

47T/C ^ . 

The balance between the pair of secondaries will therefore be 
destroyed, and a current will flow through the galvanometer. 

To measure this increase in mutual induction a third pair of 
coils was arranged, one in the primary and the other in the 
secondary circuit, so that the mutual induction, always very small, 
might be varied from by an amount measurable from the 
dimensions and positions of the coils. This third mutual induction 
was so arranged that it exactly neutralised the current due to 
the insertion of the liquid, and so the value of the increase 
47ne.4'7rNN / A/Z was known, and K was determinate. Townsend 
showed that Foucault currents in the jar could not have an 
appreciable effect. 

The value of 10 6 /c for water was found to be 0*77, agreeing 
closely with Curie's value 0*79. The susceptibility of a salt 
solution in water arises partly from the water and partly from 
the salt, so that, if K is the susceptibility of the solution, 
K + 0*77 X 10~ 6 is that of the salt alone. For solutions of iron 
salts this was found to depend only on the weight of iron in the 
salt and not on the nature of the acid radicle, being proportional 
to the weight of iron W per c.c. of solution, though differing 
for equal weights in the ferrous and in the ferric salts. The 
values obtained for temperatures about 10 C. were : 

106AT+0-77 

Fe 2 Cl 6 266W 

Fe 2 (S0 4 ) 3 ..... 266W 

Fe 2 (N0 8 ) 6 266W 

FeCl 2 206W 

Fe 2 S0 4 205W 

The values obtained for the dry salts were approximately the 
same. 

All the salts showed a fall in /c, with rise of temperature of the 
order of ^ per cent, per degree C> 
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The susceptibilities of solutions of potassium ferrocyanide and 
potassium ferricyanide were the same as if water alone were 
present so that when iron is present in the acid radicle it must be 
at least 100 times less magnetic than where it takes the part of a 
metal in a salt. 

The paper contains an interesting suggestion. Imagine a magnet 
set spinning about its centre in the earth's field. The N pole will 
go round the semicircle on the Northern side more rapidly than it 
will go round that on the Southern side. Thus the end towards the 
North will be a longer time S than N, and the average effect at a 
distance will be that of a reversed magnet. If the molecules of a 
body consisted of small magnets rotating about their centres under 
the action of a field, the body would appear diamagnetic. 

We may note here that iron carbonyl, the liquid compound 
Fe(CO) 5 discovered by Mond and Quineke in 1891,* is diamagnetic. 

Experiments of Fleming and Bewar on oxygen at 
low temperatures. Dewar had already found that liquid 
oxygen was strongly paramagnetiaf Fleming and Dewar made 
investigations on its susceptibility. The first method J which they 
used was an induction method in* which the primary and secondary 
coils were immersed in liquid oxygen and then in gaseous oxygen 
at nearly the same temperature. But this was not so satisfactory 
as a second method,! in which balls of silver, of bismuth, of copper, 
and of glass containing mercury, were weighed above the pole of 
a strong electro-magnet. When the magnet was excited there 

was a change in weight of fo /c^VH-y-, where V is the volume 

of the ball, KI is its susceptibility, and /c t is that of the surrounding 
medium and x is measured upwards. The field H was determined 
for different values of x and for different exciting currents by means 
of an exploring coil connected to a ballistic galvanometer. 

The susceptibility of each ball was first found by weighing it in 
air with the current off and on, and assuming that 10 6 ic for air is 
0-024. To test the method the silver ball and a, glass ball were 
each weighed also in water with the current off and on, and the 
mean value of 10 6 /c for water was 0-74, agreeing fairly with the 
values obtained by others. The balls were then weighed m liquid 
oxygen at- 182 C. with the current off and on. The susceptibilities 
of the balls were estimated at - 182 C.,and thus the susceptibility 
of liquid oxygen was found. The mean result was 10 e jr= + 
whence JJL = 1*004. 

Curie found that for gaseous oxygen 

SS700 

* Tram. Ghem Soc. , 1891, vol. 59, p. 604. 

f P R.S., vol. 1. p. 2-47. J j&M., vol. Is. p. 283 (1896). 

/W&,voU Ixiii, P, 311 (1398), 
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where T is the absolute temperature. If we assume that this holds 
when the oxygen is liquefied at 182 C. or + 91 A., and if we 
take the density of liquid oxygen as 1-14, then 



The change from gas to liquid, then, makes no great change 
in the value of %. 

Pascal's experiments. Pascal* studied the magnetic quali- 
ties of a large number of solutions, of some liquids, and of some 
liquefied gases by a method due to Quincke. In principle the 
liquid to be experimented on was contained in a U-tube with one 
limb narrow (6 mm. diameter), the other wide (6 cm. diameter). The 
narrow limb was between the poles of an electro-magnet by which 
a horizontal field could be established of any intensity up to many 
thousand gausses. The surface of the liquid in this limb was at 
the centre of the field and its level was observed with a microscope. 
The field at the surface of the wide limb was in comparison 
negligible. Hence when field H was put on, if the difference of 
level in the limbs was h, if K is the susceptibility of the liquid and 
KQ of whatever is above it, the force per unit area was as in Wills' 
experiment : 

H 2 



But this balances the column of height A. If the density of the 
liquid is p, 



The actual change observed in the microscope is that of the level 
in the smaller limb, say <5. If s be the cross-section of the narrow 
limb and S that of the wider, it is easy to see that h = (S+$)<S/S, so 
that 



To avoid measurement of H, the experiment was repeated on 
water with the same value of H. Denoting the susceptibility of water 
by K V its density by /> 15 and the change of level in the narrow 
limb by <5^ 



= a 

By division 

K K Q Sp ~ 

- - = -r-- = X, say, 
KI-KO A/>i 

de Chim, et de Phys., 8 ser, XVI. (1909), p. 359, and XIX. (1910), p, 5, 
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where A is given by the measurements made. Pascal took ^ as 
7'5 X 10~ 7 and jc for air as 0'25 x 1C- 7 . When coal gas or a 
vacuum was above the liquid /T O was taken as zero. 
For a solution under air it follows that 

10 7 /c = 0-25 - 7-75X 

while for one under coal gas or a vacuum 

10 7 K = - 7'5X. 

If the density of the solution was p and it contained/? grammes 
of salt per c.c. there was p p of water per c.c. Assuming that salt 
and solvent each produced its own effect, and taking x as the 
susceptibility of the salt as dissolved, 

K p = pae + (p p)T5 x 10- 7 . 

The measurement of X, p 9 and p therefore gave as. For the modifi- 
cations of the method for liquefied gases the original papers should 
be referred to. 

From his results with solutions of salts of iron, nickel, and 
cobalt Pascal inferred that as an ion of a ferromagnetic metal 
passes into a complex ion or into a colloid its susceptibility 
diminishes, and it may even become diamagnetic. Hence the 
magnetic moment of a molecule in a given field is not the sum of 
the moments of its constituent atoms, but depends on the grouping 
in the molecule. 

With the diamagnetic metalloids he found that the atomic 
susceptibility /ca (a being the atomic weight) was nearly pro- 
portional to e a+ ^ where a and /3 are constants for the same 
family. With several diamagnetic compound gases, when liquefied 
he found that Km (m being the molecular weight) was nearly 
proportional to 5 + n, where n is the number of atoms in the 
molecule. In diamagnetic organic compounds his results showed 
that the different atoms preserved, as a rule, each its own 
diamagnetic susceptibility, but the presence of oxygen appeared to 
lead to anomalies. 

The electron theory. The following is a brief sketch 
of Langevin^s form of the Electron- Theory of Magnetism,* 

Let us, as a preliminary, imagine an atom which consists of a 
positive charge on a large central mass, and a negative electron 
circling round it as the moon circles round the earth. The 
positive charge will hardly move, and the electric lines of force will 
sweep through the space round it, all the lines directed outwards 
from the centre, and their motion will produce a magnetic field 
equivalent to that of a current along the orbit but opposite 
in direction to the motion of the electron. The magnetic moment 

* Ann. dc Chim. rf rfe Phys., 8 ser. V. (1905), p. 70. 



298 MAGNETISM 

will be given by M = tfA, where e is the electronic charge and A is 
the area of the orbit swept out per second. 

Now suppose that a field H is put on perpendicular to the 
plane of the orbit, and in the positive direction, so that if the 
equivalent current is going round clockwise in the plane of the 
paper, or the electron is going round counter-clockwise, H is from 
above downwards. During the increase in H there is a negative, 
i.e. counter-clockwise, E.M.F., and this, acting on the negative 
electron, gives a clockwise or retarding force. When H is established 
the angular velocity in the orbit is less than initially, A is 
diminished, and it can be shown that 

A M/ M = - eRTl^m 

where r is the period of revolution and m is "the mass of the 
electron. 

Now imagine a more complex atom in which there is a central 
body with a large number of electrons circling round it in orbits 
with their aspects indifferently distributed in all directions. On 
the whole the moment of each atom, then, is zero. When a 
field H is put on, the effect on each orbit is like that discussed 
above, but less as the inclination of H to the perpendicular to the 
orbit increases. Those going round one way will have their 
positive moments decreased, those going round the other way 
will have their negative moments increased, so that on the whole 
the moment of the atom will become negative. We may suppose 
that the ordinary diamagnetic atom is of this type, and the 
formula for the change of moment shows that, in accordance with 
experience, it is very minute. Further, since there is reason to 
suppose that temperature describes the agitation of the molecules 
and atoms as wholes and not the motions within the atoms, we 
should not expect diamagnetic susceptibility to depend on 
temperature. Curie showed that, excluding bismuth and antimony, 
the susceptibility was constant through a very wide range of 
temperature. 

To explain paramagnetism, imagine a body to consist of atoms 
in each of which the aspects of the electronic orbits are not 
indifferently distributed, but that they are grouped more or less 
about a particular axis. Each atom, then, will have a magnetic 
moment, like the molecular magnets in Weber's theory. When 
there is no external field and the body is unmagnetised, the axes of 
the atoms and the molecules into wnich they are grouped will be 
distributed indifferently in all directions. When a field H is put 
on, it acts in two opposite ways. In the first place it tends 
to decrease each atomic magnetic moment in the way already 
explained for diamagnetic atoms. In the second place it tends to 
pull the magnetic axes into its own line and so to give a positive 
moment to a mass of molecules. This second effect is vastly 
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greater than the first and quite masks it. If there were no 
intermolecular and interatomic agitation that is, if the temperature 
of the body were absolute zero the molecules might set under 
sufficient force all with their axes in the direction of H, like the 
magnets in Ewing^s model. The intensity of magnetisation would 
then be a maximum and would be independent of the field when this 
had reached the value needed to secure parallelism. But molecular 
and atomic agitation that is, heat with the resulting collisions, 
produces disturbance of the axes. 

Langevin examined specially the case of a paramagnetic gas such 
as oxygen. Let us imagine that we are dealing with a constant mass 
kept at constant unit volume. Let its moment in field H be M. 
Let the moment be increased to M + d^L The work done from 
outside on the gas is therefore HdM. But work done on a 
gas at constant volume goes to increase its temperature. If 
we keep the temperature constant we must take away heat ?Q = 

HdM. But if T is the temperature, ~j is a perfect differential, 

H 

for it is equal to the entropy removed, d<j>* Then 7^. dM. is 

also a perfect differential. Now the condition of the gas, in- 
cluding the condition M s is a function of H and T only. 

It follows easily that M must be a function of ^ 



orM 



-/IT/* 



But as far as experiment has yet gone, when T is constant 

MocH. 

TT 

Therefore MocTp 

M C 
or H =j. 

But M/H is proportional to the susceptibility, so that this 
result gives Curie's law. This cannot hold, however, down to 
the absolute zero. There we shall have a moment M due 
to parallel alignment of all the molecules. But of course the gas 
law assumed ceases to hold before we get to zero temperature. 

By a treatment analogous to that by which the mean square of 
the velocity is found, Langevin found that the magnetic suscepti- 

M 2 

bility should be OTTH, where R is the gas constant. 

Tlie magneton.* P. Weiss, in conjunction with Kammerlingh- 
* Weiss, Jourwl de Phy&qw, 5 ser. I. (1911), pp. 900 and 965. 
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Onnes,* made measurements at the temperature of liquid hydrogen 
of the intensity of magnetisation of" iron, nickel, and magnetite, and 
by certain inferences of that of cobalt. At this temperature the 
bodies might be regarded as saturated, with all the molecular axes 
parallel. Weiss found that the magnetic moment per gramme- 
molecule was very near in each case to a small integral multiple of 
113'5. This value he termed the "magneton-gramme." He 
puts forth the theory that there is in each atom of these substances 
at least one elementary magnet of constant moment and the same 
for all of them, and he terms this the u magneton. 1 *' Assuming 
Perritfs value 68*5 X 10 22 as the number of molecules in the 
gramme-molecule, and assigning one magneton with moment m to 
each molecule in the magneton-gramme, we have 



68-5 x 10 22 7rc = 1188-5 
whence m = 16'4 x 10~ 22 . 

The magnetisations of iron, cobalt, magnetite, and nickel 
respectively agree with the possession per molecule of 11, 9, 7, 3 
magnetons respectively. Using Langevin's theory with certain 
extensions, and assuming that it is applicable to solids as well as to 
gases, certain results obtained by himself and Foexf on bodies 
above the Curie point, or the point where the permeability falls 
almost to 1, appear to fall in line with the magneton hypothesis 
on the supposition that the number of active magnetons changes. 
Weiss also uses Pascal's results to show that in paramagnetic 
solutions the magnetisation can be expressed in terms of the 
magneton. 

* Oman. Phys. Lai. Leiden, No. Ill, p. 3 (1910). 
t Journ. de Phys., 5 ser. I. (1911), pp. 274 and 744. 



CHAPTER XXIII 
TERRESTRIAL MAG3STETISM 

The direction of the earth's lines of force at a given place To find 
the declination To find the dip or inclination The earth inductor 
The intensity of the field To determine the horizontal intensity H 
The vibration experiment The deflection experiment -Kecording 
instruments Results Sketch of Gauss's theory of terrestrial magnetism. 

IN many magnetic and electric measurements it is necessary to know 
the intensity and direction of the earth's magnetic field at the 
place of experiment. It is also of the highest scientific interest to 
determine the field of the earth as a whole, in the hope that we 
may answer the questions how and where is the earth magnetised 
and what is the origin of the magnetisation ? We shall give here 
a brief account of the methods usually adopted to obtain the field 
at a given place, a summary of the results of observations made at 
the various observatories distributed over the earth's surface, and 
of the progress so far made in the investigation as to where the 
magnetisation resides and how the magnetic field is disturbed. As 
to the origin we have at present no theory of certain value.* 

The direction of thfe earth's lines of force at a given 
place. It is convenient to describe the direction of the earth"*s field 
at a given place by two angles : (1) The angle which the vertical 
plane through the line of force the plane of the magnetic meridian 
makes with the vertical plane through the geographical North and 
South the plane of the geographical meridian. This angle is called 
the Declination. (2) The angle between the line of force and 
the horizontal plane. This angle is called the Dip or Inclination, 
To find the declination. Let us suppose that we have a 
compass needle with axis of figure coinciding with the magnetic 
axis balanced without friction on the point C, Fig. 22. If the poles 
are m, and if the earth's total intensity is I, we have two 
equal and opposite forces ml, one acting at each end. These 
may be resolved into horizontal components ^H, and into 
vertical components mV. The latter will give a couple mW, 
* A full account of the Kew instruments will be found in Gordon's Meetrio&y 
and Magnetism^ vol. i. chaps, xiv. and xv. ; or in Mncy. BriL, 9th ed., vol. xvi. 
p. 159, Meteorology, Terrestrial Magnetism. The results are discussed in that 
article, and in "Magnetism, Terrestrial," 10th ed., vol. xxx. p. 453. In the 
llth ed. the corresponding articles are under " Inclinometer," " Magnt> tograph," 
" Magnetometer," and ** Magnetism, Terrestrial.'* See also Bauer's land Magnetic 
Observations, Carnegie Institution, 1912. 
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where I is the distance between the poles, and will tend to make 
the needle dip in the direction of I. But the needle may be kept 
horizontal at a place iu the Northern magnetic hemisphere by 
putting c towards the N end of it a distance from G such that it a 
is the weight of the needle w.cG=mVl. The needle will then 
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FIG. 222. 

remain horizontal even when displaced from the magnetic meridian, 
for the only other forces acting on it are mH horizontal. When 
so displaced these forces will form a couple tending to bring the 
needle into the magnetic meridian, and it will ultimately settle 
there. Even if c is not accurately placed for horizontality, the 
needle will still settle in the plane of the magnetic meridian. 

Let us suppose that it moves over a horizontal graduated circle 
of which c is the centre, and that we know the geographical North 
point on this circle ; obviously the declination is the angle on the 
circle between this point and the N end of the needle. 

In practice the magnetic axis cannot be made to coincide exactly 
with the axis of figure. We may deduce the direttion of the magnetic 





FIG. 223. 



axis from the positions of the axis of figure if the needle is first 
suspended with one face upwards, and is then turned over and 
suspended with the other face upwards. Let (a), Fig. 223, be a 
'-|fJhflBr of the needle in the first case. We read the direction of AB 
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on the circle. Now turn the needle over about NS as axis and 
suspend it with the other face up, and let (ft), Fig. 223, be the plan 
in the new position. NS is still in the same direction, but AB is 
thrown as much on one side of NS as it was previously on the 
other, and the mean of the two readings for the direction of AB 
gives the direction of NS. 

The form of the apparatus adopted in this country is known as 
the Kew magnetometer. The needle is a hollow magnetised steel 
tube about I in. long and \ in. diameter, Fig. 224, with a very fine 




FIG. 224. 



horizontal scale on glass at one end *, and a lens I with s as its 
focus at the other. It is provided with two points of suspension, 
p and po. The needle is hung up in a torsion box by a silk fibre, 
as represented diagrammatically in the figure. This torsion box is 
mounted so that it can be turned about a vertical axis, easily 
adjusted vertically by levelling screws and a level not shown. A 
telescope focused "for a long distance away moves round the same 
axis, and is provided with verniers on arms moving on a horizontal 
divided circle c. First, it is necessary to eliminate the torsion ot the 
fibre. This is done by placing the torsion box as nearly as^ possible 
in the magnetic meridian, and then hanging a non-magnetic plumb 
bob of the same weight as the magnet and in its place. When the 
bob has come to rest the magnet is hung up by ft, and the telescope 
is moved round so that the centre of the scale *, viewed through 
the window w. and lighted through the window w# is seen on the 
cross wire of the telescope. The axis of figure is the line joining 
the centre of the scale s to the centre of the lens I The readings 
of the telescope verniers are then taken. Say that the mean reading 
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is D r The needle is now turned over and hung from p 2 , and the 
telescope is moved round so that again the centre of s appears on 
the cross wire, and the telescope verniers are again read, giving, 
say, D 2 . The magnetic axis bisects the two directions given by the 
telescope readings, and corresponds to a reading J (Dj + D 2 )- 

For simplicity we shall suppose that by previous observations 
on the sun some object on the horizon at a distance has been fixed 
on as the geographical South point. The telescope is turned so 
that this point is on its cross wire and the verniers are read, giving a 
mean reading S 3 say. We have then the declination given by 

^-5 - S. The instrument is provided with apparatus by 

rfw 

which a sun observation may be taken and the reading of the South 
point on the circle c may be directly determined, but into this we 
shall not enter. The determination of the declination by different 
instruments * may differ by several minutes. 

To find the dip or inclination. The ideal apparatus for 
the determination of the dip would consist of a needle with its long 
axis of figure coinciding with the magnetic axis, and able to move 
freely round an axis through its centre of gravity, this axis being 
supported so as to be horizontal and perpendicular to the plane of 
the magnetic meridian. A vertical divided circle would be placed 
in the magnetic meridian with its centre in the axis of rotation 
of the needle and its zero reading in the horizontal through that 
axis, the ends of the needle lying just in front of the circle. 
The reading of either end of the needle would then give the dip. 

In practice, of course, these ideal conditions are only more 
or less nearly approached. The Kew Dip Circle consists of a 
vertical circle contained in a rectangular box which is glazed front 
and back, and it is mounted so as to turn round an axis which can 
be adjusted to be vertical by a level and levelling screws. There 
is a horizontal divided circle round the axis which gives the azimuth 
of the vertical circle. The vertical circle, shown without the box 
in Fig. 226, is divided from at the ends of the horizontal diameter 



FIG. 225. 

to 90 at the ends of the vertical diameter. The needle, Fig. 225, is 
aflat plate of steel from 3 in. to 6 in. long, with sharply pointed ends, 
and an axis is fixed as nearly through the centre of gravity as possible, 
and perpendicular to the plate. This axis is a thin cylindrical steel 
rod projecting on both sides of the plate, and is as truly circular in 
section as it can be made. Almost level with the centre of the 
vertical circle are two horizontal and parallel agate knife edges, on 
wMch the axis of the needle itself can roll, the central line of that 

* J Stapft4toft Eaeker, Phil Trans., A, vol. clxxxviii, (1896), p. 16. 
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axis being level with the centre of the scale. The needle when in 
position moves in a plane midway between the agate knife edges. 

A cross arm provided with verniers and two microscopes 
having cross wires in their fields of view can be turned round till, 
say, the upper end of the needle is on the cross wire of one 
microscope and the upper vernier is read. The cross wire in the 




u u v 

Fia. 226. 
Diagrammatic representation of the Dip Circle. 

other microscope is then brought to coincide with the lower end 
and the lower vernier is read. The mean reading gives the 
position of the .needle on the scale. 

When an observation is to be made, the axis round which the 
dip circle rotates is made vertical and the needle is put on to 
V-bearings, which are then lowered so as to leave it on the knife edges. 
We shall suppose that the dip circle is already adjusted in the plane 
of the meridian, and that the face of the instrument is East. The 
position of each end of the needle is then read. The mean of 
these eliminates error due to a small error in the centering of the 
needle. For if NS, Fig. 27, is the line through the ends of the 
needle and it does not pass through the axis of the circle, draw N'S 
parallel to NS, and HOH' the horizontal through (). Then 
NON' = SOS', and HON + H'OS = HON' - NON' + H'OS' + 
SOS' = HON' + H'OS', or the mean of the readings for N and S 
gives us the mean of the readings for N' and S'. 

The vertical circle may not be correctly set that is, the points 
H and H' may not be at on the scale* The circle with the 
needle on it is therefore turned through 180 round the vertical 
axis so as to face West, and the positions of the ends of the needle 
are again read. 
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r. 227. 



m uch below H as Z is above it, so ftat NZ + NZ" = 3NH, and 

t?^ff^ i S^^"^ coin.de 
5i tt? magnetic axis. To eliminate the error thus 




no. 228. 



needle is taken up and its face reversed, The 
o ends are again read P Then as with the declination 
Kle itis easy to see that the mean of the readings with the 
to of the needle West and with its face East, will give the 

of gravity aLl the axis of rotation, drawing the rectang ;le OAGB, 
KSntoftheweightof the needle acting through G will be equal 
** of two equal weights at A and B. By turning he 
over, the moment of the weight at A is reversed, and the 
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error due to the component of the displacement of -G perpendicular 
to the axis is eliminated on taking the mean of the readings before 
and after turning over. The face of 
the instrument is then turned round 
into its original position facing East, 
and the positions of the ends of the 
needle are again read. Denoting 
the aspects of the face of the in- 
strument by E and W and those of 
the face of the needle by e and w, 
we have to read each end in each of FIG. 229. 

the four arrangements E#, Ww, We 9 

Ew, and the mean of the eight readings taken eliminates the errors 
so far considered. 

There is still outstanding the error due to OB, Fig, 229, the 
component of the displacement of the centre of gravity parallel 
to the axis. To eliminate this the needle is taken out and its 
magnetisation is reversed by the method of divided touch. It is 
assumed that the magnetisation is exactly reversed an assumption 
quite certainly not fulfilled, but it at least gives us a method of pro- 
cedure which tends to diminish the error. B is now thrown as much 
above O as it was previously below it, and going through the four 
cases again the mean of the" readings with the magnetisation direct 
and reversed gives as good a value of the dip as can be obtained with 
a single needle. It is usual to find the value with two different 
needles and to take the mean in the hope that it is nearer the true 
value than that given by either separately. In this country, with 
a value near 70, skilled observers may obtain determinations with 
different needles differing by one or two minutes, and different 
instruments may give results differing by quantities of the same 
order. . 

We assumed that the observations began with the circle in the 
magnetic meridian. To make this adjustment it is^ usual to set 
the microscope verniers at 90, and turn the circle facing S till the 
ends of the needle are on the cross wires. The position on the 
horizontal circle is then read . The needle is then turned round and 
the dip circle is turned round the vertical axis till the microscopes 
again sight the needle-ends on the cross wires, and another reading 
on the horizontal circle is taken. The dip circle is then turned 
through 180 to face North, and the operations are repeated. The 
mean of the readings on the horizontal circle then gives the 
position of the circle in which the magnetic axis of the^ needle is 
vertical and, therefore, that in which the plane of the circle is perpen- 
dicular to the magnetic meridian, for in that plane the vertical force 
alone can move the needle. The dip circle is then turned through 
90 and the needle is assumed to be in the magnetic meridian. 

Sometimes the dip is taken by another method which does not 
require this adjustment 
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Suppose that the dip circle is in a plane making an unknown angle 
with the magnetic meridian. If H is the horizontal intensity in 
the meridian, the effective horizontal intensity in the plane con- 
sidered is H cos Q, and if S 1 is the dip observed when the needle is 
free to move in this plane, and if D is the true dip, 

.a H cos 9 
cot $i~ ^ =cot D cos 9, 

The circle is now turned through 90 about the vertical axis and 
the dip (? 2 in the new position is observed. Then 

TT 

cot <5 2 =y cos (0-90)=cot D sin 



and cot 2 ^ 1 +cot 2 (J 2 = cot 2 D 5 whence D is obtained from observation 
of (Jj and S 2 . 

The earth inductor. There is a totally different method of 
obtaining the dip the earth-inductor method. It is employed 
at some observatories and appears likely to come into general 
use. The principle may be given thus: Suppose that a coil 
in the form of a large ring has total area A, counting the 
areas of all the turns. Let it be laid flat on a horizontal table 
and he connected to a ballistic galvanometer. The total flux 
of induction through it is AV, where V is the vertical intensity. 
Now let it be turned over suddenly so that the other face of the 
coil is on the table. The change in induction is 2AV, and the 
throw of the galvanometer will be due to a flow of electricity 
proportional to 2AV. Say that the galvanometer gives this flow 
as Qi coulombs. Now let the coil be raised into the vertical plane 
perpendicular to the magnetic meridian. The total flux through 
it is now AH, where H is the horizontal intensity. Now let it be 
turned suddenly round a vertical axis through 180. The change 
in induction is 2AH. Say that the galvanometer indicates a flow 
of Q 2 coulombs. Then 



The intensity of the field. The total intensity I is never 
determined directly. If H is the horizontal component and D is 
the dip, H = I cos D. The value of H can be found much more 
easily and much more exactly than I ? and if D is known I may be 
deduced if needed. But in almost all cases we want to know H. 

To determine the horizontal intensity H The 
horizontal intensity is determined by a combination of two 
separate ^penments. By one, known as the vibration experi- 
.**& we find the product of H and of M the magnetic moment of 
the magnet used. By the other, known as the Reflection experi- 
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ment, we find the ratio of these two quantities. The two results 
combined give us H, and incidentally M. 

The vibration experiment. If a magnet of moment M 
suspended so as to be horizontal and is displaced through Q from 
the magnetic meridian^ it is easily seen that the magnetic couple 
tending to restore it to the meridian is MH sin 0, or, if Q is very 
small, it is MH0, and we shall have a simple harmonic vibration. 
If K is the moment of inertia of the magnet and if the magnetic 
couple alone acts, .the time of vibration is 



T = 



or 



To find K, a non-magnetic bar of calculated moment of inertia B 
is attached to the magnet and the new time of vibration T' is 
observed and 



MH 






Equating the two values of MH we obtain 
K+B_T' 2 
K T 

and 

The value of K need not be redetermined for each vibration 
experiment. 

The vibration experiment is carried out by suspending a needle 
like that used in the declination experiment in the same torsion box, 
Fig. 4. The vibration needle, however, is provided with a holder 
for the bar B. Corrections, into which we shall not enter, are made for 
the additional torsi on couple due to the thread, for the arc of swing 
not being negligibly small, and for the change in the magnetic 
moment M due to the temperature and for its increase due to the 
magnetisation induced by the earth^s field. 

The deflection experiment. In this experiment the 
vibration needle used in the previous experiment is set to deflect 
another needle from the meridian. The general principle of the 
method is as follows : 

If the vibration needle ScN, Fig. 230, is set end on, E or W 
of another needle it will deflect it through 0, given by (p. 215) 
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where d is the distance of the centre of the deflecting needle from 
the deflected needle, when we neglect small quantities. If then we 
observe 6 and measure d, w r e know the ratio of H to M, for 

H 2 



M """ d 3 tan 6 ' 

Multiplying this by the result of the vibration experiment and 
taking the square root. 



Or another procedure may be adopted, and this is the more 
usual. The deflecting magnet, always in the end on position, is 




. 230. 



turned round the centre of the deflected magnet until the latter 
is in equilibrium and at right angles to the former. Then from 




FIG. 231. 



Fig. 31 we see that the angle Q through which the deflecting 
magnet has been turned round is given by 



sin 6 



whence 




6? sin 6' 
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In usino- the last method, a graduated horizontal cross bar 
about a metre long is fixed at right angles to, and just under, the 
torsion box. A carriage slides along this bar to cam- the deflect- 
ino- magnet, and the distance d is read on the scale of the bar. 
To measure 6 a short magnet provided with a mirror is suspended 
in the torsion box of Fig. 234 to serve as the deflected magnet. 
A telescope with a scale attached replaces the telescope used in 
the declination experiment to fix the position of this deflected 
magnet. The deflected magnet is first suspended and its position 
is observed when the deflecting magnet isuot acting Ihe reading 
of the horizontal circle at the base of the instrument is also to be 
taken. The deflecting magnet is then put in position at a distance 
indicated as d on the bar scale and the instrument, with the 
telescope, is turned round until the deflected magnet appears in the 
same position in the field of the telescope. The horizontal scak 
at thfbase is again read, and the difference in readings give* 
the deflection 0. If the observed d were the actual d this would 
sufficeln so far as the simple formula holds. But thecertieof- the 
magnet may not coincide with the index mark on the carnage. 



deflection. are again taken <rit the magnet , >b "* PJ" 
the carriage and hen it is tamed end for end. We have then 
fofcStaef of the defection, and the mean ehmmata the errors 
considered. ^ 

But the formula for the deflecting force y is only approxi- 

mate. A nearer approximation is given by * 



where P depends on the distribution of magnetisation along the 
maSet We may eliminate P by taking another value of the 
dXtion & at another distance d' and it is easily found that 



H 



M ~" $* sin Q d* sin & 
The error in the determination of | is a minimum if the value 

off is about 1-S. 
a 

* Maxwell, Electricity and Mogwstism, vol. ii., 3rd ed., p. 106. 
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Values frequently chosen are d = 30 cm. and d! = 40 cm. 

Corrections for temperature and for magnetism induced by the 
earth in the deflecting magnet must be made. 

Dr. Chree has shown* that the approximation represented by 
the factor 1 + P/r 2 is not justifiable with the magnets usually 
employed and that another term, Q/r 4 , should be taken into account. 
The reader is referred to Dr. Chree's papers for a discussion of this 
point. 

The value for H in this country is in the neighbourhood of 0*18, 
and different instruments may give values differing by as much 
as two or three units in the fourth place, say by as much as 1 in 
1000 of the whole. 

In the regions near the magnetic poles, i.e. the two points 
where the force is vertical, the horizontal intensity is only a small 
fraction of the total intensity and too small to be measured 
accurately. Special instruments which we need not describe f have 
been devised to measure both dip and total intensity in these regions. 

Recording instruments. Besides the instruments which 
give the absolute values of the magnetic elements, it is usual to 
equip magnetic observatories with self-recording instruments which 
register continuously the small changes which are always occurring 
in the direction and intensity of the force. For this purpose three 
magnets are used, one to record changes in declination, another 
those in horizontal intensity, and a third those in vertical intensity. 
A satisfactory self-recording dip instrument has not been devised. 
Each magnet is suspended in a dark box, and is furnished with a 
mirror which reflects a small beam of light from a lamp on to a re- 
volving drum covered with sensitised paper.J Each magnet is sur- 
rounded with a thick copper ring to damp its vibrations. The 
declination magnet is suspended so that it is free to set in the 
direction of the horizontal component. The horizontal force 
magnet has a bifilar suspension, and the torsion head is turned 
round so that the magnet is at right angles to the average magnetic 
meridian. Let Fig. 38 represent a plan. If H changes in direction 
only and not in magnitude, the change being through the small 

angle S 9 we shall have H sin S along SN with no turning effect, 

/ $z\ 
and H cos S = H ( I-TT } perpendicular to NS : therefore the moment 

\ At / 

on the magnet is decreased by MH ~ which is negligible. A very 

small change in direction is, therefore, without effect. If H 
changes in magnitude, say from H to H+<SH 5 the moment on the 

* JRrw, Hoy. Sac., ixv. (1899), p. 375 ; Phil. Mag. [6], vol. viii. (Aug. 1904), 
p. 113. 

t See Walker's Terrestrial and Casmical Magnetism^ p. 209, for early forms. 
Beeent forms are described in National Antarctic Expedition Magnetic Observations, 
Eoyal Society, 1909. 

J For details see references in footnote on p. 301. 
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H 



magnet increases by McSH, and this is indicated by its angular 
displacement. 

The vertical force magnet is provided with a knife edge at 
its centre, resting on a plane, and is so adjusted that with 
the average vertical force it is 
horizontal. It is practically a 
balance arm. If the vertical com- 
ponent changes, either through 
change in direction or magnitude 
of the total intensity, the magnet 
tilts. Special methods are 
adopted to calibrate the records 
on the revolving drum (Ency. FIG. 232. 

Brit., Lc.). 

Results. Observation shows that the magnetic elements are 
subject to continual "disturbances." On quiet days, in this 
country, the disturbances in the declination are not usually more 
than a few minutes. There are days on which the disturbances are 
greater, and sometimes are so large that they are described as due 
to magnetic storms. But it is very rare in this country for the 
range of declination to exceed 5. When the value of an element 
for each hour of the day is averaged for a large number of days, it 





FIG. 233. 
Continuous line, snmmer. Dotted line, winter, 

is found that there is a diurnal periodicity or inequality differing 
at different parts of the earth, and differing again m summer and 
winter Thus the declination at Kew shows a diurnal inequality 
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represented by Fig. 233. There is also a small annual inequality 
and probably a very small lunar inequality. 

If, instead of considering the actual 'value of an element, the 
amplitudes of its range are plotted, it is found that there is a con- 
nection between the range and sunspots, the range increasing as 
the area of the sunspots increases.* 

In addition to these changes there is a secular change. The 
secular change in dip and declination is well represented by a 




FIG. 234. 



method due to Bauer. Fig. 34, gives the changes in the declina- 
tion at London since 1580.f 

These secular variations make it necessary to take a particular 
epoch when giving the value of the elements at a place. 




. 235. 



Figs. 235 and 236 show the lines of horizontal force (Duperrey's 

* For an account of the inequalities see Ohree, Studies w Terrestrial Magnetism 
On the connection with sunspots and auroras, see Ency. JBrit., LG, 

f A Table of the mean annual changes in the elements at different positions in 
these islands is give** by Thorpe and Eiicker, Phil. Trms., A, elxxxi. (1890), p. 325. 
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lines) and the lines of equal dip for 1876. It will be seen that 
there are two poles or points of 90 clip. ^That in the Northern 
Hemisphere in the neighbourhood of Iat770 5' N. and long. 




FIG. 236. 

96 46' W. was reached in 1831 by Captain James Ross. In 1903 
the region was again visited by Amundsen, who made a stay of 
two years, carrying out an extensive magnetic survey there, ihe 




FIG. 237. 

South magnetic pole was reached in 1909. It is about 78 S. lat. 

" ""5 E. long. . ,. -i 

;. 237 shows lines of equal declination or isogonic Iine% aad 



316 



MAGNETISM 



Fig. 238 those for equal dip or isoclhric lines for 1876. The 
figures on the right of Fig. 238 are the tangents of the dip. 

Several careful magnetic surveys of limited areas on the earth's 
surface have been recently made. Thus, Thorpe and Riicker 
made a survey over Great Britain and Ireland in 1891-92,* finding 
various local deviations due, apparently, to the presence of 
magnetised rocks. Some of these deviations could be ascribed 




to the known presence of such rocks, and from others the sub- 
terranean existence of magnetised matter was inferred. 

Sketch of Gauss's theory of terrestrial magnetism. 
In 1889 Gauss published a paper on the General Theory of 
Terrestrial Magnetism,^ in which he investigated a formula which 
should represent the earth's field at every point of its surface. 
We shall give only a brief account of the principles of the theory. 
The original memoir is well worthy of study, not only for the 
subject-matter, but for the admirable introduction which it gives 
to the use of spherical harmonics. 

Let us assume that the earth is a sphere and that its magnetic 
field is due in part to magnetisation within the surface, in part 
bo magnetisation without the surface, and in part to electric 
currents which lie wholly within or wholly without the surface. 
These electric currents may be replaced by magnetic shells (p. 222), 
so that the field may be regarded as due to a definite distribution 
of magnetism. This distribution will have a potential given by 

V= / , where dm is an element of magnetism and r its distance 
from the point considered, and V will have a single definite value 

* Phil Trans., A., vol. clxxxviii. (1896). 

f Werke, v. p. 119 ; Taylor's Scientific Memoirs, ii. p. 184. In Lloyd's 
, 223, a brief abstract is given. 
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at each point on the surface. This would not be true if currents 
existed passing through the surface. For in order that the 
potential shall be definite the work done in carrying unit pole 
from one point. A, to another point, B, must be the same by all 
paths, or, what is equivalent, the work done round any closed 
path ABA must be zero. But if a current C passes through 
the area enclosed by ABA, the work done round the path is 4x0, 
and this work will be different for different paths* enclosing 
different amounts of current. Hence the work from A to B is 
indefinite and in this case there is not a potential.* 

Let us first consider the distribution of magnetism within the 
surface. Let R be the radius of the earth, r the distance from the 
earth's centre of a point P outside the earth, I the latitude, and X 
the longitude of the point of intersection of r with the surface. 
Then it can be shown (Gauss, 2. c.) that the potential at P may be 
put in the form of a converging series : 



where B , B t , B 2 , &c., are certain functions of I and X known as 
spherical harmonics. The general form of each of these functions 
is known.f If the order is designated by the suffix, that of the 
nth order B n contains %n + 1 arbitrary constants. 

At a very great distance from the earth the potential tends to a 

value V = ^ where M is the earth's magnetic moment and 8 

r* 
is the angle its magnetic axis makes with r. The first term, 

TD T> 

, must, therefore, vanish, or B = ; and it is easily shown, 

T 

too, that in the second term Bj = a sin I + b cos I sin X + c, cos Icos X, 
since B ; R 2 must be equal to Mcos#; *, 6, and c are constants 
depending on the position of the magnetic axis* 

Next let us consider the distribution without the surface. It 
can be proved that the potential within the surface may be put in 
the form of a converging series : 



where again A , A x , &c., are spherical harmonics, but with arbi- 
trary constants other than those in B r B 2 , &c. V is the potential 
at the earth's centre, since it. is the value of V when r=0. Being 

* It is now known that there are minute vertical currents ia the air, but too 
minute to be considered in a theory which does not pretend to give an exact 
account. . 

t Thomson and Taifc's, A^woJ PMlowpty voi, i, jx 18 < 
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constant, it may be omitted, for in determining the forces we 
differentiate V. , 

If we suppose a thin shell round the surface of the earth to be 
free from magnetism, within that shell the potential will be the sum 
of the potentials due to external and internal magnetism. Then 



The intensity in any direction s is ^ If * is drawn in the 

geographical meridian towards the North, ds = HdZ. Let the 
component of the horizontal intensity in that direction be X. If 
s is drawn towards the geographical West, ds = R cos ld\. Let the 
component in that direction be Y. If s is drawn vertically down- 
wards, ds = - dr. Let the vertical intensity = Z. 



v 1 dV 

Then X * ~" ff 2P 



. 
dr 



Gauss began by assuming that the earth's field is entirely due 
to inside magnetisation, and that the series converges so rapidly 
that the first four terms are sufficient to express V. So that 



17 

V = 



B, contains three constants, B 2 five, B 3 seven, B 4 nine, giving 
twenty-four in all. It must be noted that though these constants 
depend on the internal distribution, they tell us nothing as to that 
distribution, for a given distribution of external potential may be 
produced by an infinite number of different arrangements of mag- 
netism. To determine the constants it would be sufficient to take 
eight stations at which X, Y, and Z were known, if these were known 
mactly. But, of course, there are errors in the values, not only of 
observation, but also of reduction to the same instant of time. Gauss 
took twelve stations in seven different latitudes, and computed the 
values of the twenty-four constants best satisfying the values of X, Y, 
and Z at the stations. He then calculated the values of X, Y, Z^for 
a larger number of known stations all over the earth where X, Y, Z 
had been observed, The differences between observation and 
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calculation were not much greater than the errors of observa- 
tion. In Taylor's Scientific Memoirs^ vol. ii., will be found maps 
giving the lines of equal dip, equal declination, and equal total 
intensity according to Gauss's formula. Considering that the 
observations could not all be correctly reduced to the same epoch, 
these lines show a remarkable agreement with the observed lines 
and justify the preliminary assumption that the earth's field is, at 
any rate, mostly due to internal magnetism. Subsequent recalcula- 
tion of the constants * has tended to confirm this assumption. 

Gauss himself suggested that the disturbances of the magnetic 
elements might be treated in a similar way, and that it might be 
shown whether they arose from internal or external changes in 
magnetism. Schuster f undertook such an investigation on the 
diurnal variation for the year 1870. His work led to the con- 
clusion that the variation was chiefly " due to causes outside the 
earth's surface, and probably to electric currents in our atmosphere," 
and that " currents are induced in the earth by the diurnal varia- 
tion which produce a sensible effect, chiefly in reducing the 
amplitude of the vertical components and increasing the amplitude 
of the horizontal components," 



. Brit., 10th ed., xxx. p. 462 ; llth ed., xvil p. 381. 
f PUl Tfav., A, vol. clsxx. (1889), p. 467, 



CHAPTER XXIV 
MAGTTETISM AND LIGHT 

The Faraday rotation Faraday's successors Verdet's constant and its 
variation with wave length Effect of rise of temperature Absolute 
values of Verdet's constant Rotation by gases Botation by films of iron, 
nickel, and cobalt Representation of the rotation by two equal circularly 
polarised rays with opposite rotations travelling with different velocities 
An electron theory o the rotation Confirmations of the theory 
Magnetic double refraction when the light ray is perpendicular to the 
lines of force Voigt's theory Magnetic double refraction in colloids 
Magnetic double refraction in pure liquids The Kerr magnetic effect 
''^ The Zeeman effect Lorentz's theory Zeeman's verification. 

T&e3jaraclay rotation. Faraday opens his paper describ- 
ing his^pfei discovery of an action of magnetism on light by 
saying : " I have long held an opinion, almost amounting to con- 
viction, in common . I believe with many other lovers of natural 
knowledge, that the various forms under which the forces of matter 
are made manifest have one common origin ; or, in other words, are 
so directly related and mutually dependent that they are conver- 
tible, as it were, one into another, and possess equivalents of power 
in their action ." * v ^ - 

He then states that this persuasion had led him formerly to 
make many unsuccessful attempts to obtain the direct relation of 
light and electricity. Recently, however, he had succeeded in 
" magnetising and electrifying a ray of light , and in illuminating a 
magnetic^ line of force? a picturesque description of the fact that if a 
ray of plane-polarised light travels through certain substances along 
the lines of force in the field of a permanent magnet or in that of a 
solenoid through which is passed a current of electricity the plane 
of polarisation gradually rotates as the ray travels on. 

The first substance which exhibited the effect was a very heavy 
glass, a silicated borate of lead which he had made some years earlier. 
A plate of this glass two inches square and half an inch thick was 
polished on its narrow sides and placed between the poles of an 
electro-magnet in such a position that when the current was on, 
lines of force went, as nearly as might be, straight through the two 
inches of glass from one side to the other, A ray of light from an 
Argand burner was made to fall on a glass plate at the polarising 

. Re*. III. p. 1 '(November 1845). 
320 
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angle and then passed plane-polarised in the horizontal 'direction 
through the glass close to the poles and in the direction of the 
lines of force. It was then received through a Nicol prism into 
the observer's eye. The prism could be rotated about the ray as 
axis, and the rotation could be measured. 

Before the current was put on, the Nicol was turned into the 
position of extinction. On making the current the field of view 
lighted up. If the Nicol was then rotated, a new position of 
extinction was found showing that the light was still plane- 
polarised, but that the plane was turned round into a new position. 
He found that there was no visible effect if the magnet were so 
turned that the lines of force were perpendicular to the ray. The 
fields produced by a permanent magnet, and by a helical coil or 
solenoid in which an electric current flowed, were effective, arid as 
far as he could estimate he found that the rotation with a given 
length of glass was proportional to the strength of field, and with 
different lengths of glass proportional to the length. He examined 
a large number of substances besides the glass, and found that 
many exhibited the effect, such as flint and crown glass, water and 
alcohol. The solenoid arrangement was useful for the liquids, 
which could be enclosed in tubes with glass ends, placed along the 
axis of the solenoid. It was this solenoid method, in which an electric 
current was effective, which led him to say that he had electrified a 
ray of light. With optically active bodies such as turpentine or 
sugar he found that the magnetic rotation was merely added to or 
subtracted from the natural rotation according to its sign. He 
was unable to detect any rotation in air. 

In every case which Faraday observed, the rotation was in the 
direction of the current which would produce the lines of force, if 
we imagine them due to a solenoid surrounding them. Thus if the 
lines of force are supposed to come out from the paper to the 
reader's eye, the creating current would circulate counter-clockwise, 
and that would be the direction of rotation of the plane of polari- 
sation. The rotation would be reversed if the lines of force went 
from the eye to the paper. 

Subsequent researches have shown that all substances which 
light traverses exhibit the Faraday effect, and for the most part with 
the rotation in the direction which he observed and which is described 
as positive. But salts of iron and some few others, though not salts 
of nickel and cobalt, exhibit a negative rotation. The distinction 
in no way corresponds to the distinction of paramagnetic and dia- 
magnetic, for iron nickel and cobalt, though enormously para- 
magnetic, coincide with the great majority of diamagnetics IB giving 
positive rotation, while the diaroaguetic chloride of titanium gives 
a negative rotation. 

The magnetic rotation differs in one very important respect 
from the rotation by a naturally active substance such as 
solution. In the sugar solution the rotation is always u ' 
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handed" or clockwise in a ray coining to the observer. It is 
therefore counter-clockwise to him in a ray going from him. So 
that if a ray is sent along a solution from the observing end and 
then reflected back to the observer the rotations in the two journeys 
are opposite and cancel each other, and the ray emerges polarised 
parallel to its original plane. But with a " magnetised " ray the 
rotation is always in the direction of the current which would 
produce the lines of force, so that for each journey along a line of 
force the rotation is increased by the same amount. Thus Faraday * 
found that the rotation for one passage through a piece of glass 
was 12, but on reflecting it to and fro so that it made five passages 
the rotation was increased to 60. 

Faraday's successors. Faraday does not appear to have 
made further experiments after the publication of his paper, his 
attention being called off by his investigations into paramagnetism 
and dianiagnetism ; but the subject was pursued by many workers. 
E. Becquerel was the first to observe that different colours were 
rotated by different amounts, red least, violet most a phenomenon 
known as rotary dispersion. By making the magnetic rotation 
" left-handed " and then passing the rotated light through a sugar 
tube of suitable length to neutralise the rotation for one colour, 
it was neutralised for all as nearly as he could judge, or the 
magnetic rotation was proportional to the natural rotation for all 
colours. G. Wiedemann used different parts of a solar spectrum as 
the source of light, a solenoid to produce the field, and a tangent 
galvanometer to measure the current. He was thus able to show that 
the rotation was proportional to the current, and therefore to the 
field intensity within the coil. He found that the magnetic rotary 
dispersion of carbon bisulphide, for instance, was not very far from 
being proportional to the natural rotary dispersion in a sugar 
solution but yet sensibly different, and it was not far from being 
inversely as the square of the wave length, though again quite 
sensibly different. 

Verdet's constant, and its variation with, wave 
length. Verdetf made a long series of experiments on various 
substances with an accuracy probably superior to that attained 
up to his time, and he proved conclusively that the rotation 
per unit length of a substance traversed is proportional to the 
component of the intensity of field in the direction of the ray. If, 
then, ds is an element of the path of the ray in a substance, 
and the kteasity H makes an angle 6 with d$> the rotation R of 
the plane of polarisation between $ = a and $ = 6, usually expressed 
im minutes of arc, is 



* I&p. Res. III. p. 453. 

f ^uvres, tome i ; OT Gordon, Meetrhity and Magnetism, vol. ii. 
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where C is a constant for the substance for the particular wave 
length used. It is known as Verdet^s constant, though it might 
more appropriately be named after Faraday. If Y* 5 V r 6 , be the 
magnetic potentials at the beginning and end of the path con- 
sidered we may put R in minutes = C (V fr V fl ), a concise form of 
expression, though the integral form is the one practically useful. 
Verde t worked before the value of absolute units was realised, 
and he was content to express the constant of a substance in terms 
of the constant for water. Taking the rotation in water of light 
at the E line in the spectrum as 1, he found the rotations of the 
light of the various lines as follows. Underneath are the rotation, 
which would have been observed if they had been inversely as the 
squares of the wave length. 

WATEE 

Lines in spectrum C D E F G 

Observed rotations 0*66 0-79 1*00 1-218 1'605 
Calculated from 1 /X 2 0'64 O'SO TOO 1-08 1*50 

For carbon bisulphide, creosote, and various other liquids the 
dispersion is about as near to that calculated from 1 A 2 as in the 
case of water, departing as notably from it as the wave length 
diminishes. 

If the substance examined absorbs the light of one particular 
wave length there are peculiarities in the rotation, which were first 
predicted from theory, and which will be more appropriately 
described when we discuss the theory now accepted. 

Effect of rise of temperature. Bichat was the first to 
make a careful examination of the effect of change of temperature 
of the Verdet constant, and he found that in general the constant 
lessens as the temperature rises, though his numerical values have 
not been confirmed by subsequent workers. 

Absolute values of Verdet's constant. Ifac first 
determination of the absolute value of a Verdet constant was 
made by Gordon* for sodium light in carbon bisulphide. 

- A few years later another determination of the same constant 
was made by Lord Rayleigh.t He used a coil with a known 
number of turns surrounding a tube of known length containing 
the bisulphide. The current was measured by a potentiometer 
method, winning the E.M.R of a Clark cell If the tube had ex- 
tended a great distance beyond the coil at each end ^edifference 
of magnetic potential between the ends would Imve been 4^ X 
number of turns of coil X current. But as the ends were at points 
where the field was still appreciable a correction was needed. 

To measure the rotation Lord Rayleigh used a special "half- 

* Gordon, El. and Mag. , vol. ii. chap, xlviii. .. _^ 

t JWtZhM* 176, p. 843 (1885) ; or *(*{* P*F**, vol. ' P- 3*- 
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shadow " method,* on the general principle now always adopted in 
polar imetry, in which the field is divided into regions with their 
planes of polarisation slightly inclined to each other. The 
sodium light used was polarised by a Nicol. It then passed 
through a cell containing sugar solution, but a plate of glass was 
immersed in the solution, and placed so that one half of the beam 
passed through it, while the other half passed by its edge and so 
through an extra thickness of sugar solution. This half of the beam 
was therefore a little more rotated than the half passing through 
the glass, and when the beam emerged from the cell its two halves 
were polarised in planes making a small angle with each other. 
Then the beam passed through the tube and into the analysing 
Nicol in front of the observer's eye. The observer either focussed 
his eye directly on to the edge of the glass plate in the sugar cell, 
or viewed the edge by a Galilean telescope. To understand the 
method let us suppose that, to begin with, there is no current in 
the coil. Let OR OL, Fig. 289, represent the equal amplitudes and 




N 

FIG., 239. 




the directions of vibration in the two halves of the field of view. 
The angle ROL is greatly exaggerated in the figure. It is not 
more than 2 or 3 degrees usually. Let the analysing Nicol be 
turned so that it extinguishes vibrations in the direction of OC, 
the bisector of ROL. If MON is perpendicular to OC, and 
RM LN are perpendicular to it, the analyser, when placed so that 

^^ ^v T e J tingu , ishvibratioils alon S OC, admits equal vibrations 
OM ON from the two halves of the field. If it be now turned 
through a small angle so that the vibrations admitted are OM' ON', 
Fig. 40, it is obvious that there will be a great difference in the 
illumination of the two halves. Hence the position of the analyser 
for equality of illumination can be fixed with considerable 
accuracy. When this has been done let the current be put on 
so that the magnetic field is established, The planes of OR 

* Pointing, Phil Mag. [5], x. (1880), p. 18. 
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and OL will be equally rotated, and the analysing Nicol must 
be turned through the same angle to secure equality of the two 
halves of the field once more. The angle is read on a divided 
circle with which the analyser is provided. 

The result which Lord Rayleigh obtained for the Verdet 
constant for sodium light for bisulphide of carbon at 18 
measured in minutes per unit difference of potential is 

0-04202. 

Rodger and Watson * made determinations of the Verdet con- 
stants for sodium light in carbon bisulphide and in water over a 
range from C. to 40 0. for the former, and over a range from 
C. to 100 C. for the latter. Their values for the constants 
were: for carbon bisulphide 0-04347 7372/10 7 , and for water 
O'OlSll 4 tf/10 7 4 1 2 /1Q*. Their formula for bisulphide of carbon 
would give the value of the constant at 18 as 0414, which only 
differs from Lord Rayleigh's value by 1 in 350. 

Constants for many other materials were determined in terms of 
that of carbon bisulphide by H. Becqaerel, and these may be turned 
into absolute values by using the constant just given for that liquid. 
The following values are extracted from a table of BecquereFs results 
given by Gordon, Lc. : carbon bisulphide, 1 ; water 9 0*308 ; 
benzene, 0-636 ; rock-salt, 0-843 ; crown glass, 0-481 ; bichloride 
of titanium, -0'858.f ^ r s 

Rotation by gases. In 1879 both H. Becquerel and Kundt 
and RontgenJ succeeded in measuring the rotation by gases. 
Becquerel passed a ray several times to and fro along a copper 
tube with glass ends surrounded by a coil. Kundt and Rout gen 
also used a copper tube with glass ends surrounded by a coil. 
Into this the gas to be dealt with was compressed to 250 atmo- 
spheres. The glass ends were so seriously strained by the internal 
pressure that they became doubly refracting. It was therefore 
necessary to put the polariser and analyser within the tube, each 
being fixed to the tube at the end at which it was placed. The 
polariser end was clamped in a fixed position. The analyser end 
could be twisted round, subjecting the tube to torsion, and the 
angle of twist could be measured. It was found that the rotation 
was proportional to the density of the gas, so that it could be 
reduced to normal density at C. and 760 mm. In all cases 
examined the rotation was positive. The following rotations afc 
NTP in terms of that of bisulphide of carbon were obtained : 
pc N H C0 2 

1 0-000109 0000127 0-000132 <HXX*S 

LF^ * 

J Some account of toth researches is givea by Gordon, L$. 
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Rotation by films of iron, nickel, and cobalt. In 

1884 Kundt * succeeded in depositing on glass films of iron, nickel, 
and cobalt less than a wave length in thickness which easily 
transmitted light. When one of these was placed in a magnetic 
field normal to the lines of force the plane of a polarised ray 
passing through was rotated in the positive direction i.e. the 
direction of the magnetising current and by an amount pro- 
portional to the thickness of the film. The rotation increased with 
increase of the field up to about 17,000 ; but when the field exceeded 
this the rotation did not increase much. The maximum rotation 
of a certain red ray in iron was such that passage through 1 cm. 
of iron would at the same rate give a rotation of 300,000. 
The rotation of blue light was less than that of red. 

The approach of the rotation to a limit suggested that the 
rotation is proportional, not to the external magnetising force H, 
but to the intensity of magnetisation I. With H = 17,000 we may 
suppose the iron to be saturated or that I has reached its limit. 
In an ordinary non-ferromagnetic substance the intensity of 
magnetisation is given by I=;/cH, where K is a minute constant 
and I is proportional to H. In a ferromagnetic metal K is not 
constant and I is not proportional to H. Du Boisf plotted I 
against H for each of the three metals iron, nickel, and cobalt, 
using Rowlands'^ values. He then plotted rotation for a definite 
thickness against H, using the rotations determined by Kundt and by 
himself, and found that the form of the two sets of curves was the 
same, or the rotation was proportional to I. 

Representation of the rotation of the plane of polari- 
sation by two equal circularly polarised rays with 
opposite rotations travelling with different velocities. 
Let a point P move with uniform angular velocity <o in a circle 
radius a. Drop a perpendicular PN on a diameter ACA' If P 
starts at t = from A, ACP == at and 
CN = fl cos wt. Then N has a simple 
harmonic motion with the same period 
as P. 

When P starts from A let P' start 
from the same point with the same 
angular velocity o> round the same circle 
but in the opposite direction, so that P' 
_ is always in PN produced. Then the sum 

FIG. 241* f tne displacements of P and P' parallel 

to AA' = &x cos tot, and the sum of the 
displacements perpendicular to AA' is sero, since the displacements 
are equal and opposite. Hence a simple harmonic vibration may 
"be made up of, or conversely maybe resolved into, two circular 
of half its amplitude and with equal period. 

* Phil. Mag. [5], xviii. (1884), p. 303. 
t lUd. [5], xxiv. (1887), p. 445. 
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A train of waves of circularly polarised light may be regarded 
as consisting of circular disturbance, represented by a radius of 
given length travelling round each point in the path and with the 
same angular velocity for each radius, the ends of the radii being 
on a revolving spiral. A corkscrew turned round counter-clockwise 
without advancing exactly represents such a train of waves with 
counter-clockwise rotation travelling towards its point, and if it 
be laid lengthwise on a mirror its reflection in the mirror repre- 
sents the transmission of a train with clockwise rotation. Let () 
Fig. 42, represent the right-handed corkscrew as seen from above, the 
thick lines representing the upper part. Then if it is turned round 
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FIG. 242. 




(b) 




FIG. 243. 



counter-clockwise as seen from A, a given displacement will travel 
forward from A to B. If (b) represents its reflection in the 
mirror MM, a clockwise rotation as seen from A' will send a 
given displacement forward from A 7 to B'. 

If the two displacements in (a) and (b) are combined, they will 
always give an up-and-down displacement perpendicular to the 
plane of the paper, or a plane-polarised disturbance. 

But now suppose that while the speed of rotation of the two 
is the same, one travels faster forward than the other, that is, has 
a longer wave length, or is a steeper spiral. .Thus in Tig. 4S let 
ACDB represent the faster-moving and longer wave, AEFG the 
slower and shorter. At the instant represented they coincide at A, 
and as the revolution is at the same rate for both spirals they 
combine now and always to give at A a disturbance perpendicular 
to the paper. At this instant they coincide again at G, and 
combine now and always to give at 6 a disturbance in a line which 
is turned round in the direction of the circular motion which has the 
greatest forward velocity* That is, there is rotation of the plane 
of polarisation. 
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We may obtain the actual rotation by noting that the 
forward propagation of a circular disturbance with speed v is 

" 



= ft , l t - 

\ ^ 



where 9 is the angle the radius makes with a fixed direction per- 
pendicular to the line of propagation, the distance x being 
measured from a starting-point on the line at which 6=0 when 
t = 0. For at any fixed point the angle 9 grows at the rate o>, 
or at each point there is circular motion, and at distance x 9 9 = 
when x = ztf, or the displacement which is at on = when t = 
is propagated forward with velocity v. 

Now let an equal circular disturbance, but with opposite 
rotation, o), travel forward with a less velocity v'. Then "the 
direction of disturbance at x at time t will be 



assuming that it is at # = when t = 0. 

It is easily seen that the sum of two displacements, each a and 

04- & 
in directions 9 0', is in the direction 5 , and is in magnitude 

A 

0-0' 
_-, 

That is, it is in the direction ^r( > -- )> 

% \v v / 

and its magnitude is 



It is, then, a simple harmonic vibration in a constant direction 
at a constant point, but as we travel forward the direction turns 
round in the positive direction of o> at a rate per unit distance 



or if ra is the frequency of revolution, so that w = STTW, we may 
put the rotation of the plane of polarisation as 



and in the direction of rotation of the faster-moving constituent. 
So far this is merely a geometrical representation of the facts 
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and at first sight it appears somewhat artificial. But it appears 
more natural if we assume, as we surely must, that there is some 
sort of motion round the lines of force in a magnetic field. Then 
a resolution into circular motion would seem to be appropriate. 

An electron theory of the rotation. We have now to 
show that if we suppose that in a circularly polarised ray the 
electrons are whirled round with the frequency of the waves (i.e. a 
number of times per second equal to the number of waves passing a 
point per second), then the velocity will be different for the two 
directions of whirling if a magnetic field exists parallel to the path 
of the ray. 

According to Sellmeier's mechanical theory, the velocity of a 
train of light waves in a medium depends on the nearness of the 
wave frequency to the natural frequencies of vibration of the 
molecular or atomic systems constituting the medium. By 
the natural frequencies we mean those of the different types of 
motion of each system if it is disturbed and then left to vibrate 
without any external action. 

I^et NJJ N 2 , &c., be the natural periods of the constituents of 
the medium. The velocity of a train of waves of frequency n 
is given by 



, _ 
!* n* N 2 8 n 

where K, &, /3 2 , &c., are constants for the medium.* 

For simplicity we shall suppose that there is only one mode of 
natural vibration N, and that this takes place under an acceleration 
towards a centre at distance d equal to v*d or 4T*N*d. The 
velocity of a train of waves is given in this case by 

ft 



When n = N, the formula makes v = 0. The physical inter- 
pretation is that there is at this value "resonance, 11 and the waves 
spend their energy in setting the constituent systems of the 
medium into vibration so that they are absorbed and not trans- 
mitted. There will be absorption too, in a real system, for some 
little ranee on each side of n = N. As we rise from n i = 0, %.e. 
from wavls of infinite length towards n = N, 1M which is pro- 
nortional to M 2 ^ere ft * he refractive index, gradually uicreases 
and becomes great as n nears N. When n has just passed N, W 
Xt first negf tive or is unreal. But when Iff becomes positive 

and n real it increases as n increases. There is, however, a limit K 

towards which it tends as n goes on increasing. 



author of a work on - ler^o enne, 1908. 
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We may represent the general nature of the change in 



This theory holds good in the electro-magnetic theory if we 
suppose that the medium consists of central bodies round which 
electrons or small charged bodies are revolving, each with a period 
or periods of its own. We make the usual supposition that the 
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FIG. 244. 

charge on each electron has the same negative value. We represent 
it numerically by e and the mass of the electron by m. 

Now let a circularly polarised beam of frequency n travel 
through the medium. We suppose that it makes the electrons 
whirl round the centres of their natural orbits in circles with 
frequency n, instead of the natural frequency N, the wave dis- 
turbance calling into play a force which, added to 7?i.4x 2 N 2 d, the 
natural force of the system, accounts for the new period. 

^ When a field H is put on, let us suppose that its + direction 
coincides with the direction in which the ray is travelling. If d is 
the distance of the electron e from its centre, its velocity is Qirnd, 
and as it is moving transversely to the field H a radial force due 
to IT, equal ^to Z-n-ndHe, will be called into play. The negative 
electron moving clockwise is equivalent to a positive current circu- 
lating counter-clockwise. Hence the force is inwards on an 
electron moving clockwise and outwards on one moving counter- 
clockwise. If m is the mass of the electron, the acceleration at 
distance d is 8vrndHe/m. The total acceleration due to the 
internal force and to this magnetic force is 

<m^//2 /"I \ 

mja (i) 

and thisjs the natural acceleration when the field is on. 

. Puttin g 0) in the form w z d, we see that there are now two 
different natural frequencies, given by W/^TT, where w has the 
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for a ray in which the rotation is clockwise as seen from the source, 
and the value 



for a ray with the opposite rotation. 

If the two frequencies are N r N 2 , then 

M 2__TV72 i n&e x ^ , 



where j/= 



ntte 



(*) 



As the natural frequencies for two circularly pokrised rays with 
opposite rotations thus differ, they have different velocities, v v # 2 , 
given by 



Wi i K+ N 2 +y-;i a K+ N 2 -7* 2 (N 2 -w 




(3) 



If we subtract the first of these from the second we get 



a result which is due to Voigt. 

We have taken v as positive for negative electrons, and as 

ju? 9 which is proportional to -g, usually increases as we approach an 

absorption band from the long wave side, we may take jS as usually 
positive. Hence (4s) is usually positive, or t?^ r 2 , and a circularly 
polarised ray in which the rotation as seen from the source is 
clockwise moves with greater velocity than a ray with counter- 
clockwise rotation. The rotation therefore has the fame sign 
whether n is less than or greater than N. 

If a ray of plane-polarised light is resolved into two co-existing 
circular components, and we assume that they have different 
velocities as given by (3), the clockwise component moves the faster 
and the plane of polarisation rotates clockwise or in the direction 
of the current round the ray which would produce the field in which 
it is travelling. 

If Z7 X and a 2 are nearly equal, we may put ihe rotation pel 
unit length (p. 328), by aid of (4), in the form 
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When the rotation is in the opposite direction, as in titanium 
chloride and in salts of iron, we may perhaps account for it by 
a neo-ative sign for/3, .0. a decrease in ^ as X decreases, or perhaps 
by assigning the opposite sign for , which implies that positive 
charges are revolving. 

Confirmations of the theory. Eighi * showed that the 
wave lengths of two oppositely circularly polarised rays were 
different when they were made to traverse a magnetic field along 
the lines of force," before the electron theory was elaborated to 
account for the difference of their velocities. A pencil from a 
source was divided into two pencils which were circularly polarised 
with rotations in opposite directions and then ran alongside each 
other through a tube containing an active liquid and surrounded by 
a solenoid. The two pencils then passed through a Nicol and i nter- 
fered in the focal plane of a micrometer eyepiece by which the fringes 
could be seen and their positions fixed. When the current was put 
on the position of a fringe was read by the micrometer wire. Then 
the current was reversed and the fringes shifted, and by an amount 
sufficiently near to that which would be expected from the observed 
rotation of the planes of polarisation in the liquid by the same 

current. . 1,0 

Brace f made a similar experiment with a similar result, borne 
time later, by making the two rays travel in an arrangement of 
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FIG. 245. 



prisms to and fro along the lines of force, he succeeded in 
separating them on emergence. 

Macaluso and CorbinoJ showed that the rotation is in the 
same direction on opposite sides of a sodium vapour absorption 
band, and Wood measured the rotation in the neighbourhood of 
both I) lines, and obtained results of the kind represented in 
Fig. 245. But in the case of a solution of praseodidymium chloride, 

* WiecL MWStter, ii. p. 715 (1878). 

J- Phil. Mag. i. p. 464 (1901). He gives in the introduction a brief account of nis 
earlier work, and then describes his method of separating the rays. 

t Ctmtpt. J&wc^cxxvii. p. 548; Wood, Optics, 2nd ed. p. 530. 

Phil M&g. [6] xiv. p. 145 (1907), 
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a salt with a strong absorption band in the yellow, Wood found 
that though the rotation had the same sign on the two sides of the 



-red s*de 



blue side 



y^ "band, 
decreasing >. 

FIG. 246. 

band it did not appear to rise towards the band on both sides ? but 
.rather to be as indicated in Fig. 246.* 

Magnetic double reflation when the light ray is 
perpendicular to the lines of force. Voigt's theory. 
We have seen that if we resolve a vibration which is perpendicular 
to the field into two circular vibrations with opposite rotations 
in a plane also perpendicular to the field* the natural periods of 
the two are one a little greater and the other a little less than 
the natural period before the field existed. If we assume that 
these two periods exist for a ray travelling perpendicularly to the 
lines of force in which the motion of the electrons is also perpen- 
dicular to the lines of force, the equation for the velocity v before 
the field exists, which is 



must be replaced by the less simple form 



= K 



neglecting higher powers, 



The velocity before the field is established is also the velocity of 
a ray which has its vibrations along the lines of force, and which 
is therefore unaffected by the field. Let us put it v f = v. If we 
take off the field, v becomes = and v n = v 9 . This requires that 
2j8x = ft. We have then 

J_ 1 _ (3v* 

It will be noted that this is a small quantity of a higher order 
than the corresponding difference which accounted for the rotation 

* Phil Mag. fx. p: 725 (1905). 
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of the plane of polarisation. Further, it changes sign with N n ; 
or when n <C N,VJ) >#, and when n is '> N, t^ <^v n . The theory 
of which this is a mere indication led Voigt to the result just 
obtained, and it was verified by Voigt and Weichert in the case of 
sodium vapour.* 

Magnetic double refraction in colloids due to sus- 
pended particles. In 1901+ Kerr observed that if a small 
quantity of Fe 3 4 is chemically precipitated in invisibly fine 
particles in water, which is thereby rendered slightly hazy, the 
liquid becomes doubly refracting when it is placed in a magnetic 
field and is traversed by a polarised ray perpendicularly to the field. 
The vibrations in which the electric component is along the lines of 
force, travel more rapidly than the vibrations in which it is at 
right angles. At the same time the former are more absorbed. 
This agrees with the supposition that the particles of the oxide 
arrange themselves in fine filaments along the lines of force, and 
act like a Hertzes grating of parallel wires. 

Very shortly after this, MajoranaJ independently discovered the 
phenomenon in colloidal solutions of iron, and found that it was 
very notable in long-prepared "Per Bravais." Cotton and 
Mouton also worked at the subject, examining many colloidal 
solutions. 

Magnetic double refraction in pure liquids. At first 
Cotton and Mouton supposed that the colloidal condition was 
necessary for magnetic double refraction, but they discovered that 
it is exhibited by nitrobenzene, and it has been observed in other 
aromatic compounds. The phenomenon is closely parallel to the 
Kerr electric effect. If 8 is the retardation of one ray behind 
the other in traversing length I of a substance placed in a field H 
which is at right angles to the path, and if A is the wave length 



C is the constant of magnetic double refraction for the substance 
for the wave length used. Cotton and Mouton found that for nitro- 
benzene C increases as X diminishes, and that if B is the Kerr 
electric constant. C/B is very nearly the same for different wave 
lengths. This has been confirmed for other aromatic compounds 
by McComb and Skinner.|| 

A theory of magnetic double refraction has been developed by 
Havdoek,f who supposes that the molecules are differently spaced 
along and perpendicular to the field. Cotton and Mouton prefer 

* WM. Am. 67, p. 345 (1899) ; or Wood's Optics, chap. xvii. 

rtt. As&oc. Report (1901), p. 568. 

Sdmee Abstracts, 1S02, No. 1844. 

Aim. fr (Aim. et de Phy s . [8], vol. ad. p. 146 and p. 289 for their earlier 

Lf l> **?**? P%%fc* [1 Tol. i. (1911), p. 5, for their later discovery. 

%*> M$w. xxlx. p. $25 rn<H p. m ,{19oijf7 
f JfcM.;Jby. &>c. t A, vol. Ixxvii. p 170, and vol. Ixxx. p. 28. 
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to account for the effect by supposing, not that the molecules alter 
their distances apart, but that they are oriented with axes of some 
kind along the lines of force. They consider that Voigtfs theory will 
not account for the double refraction wjiich they have discovered, 
for his theory should apply to all bodies, whereas their double 
refraction is so far confined to a particular class. 

The Kerr magnetic effect. Reflection from magnets. 
The reflection of light at a surface is not merely a return of the waves 
at an impenetrable surface, for the nature of the reflection depends 
on the constitution of the medium within the surface. For instance, 
the polarising angle differs with different reflecting media, showing 
that the medium near the surface takes part in the process. Con- 
sidering this, and further considering that, as the Faraday effect in 
some salts of iron is already great, it might be expected to be 
vastly greater in the steel of a magnet, Dr. Ken** was led to 
expect some kind of rotation in a plane-polarised ray when 
reflected from the pole of a magnet. 

To test his expectation he polished a flat as perfect as 
possible on one pole of an electro-magnet and then brought the 
other pole near to it, just leaving between them a chink through 
which a ray of plane-polarised light could be directed on to the 
surface at an angle of incidence between 60 and 80. When the 
plane of polarisation was either parallel to or perpendicular to the 
plane of incidence and the current was off, the plaue was unaltered 
by reflection. These two planes were selected because, in accordance 
with the ordinary result of reflection from a metal, the light in any 
other plane would after reflection be elliptically polarised. After 
reflection the ray passed through a Nicol to the observer's eye. 
The Nicol was turned to extinction. On putting the current on, 
the light reappeared faintly, the plane of polarisation always 
turning Li the direction opposite to that of the magnetising 
current, and the polarisation was slightly elliptical, as the principle 
of reversibility would lead us to expect. 

In further experiments Kerr worked with normal incidence 
through a perforation in the opposing pole and found again a 
rotation, though less in value, and again in the opposite direction 
to the magnetising current. According to the later work of 
Kundt, the light entering the metal and finally absorbed by it 
would have its vibration turned round in the direction of the 
magnetising current so that we might expect the reflected vibration 
to be turned in the opposite direction. 

Afterwards Kerr obtained similar effects with reflection at 
surfaces worked on the equatorial parts of a magnet. He summed 
up his results in the statement that a new small component was 
introduced in the reflected ray with vibration perpendicular to that 
of the ray reflected before the iron was magnetised. The vibration 

* Pk>U. Jfe%. [5], vol. iii. p. 321 (1877), for reflection from a pole ; vol. v. p. 161 
(1878), for reflection from tfee side. 
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in the original direction was not changed in phase by magnetisa- 
tion. The new component differed from it in phase by a small angle. 

Du Bois* measured the rotation on reflection at normal incidence 
from mirrors worked on the ends of iron, nickel, and cobalt 
cores of electro-magnets. The cores were in the form of prolate 
spheroids. He used this shape because, according to the theory of 
induction, if without the metal core the field is uniform, the 
magnetisation I, when the metal is put in, is uniform and 
parallel to the axis. Measuring the rotation e and the intensity of 
magnetisation I, du Bois found that s=KI, and he termed K "the 
Kerr constant. If the magnetisation was not normal to the 
surface, then I was replaced by 1^, the normal component. K w r as 
found to be nearly independent of temperature, and when e was 
expressed in minutes it was found that K was : for iron 0*0138, 
for cobalt 0-0198, and for nickel 0'0160, while for magnetite 
it was +0*012. There was dispersion, K decreasing for iron from 
red to violet, while for cobalt there was a minimum in the green, 
and for nickel a minimum in the yellow of the spectrum. 

The Zeeman effectf The three actions of magnetism on 
light which we have already described consist in modifications of 
the light due to changes in the medium through which it is trans- 
mitted, or at which it is reflected when the medium is magnetised. 
The modifications may be ascribed to alterations of velocity and 
not to alterations in the frequency of the waves. There can be no 
alteration in wave frequency where there is no relative motion of 
source and medium arid the condition is steady. Now we are to 
describe an effect of the magnetic condition on the light emitting 
elements of the source an alteration in the frequency, not in the 
velocity, of the waves emitted. An alteration of this kind, sought 
in vain by Faraday, perhaps observed by Fievez, was only certainly 
found by Zeernan in 1896-t 

Zeeman placed a sodium flame between the poles of an electro- 
magnet which could create a powerful field through the flame. 
The light going out perpendicularly to the lines of force or 
equatorially was received in a grating spectroscope, the grating 
having 14,938 lines to the inch and therefore giving considerable 
dispersion. Before the current circuit was closed the D lines were 
fine and sharp.^ When the current was put on they widened 
perceptibly. The red lithium lines from a lithium flame showed a 
similar effect. To show that the effect was directly due to the 
magnetic field and not to any indirect effect such as a change of 
temperature through the change of shape of the flame* a'tube with 
glass ends was put across the magnetic axis in place of the flame. 
A 'piece of sodium was inserted in the -tube, which was heated so 
tfeat sodium vapour was formed. A beam of white light from an 

* >. Mag. xxix. pw 253 (1800). 

e&e&w MggaMo-Optic*, Hacmillan, 1913. 
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arc was passed through the tube into the spectroscope and the dark 
D lines appeared. When the current was put on, these too 
widened. The total widening of each of the lines was about 1 /4*0 
of the distance between them when the field was about 10,000. 
As the two lines differ in frequency by about 1 in 1000, the two sides 
of each broadened band differed in frequency by about 1 in 40,000. 

Lorentz's theory. Zeeman thought that the electron 
theory as developed by Lorentz would give the key to his observa- 
tions, and Lorentz indicated to him a theory of the effect which we 
may put in the following form. 

The principle is that which was afterwards used by Voigt in the 
explanation, which we have given already, of the change of velocity 
of circularly polarised light with change" of direction of revolution. 
The starting-point is the equivalence of a charge e moving with 
velocity v to a current element ev, so that if there is a magnetic field 
of which the component perpendicular to the direction of v is H, a 
force acts on e equal to Tdev and perpendicular to H and v. 

If # be resolved into any components and the force on e due to 
each component be separately considered, the resultant of all these 
separate forces will be Het>. It is sufficient to illustrate this by tie 
simple case where the field is perpendicular to the velocity v 9 and 
that velocity is resolved into v cos and t* sin Q at right angles 
and in a plane perpendicular to H. The forces on e moving 
separately with these velocities will be Hev cos 6 9 Lev sin 0, and 
these will have as resultant Het?. Hence we can resolve # as we like, 
and the forces acting on e due to the separate components will have 
a resultant equal to the force due to the actual motion. 

Now take the case of a system in which a single electron revolves 
round a centre under a force towards the centre proportional to 
the distance. The orbit will be in general an ellipse, and it may 
be in any plane. But the motion can always be resolved into 
three linear simple harmonic motions along 'three axes O#, O#, 
and Oz through the centre O, and all three will have the same 
period, though they will not have the* same phase, I.e. will not all 
pass through O at the same instant, unless the actual motion is 
linear. Each of the linear motions may now be resolved into two 
equal and opposite circular motions in any plane through the 
linear motion, each having the same period but with radius equal 
to half the linear amplitude. If the period is N and the radius is 
A the acceleration in each circle is ^-r 2 Wd. 

Let a magnetic field H be created in the direction of x. 
We leave the motion along Ga? linear, for it will not be 
affected by the field, and its frequency will remain N. The 
motions along O^, Q# may be resolved into two pairs of cir- 
cular motions, and it is most convenient to put these in the plane 
of y, %) each pair consisting of two opposite motions. As we have 
seen, we may treat each motion separately in considering the effect 
of the motion in the magnetic field. Consider a elreolar motion 
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of radius d in which the electron e moves round .clockwise as seen 
from the N.S.P. If its velocity is r it will have an additional 
force H.ev inwards, and so its frequency will be increased from 
NtoN r The total force to the centre if the mass is m is 
47r 2 N 2 7?wZ + Hev = 47r 2 N*md + fyrNJIed, putting a^N^ for v. 
The acceleration is (47r 2 N 2 + ^TrNjHtf/m)^ and the frequency is 
given by 



and as the second term on the right is very small compared with 
the first, in it we may put N for N x , so that 



A counter-clockwise motion will have an additional force out- 
wards, and so the frequency is reduced. Its value N 2 is given by 



- _ 

or approximately 



There are therefore three frequencies, the original frequency N 
stilljreraaining in the vibrations along the lines of force, and there 
are two sets of circular motions in a plane perpendicular to -the 
lines of force and with frequencies, . one rather greater and the 
other rather less than N. 

Consider the light going out equatorially. The circular vibra- 
tions will only send linear vibrations in that direction, for it is in 
their own plane, and the direction of vibration in the waves will 
be perpendicular to the lines of force. The vibrations in the 
source along the lines of force will send out vibrations parallel to 
that direction and of the original frequency. Hence, if we receive 
the light in a spectroscope, we may expect to have a line in the 
position of the original line polarised in the equatorial plane, or, 
as it is easier to picture, vibrating parallel to the lines of force, 
and this should be flanked by two lines with vibrations transverse 
to the lines of force. If we consider the light travelling out axially, 
tfae?i the vibration along the lines of force with the original 
frequency sends no waves in thab direction, but the two opposite 
sets of circular vibrations send opposite circularly polarised rays, 
am IB a spectroscope we ought to have two lines, one on each side 
ttllie original position, and the light in them should be circularly 
fdtoid ill opposite directions. 

Eeemaii's verification, geem&n fouiid that experiment 
WI*M tftest anticipations of |feeo|y, . But . farther research wi% 
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stronger fields and better resolving power showed that the effect of 
establishment of the field was usually considerably more compli- 
cated than in the simple case which we have treated, though for 
some lines there is mere tripling, as described above.* For instance, 
the sodium line T) i shows a quadrupling in the equatorial direction, 
the polarisation indicating that the central line is doubled. D 2 shows 
six lines, and the polarisation indicates that the two side lines are also 
doubled. Lorentzf showed that if there are n degrees of freedom 
in the vibrating source, all coinciding before the establishment of 
the field, and so giving one line in the spectrum 5 we may suppose 
them to be made all slightly different when the field is established, 
thus giving n lines. Thus in our simple case 7i = 3, and each of 
the degrees has the same period if there is no field. When the 
field is put on there are three periods and three lines in place 
of one. 

Since Zeeman made his great discovery a very great deal of 
work has been done by himself and by others in investigating the 
details of the effect, but these details belong more to optics than 
to magnetism.| 

We shall conclude with a very interesting calculation which 
Zeeman made, in his first paper, of the value given for efm by the 
observed widening of the lines. From the values of Nj and N a 
we get 



, e &r, 

and =-TTY 



H \\ L 

where X x , X 2 are the wave lengths of the two side lines, and V is 
the velocity of light, 



since in the denominator \ v X 2 may be put equal to A, the 
original wave length. Now, as *~~ * was found tobe^g^, for 
X= 0-000059, when H was 10,000, and as V is 3 X 10 10 , ejm is about 

* Schuster's Theory of Ojtticn, I.e. , 

f The Theory of ElectTom (1SH>9), p. 112 ; or G>*0ri* Intermtwml de P/t$/xtqe 
(1900), vol. iii. p. 1. 

J A bibliography is given in Zeernan's work (see p. sdb}. 
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10 7 . Various later measurements of the separation of the lines in 
known fields have shown that e/m obtained in this way is a little 
different for lines in different series, but that it is the same for lines 
in the same series. The mean value is very near to 1*77 X 10 7 , 
Tvhich again is very near to the mean of the best measurements of 
e/m for the kathode rays and for j3 rays. 
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